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The original AFC Appendix 8.1A is now Amendment Appendix 3.1A. Significant changes 
have occurred with respect to proposed emissions and operational scenarios, and as such 
this appendix presents updated emissions and operational data for the new facility site and 
configuration. 

Tables presented in this Appendix are as follows: 

3.1A-1 Ammonia Slip Emissions 
3.1A-2 Turbine/HRSG Assumptions 
3.1A-3 HRSG Stack Sizing 
3.1A-4 Operating Emissions Scenarios and Support Data 
3.1A-5 Startup Emissions Summary 
3.1A-6 Combustion Turbine HAP Emissions 
3.1A-7 Cooling Tower Operational Scenarios and Support Data 
3.1A-8 Cooling Tower PM10 Emissions 
3.1A-9 Cooling Tower HAP Emissions  
3.1A-10 Fire Pump Engine Emissions and Specifications 
3.1A-11 Fire Pump HAP Emissions 
3.1A-12 Fuel Gas Analysis 
3.1A-13 Fuel Oil Analysis 
3.1A-14 Ambient Combustion Air Analysis Assumptions  
3.1A-15 Fuel Use Calculation 
3.1A-16 Short Term Emissions 
 
In addition to the above tables, other miscellaneous support data for the device-specific 
emissions calculations is also included in this Appendix. 
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