The following outages are expected for Palo Verde Units 1, 2, and 3.  Each outage listed is a refueling outage.

2009 -

Unit 2 - 2R15 - Fall Outage - 59 Days - 10/3/09 - 12/1/09

2010 -

Unit 1 - 1R15 - Spring Outage - 59 Days - 3/20/10 - 5/18/10

Unit 3 - 3R15 - Fall Outage - 59 Days - 10/2/10 - 11/30/10

2011 -

Unit 2 - 2R16 - Spring Outage - 30 Days - 4/2/11 - 5/1/11

Unit 1 - 1R16 - Fall Outage - 30 Days - 10/1/11 - 10/30/11

2012 -

Unit 3 - 3R16 - Spring Outage - 30 Days - 3/31/12 - 4/29/12

Unit 2 - 2R17 - Fall Outage - 30 Days - 9/29/12 - 10/28/12

2013 -

Unit 1 - 1R17 - Spring Outage - 33 Days - 3/30/13 - 5/2/13

Unit 3 - 3R17 - Fall Outage - 28 Days - 9/28/13 - 10/25/13

2014 -

Unit 2 - 2R18 - Spring Outage - 33 Days - 3/29/14 - 5/1/14

Unit 1 - 1R18 - Fall Outage - 28 Days - 10/4/14 - 10/31/14

2015 -

Unit 3 - 3R18 - Spring Outage - 33 Days - 4/4/15 - 5/6/15

Unit 2 - 2R19 - Fall Outage - 28 Days - 10/3/15 - 10/30/15

2016 -

Unit 1 - 1R19 - Spring Outage - 33 Days - 4/2/16 - 5/4/16

Unit 3 - 3R19 - Fall Outage - 28 Days - 10/1/16 - 10/28/16

