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Technical Area:  Biological Resources 
CEC Technical Lead:  Amy Golden 

WORKSHOP REQUEST 

1. Please provide the GIS shape files of the CO2 linear and land owner information. 

RESPONSE 

The Geographic Information System (GIS) shape files of the carbon dioxide (CO2) linear and 
land owner information were emailed to Rod Jones at the California Energy Commission (CEC) 
on April 22, 2010.  The requested GIS shape files are being submitted under confidential cover. 
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WORKSHOP REQUEST 

2. Please provide a description of the planned Horizontal Directional Drilling (HDD) 
use in the vicinity of biologically sensitive areas. 

RESPONSE 

A description of Horizontal Directional Drilling is provided in Attachment 2-1. 



ATTACHMENT 2-1 
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ATTACHMENT 2-1 

As described in Section 2 (Project Description) of the Revised AFC, the carbon dioxide (CO2), 
natural gas, and potable water pipelines will be installed under the California Aqueduct, Kern 
River Flood Control Channel, and West Side/Outlet Canal using Horizontal Directional Drilling 
(HDD).  HDD is a surface-launched, guided, steerable drilling system used for the trenchless 
installation of pipelines.  HDD avoids direct impacts to the water courses and other sensitive 
areas by drilling under these features, as discussed further below. 

HDD OVERVIEW 

HDD crossings have been used since the 1970s.  The Hydrogen Energy California (HECA) 
Project will use HDD to avoid waterways and adjacent sensitive biological habitat.  However, 
because HDD avoids surface disturbance in specified areas, it is also commonly used to cross 
other features, including highways, railroads, airport runways, and pipeline corridors. 

The HDD method includes a drilling rig that will bore a diagonal and horizontal hole under the 
water crossings.  HDD can extend up to 1 mile, but much shorter distances are anticipated for the 
HECA Project.  At each of these crossings, a 100-foot by 200-foot laydown area (or entry/exit 
pit) has been identified on either side of the water course to accommodate the HDD installation. 

HDD REDUCES ENVIRONMENTAL IMPACTS 

HDD crossings reduce environmental impacts when compared to conventional trenching 
methods because water courses and sensitive areas are not disturbed, as most of the work is 
confined to either side of the water course or sensitive area.  The technology also offers 
maximum depth of cover under the feature, thereby affording maximum protection to the 
pipeline, and minimizing maintenance activities and potential environmental impacts. 

Best management practices for HDD will include silt fencing around the drill sites, capping pipes 
to avoid entrapping wildlife, energy dissipation devices for discharging water from hydrostatic 
testing of the pipeline, selecting drilling fluids for environmental compatibility, and removing 
spent fluids from the areas immediately adjacent to the water bodies for safe disposal and to 
prevent contamination.  In addition, soil erosion control measures will be implemented to 
prevent runoff and impacts to water quality. 

The HDD process consists of three main steps:  (1) drilling a pilot hole, (2) reaming, and (3) pipe 
installation.  The HDD process is described in further detail below. 

HDD TECHNIQUE 

A pilot hole is drilled beginning at a prescribed angle from horizontal and continues under and 
across the waterway along a design profile.  A schematic of the technique is shown in Figure 1.  
Concurrent to drilling the pilot hole, the contractor may elect to run a larger diameter “wash 
pipe” that will encase the pilot drill string.  The wash pipe acts as a conductor casing, providing 
rigidity to the smaller-diameter pilot drill string and also saving the drilled hole should it be 
necessary to retract the pilot string for bit changes. 
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Figure 1:  Pilot Hole 

 

Once the pilot hole is complete, the hole must be enlarged to a suitable diameter for the pipeline.  
For instance, if the pipeline to be installed is 36 inches in diameter, the hole may be enlarged to 
48 inches in diameter or larger.  This is accomplished by “prereaming” the hole to successively 
larger diameters.  A schematic of prereaming is shown in Figure 2.  Generally, the reamer is 
attached to the drill string on the laydown area located on the opposite side of the waterway from 
the drilling rig, and then pulled back into the pilot hole.  Joints of drill pipe are added as the 
reamer makes its way back to the drilling rig. 

A slurry is then pumped in to maintain the integrity of the hole and to flush out cuttings.  The 
slurries most commonly used are bentonite based, which is a naturally-occurring Wyoming clay 
known for its hydrophilic characteristics.  Slurry pumped down the hole is circulated back to the 
surface and collected within a 100-foot by 200-foot laydown area.  The slurry can either be 
reused, provided to a landowner for land application to improve water retention, or disposed off 
site in accordance with applicable regulations. 

Figure 2:  Prereaming 

 

Once the drilled hole is enlarged, the pipeline can be pulled through.  The pipeline is 
prefabricated on the laydown area located on the opposite side of the waterway from the drilling 
rig.  A reamer is attached to the drill string, and then connected to the pipeline pullhead via a 
swivel.  The swivel prevents any translation of the reamer’s rotation into the pipeline string, 
allowing for a smooth pull into the drilled hole.  The drilling rig then begins the pullback 
operation, rotating and pulling on the drill string and once again circulating high volumes of 
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drilling slurry.  The pullback continues until the reamer and pipeline break ground at the drilling 
rig.  A schematic of the pullback is shown in Figure 3. 

Figure 3:  Pullback 

 

HDD LAYOUT AND DESIGN 

The rig spread would be located in the 100-foot by 200-foot laydown area.  The entry point is 
typically approximately 10 feet inside the laydown area, and the laydown area would then extend 
away from the crossing. 

Once the crossing profile has been established and a geotechnical investigation completed, the 
depth of cover under the crossing is determined.  Factors considered may include flow 
characteristics of the water body, the depth of scour from periodic flooding, future channel 
widening/deepening, and the existence of pipeline or cable crossings at the location.  It is 
normally recommended that the minimum depth of cover be 20 feet under the lowest section of 
the crossing.  While 20 feet is a minimum recommended depth of cover on a typical water 
crossing, crossings of other sensitive areas may have differing requirements.  For the HECA 
Project, the depth of HDD under the water bodies will comply with all applicable federal and 
state regulations; the depth of the CO2 pipeline will be up to 100 feet below the California 
Aqueduct. 
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WORKSHOP REQUEST 

3. The California Department of Fish and Game (CDFG) agreed to evaluate the 
possibility of obtaining a subsurface easement within the Lokern Ecological 
Reserve parcel.  CDFG will consult with their legal counsel and provide further 
information and guidance to the Applicant. 

RESPONSE 

A response has not yet been issued by the California Department of Fish and Game (CDFG).  
Since the April 12, 2010 Workshop, the Applicant contacted Julie Vance at CDFG on May 3, 
2010; the Applicant is awaiting a response. 
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WORKSHOP REQUEST 

4. CDFG agreed to determine if the HECA Project may use existing Coles Levee 
Ecological Preserve easements for the Natural Gas/Potable Water Line. 

RESPONSE 

A response has not yet been issued by CDFG.  Since the April 12, 2010 Workshop, the 
Applicant contacted Julie Vance at CDFG on May 3, 2010; the Applicant is awaiting a response. 

The Applicant has conducted its own independent assessment of the availability of easements 
across Coles Levee Ecosystem Preserve (“Coles Levee”) for use by the Hydrogen Energy 
California (HECA) Project, and whether and to what extent there are restrictions or other 
impediments to use of those easements.  This assessment was based on review of the 
following documents: 

• Management Permit, executed October 2, 1992, by Atlantic Richfield Company 
(ARCO) and CDFG (hereinafter “Management Permit”). 

• Conservation Easement Agreement, effective October 2, 1992, by and between 
ARCO and CDFG (hereinafter “Conservation Easement”). 

• Implementing Agreement, by and between ARCO, U.S. Fish and Wildlife Service 
(USFWS), and CDFG, entered into March 1, 1996 (hereinafter “Implementing 
Agreement”). 

The Conservation Agreement, executed on October 2, 1992, established Coles Levee and 
included a Management Permit and Conservation Easement.  The Conservation Easement 
included a reservation of rights permitting ARCO to continue to conduct oil and gas operations 
on the property for the life of the field, provided such activities were conducted pursuant to the 
terms of the easement.  The reservation of rights further states: 

“ARCO shall not use the Property for any purposes other than wildlife and habitat 
management, oil and gas exploration and production activities, and activities 
reasonably related to such exploration, and production activities which shall 
include, but shall not be limited to, the operation, maintenance, and 
abandonment of wellbores and pipelines, gas plants, storage yards, roads, 
enhanced oil recovery activities, cogeneration plants, habitat enhancement 
and restoration, land reclamation, office facilities related to production activities, 
tank farms, and related storage sheds and facilities.” 

Conservation Agreement at 2, Paragraph 3 (emphasis added). 

The Easement was also granted 

 “. . . expressly subject to any and all existing rights of way, easements, surface 
leases, oil, gas, and mineral leases, contracts, and other instruments affecting all 
or any part of the Property, including all rights of ingress and egress necessary 
for the owners of such pre-existing rights to maintain, repair, service, and remove 
personal property located on the property.  ARCO and CDFG acknowledge and 
agree the terms, conditions and conservation measures contained in this 
Easement, the Management Agreement, and the Management Permit shall 
not in any way whatsoever affect or be binding upon any owner of an 
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existing right-of-way, easement, surface lease, oil, gas and mineral lease, 
contract or any other instrument or right, which is dated prior to this 
Easement whether enumerated herein or not.” 

Conservation Agreement at 12, Paragraph 9 (emphasis added).  Based on this language, HECA 
could use any existing right-of-way for its proposed natural gas pipeline, provided the owner of 
the right-of-way has granted permission for such use. 
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WORKSHOP REQUEST 

5. Please explore a new alignment for the Natural Gas / Potable Water pipeline(s) 
through Kern Water Bank Authority property, as an alternative to going through 
Coles Levee. 

RESPONSE 

The Applicant is currently reviewing potential routes through Kern Water Bank Authority 
property.  The Applicant is also working with the Kern Water Bank Authority to determine which 
portions of the property have conservation easements. 
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WORKSHOP REQUEST 

6. CDFG agreed to provide Graphic Information System (GIS) shape files of the 
Coles Levee Ecological Preserve to the California Energy Commission. 

RESPONSE 

Julie Vance of the CDFG has issued the GIS shape files to Amy Golden of CEC. 
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WORKSHOP REQUEST 

7. Please perform CDFG approved surveys for Swainson’s hawk.  Prior to the Record 
of Decision (ROD), provide a final timeline for construction of the project. 

RESPONSE 

From April 19 to 21, 2010, URS biologists David Kisner and Kate Eldredge conducted a driving 
survey of the CDFG/CEC-approved survey area for potential Swainson’s hawk nesting trees and 
documented all living trees of approximately 20 feet and taller.  The number and species of trees 
were recorded for each area, along with the presence of homesteads, agricultural areas, and 
developed areas.  Figure 7-1 shows the location and approximate number of all trees observed. 

Four pairs of Swainson’s hawk were observed during the survey, as discussed further below 
and shown on the Figure 7-2. 

One of the four Swainson’s hawk pairs (identified as “Confirmed Nest Structure” on Figure 7-2) 
was seen returning to a nest structure in a willow tree not far from a farmstead.  The nest tree is 
near an agricultural canal and is to the east of the California Aqueduct.  Two pairs of Swainson’s 
hawks (identified as “Potential Nest Structures” on Figure 7-2) were seen near trees with 
suitable nest structures, but were never seen returning to or sitting on the nest structures.  One 
of these pairs is at the Tule Elk Reserve and the other is near the intersection of Highway 58 
and Lokern Road.  A fourth pair of Swainson’s hawks was seen in an agricultural field (identified 
as “Unknown Nest Structure” on Figure 7-2); this pair may have been attempting to nest in the 
region or may have just been migrating through the area.  No nest structure was seen near the 
location of this pair, but there are trees in the area that would be suitable. 

Additional surveys are planned for later in the season in an attempt to determine if nesting was 
successful at these four areas.  The additional surveys are planned for mid-June to confirm 
nesting success through visual identification of young birds. 

Based on the Swainson’s hawk observations in the project vicinity, additional avoidance and 
minimization measures are proposed, and described below. 

BIO-22 Swainson’s Hawk Avoidance and Minimization 

The following avoidance and minimization measures have been developed using the 
information contained in the “Recommended Timing and Methodology for Swainson's Hawk 
Nesting Surveys in California's Central Valley” by the Swainson’s Hawk Technical Advisory 
Committee dated May 31, 2000. 

Where possible, major ground disturbance would be scheduled to occur between August 1 and 
December 31 at the Project Site when the hawks are not in the area.  The Project Site and a 
0.5-mile buffer would be surveyed weekly between late February and April 20 to determine 
whether any hawks are nesting in the area.  If any nests are found, they would be monitored 
through the breeding season to determine if the ongoing work is affecting the pair.  If there 
appears to be any adverse affects, the CEC and CDFG will be contacted to address the 
potential impact.  No new ground disturbance will occur within 0.5 mile of an active Swainson’s 
hawk nest without concurrence from the CEC and CDFG. 

To the greatest extent feasible, work along all linears will occur when Swainson’s hawks are 
absent; in the time period between August 1 and December 31.  Work between January 1 and 
March 1 would continue with periodic biological monitoring until Swainson’s hawks have returned 



Hydrogen Energy California (08-AFC-8) Response to Workshop Request 7 
Responses to CEC Requests from April 12, 2010 Workshop Biological Resources 

 7-2 R:\10 HECA\DRs\WRs\CEC WR.doc 

to the region and are showing territorial behavior within 0.5 mile of the work zone.  If work on 
linears is required during the time period of March 1 to July 30, surveys will be conducted out to 
1 mile from the work zone prior to initiation of work.  If no sign of Swainson’s hawk breeding is 
observed within 0.5 mile of the work zone (including laydown and staging areas) after four 
surveys, work would be permitted.  Additional surveys would be conducted for as long as the work 
continues, following the frequencies described in Table 7-1; if nesting is detected, work would be 
halted while CEC and CDFG are consulted. 

Table 7-1 
BIO-22 Survey Periods and Frequencies 

Survey Period Survey Time 
Survey 

Frequency Proposed Action 
January 1 to 
March 1 

All day Weekly Identify old nests and potential 
competitors. 

March 1 to Mar. 20 All day Twice 
weekly 

Assess hawk activity and territoriality. 

March 20 to April 5  Sunrise to 10:00 
16:00 to sunset 

Twice 
weekly 

Determine potential nesting territories 
and nest structures. 

April 5 to April 20 Sunrise to 12:00 
16:30 to sunset 

Thrice 
weekly 

Confirm pairs and nest structures. 

April 20 to June 10 All day Weekly Tracking known nest sites only. 
June 10 to July 30 Sunrise to 12:00 

16:00 to sunset 
Twice 
weekly 

Confirm fledging and nesting success. 

July 31 to 
December 31 

n/a None Preferred construction window. 

As requested, the Applicant will provide a finalized construction timeline prior to the Record of 
Decision. 

Spring 2010 Rare Plant Surveys 

In addition to the Swainson’s hawk surveys, the Applicant completed the 2010 rare plant surveys.  
The spring surveys were conducted by URS biologists David Kisner, Kate Eldredge, Alyssa Berry, 
and Kelly Kephart in April 2010.  Follow-up late season surveys were conducted by URS 
biologists David Kisner and Kelly Kephart in May 2010.  Spring surveys were conducted along the 
natural gas/potable water linears from April 5 to 9, 2010; surveys of the CO2 linear were 
conducted from April 26 to 28, 2010.  The late-season surveys were conducted of the natural gas/
potable water linears and the CO2 linear from May 17 to 20, 2010. The Center for Natural Lands 
Management properties in the Lokern and Semitropic areas were used as reference sites to 
determine what rare plants were in bloom; these areas were visited on April 7, 2010.  The 
transmission linears and the process water linear are located within active agricultural land and 
within a dirt road, respectively; therefore, no rare plant surveys were conducted. 

A combined list of all plant species seen during the spring and late-season surveys is provided 
as Table 7-2.  Sensitive species identified during the 2010 surveys include:  Cottony buckwheat 
(Eriogonum gossypinum), Gypsum-loving larkspur (Delphinium gypsophilum ssp. Gypsophilum), 
Hoover’s eriastrum (Eriastrum hooveri), Lost Hills crownscale (Atriplex vallicola), and Oil nest 
straw (Stylocline citroleum).  All of these species with the exception of the Lost Hills crownscale 
are within the potential disturbance area of the various proposed linears (Table 7-3). 
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Table 7-2 
Plant Species Observed in 2010 Surveys 

Scientific Name Common Name 
Native/
Exotic CNPS Status 

Acroptilon repens Russian knapweed E  

Allenrolfea occidentalis iodine bush N  

Ambrosia dumosa burrobush N  

Amsinckia menziesii var. intermedia fiddleneck N  

Aster sp.    

Astragalus lentiginosus freckled milkvetch N  

Atriplex lentiformis quailbush N  

Atriplex polycarpa desert saltbush N  

Atriplex triangularis spear leaved saltbrush N  

Atriplex vallicola Lost Hills saltbush N 1B.2 

Avena fatua Common wild oats E  

Baccharis salicifolia mule fat N  

Bassia hyssopifolia five hook bassia E  

Brassica nigra black mustard E  

Bromus hordeaceus soft chess E  

Bromus madritensis ssp. Rubens red brome E  

Calycadenia spicata spiked western rosinweed N  

Camissonia boothii ssp. Decorticans shredding evening primrose N  

Camissonia campestris Mojave suncup N  

Capsella bursa-pastoris  shepherd’s purse E  

Castilleja exserta  purple owl’s clover N  

Centaurea melitensis tocalote E  

Centaurea solstitialis yellow star thistle E  

Centromadia pungens ssp. pungens common tarweed N  

Chaenactis sp.    

Chenopodium berlandieri Berlandier's goosefoot N  

Chenopodium sp.    

Chloracantha sp.    

Convolvulus arvensis bindweed E  

Crassula connata sand pygmy weed N  

Cynodon dactylon Bermuda grass E  

Datura stramonium jimson weed E  

Deinandra pallida Kern tarweed N  

Delphinium gypsophilum  gypsum loving larkspur N 4.2 

Dichelostemma capitatum blue dicks N  

Distichlis spicata salt grass N  

Eastwoodia elegans yellow mock aster N   
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Table 7-2 
Plant Species Observed in 2010 Surveys (Continued) 

Scientific Name Common Name 
Native/
Exotic CNPS Status 

Encelia actoni Acton encelia N  

Eremalche parryi Parry’s mallow N  

Eriastrum hooveri Hoover’s eriastrum N 4.2 

Eriastrum pluriflorum  Tehachapi woolystar N  

Eriogonum angulosum anglestem buckwheat N  

Eriogonum gossypinum cottony buckwheat N 4.2 

Eriogonum gracillimum slender stemmed buckwheat N  

Erodium botrys  E  

Erodium cicutarium redstem stork’s bill E  

Euphorbia chamaesyce prostrate spurge   

Filago californica California filago N  

Frankenia salina alkali heath N  

Guillenia lasiophylla  California mustard N  

Guillenia sp.  N  

Helianthus annuus common sunflower N  

Heliotropium curassavicum heliotrope N  

Hordeum brachyantherum meadow barley   

Hordeum marinum seaside barley E  

Hymenoclea salsola cheesebrush N  

Isocoma acradenia var. bracteosa alkali goldenbush N  

Isomeris arborea bladderpod N  

Juncus/Carex sp.    

Lactuca serriola prickly lettuce E  

Lastarriaea coriacea leather spineflower N  

Lasthenia californica goldfields N  

Lasthenia chrysantha alkali goldfields N  

Layia glandulosa white tidytips N  

Layia pentachaeta ssp. albida Sierra tidytips N  

Lepidium nitidum peppergrass N  

Lessingia glandulifera  valley lessingia N  

Lupinus bicolor bi-color lupine N  

Lycium cooperi Cooper's box thorn N  

Malacothrix californica desert dandelion N  

Malacothrix coulteri snake’s head N  

Malva parviflora cheeseweed E  

Malvella leprosa alkali mallow N  

Marrubium vulgare horehound E  
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Table 7-2 
Plant Species Observed in 2010 Surveys (Continued) 

Scientific Name Common Name 
Native/
Exotic CNPS Status 

Matricaria discoidea pineapple weed E  

Melilotus indicus annual yellow sweetclover E  

Mentzelia affinis yellow blazing stars N  

Mesembryanthemum crystallinum crystalline ice plant E  

Mesembryanthemum nodiflorum slender-leaf iceplant E  

Monolopia stricta Crum's monolopia N  

Mucronea perfoliata perfoliate spineflower N  

Nicotiana glauca tree tabacco E  

Oligomeris linifolia oligomeris N  

Pectocarya heterocarpa hairy-leaved comb bur N  

Phacelia tanacetifolia lacy phacelia N  

Phalaris aquatica Harding grass E  

Plagiobothrys canescens valley popcorn flower N  

Plantago ovata wooly plantain N  

Polygonum argyrocoleon silversheath knotweed E  

Portulaca oleracea purslane E  

Prosopis glandulosa  honey mesquite N  

Psilocarphus tenellus woolyheads N  

Psilocarphus oregonus Oregon woolyheads N  

Rumex crispus curly dock E  

Rumex sp.    

Salix nigra black willow N  

Salsola tragus Russian thistle E  

Salvia carduacea thistle sage N  

Salvia columbariae chia N  

Schismus barbatus Mediterranean grass E  

Senecio vulgaris common groundsel E  

Sisymbrium altissimum  tumble mustard E  

Solanum lanceolatum lance-leaf nightshade E  

Sonchus asper spiny sow thistle E  

Sonchus oleraceus sow thistle E  

Spergularia marina salt sandspurry N  

Spergularia sp.    

Stephanomeria exigua small wirelettuce N  

Stylocline citroleum oil nest straw N 1B.1 

Stylomecon heterophylla wind poppy N  

Suaeda moquinii  seablite N  
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Table 7-2 
Plant Species Observed in 2010 Surveys (Continued) 

Scientific Name Common Name 
Native/
Exotic CNPS Status 

Tamarisk sp. salt cedar E  

Trichostema ovatum San Joaquin bluecurls N 4.2 

Typha sp. cattail N  

Urtica urens dwarf nettle E  

Vulpia myuros foxtail fescue E  

Vulpia sp. fescue E  

Xanthium strumarium cocklebur N  
Notes: 

CNPS = California Native Plant Society 
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Table 7-3 
Sensitive Plant Species within Linear Alignments and Buffers 

Species 
CO2 

Alignment 
CO2  

Buffer 
NG/PW 

Alignment 
NG/PW 
Buffer 

Number of 
Individuals

Cottony buckwheat Potential Yes No No ~500

Gypsum-loving larkspur Potential Yes No Yes ~100

Hoover’s eriastrum  Yes Yes Yes Yes ~100,000

Lost Hills crownscale  No No No Yes ~80

Oil nest straw  Yes Yes Yes Yes ~15,000
Notes: 
~ = approximately 
CO2 = carbon dioxide 
NG/PW = natural gas/potable water 
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WORKSHOP REQUEST 

8. Please provide a map of the giant kangaroo rat precincts at Elk Hills. 

RESPONSE 

In April 2010, the Applicant conducted a walking survey of the CO2 linear, which would be 
located in the Elk Hills area, to determine the number and location of any giant kangaroo rat 
(Dipodomys ingens) precincts within 1,000 feet of the alignment.  No precincts were found 
within the survey area (Township 30, Range 24, Sections South 16, 21, and 28).  In addition, no 
sign of giant kangaroo rat was detected along the natural gas/potable water linears during the 
2010 rare plant survey.  Based on information from Occidental Petroleum, there were numerous 
giant kangaroo rats documented within the Elk Hills area prior to 2004, but only two precincts 
were documented in the same area during 2009 Occidental surveys.  The two Occidental 2009 
surveys are approximately 1 mile to the east and 1 mile to the west of the proposed CO2 linear 
alignment. 

Based on the Occidental 2009 giant kangaroo rat survey data, the giant kangaroo rat population 
has increased 18 percent from 2008 to 2009.  The majority of the documented giant kangaroo 
rat populations are to the southwest and northwest of the Elk Hills region. 

Though no precincts or sign of giant kangaroo rat were found during the 2010 survey, giant 
kangaroo rat may be found within the proposed CO2 linear and portions of the proposed natural 
gas/potable water linears due to the nomadic and irruptive nature of the species. 
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WORKSHOP REQUEST 

9. Please provide a breakdown of the vegetation community and impact calculations 
for the HECA Project. 

RESPONSE 

Table 9-1 presents acreages of temporary and permanent disturbance to the vegetation 
community for the HECA Project.  Table 9-2 presents the acreages of vegetation within the 
buffer area for the HECA Project. 
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Table 9-1 
Acreages of Temporary and Permanent Disturbance by Facility Type 

within the Biological Resources Study Area 

Project Site 
Transmission 

Linear 
Process 

Water Linear 

Natural Gas/
Potable 

Water Linear 
Natural Gas 

Linear 
CO2 

Linear 

Total 
Disturbed 
Acreage Habitat 

Types Temp Perm Temp Perm Temp Perm Temp Perm Temp Perm Temp Perm Temp Perm

Allscale 
Scrub   1.8 35.2  7.5 24.0 1.50 68.5 1.5

Alfalfa 205 73 18.4 0.2 5.0 0.3  0.3 0.7 0.06 229.1 73.9

Cotton 132 80 5.6 0.1 6.4  144.0 80.1

Onion Dry 133 94 0.2  133.2 94.0

Pistachio   4.9 0.1  4.9 0.1

Wheat   3.8 0.1  3.8 0.1

Unidentified 
Agriculture   9.3 0.1  9.3 0.1

Disturbed 3 3 11.0 0.1 88.0 1.0  0.3 103.3 3.1

Total 473 250 55.0 0.7 93.0 0.3 42.6 0 7.8 0.3 24.7 1.56 696.1 252.9
Note: 

CO2 = carbon dioxide 
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Table 9-2 
Acreages of Habitat Types by Facility Type 

within the Biological Buffer Area† 

Habitat Types 
Project 

Site 
Transmission

Line 
Process 

Water 
Natural Gas/

Potable Water Natural Gas CO2 Total 
Alfalfa 1,997 508 827 3,331
Allscale riparian scrub 258 20 1,124 130 36 1,568
Allscale scrub 730 67 0 974 284 638 2,693
Almond 8 8
Carrot 2 2
Cotton 416 128 524 1,068
Developed 68 162 10 44 0 285
Disturbed 42 * * * * * 382
Onion dry etc 216 5 221
Orchards 8 0 8
Pistachio 128 245 308 681
Pomegranate 1 1
Safflower 15 15
Sudangrass 23 23
Tomato process 22 22
Uncultivated agricultural 15 38 52
Wheat 340 160 112 0 612
Total 4,247 1,302* 2,979* 1,148* 320* 638 10,973
Source:  Agricultural field boundaries were taken from the Kern County Department of Agriculture and Standard Measurements, December 2009 GIS layer. 
Notes: 
† The Biological Buffer Area is within and smaller than the Biological Resource Study Area 
* Disturbed habitat (e.g., dirt roads, roads and road shoulders, aqueduct, and canals) were not calculated per linear; collectively, there were 340 acres of “disturbed habitat” for the 

linears. 
CO2 = carbon dioxide 
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WORKSHOP REQUEST 

10. Please provide the source of the allscale classification information that appears 
on Figure 133-1 (from the Responses to the CEC Data Requests Set Two). 

RESPONSE 

The source of the allscale classification information that appears on Figure 133-1 is “A Manual 
of California Vegetation,” by John Sawyer, Todd Keeler-Wolf, and Julie Evens, Second Edition, 
2009.  The allscale scrub is described on page 416 and is also called the “Atriplex polycarpa 
Shrubland Alliance." 
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WORKSHOP REQUEST 

11. Please correct Table 134-1 and Figure 133-1 (from the Responses to CEC Data 
Requests Set Two).  The habitat labeled as “riparian scrub” should be labeled as 
“scrub." 

RESPONSE 

The mapping error on Figure 133-1, Sheets 6 and 7 has been corrected, and Table 134-1 has 
been updated accordingly.  See Revised Table 134-1 and Revised Figure 133-1, Sheets 6 
and 7. 

Revised Table 134-1 
Habitat Acreages within the Biological Resources Study Area 

Habitat Type 
Pre-Construction 

Acres 
Temporary 

Impacts 
Permanent 

Impacts 
Post-Construction 

Acres 

Allscale Scrub 3,855.8 68.5 1.5 3,854.3 

Allscale Riparian 
Scrub 1,671.1 0 0 1,671.1 
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WORKSHOP REQUEST 

12. The U.S. Fish and Wildlife Service (USFWS) agreed to consult their legal 
department to determine if they could provide a copy of the draft Department of 
Water Resources (DWR) Draft Habitat Conservation Plan (HCP) to the Applicant. 

RESPONSE 

Since the April 12, 2010 Workshop, the Applicant contacted Tim Kuhn at the USFWS on May 3, 
2010; the Applicant is awaiting a response.  To date, the USFWS has not provided the draft 
Habitat Conservation Plan. 
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WORKSHOP REQUEST 

13. The CEC expressed interest in the potential traffic impacts to San Joaquin Kit Fox.   

RESPONSE 

A subsequent conversation between Amy Golden of the CEC and David Kisner of URS on 
May 5, 2010 indicated that Ms. Golden has obtained the requested information from the 
Revised Application for Certification (AFC). 

Avoidance and minimization efforts that are included in the Revised AFC are intended to protect 
the San Joaquin kit fox and are reiterated below.  When properly implemented, these measures 
would reduce the impacts to the San Joaquin kit fox and reduce the potential for mortality to a 
very low level.  As indicated in the Revised AFC, it is proposed that impacts to the San Joaquin 
kit fox be mitigated through habitat acquisition and protection.  The majority of habitat-related 
impacts to the San Joaquin kit fox are temporary; the majority of permanent impacts are 
associated with active agriculture. 

The project-related concerns regarding San Joaquin kit fox mortality stem from construction of 
the linears in undeveloped areas (i.e., Elk Hills), collapsing burrows with adults and/or young 
inside, and vehicle strikes.  Pre-construction surveys, clearing of potential dens, and biological 
monitoring would significantly reduce mortality from active construction.  The implementation of 
worker training and enforcement of speed limits would reduce fatal vehicle strikes.  The 
reporting associated with all of the surveys and monitoring will ensure that the CEC, USFWS, 
and CDFG are informed and concerns can be addressed early to minimize significant impacts to 
San Joaquin kit fox. 

The mitigation measures provided in the Revised AFC that relate to the San Joaquin kit fox are 
as follows: 

BIO-4 Terrestrial Wildlife Pre-Construction Survey 

The Project will conduct protocol-level presence/absence surveys of the affected areas and 
adjacent areas within 200 feet of the affected areas, or to the property boundary if the boundary 
is closer than 200 feet and permission from the adjacent landowner cannot be obtained.  Efforts 
will include looking for blunt-nosed leopard lizard; giant garter snake; San Joaquin kit fox; Giant, 
Short-nosed, and Tipton’s kangaroo rats; Nelson’s antelope squirrel; burrowing owl; loggerhead 
shrike; Le Conte’s thrasher; horned lark; and any other sensitive animals.  All sightings and/or 
sign of sensitive wildlife will be mapped and the data will be input to a global positioning system.  
The results of all pre-construction surveys will be documented and submitted to the CEC, 
USFWS, and CDFG (see Mitigation Measure BIO-19). 

BIO-8 Vehicle Traffic Protection Measures 

During construction, the edges of the road should be fenced with silt fence and the maximum 
speed limit should be set at 25 miles per hour.  An approved biologist should periodically check 
the road for sign of wildlife and open the fencing if a blunt-nosed leopard lizard is found on the 
road. 

All road kill found will be documented and submitted to the CEC, USFWS, and CDFG (see 
Mitigation Measure BIO-19).  If numerous animals are being killed by vehicle traffic, additional 
measures to preclude wildlife from accessing the roadway will be discussed.  If wildlife cannot 
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be kept off of the road, the maximum vehicle speeds may need to be reduced further and/or an 
approved biologist may need to clear the road on a regular basis. 

BIO-9 Worker Education Program 

A worker education program will be implemented for all construction personnel, regular drivers, 
and operation personnel.  All personnel will be required to read an educational brochure and 
attend an education class given by the approved biologist(s).  The brochure and class will 
describe the sensitive species that could be encountered at the Project, the regulatory 
protection of the species, and appropriate measures to take upon discovery of a sensitive 
species or active bird nest. 

Site personnel will be instructed to set equipment off the ground when possible to minimize 
access to small mammals.  All work areas will be kept clear of trash and food items to minimize 
attracting wildlife.  Construction techniques to minimize potential adverse impacts will also be 
presented, such as filling or covering excavations.  If excavations are to be left open over night, 
ramps will be installed to allow wildlife to escape. 

The names and affiliations of all people trained will be documented and submitted to the CEC, 
USFWS, and CDFG (see Mitigation Measure BIO-19). 

BIO-10 Operations and Maintenance Activities 

Operations and maintenance activities along the Project linears (i.e., access road, potable water 
line, gas transmission corridor, transmission lines) will be conducted by personnel instructed to 
be alert to and aware of the presence of sensitive wildlife.  If any sensitive wildlife is spotted, 
activities in the vicinity of the sighting will be halted and the animal will be allowed to move away 
from the activity area. 

BIO-16 San Joaquin Kit Fox Mitigation 

Den excavation and removal will be timed to occur outside of the breeding season (February 
through May) (USFWS, 1998) to avoid disturbing natal dens.  Dens will be examined with both a 
burrow scope and five nights of tracking stations to determine whether the dens are active.  
Inactive dens will be excavated with hand tools and then collapsed. 

If a den is determined to be active or if an inactive den is determined to be active after hand 
excavation has been started, all activity around the den will stop and all people will vacate the 
area.  The den will be monitored (eye-shine and/or track stations) over the next few nights to 
determine whether the fox(es) have left the area.  If the fox(es) have left the den, excavation will 
continue and the den will be collapsed after it is certain that no foxes are in the burrow. 

The results of all den assessments, burrow scoping, and excavation activities will be 
documented and submitted to the CEC, USFWS, and CDFG (see Mitigation Measure BIO-19). 

BIO-19 Reporting to Agencies 

A monthly Biological Resource Mitigation Implementation and Monitoring Plan (BRMIMP) report 
will be submitted to the CEC, CDFG, and USFWS.  The report will be submitted by the 20th of 
the following month (i.e., the report for May will be submitted by June 20).  If the 20th falls on a 
weekend or holiday, the report will be due the first business day following the 20th.  To reduce 
the use of paper, the BRMIMP may be submitted on CD and/or electronically, as directed by 
each agency. 
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Biologists associated with monitoring and surveying for sensitive species will receive written 
and/or verbal approval from the CEC, CDFG, and USFWS prior to conducting survey work.  
Biologists will be approved for specific tasks and/or species. 

During construction, an approved biologist will examine active work areas every day prior to the 
onset of activities to ensure that there are no sensitive species in the area and that all wildlife 
barriers are still in place.  Biologists will inform the construction crews when areas are clear, and 
report significant observations of wildlife to the agencies within 24 hours. 

Project-specific roadways will be examined for mortality and/or individual wildlife that is 
encroaching on the roadways. 

Each installment of the BRMIMP will include: 

• A list of all approved biologists, their affiliation, and tasks and/or species. 
• A list of all people and their affiliations who have gone through onsite orientation 

since the last reporting. 
• Detailed results of pre-disturbance surveys for plants and wildlife. 
• Results of daily pre-construction surveys and road “sweeps.” 
• A list of wildlife relocated out of construction areas and/or off of roadways. 
• A list of all wildlife found dead on site, including disposition and presumed cause 

of mortality. 
• All active nests, including species, location, stage, buffer area, and fate. 
• All nests removed, including species (if known), location, and stage. 
• Monitoring results of restoration areas. 
• All other important and relevant biological information. 

References 

USFWS (U.S. Army Corp of Engineers), 1998.  Recovery Plan for Upland Species of the San 
Joaquin Valley, California.  Region 1, Portland, OR, 319 pp. 
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WORKSHOP REQUEST 

14. a. Please prepare a 2081 Incidental Take Permit (ITP) application. 

b. Please prepare a 1600 Lake and Streambed Alteration Agreement. 

RESPONSE 

a. As documented in the response to CEC Set One Data Request No. 62, the Applicant is 
in the process of preparing the Incidental Take Permit (ITP).  When the ITP is submitted 
to CDFG, a copy will be docketed with the CEC. 

b. As documented in the response to CEC Set One Data Request No. 59, the Applicant is 
in the process of preparing the 1600 Lake and Streambed Alteration Agreement.  When 
the agreement is submitted to CDFG, a copy will be docketed with the CEC. 
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WORKSHOP REQUEST 

15. Please provide the reports on the Blunt-Nosed Leopard Lizard surveys conducted 
for the Project. 

RESPONSE 

The Supplement to the Revised AFC (In Response to CEC Data Adequacy Review), 
Appendix B2, contains the 2008 survey reports for the blunt-nosed leopard lizard.  The 2009 
survey reports for the blunt-nosed leopard lizard were docketed with the CEC on September 21, 
2009. 
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Technical Area:  Soil and Water Resources 
Technical Lead:  Mike Conway 

WORKSHOP REQUEST 

16. Please provide the following documents cited in the Revised AFC: 

(a) Sierra Scientific Services, 2003.  Determination of Aquifer Storage Capacity for 
the Rosedale -Rio Bravo Water Storage District, Bakersfield, California, 
January 20. 

(b) Sierra Scientific Services, 2004.  An Evaluation of Well Placements and 
Potential Impacts of the ID4/Kern Tulare/Rosedale - Rio Bravo Aquifer Storage and 
Recovery Project.  July 20. 

(c) Sierra Scientific Services, 2007a.  A Water Quality Evaluation of the Strand 
Ranch Aquifer Storage and Recovery Project, Kern County, CA., in:  Rosedale -Rio 
Bravo Water Storage District Strand Ranch Integrated Banking Project 
Environmental Impact Report, January, 2008, prepared by ESA, Los Angeles, CA.  
December 19. 

(d) Sierra Scientific Services, 2007b.  An Evaluation of Well Placements and 
Potential Impacts of the proposed Strand Ranch Well Field, Kern County, 
California, in:  Rosedale - Rio Bravo Water Storage District Strand Ranch 
Integrated Banking Project Environmental Impact Report, January 2008, prepared 
by ESA, LA., CA.  December 20. 

(e) Sierra Scientific Services, 2009.  An Evaluation of the Geology, Hydrology, Well 
Placements and Potential Impacts of the Buena Vista Water Storage District's 
proposed Brackish Groundwater Remediation Project. 

(f) Kern County Water Agency, 1991:  Study of the Regional Geologic Structure 
Related to Groundwater Aquifers in the Southern San Joaquin Valley Groundwater 
Basin, Kern County, California (September, 20, 1991). 

RESPONSE 

Documents (a), (b), (c), (d), and (f) have been provided as Attachment 16-1.  Document (e) is 
under preparation and is not yet available. 



ATTACHMENT 16A 

Sierra Scientific Services, 2003.  Determination of Aquifer Storage Capacity for the 
Rosedale -Rio Bravo Water Storage District, Bakersfield, California, January 20. 







































































































































































































ATTACHMENT 16B 

Sierra Scientific Services, 2004.  An Evaluation of Well Placements and Potential 
Impacts of the ID4/Kern Tulare/Rosedale - Rio Bravo Aquifer Storage and 

Recovery Project.  July 20. 































































































































































































































































































































































































































































































ATTACHMENT 16C 

Sierra Scientific Services, 2007a.  A Water Quality Evaluation of the Strand Ranch 
Aquifer Storage and Recovery Project, Kern County, CA., in:  Rosedale -Rio Bravo 

Water Storage District Strand Ranch Integrated Banking Project Environmental 
Impact Report, January, 2008, prepared by ESA, Los Angeles, CA.  December 19. 
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Sierra Scientific Services 
 

A Water Quality Evaluation of the
Strand Ranch Aquifer Storage and Recovery Project,

Kern County, Ca. 
 

 1.  Summary of Findings 
 

The proposed Strand Ranch Aquifer Storage and Recovery Project is designed to receive 
surface waters from the State Water Project, the Federal Central Valley Project, and the Kern 
River and store these waters in the available dewatered storage space of the underlying 
unconfined aquifer.  At some later time, the Project will use high-flow water wells to recover a 
like volume of groundwater from the underlying aquifer. 
 

All three surface waters are considered to be low-TDS, high-quality water which is 
acceptable for all uses in Kern County with little or no pre-treatment.  The existing groundwater 
banking projects in the area have been storing these same three surface waters in the aquifer 
since about 1980.  Since these three surface waters have lower TDS concentrations and lower 
constituent-of-concern concentrations than the groundwaters in the aquifer zones under the 
Project site, the historical data record shows that all recharge-then-recovery operations in all 
such projects have a beneficial salt balance impact and a beneficial COC balance impact on the 
basin. 
 

Based on calculated hypothetical stoichiometry on the proposed Project recharge and 
recovery (predicted -118 mg/l net loss of salt from the basin), and based on the observed 
positive impacts from existing projects, we conclude that the water quality impacts from this 
Project will be significantly positive for the basin as well.   
 

We have observed in the groundwater data that there is a shallow-aquifer brine plume 
which is migrating under the Project site from an unspecified, upgradient, off-site, source or 
sources, which is causing a ± 400 mg/l rise in TDS under the site relative to the unimpacted 
adjacent aquifer water.  The suspected sources of the plume are oilfield wastewater disposal 
ponds which have not been active for more than 30 years, as qualified in this Report.   
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The plume has been degrading due to natural dispersion and active removal by local 
water wells.  The residual concentrations at all locations in the plume have been declining and 
are expected to continue to do so, subject to verification of actual conditions over time.  The 
project recharge and recovery operations will both have the immediate, beneficial impacts of 
remediating the plume in two ways: 1. the addition of lower-TDS surface water to the shallow 
aquifer during recharge will decrease the in-situ TDS by dilution and 2. the recovery operations 
will decrease the plume volume by permanently extracting plume water from the aquifer.  The 
basin will benefit from the direct remediation of this plume as an incidental positive impact of 
Project recharge and recovery operations.  
 

However, as long as the elevated-TDS plume exists and is not fully mitigated,  the plume 
will have an impact on the Project by making it somewhat more difficult for the Project to meet 
the pump-in criteria for the Cross Valley Canal and the California Aqueduct when they need to 
recover and return water to end-users.  The KWB continues to operate nearby plume-impacted 
water wells by blending the recovered plume water with other, lower-TDS recovered waters as 
necessary for their purposes and the same operational mitigation is available to the Strand 
Ranch Project as well. 
 
 

We conclude that: 
1. The conversion of agricultural land to an aquifer storage and recovery project eliminates the 

potential future use of Ag chemicals on the property which has been generally recognized in 
Kern County as a potential source of shallow-aquifer degradation; 

 
2. The surface water sources available to the Project are free of constituents of concern 

(COCs) and are of lower total dissolved solids (TDS) content than the existing groundwater 
directly underneath the project site; 

 
3. The recharge cycle will add lower-TDS surface water to the shallow aquifer where it will 

have the beneficial effect of diluting down the higher-TDS, plume-impacted groundwater; 
 
4. The recovery cycle will remove groundwater which has a higher TDS and COC content 

than was originally put into the aquifer during recharge; 
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5. The positive water quality benefits of a full recharge/recovery cycle include a net removal 
of salt from the basin under the unimpacted  natural water quality conditions of the aquifer, 
as well as an additional net reduction in COCs, and an ongoing dilution and extraction of the 
migrating brine plume as long as it continues to exist. 

Note: Sierra Scientific Services reserves the copyright to this report.  We request that all references to this 
report or to material within it be referenced as: 

Crewdson, Robert, A., 19 December, 2007, A Water Quality Evaluation of the Strand Ranch Aquifer Storage 
and Recovery Project, Kern County, Ca., Sierra Scientific Services, Bakersfield, Ca. 
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Sierra Scientific Services 
 

A Water Quality Evaluation of the
Strand Ranch Aquifer Storage and Recovery Project,

Kern County, Ca. 
 

 2.  Introduction 
 
 
Section I - Purpose. 

The purpose of this Report is to describe the water quality interactions and impacts 
which are expected to occur as a result of the operation of the Strand Ranch Aquifer Storage 
and Recovery Project. 
 

An operational objective of the Strand Ranch ASR Project is to protect and preserve the 
water quality of the underlying groundwater aquifer while meeting the applicable regulatory 
and contractual standards of ASR operation.  These standards may include the “pump-in 
criteria” for transporting project water in the Cross Valley Canal and California Aqueduct, the 
terms of the Memorandums of Understanding (MOUs) with adjacent entities, terms established 
by contract or other agreement, or the concepts of sustainable groundwater management.   
 

The initial findings of this study may be used as a baseline to begin a voluntary water 
quality monitoring and reporting program (MRP) for future ongoing water quality evaluations.  
The purpose of this study and the MRP is to provide a permanent water quality database related 
to the Project operations which can be used for demonstrating and verifying compliance with 
the water quality objectives. 
 
 
Section II - Project Scope - Aquifer Storage and Recovery. 

Aquifer storage and recovery (ASR) is the generic term which describes the practice of 
deliberately putting surface water into a groundwater aquifer through infiltration basins with the 
intention of recovering a like volume of water from the aquifer at a later date.  Such a practice 
presents a great opportunity to increase the local and statewide capacity to store water.  ASR 
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projects help regulate the water supply and demand over time by storing excess water when it is 
available in wet years for future recovery when water is needed in dry years.  
 

In Kern County, California, there are 3 main components to every ASR facility: recharge 
basins, water wells, and a conveyance system.  The recharge basins are ponds which are 
constructed to allow ponded water to infiltrate into the groundwater basin.  The water wells are 
conventional high-flow water wells used to pump water out of the underlying aquifer.  The 
project conveyance system consists of one or more canals, ditches, or pipelines used to deliver 
water to or from the ASR facility by connecting it with the local and regional water conveyance 
infrastructure. 
 

The Kern County water community generally refers to ASR projects as “banking” 
projects.  According the Kern County Water Agency, “These banking programs are essential to 
Kern County’s water management and future growth1” and this is broadly true of the entire 
State of California water infrastructure.  As used in Kern County, the term “banking” is loosely 
used to describe the act of physically putting water into the underlying aquifer and crediting the 
owner with the right to remove a like volume of water from the aquifer at a later date.  This 
credit allows the owner to show such a volume of banked water as part of its current water 
supply.  If such water has been “banked” on behalf of another party, then it is considered to be 
real water held in trust for that party who has an absolute right of recovery. 
 
 
Section III - Background. 

1Lloyd Fryer, 2005, Kern County Groundwater Banking Projects, KCWA brochure. 

The Irvine Ranch Water District (IRWD) is currently in the process of developing a 
±600 acre parcel in Kern County, California, as an Aquifer Storage and Recovery (ASR) 
Project (Figure 1).  The parcel of interest is located in Section 2, Township 30s, Range 25e, 
MDBM, located at the southwest corner of Stockdale Highway and Enos Lane, several miles 
west of the City of Bakersfield.  The ±600-acre Strand Ranch ASR project will be the latest 
among several existing ASR projects in the area which currently cover approximately 20,000+ 
acres and include more than 120 wells.  The project site is surrounded in all four compass 
directions by existing ASR facilities belonging to the Kern Water Bank Authority or to the 
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Rosedale - Rio Bravo Water Storage District.  The parcel has been known historically as the 
Strand Ranch, so- named for the sand fairways crossing the property, so the project is 
informally referred to as the Strand Ranch ASR project. 
 

The proposed project is designed to include 450+ acres of recharge ponds and 6 to 8 
water recovery wells.  The project site currently has approximately 120 ac of existing recharge 
ponds which were operated in 2006 on a pilot-study basis.  The Cross Valley Canal runs 
through the Strand Ranch parcel which provides potential conveyance capacity to move surface 
water to and from the Project site.  The site currently contains five or more irrigation wells 
which were installed by the previous owners of the Strand Ranch and are capable of recovering 
groundwater at this time.   The project operator proposes to recondition or replace existing 
wells, and/or install recovery wells, as necessary or as beneficial, to meet their proposed 
operating parameters. 
 

The site is flat at an elevation of about 320 ft above msl.  The site overlies the prolific 
aquifers which comprise the so-called Kern Fan which, geologically speaking, is a thick pile of 
interbedded, fine- to coarse- grained, fluvial/alluvial sediments.  The shallow aquifer is 
recharged by natural and manmade percolation of (mostly) Kern River water.  Recharge occurs 
in the river bottom and nearby recharge ponds which form a 15-mile long, linear recharge axis  
starting in the city limits of Bakersfield and trending southwest across the southern San Joaquin 
Valley.  When we refer to the Kern Fan in this Report we will generally be referring to the ±12-
mile wide elongate area which straddles the recharge axis and includes the river channel, ASR 
project sites, and related surface infrastructures. 
 

The Strand Ranch ASR Project is near, but northwest of, the recharge axis of the Kern 
Fan recharge mound.  The depths to groundwater under the Project site fluctuate significantly 
due to the rise and fall of the Kern Fan recharge mound under the influence of the regional 
climatic wet/dry cycle.  During consecutive dry years the groundwater may be 150 - 180 ft deep 
such as in 1990 - 1995, whereas during consecutive wet years the groundwater under the site 
may be 20 - 80 ft deep such as in 1995 - 1998.  The unimpacted natural groundwater gradients 
under the Project site consistently trend northwesterly at -10 to -20 ft/mi WNW in dry years and 
-20 to -30 ft/mi NW in wet years. 
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The three potential sources of surface water which might be brought to the property 
include water from the Kern River, water from the Federal Central Valley Project (CVP) via the 
Friant- Kern Canal, and/or water from the California State Water Project (SWP) via the 
California Aqueduct.  The source of both the Kern River water and CVP water is runoff from 
the winter snowpack from the highlands of the southern Sierra Nevada mountain range.   The 
primary water source for the SWP is runoff from the greater volcanic highlands surrounding Mt 
Shasta in northern California.  The waters from all three sources are very good quality when 
they reach their intended points of use within Kern County. 
 

The water chemistries2 of the surface waters differ somewhat from each other and they 
differ from the water chemistry of the groundwater.  When surface water is stored in the aquifer 
and commingles with groundwater, the volume of water in the aquifer increases and the water 
chemistry of the augmented, commingled groundwater changes.  The water chemistry of the 
commingled groundwater is intermediate between the water chemistries of the recharged water 
and the pre-existing groundwater in the zone of commingling.  When groundwater is removed 
(recovered) from the aquifer, the water chemistry of the recovered water is the intermediate 
chemistry of the commingled water.  For this study, the waters of interest include the following: 
the shallow, intermediate, and deep groundwaters; the three potential surface-water sources; 
and a brine plume flowing in the shallow aquifer under the site. 
 
 
Section IV - Work Program. 

Some of the data and findings in this Report have been excerpted and modified from 
another ongoing water quality study being prepared for the Rosedale - Rio Bravo Water Study 
District, with their permission.  That study is a baseline water quality (BWQ) analysis of the 
groundwater aquifer in the RRBWSD area of interest, which happens to include the Strand 
Ranch Project area because of proximity.  The RRBWSD baseline water quality analysis will 
be completed and presented in report form in the Fall, 2007. 
 

2By “water chemistry”we mean all of the individual constituent concentrations of the various dissolved solids, whether 
natural or manmade, which are of interest for the intended uses of the water. 
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The ongoing BWQ work program includes groundwater data collection, basic data 
analysis, and preliminary interpretation.  The sources of data include: the Kern County Water 
Agency water quality database (courtesy of Tom Haslebacher, KCWA Senior Hydrogeologist), 
Vaughan Water Company water well analyses (courtesy of Mike Huhn, manager, VWC), and 
the Rosedale - Rio Bravo Water Storage District (courtesy of Robert Coffee, RRBWSD 
operations manager).  Sierra Scientific Services specified the data screening criteria and the 
methods of data analysis according to accepted standards and practices. 
 

For this study, we have added water sample analyses provided by IRWD collected from 
the accessible irrigation wells on the Strand Ranch property and analyses obtained by IRWD 
for other wells located on adjacent property. 
 
 
Section V - Personnel. 

Dr. Robert A. Crewdson is a Bakersfield, California consultant doing business as Sierra 
Scientific Services (SSS).  SSS specializes in quantitative ground water hydrology, applied 
potential theory and time series analysis, quantitative ground water flow analysis, water quality 
geochemistry, well testing and monitoring, contaminant transport modeling, and aquifer 
properties testing.  Dr. Crewdson is a research associate and adjunct professor at California 
State University Bakersfield where he has taught hydrology, contaminant transport, 
geochemistry and geophysics in upper division and graduate level courses.   
 
 
Section VI - Methodology. 

The primary task of this study was to collect the available data and determine the 
observed, historical water quality trends in the surface waters and groundwaters which flow 
into and out of the Kern Fan aquifer system as it relates to the Strand Ranch Project.  The 
complete methodology will be presented in the forthcoming RRBWSD Baseline Water Quality 
report, but we present a summary in Exhibit 1.  We present a tabulation of the surface water and 
ground water geochemical analyses in Exhibit 2. 
 
 
Section VII - Water Quality. 



11

There is no single, universal standard for “water quality”.  But for the purposes of this 
study, we only need to establish the criteria which are relevant to the Strand Ranch Project. For 
our purposes, when we refer to “water quality” we really mean “water chemistry”, since we are 
not so much applying criteria of acceptability (good for irrigation, residential, etc) as we are 
simply referring to the numerical values of the measured constituents.  The constituents which 
we consider sufficient to be broadly representative of the water chemistry in the project area 
include: total dissolved solids content (TDS), hardness (Hd), hydrogen ion concentration (pH), 
arsenic concentration (As), alpha-emission radioactivity (�), and nitrate concentration (NO3).  
 

In general, fresh water with a TDS content of 500 mg/l or less is considered to be good 
or excellent for domestic use and considered to be unacceptable over 1,200 - 1,500 mg/l, 
depending of course on the specific constituents.  Water with a hardness less than 60 mg/l is 
considered to be “soft” and more than 120 mg/l is considered to be “hard” (120 - 180 mg/l) or 
“very hard” (>180 mg/l).  Hardness is generally considered to be objectionable if it exceeds 100 
mg/l.  Water with a pH in the range from 5 to 9.0 is considered to be in the acceptable range for 
a public water supply.   
 

Two naturally-occurring constituents of concern, arsenic and alpha radioactivity, exist in 
most natural waters at or above trace concentrations.  The current federal regulatory maximum 
concentration limit (MCL) in water for each is 10 ug/l and 15pCi/l, respectively.  These 
standards are set to achieve the following hypothetical objective: that if every person in a 
community were to drink 2 liters of water with these MCL concentrations daily for 30 years, 
there would be no more than one additional cancer death from arsenic poisoning and no more 
than one from alpha radiation poisoning per 10,000 people, on average, than would otherwise 
be expected in the community population.   
 

The third constituent of concern, nitrate, is manmade in the sense that it occurs 
significantly in surface water and groundwater only because of manmade activities, i.e., it 
comes from agricultural use of fertilizers, from wastewater treatment plant effluent, and from 
stockyards.  The federal MCL for nitrate is 10 mg/l. 
 

In the Discussion section of this Report, we present the water chemistry of the surface 
waters, the ground waters, and the interactions and impacts related to the Strand Ranch Aquifer 
Storage and Recovery Project. 
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A Water Quality Evaluation of the
Strand Ranch Aquifer Storage and Recovery Project,

Kern County, Ca. 
 
 

 3.  Discussion 
 

The expected water quality interactions and impacts related to the Strand Ranch Project 
come from the developments and operations which are common to all aquifer storage and 
recovery (i.e. water banking) projects as designed and operated in Kern County, California.  
The following discussion includes the relevant surface water and ground water data and 
parameters which are specific to the Strand Ranch ASR Project. 
 
 
Section I - Basic Project Development and Operation. 

The Strand Ranch ASR Project development involves: 1. converting agricultural land 
which previously supported almond trees and row crops into infiltration ponds for the purpose 
of percolating surface water into the underlying aquifer, 2. Maintaining existing water wells 
and/or installing new water wells for the purpose removing water from the underlying aquifer, 
3. installing ditches and/or pipelines to convey water between the Project facilities and the local 
conveyance infrastructure which, for the Strand Ranch Project, is the Cross Valley Canal, and 
4.  Installing monitoring wells for the purpose of monitoring water levels and water chemistry 
in the underlying aquifers. 
 

The Strand Ranch ASR Project physical operation involves: 1. diverting a quantity of 
water from the local conveyance infrastructure into the Project recharge ponds, 2. maintaining 
the water depth in the active recharge ponds for maximum infiltration, 3. maintaining the empty 
and unused ponds when recharge is not occurring, 4. operating the recovery wells and 
delivering this water back to the local conveyance infrastructure.  The maximum rates at which 
water can be diverted and recharged or recovered and re-conveyed are limited by the maximum 
physical operating capacities of the particular facilities which are in use.  The actual rates and 
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the actual scheduling of these water inflows or outflows may also depend on operating 
preferences, 3rd party requirements, contractual limits, uncontrollable circumstances, avail-
ability of water, and/or limitations due to capacities or priorities in the Cross Valley Canal.   
 

For our purposes, we will assume that any expected interactions or impacts will be 
maximum when the recharge inflows or the recovery outflows are also at a maximum.  This 
“maximum” scenario is defined by the maximum physical operating capacities of the 
hypothetical future facilities under consideration.  This “maximum’ scenario is not necessarily 
the most- likely scenario, nor should it be assumed that it is a “best-or-worst-case” scenario.  
The future Project operation currently under consideration in this water quality evaluation is 
based on hypothetical maximum recharge rates of 80 - 240 af/d (± 400 ac of ponds w/ IR = 0.2 - 
0.6 ft/d) and maximum recovery rates of up to 45 cfs (90 af/d). 
 
 
Section II - Water Chemistry of the Kern County Surface Waters. 

All of the existing ASR (banking) projects on the Kern Fan have received their surface 
waters since 1995 from one of three sources:  the Kern River (KR), the Federal Central Valley 
Project (CVP) via the Friant - Kern canal (FK), and the California State Water Project (SWP) 
via the California Aqueduct (AQ).  The Strand Ranch ASR Project will receive all of its surface 
water from one or more of these same three sources.  We have chosen to report the baseline 
water quality of each of these surface water sources according to the analyses reported by the 
KCWA Improvement District No. 4 (ID4) at the inlet to their water treatment plant (data 
obtained from the KCWA water quality database).  We present all analyses from all sources in 
Exhibit 2. 
 

The Kern River brings an average 772,8003 af/yr of Sierran snowmelt runoff water  
into Kern County.  Kern River water has an average TDS = 88 mg/l, an average Hd = 39 mg/l, 
and an average pH = 7.9.  The three COCs (As = 5.9ug/l, � = 3.2 pCi/l, NO3 = 1.0 mg/l) are all 
present at low levels and less than their respective MCL concentrations. 
 

3Source of inflow volumes: KCWA, August 27, 2001, Initial Water Management Plan, Public Review Draft, p.  ES-13. 
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The Friant-Kern Canal brings an average 395,000 af/yr of Sierran snowmelt runoff water 
from the Federal CVP into Kern County.  FK water has an average TDS = 41 mg/l, an average 
Hd = 22 mg/l, and an average pH = 7.5.  The three COCs (As = 2.9ug/l, � = 2.9 pCi/l, NO3 = 
1.4 mg/l) are all present at low levels and less than their respective MCL concentrations. 
 

The California Aqueduct brings an average 807,500 af/yr of Northern California 
snowmelt runoff water from the State SWP into Kern County.  SWP water has an average TDS 
= 334 mg/l, an average Hd = 115 mg/l, and an average pH = 8.3.  The three COCs (As = 7.0 
ug/l, � = 1.9 pCi/l, NO3 = 2.4 mg/l) are all present at low levels and less than their respective 
MCL concentrations.   
 

The water chemistry of the SWP water which arrives in Kern County via the aqueduct 
varies significantly but predictably (Table 1).  During climatic dry cycles such as the years 
1991 - 1995, the average annual TDS (344 mg/l) is approximately 170% higher than the TDS 
during climatic wet cycles (208 mg/l) such as the years 1996 - 2000 (Table 1).  Within any 
given year, the average monthly TDS in the winter months is consistently 150% - 190% higher 
than the TDS in the summer months (Table 1).  We do not see a comparable variability in the 
FK or KR waters.  The seasonal and climatic variability of the SWP water chemistry is 
significant enough that, to the extent possible, the Project can benefit from scheduling its water 
deliveries to minimize the salt-load impacts on the aquifer and scheduling its returns to 
maximize the Project’s ability to qualify for Tier-1 pump-in to the Aqueduct. 
 

By these measures, the overall Kern County surface water supply is very good quality, 
even during periods of elevated TDS in the aqueduct.  The total dissolved solids contents are 
quite low, the physical properties are acceptable, suspended solids, if present, can be eliminated 
by settling or filtration, and the trace occurrences of constituents of concern (COCs) are below 
MCLs and, so far, of minor concern.  As a result, there is a general consensus in the local water 
community that a source of Kern County surface water and/or ground water is most likely OK 
as long as does not contain any of the few recognized constituents that locally make the water 
unacceptable for its intended use.   
 
 

Section III - Water Chemistry of the Kern Fan Aquifer Waters. 
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The project site overlies a prolific fresh water aquifer which is a 700-ft thick, stratified 
sequence of interbedded, unconsolidated, sandy and silty alluvial and fluvial sediments.  Most 
groundwater in the basin today originated as Kern River water which infiltrated into the 
aquifers from areas of natural recharge through a number of different pathways in times past.  
Today, we recognize that the groundwater is of poorer water quality than the Kern River water 
from which it comes.  Part of the difference comes from a simple increase in the total amount of 
dissolved solids in the groundwater as a result of passing through the soils and sediments along 
the groundwater flowpath.  Much of this increased “mineralization” of the water is of no 
consequence for its consumptive use, but some of this mineralization may include naturally- 
occurring constituents of concern.  The main naturally- occurring constituents of concern in the 
project area have been elevated but non-toxic levels of naturally- occurring arsenic and 
radioactivity.  Both constituents are commonly associated with sediments which have been 
derived from the erosion of granitic-type rocks, as is the case in the study area.  The process of 
mineralization of percolating water is considered to be a natural and inevitable process and 
there is currently no known way to prevent this process of mineralization from occurring.  The 
standard measure of this effect is to calculate a “salt balance” for storing and recovering a unit 
volume of water of known water chemistry in the aquifer. 
 

In the project area, as on adjacent lands and elsewhere, the potential for an additional 
decrease in aquifer water quality includes the introduction of non-native constituents due to 
manmade activities and practices.  The recognized, potential sources of manmade COCs in and 
around the Project site may include agriculture, oilfield operations, accidental spills on the 
nearby highways, and groundwater inflows of COCs from up-gradient sources.  The main 
manmade constituents of concern include nitrates, pesticides, fertilizers, and common mineral 
salts.   
 

The water chemistry in the groundwater aquifer varies with location and with depth.  
The total saturated thickness of the commonly-used part of the aquifer is approximately 500 - 
700 ft (dry or wet conditions, respectively) and is often described as consisting of shallow, 
intermediate, and deep producing zones.  These three zones cannot be clearly defined based on 
stratigraphy alone but can be differentiated based on both water chemistry and hydraulic 
behavior.   
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Shallow aquifer water chemistry. The shallow aquifer zone (approx. 0 - 300ft deep) 
contains a vadose (unsaturated) zone overlying an unconfined water table which varies in depth 
from 10 - 200 ft below ground level depending on the climatic wet/dry cycle.  In the project 
area which is, more specifically, part of the Kern Fan recharge area, the shallow aquifer 
contains groundwater which comes primarily from downward vertical recharge from overlying 
surficial sources.  Since the source of most of this recharge water is the Kern River through 
natural and manmade recharge, the water chemistry of the shallow aquifer resembles that of the 
Kern River except modified by processes of dissolution and reaction accompanying the 
percolation of this water through the vadose zone.  The water chemistry of the unimpacted 
shallow groundwater zone may be summarized as having moderate TDS (229 mg/l), moderately 
hard Hd (122 mg/l), somewhat basic pH (7.8), low As (0.7 ug/l), elevated alpha (5.5 pCi/l), and 
elevated NO3 (9.9 mg/l).   These data are presented in Tables 2 & 3 and on maps in Figures 2 - 
7. 
 

Brine plume.  The shallow aquifer zone in the project area is being impacted by a 
brine plume which appears to be migrating from an unidentified, off-property, source or sources 
which are upgradient of- and unrelated to- the Stand Ranch Project site.  The source4 is 
upgradient to the southeast of the project site, perhaps in section 12 and/or somewhat farther to 
                                           

4One possible plume source is the so-called Rio Bravo Pump Station which is located in the central-southern portion of Sec 
12, T30s/R25e, approximately one mile SE of the SE corner of the project site.  The following entry was printed in the Kern 
Water Bank Authority Monthly Status Report of August 15, 2007: The following item occurs under the heading “Third Parties 
and Environmental Cleanup” and under the sub-heading “Chevron”: “Rio Bravo Pump Station: Historic use of this facility 
resulted in the pollution of groundwater with salts.  TDS in recent samples have been as high as 1500 mg/l.  In correspondence 
dated November 28, 2006, the RWQCB requested that a groundwater monitoring program be implemented.” 
 

Mr. Jon Parker, KWB Operations Manager, reports that the suspected source of the brine plume is a system of oilfield-
wastewater disposal ponds in section 12 that are no longer active.  The original plume reportedly never came under regulatory 
control because the groundwater impact was not considered to be serious enough.  The KWB groundwater pumping operations 
since 1995 have removed a large volume of groundwater with elevated TDS content from within the plume zone of impact, 
resulting in an improvement to the local water quality of the shallow aquifer. (verbal comm. December, 2007) 
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the southeast.  The water chemistry of the shallow groundwater brine plume may be 
summarized as having elevated levels of most or all constituents relative to the unimpacted 
shallow groundwater, with moderate to very high TDS (385 - 2380 mg/l), hard to very hard 
hardness (163 - 991 mg/l), near-neutral, slightly basic pH (7.2 - 7.9), undetermined levels of As 
and alpha, and elevated NO3 (19 - 28 mg/l).   These data are presented in Tables 2 & 3. 
 

The brine plume at MW 12B, the monitoring well closest to the source area, has a TDS 
content which is approximately 11 times higher than the surrounding shallow aquifer water 
(2380 mg/l vs. 225 mg/l) and has a clear “fingerprint” indicated by a chloride (Cl) content that 
is 44 times greater than the chloride content of the surrounding shallow aquifer water.  The 
chloride ion is useful because we can map the presence of excess chloride ion in the aquifer as 
an indicator of the migrating plume.  We have also used the presence of excess calcium to 
independently map the plume location with similar results (see maps in Figures 8 - 10).  Based 
on this analysis, the brine source appears to be located at or sufficiently close to the axis of 
recharge that it is actually causing plumes to migrate downgradient into both flanks of the 
recharge mound.  A plume of elevated TDS is migrating to the northwest under the Strand 
Ranch project site (Figure 10) and a plume of elevated TDS is also migrating southeast away 
from the same source area.  Based on the data in both plume-flow directions, the source(s) of 
the twin plumes must be located in or near sec 12, T30s/R25e and/or sec 07, T30s, R26e.   
 

In our opinion, based on our own analyses and on credible local sources, the present 
plume has been in existence for more than 30 years.  At an estimated average flow velocity of 1 
ft/d, this plume has propagated more than 2 miles downgradient from the source location.  
However, the oilfield wastewater disposal ponds which were the suspected original sources of 
the groundwater brine plume are no longer active5. Based on theoretical considerations, we 
conclude that the plume has reached its maximum concentration at all points within its existing 
perimeter and these concentrations are actively decreasing.  We expect that the natural 
processes of advection and dispersion will cause the perimeter of the remaining residual plume 
to steadily lengthen and widen and the TDS constituent concentrations to steadily decrease 
through dilution.  The existing KWB operations and the proposed Strand Ranch operations will 

5 Mr. Royce Fast, a long-time local resident farmer, reports that these oilfield wastewater disposal ponds have been 
inactive for as long as he can remember, and specifically, that he has no recollection of the ponds being active at least as far back 
as the early 1970s and perhaps earlier. (verbal comm. December, 2007) 



18

continue to remediate the plume with accelerated dilution through surface water recharge and 
accelerated TDS content removal by groundwater recovery within the plume zone of influence. 
 

It is possible and likely, in our opinion and subject to verification, that low-grade, 
residual, in-situ salt deposits might still exist within the sediments of the vadose zone 
underlying the locations of the former disposal ponds.  Such a residual, in-situ, source of salts 
may explain why the tail of the plume has not “disconnected” and migrated downgradient from 
the source area during the time since the pond use was discontinued, why elevated TDS 
concentrations still exist in monitoring wells close to the suspected source area, and why the 
plume has not been completely remediated by local groundwater extraction over the last 30+ 
years.  Nevertheless, the ongoing processes of dilution and extraction will continue to remediate 
this pre-existing, residual, shallow-aquifer, brine plume. 
 

Deep aquifer water chemistry.  The deep zone (approx. 400 - 800 ft deep) contains a 
semi-confined aquifer which shows hydraulic connection with the overlying zones but with 
delayed pressure response and little inter-zonal flow in the unimpacted areas with few water 
wells.  In the project area, the unimpacted deep aquifer contains groundwater which comes 
primarily from lateral recharge from sources of deep infiltration near the upgradient limits of 
the Kern Fan far to the east, rather than from downward vertical recharge.  Since the deep 
groundwater has traveled a long flowpath with a long subsurface residence time, the water 
chemistry of the deep aquifer is different than the shallow water as we would expect from 
geochemical considerations.  The water chemistry of the unimpacted deep groundwater may be 
summarized as having low TDS (119 mg/l), very soft Hd (6 mg/l), basic, elevated pH (9.4), 
elevated As (10 - 139 ug/l), low alpha (0.8), and low NO3 (± 0.8 mg/l).   These data are 
presented in Tables 2 & 3 and on maps in Figures 11 - 16. According to available data, the 
brine plume does not currently extend into the deep zone of the aquifer. 
 

Middle aquifer water chemistry. The middle zone (approx. 300 - 500 ft deep) is 
transitional between the shallow and deep zones in both hydraulic behavior and water chemistry 
and varies depending on location.  The middle zone has a water chemistry which appears to be 
a stoichiometric blend of the shallow and deep waters.  The water chemistry of the upper 
middle zone looks somewhat more like that of the shallow aquifer water and the water 
chemistry of the deeper middle zone looks somewhat more like that of the deeper aquifer water. 
 We are limited by the spatial distribution of data points but the middle zone appears to be a 
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thin, unimpacted, transitional zone between the shallow and deep aquifers on the northwest and 
southeast margins of the Kern Fan whereas the middle zone appears to be a thick zone of 
manmade blending underneath a contiguous area centered on the fan which includes the 
Pioneer North Project and the central portion of the Kern Water Bank which is north of the 
Kern River channel and east of Bussell Road. 
 
 
Section IV - Water Chemistry of Local Water Wells. 

According to public records, there have been eleven (11) water wells drilled or re-drilled 
between 1950 and 1976 on the Strand Ranch property.  The wells were either irrigation wells or 
shallow domestic water wells which were completed across the shallow zone (5 wells) or both 
shallow and intermediate aquifer zones (6 wells).  None of these wells were completed in the 
deep zone of the aquifer.  IRWD sampled the five currently-existing, accessible wells (W1, W2, 
W3, W4, and W6) in December, 2003 (Figure 10).  As we would expect, the water chemistries 
in each of the five wells is a plume-impacted blend of shallow and intermediate zone water 
chemistries (Exhibit 2). 
 

All five wells clearly show the impacts of the brine plume migrating under the Strand 
Ranch project site.  The waters in all five wells have elevated TDS ranging from 410 - 800 mg/l 
(avg 618 mg/l) and elevated shallow-zone COCs (alpha = 11 pCi/l and NO3 = 24 mg/l) relative 
to the unimpacted shallow aquifer (TDS = 229 mg/l) which we have mapped in the study area.  
Based on a simple blending calculation, the waters from these five wells are about two-thirds 
plume water and one-third non-plume aquifer water.  In our opinion, these well-water analyses 
are representative of the plume-impacted waters in the shallow and upper-intermediate aquifer 
zones under the Project site.   
 

The water wells in the surrounding sections to the north include 3 irrigation wells in the 
Rosedale - Rio Bravo Water Storage District (Figure 10), all of which are downgradient from 
the Project site, approximately ½ - 1 mile NNW of the north Project boundary.  We do not 
know the depth intervals of these three wells (Enns-N, Enns-S, and Nikkel) but all three wells 
have water chemistries which are typical of a somewhat plume-impacted shallow aquifer: 
elevated TDS (312 - 448 mg/l), slightly basic pH (7.5 - 7.8), hard to very hard Hd (174 - 236 
mg/l), low As (<1 ug/l), elevated alpha (>10 pCi/l), and moderate NO3 (6-7 mg/l).  In our 



20

opinion, these three well analyses are representative of the plume-impacted shallow aquifer in 
this area (Exhibit 2). 
 

The water wells in the surrounding sections to the south and west include banking 
project recovery wells which belong to the Kern Water Bank (Figure 10).  The four wells for 
which we have data are all within ½ -mile of the south or west Strand Ranch property line.  
Wells 11A and 11C are upgradient from the Project site and wells 03Q and 03R are lateral to 
the Project site.  We do not know the depth intervals of these four KWB wells but based on the 
reported water chemistries, well 11A appears to produce water from the deep aquifer zone (low 
TDS, high pH, elevated As, low alpha, and low NO3) and wells 11C, 03Q, and 03R all produce 
water from the plume-impacted shallow or shallow and intermediate zones (moderate TDS, 
lower pH, low As; unreported alpha and nitrate).  Although well 11A is located substantially 
inside the recognized plume perimeter, it shows no constituent evidence of plume impacts and 
therefore, we conclude that it must be completed in a depth interval which is below the depth of 
recognizable plume impact.  The TDS values at the other three locations are elevated with 
respect to the unimpacted shallow aquifer and therefore are useful in mapping the lateral and 
downgradient extents of the migrating brine plume.  These data have been combined with the 
monitoring well data and the data from the Strand Ranch and Rosedale irrigation wells and are 
included in the shallow- aquifer TDS contour map shown in Figure 10. 
 

The KCWA Improvement District No. 4 water treatment plant has historically received 
inlet water from recovery wells on the Kern Water Bank.  The KWB source water (11 analyses 
over several years) came from unspecified wells but we assume that it was a blend from 
conveniently-located wells with “acceptable” water quality.  This KWB water at the inlet to the 
ID4 treatment plant had a water chemistry which was consistent with a blend of 17% shallow 
aquifer water and 83% deep aquifer water: avg TDS (143 mg/l), slightly basic pH (7.6), very 
hard Hd (445 mg/l), elevated As (9.9 ug/l), low alpha (3.7 pCi/l), and low NO3 (2.7 mg/l).  We 
consider this to be consistent with the KWB preference for deep wells in their project area. 
 
 
 
Aqueduct and Cross Valley Canal Pump-in Criteria.

The California Department of Water Resources (DWR) requires that all waters which 
enter the California Aqueduct must meet their water quality criteria, i.e., that the water is of 
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“consistent, predictable, and acceptable quality”6.  The Kern County Water Agency has 
incorporated those same standards for all waters which enter the Cross Valley Canal which 
serves several member districts within Kern County and connects to the Aqueduct.  The DWR 
water quality criteria establish two levels of acceptable water quality as follows: Tier 2 water is 
of lesser quality with respect to the DWR standards7 such that water from a specific source can 
only be pumped into the aqueduct after the DWR facilitation group has reviewed the water 
quality and approved it on a specific case-by-case basis; Tier 1 water is of better quality with 
respect to the DWR standards and water “meeting Tier 1 water quality standards shall be 
approved [for delivery into the Aqueduct] by DWR without further review...”. 
 

It is very desirable for a water source to have a Tier 1 designation because it creates 
tremendous flexibility in conveyance scheduling which is not subject to review, delay, or 
perhaps disapproval by the facilitation group.  Kern River water meets Tier 1 criteria and Kern 
Fan groundwater, perhaps with minor blending, can meet Tier 1 criteria as well. 
 

Some of the plume-impacted, shallow aquifer water under the Strand Ranch Project site 
exceeds the DWR constituent concentration limits and would not meet the Tier 1 water quality 
criteria unless it was blended with “better quality” water to dilute the objectionable constituents 
down to acceptable levels.  The unimpacted shallow groundwater adjacent to the site is at or 
near-Tier 1 water quality, so at such time as the brine plume has been fully remediated by 
natural and/or project operations, the shallow aquifer under the Project will be at or near Tier 1 
water quality, all else equal. 
 
 
Section V - Water Chemistry Interactions and Impacts. 

6Interim Department of Water Resources Water Quality Criteria for Acceptance of Non-Project Water into the State Water 
Project, March 1, 2001. 

7The March 1, 2001 Interim DWR water quality standards are presented on pp. D-4 through D-7 of the KCWA 2001 Kern 
Fan Operations and Monitoring Report.  Examples of Kern County pump-in water quality from seven different sources is 
presented on p. E-6 of the same Report. 
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Land Conversion Impact.  The potential water quality impacts from converting the site 
from agricultural use to an ASR site has two recognized elements.  The first element is that by 
eliminating the Ag use of the land, the site has been eliminated as a potential source of 
allowable, but potentially undesirable low-grade, agriculture-related, shallow-aquifer 
degradation.  We have no data on what agricultural products may or may not have been used on 
the property in the past.  If such products had been used, then the conversion to project 
operations represents a cessation of such product use.  And the conversion to an ASR project 
eliminates the potential future use of pesticides, fertilizers, sulfur compounds, and other Ag 
products from potential use.  In our opinion, this element of site conversion is a neutral or 
positive impact on the aquifer. 
 

The second element is that the future, initial episode of large-volume recharge which 
will occur as each new recharge pond is put into operation may be the first re-saturation of the 
underlying sedimentary column from the ground surface to the water table in several years, 
depending on the climate.  Such a re-saturation may result in a short-term flushing of 
accumulated salts from the shallow strata which will enter the shallow aquifer.  We are not 
aware of any data or any estimates of such impacts for any other ponds in any other projects in 
Kern County that such impacts exist or have been observed.  In our opinion, we do not expect 
that such re-wetting events will have any significant, long-term impacts. 
 

Moreover, the area experienced two consecutive years of major recharge since 2003 
which raised the shallow water table on the entire Kern Fan and to within 5 ft of the ground 
surface within much of the Strand Ranch site.  This major rise in the shallow water table was 
subsequently followed by the current drought and water levels have since dropped by 100 ft.    
The point is that this water table fluctuation has thoroughly purged the shallow strata of soluble 
salts in the recent past, so we conclude that there will be no significant future buildup of 
shallow salts between now and the start of the project since most of the acreage has already 
been fallowed. 
 
Recharge and Recovery Salt Balance Impact.

Based on reported historical data, every existing ASR banking project on the Kern Fan 
(Pioneer, Berrenda Mesa, 2800 acres, and Kern Water Bank) has a positive impact on the basin 
by removing more dissolved salts in their recovery water than is put into the basin in their 
stored surface water (Table 4).  This is true on a volume-for-volume basis because the average 
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TDS concentration is lower in the stored surface water and higher in the recovered water.  For 
example, for the 2001 operating year, the reported average TDS of surface waters stored in the 
basin was 121 mg/l and the average TDS of ground waters removed from the basin was 218 
mg/l, and therefore there was an average decrease in basin salt load of -97 mg for every liter of 
water.  That is equivalent to a net removal of 264 lb of salt for every acre-foot of stored-then-
recovered water (data from KCWA 2001 Kern Fan Monitoring Report, Figure 5D-1). 
 

Based on the same source of reported historical data (KCWA 2001 KFMR, Tables 5D- 
to 5D-8), the incoming salt load varies significantly depending on the source of surface water 
which is stored in the projects.  For example, for the reporting period from 1995 through 2001, 
29% of all stored water came from the SWP via the Aqueduct, 28% came from the CVP via the 
FK canal, and 43% came from the Kern River.  However, 57% of the total salt load came from 
the SWP water, only 11% came from the CVP water, and 32% came from the Kern River.  
Despite the nearly equal surface water volumes coming from the SWP and CVP, the salt load 
from the SWP was five times higher than that from the CVP because of the 5-fold difference in 
average TDS contents (227 mg/l vs 43 mg/l) of the respective waters over this time period.  The 
salt load from the imported SWP water for the period was 180% greater than that of the Kern 
River even though the volume of SWP water was only 67% of the volume of KR water because 
of the difference in respective TDS contents.  It is clear that SWP surface water is the least 
desirable source of surface water from a TDS salt balance perspective because it brings in the 
highest concentration of dissolved salts of the three potential sources. 
 

For the Strand Ranch Project, the basic hypothetical salt balance data are as follows.  
The historical average TDS contents of the three potential sources of surface water are SWP 
TDS = 227 mg/l, KR TDS = 88 mg/l, and FK TDS = 41 mg/l.  The average TDS contents of the 
local aquifer waters in the study area are: unimpacted shallow TDS = 229 mg/l, plume-
impacted area-weighted shallow TDS = 559 mg/l, and unimpacted deep TDS = 119 mg/l.   
 

Based on these data, all of the surface waters have TDS concentrations which are less 
than the plume-impacted shallow aquifer waters near and under the Project site and both the KR 
and FK have TDS contents that are less than that in any part of the underlying aquifer.  If we 
look at the historical SWP data for the project operating period from 1995 - 2001, it is clear that 
the SWP water actually delivered to Kern County with an average TDS = 227 mg/l is much less 
than the unweighted, long-term, historical average of 334 mg/l (measured at the inlet to the ID4 
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water treatment plant) so it is possible to obtain large volumes of SWP surface water for 
banking programs at much less than the historical average TDS. 
 

We have calculated a number of recharge/recovery salt balances for the project and for 
the wide range of all realistic assumptions, the hypothetical Project salt balances are all 
positive, i.e., there is a net loss of salt from the groundwater basin because of project recharge 
and recovery.  The calculations yield a base case salt load balance of -118 mg/l (net loss of salt 
from the basin, equivalent to a loss of -332 lb per acre-foot).   
 

We note that the predicted Strand Ranch Project positive impact (-118 mg/l salt loss) is 
in the same range as the 2001 reported project impacts from the existing Kern Fan banking 
projects which ranged from -72 mg/l at the Berrenda Mesa project to -129 mg/l at the Pioneer 
project.  The 2001 Kern Water Bank salt balance was -99 mg/l.  And we also point out that 
since the Strand Ranch Project has the elevated-TDS brine plume to deal with, the predicted 
Strand Ranch salt balance beneficial impact may be greater depending on the fraction of 
shallow-aquifer water which is captured in total recovery volume.  

 
The salt balance calculations are included in tables 3.1 - 3.3 of Exhibit 3.  Table 3.1 

presents the hypothetical long-term average recharge TDS based on various relative mixes of 
SWP, KR, and FK source waters.  Hypothetical inflow blends 11-16 and 21-26 are for assumed 
SWP TDS conditions of 334 and 227 mg/l, respectively as previously described.  We have 
assumed In-Blend 26 to be our hypothetical base case and an long-term average inflow TDS of 
111 mg/l.   

 
Table 3.2 presents the hypothetical long-term average recovery TDS based on various 

relative mixes of shallow and deep aquifer waters.  Hypothetical outflow blends 31-38 and 41-
48 are for assumed shallow aquifer TDSD conditions of 559 and 237 mg/l, respectively for 
brine-plume and non-plume conditions.  We have assumed Out-Blend 36 to be our hypothetical 
base case and a long-term average outflow TDS of 229 mg/l.   

 
Table 3.3 presents a matrix of hypothetical long-term net aquifer salt balance outcomes 

for the various in-flow conditions listed across the top of the table and the various outflow 
conditions listed down the left side of the table.  The base case conditions (in bold) assume 
long-term average inflows at +111 mg/l TDS and long-term average outflows at -229 mg/l TDS 
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resulting in a net loss of salt from the basin at a rate of -118 mg/l.  The base case assumes that 
the long-term average surface water inflow to the project is 20% SWP, 70% KR, and 10% FK 
at TDS contents of 227, 88, and 41 mg/l, respectively.  The base case assumes that the long-
term average recovered water outflow from the project is 25% shallow aquifer and 75% deep 
aquifer at TDS contents of 559 and 119 mg/l, respectively.  Other possible scenarios may be 
read directly from the table. 
 
Recharge and Recovery Constituent-of-Concern (COC) Impact.

Based on reported geochemical data, all COC concentrations in the three potential 
sources of surface water are significantly below the respective MCLs and are at lower 
concentrations than in the ground waters in the study area.  Therefore, we conclude that the 
COC balance for all species of interest is favorable to the basin, without the need to perform the 
calculations to demonstrate this. 
 
 
 
 
 
 
 
 
 
Note: Sierra Scientific Services reserves the copyright to this report.  We request that all references to this 

report or to material within it be referenced as: 
Crewdson, Robert, A., 19 December, 2007, A Water Quality Evaluation of the Strand Ranch Aquifer Storage 
and Recovery Project, Kern County, Ca., Sierra Scientific Services, Bakersfield, Ca. 
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Exhibit 1. 
Water Quality Data Collection and Evaluation Methodology. 

 
Some of the data and findings in this Report have been excerpted and modified from 

another ongoing water quality study for the Rosedale - Rio Bravo Water Storage District, with 
their permission.  That study is a baseline water quality (BWQ) analysis of the groundwater 
aquifer in the RRBWSD area of interest, which happens to include the Strand Ranch Project 
area because of proximity.  The RRBWSD baseline water quality analysis will be completed 
and presented in report form in Winter, 2007-2008. 
 

The BWQ work program includes groundwater data collection, basic data analysis, and 
preliminary interpretation.  The sources of data include: the Kern County Water Agency water 
quality database (courtesy of Tom Haslebacher, KCWA Senior Hydrogeologist), Vaughan 
Water Company water well analyses (courtesy of Mike Huhn, manager, VWC), and the 
Rosedale - Rio Bravo Water Storage District (courtesy of Robert Coffee, RRBWSD operations 
manager).  Sierra Scientific Services specified the data screening criteria and the methods of 
analysis according to accepted standards and practices. 
 

For this study, we have added water sample analyses provided by IRWD collected from 
the accessible irrigation wells on the Strand Ranch property and obtained from other wells 
located on adjacent property. 
 

The primary task of this study is to collect the available data and describe the observed, 
historical water quality trends in the surface waters and groundwaters which flow into and out 
of the Kern Fan aquifer system as they relate to the Strand Ranch Aquifer Storage and 
Recovery Project. 
 

In the BWQ analysis, SSS focused the main data collection effort on obtaining a 
“complete set” of water-constituent tabulations and the supporting analytical reports for each 
and every reported analysis.  The goal was to compile and tabulate multiple analyses collected 
over time for each and every sampling location, from which we could determine the average 
value and range of natural variability for each constituent at each sample location.  We applied 
quantitative quality control/quality assurance indicators to each dataset.  Based on these 
indicators and our own inspection of the data, we compiled every reported analysis into a 



standardized reporting format, and edited all of the data, including the rejection of any data 
which were unacceptable for our purposes based upon our criteria.   The basic statistical criteria 
for the acceptability of data which we applied it to the entire database is as follows:  
 
1: Location and Date: The location, well ID, and sampling date must be known; 
 
2: Sufficiency: To obtain no less than four (4) independent analyses at a given sampling 

location; 
  
3: Timing:  Sampling intervals are preferred to be between quarterly and annually; 
 
4: Variability:  Constituent coefficients of variation are no more than 0.30, suggesting 

normality in constituent distributions; 
 
5: Completeness: For the general mineral constituents, all major cations, anions, and 

physical properties of TDS, EC, and pH must be included in an analysis in order to be 
included in our compilation; 

 
6: Depth: The completion interval of the well must be known in order for the data to be used.  

We give high priority to water quality samples from single-zone monitoring wells. Shallow 
(<250 ft) irrigation and domestic wells might be included in this category subject to review 
even if the exact completion interval is not known.  We give low - medium priority to water 
quality samples from irrigation and recovery wells with long, multi-zone completion 
intervals.  We give little or no priority to water quality samples from wells with unknown 
completion intervals. 

 
7: Analytical Error: The data must pass our internal analytical checks for cation/anion balance 

(basic analytical accuracy check) and TDS/EC balance (basic ion concentration - electric 
conduction check). 

 
8: Reporting Conventions: For our purposes and for all statistical analyses such as calculating 

sample averages and variances, we disagree with the reporting convention of giving a 
“below detection threshold” measurement a numerical value equal to the detection 



threshold.  When we find such values in the data, we reset them to zero in our database.  If 
there is no reported value for a constituent, we leave the value “blank”. 

 
We rejected many individual analyses for failing to meet one or more statistical criteria 

and rejected other analyses which had no documentation or means of verification.  We were 
reluctant to accept constituent - of - concern (COC) analyses for sample locations which had 
little or no established general mineral chemistry and did so in only a few case-by-case 
situations. 
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Geochemical Analyses. 
 
 











 
 
 
 
 
 
 
 
 

Exhibit 3. 
Strand Ranch ASR Project 

 Salt Balance Analysis. 
 

 



Exhibit 3.  IRWD Strand Ranch Salt Balance.

Table 3.1  Hypothetical Recharge-TDS Blends.

Hypothetical Instantaneous Recharge TDS for Various Recharge Blends.
Source: SWP1 KR FK Blend
Source TDS: 334 88 41 (mg/l)
In-Blend 11 100% 0% 0% 334
In-Blend 12 60% 30% 10% 231
In-Blend 13 30% 60% 10% 157
In-Blend 14 20% 70% 10% 133
In-Blend 15 10% 80% 10% 108
In-Blend 16 0% 100% 0% 88
Note: SWP1 at 334 mg/l is the long-term average in-aqueduct TDS.
Note: Blend is positive to represent salt added to aquifer.

Hypothetical Instantaneous Recharge TDS for Various Recharge Blends.
Source: SWP2 KR FK Blend
Source TDS: 227 88 41 (mg/l)
In-Blend 21 100% 0% 0% 227
In-Blend 22 60% 30% 10% 167
In-Blend 23 30% 60% 10% 125
In-Blend 24 20% 70% 10% 111
In-Blend 25 10% 80% 10% 97
In-Blend 26 0% 100% 0% 88
Note: SWP2 at 227 mg/l is the 5-year average wet-cycle SWP TDS
          delivered to the Kern Fan.
Note: Blend is positive to represent salt added to aquifer.

Table 3.2 Hypothetical Recovery-TDS Blends.

Hypothetical Instantaneous Recovery TDS for Various Recovery Blends.
Source: Shal Aq Deep Aq Blend
Source TDS: 559 119 (mg/l)
Out-Blend 31 100% 0% (559)
Out-Blend 32 80% 20% (471)
Out-Blend 33 60% 40% (383)
Out-Blend 33 40% 60% (295)
Out-Blend 35 30% 70% (251)
Out-Blend 36 25% 75% (229)
Out-Blend 37 10% 90% (163)
Out-Blend 38 0% 100% (119)
Note: Shallow Aq at 559 mg/l is the average plume-impacted TDS.
Note: Blend is negative to represent salt removed from aquifer.

Hypothetical Instantaneous Recovery TDS for Various Recovery Blends.
Source: Shal Aq Deep Aq Blend
Source TDS: 237 119 (mg/l)
Out-Blend 41 100% 0% (237)
Out-Blend 42 80% 20% (213)
Out-Blend 43 60% 40% (190)
Out-Blend 44 40% 60% (166)
Out-Blend 45 30% 70% (154)
Out-Blend 46 20% 80% (143)
Out-Blend 47 10% 90% (131)
Out-Blend 48 0% 100% (119)
Note: Shallow Aq at 237mg/l is the average unimpacted TDS.
Note: Blend is negative to represent salt removed from aquifer.



Exhibit 3.  IRWD Strand Ranch Salt Balance.

Table 3.3   Hypothetical Project Salt Balance Matrix.
Recharge SWP1 227 100% 60% 30% 20% 10% 0%
Recharge KR 88 0% 30% 60% 70% 80% 100%
Recharge FK 41 0% 10% 10% 10% 10% 0%
Recharge Blend (mg/l) 227 167 125 111 97 88

Shal Aq Deep Aq Blend
Recovery 559 119 (mg/l)
Out-Blend 31 100% 0% (559) (332) (392) (434) (448) (462) (471)
Out-Blend 32 80% 20% (471) (244) (304) (346) (360) (374) (383)
Out-Blend 33 60% 40% (383) (156) (216) (258) (272) (286) (295)
Out-Blend 33 40% 60% (295) (68) (128) (170) (184) (198) (207)
Out-Blend 35 30% 70% (251) (24) (84) (126) (140) (154) (163)
Out-Blend 36 25% 75% (229) (2) (62) (104) (118) (132) (141)
Out-Blend 37 10% 90% (163) 64 4 (38) (52) (66) (75)
Out-Blend 38 0% 100% (119) 108 48 6 (8) (22) (31)
Note: Shallow Aq at 559mg/l is the average plume-impacted TDS.

Shal Aq Deep Aq Blend
Recovery 237 119 (mg/l)
Out-Blend 41 100% 0% (237) (10) (70) (112) (126) (140) (149)
Out-Blend 42 80% 20% (213) 14 (47) (88) (102) (116) (125)
Out-Blend 43 60% 40% (190) 37 (23) (65) (79) (93) (102)
Out-Blend 44 40% 60% (166) 61 1 (41) (55) (69) (78)
Out-Blend 45 30% 70% (154) 73 12 (29) (43) (57) (66)
Out-Blend 46 20% 80% (143) 84 24 (18) (32) (45) (55)
Out-Blend 47 10% 90% (131) 96 36 (6) (20) (34) (43)
Out-Blend 48 0% 100% (119) 108 48 6 (8) (22) (31)
Note: Shallow Aq at 237mg/l is the average unimpacted TDS.
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Sierra Scientific Services 
 

An Evaluation of Well Placements and Potential Impacts  
of the Proposed Strand Ranch Well Field, Kern County, California. 

 
 

 1.  Summary of Findings 
 

The purpose of this Report is to present the findings of a water-level-drawdown impact 
evaluation for a proposed well field which is a part of the Strand Ranch aquifer storage and 
recovery (ASR) project.  The study includes the computer simulation of predicted water level 
drawdowns in the local aquifer due to project pumping and the evaluation of the predicted 
impacts within the area of influence.  The study also includes the computer simulation and 
evaluation of predicted water table mounding due to project recharge as part of a total-project-
impact analysis.  The Strand Ranch project area covers nearly a full section of land, a square 
area of approximately 611 acres.  The study area includes the project site plus the eight (8) 
contiguous adjoining sections, i.e., a square study area covering a total of nine (9) square miles. 
 The Strand Ranch project site is surrounded by other existing ASR projects which overlie the 
prolific fresh water aquifer referred to locally as the Kern Fan in Kern County, California. 
 

We calculated and summarized the drawdowns and mounding in several ways by 
mapping the actual drawdown as a function of location and distance from the operating wells, 
by calculating the average drawdown within the well field and within each of the eight adjacent 
sections, and by calculating the specific drawdowns at selected locations of interest in the 
surrounding sections.   
 
Well Field and Aquifer Model.

For this study, we calculated the water level drawdowns for three hypothetical well-field 
operating scenarios of 9-, 7-, or 5- wells.  Each scenario is designed to recover 17,500 af of 
ground water from the underlying aquifer in a year, with all wells pumped at a nominal 5 cfs.  
The criteria which we used for well placements serve to: 1. minimize well interference, 2. 
distribute the drawdown impacts as uniformly as possible across the largest possible area, and 
3. minimize the drawdown impacts to non-project wells in the surrounding area.  Based on 
these criteria, we used a uniform square grid of 9 possible well locations with a well spacing of 



Sierra Scientific Services, (661) 377 - 0123.  ©2007. 2

1/3-mile (1,760 ft) and a property line setback of 1/6-mile (880 ft).  These dimensions are 
consistent with existing well-field practices in other ASR projects located in the local area. 
 

The Kern Fan aquifer behaves and is modeled as a 3-layer, semi-confined, i.e. “leaky”, 
aquifer in which the shallow zone is unconfined, the deep zone is semi-confined, and the 
intermediate zone acts as a leaky aquitard between the other two. The base case aquifer 
parameters were the same for each case, i.e., a 300-ft thick, semi-confined aquifer with T = 
17,100 ft2/d, S = 0.02, and porosity = 30%; an overlying aquitard with L’ = 0.000475 d-1 which 
is gives a Hantush leakage factor of B = 6,000 ft; and an overlying unconfined aquifer with a 
specific yield of Sy = 21%.   
 

The unimpacted, natural groundwater gradient was assumed to be zero unless otherwise 
specified.  For capture zone and particle trajectory calculation we used a groundwater gradient 
of -25 ft/mi to the northwest (-0.0048 at a left aximuth of 135 degrees from east) and we 
assumed a corresponding reference groundwater elevation at 100 ft below GL at the southeast 
corner of the project area (i.e., the SE cor Sec 02, T30s, R25e).  We calibrated the results by 
varying selected parameters to provide a sensitivity analysis to estimate the effects of parameter 
uncertainty. The modeling parameters have been summarized in Table 1 and described in detail 
in the text and Exhibit 2. 
 
Calculated Drawdowns.

We calculated the leaky- aquifer, transient and steady-state (maximum) water level 
drawdowns, capture zones, and particle trajectories using the commercially-available analytic 
computer model “WinFlow” by Environmental Solutions, Inc.  We present a discussion of 
computer models in Exhibit 1, aquifer parameters and parameter values in Table 1 and Exhibit 
2, limitations of the analysis in Exhibit 3, and a catalog of all model outputs in Exhibit 5.  We 
present the primary results of interest below. 
 

Nine- well scenario:     q = 90 af/d, pumping t = 194 d, V = 17,500 af/yr. 
The hypothetical steady-state drawdowns created by the Strand Ranch, 9-well, 194-day, 

pumping scenario are presented on the map in Figure 5 and summarized in Tables 2 & 3.  At 
steady-state, the average drawdown under the project site is 43 ft and the average drawdowns in 
the surrounding 8 sections are in the range of 12 - 20 ft.  The drawdowns along the perimeter of 
the study area are in the range of 5 - 9 ft and drawdowns decrease to negligible levels with 
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increasing distance from the perimeter.  The drawdowns for the 9-well case superimposed on a 
northwesterly groundwater gradient are shown on the map in Figure 9.   
 

Under these assumptions, the area will achieve steady-state within about 100 days after 
pumping begins and the water levels will begin to recover after 194 days when pumping ceases. 
 As long as the leaky-aquifer assumptions continue to be met, the water levels in the study area 
will recover to pre-pumping levels in another 100 days or less, in the absence of other 
influences. 
 

Seven - well scenario: q = 70 af/d, pumping t = 250-day, V = 17,500 af/yr. 
The hypothetical steady-state drawdowns created by the Strand Ranch, 7-well, 250-day, 

pumping scenario are presented on the map in Figure 6 and summarized in Tables 2 & 3.  At 
steady-state, the average drawdown under the project site is 34 ft and the average drawdowns in 
the surrounding 8 sections are in the range of 9 - 14 ft.  The drawdowns along the perimeter of 
the study area are in the range of 3 - 8 ft and drawdowns decrease to negligible levels with 
increasing distance from the perimeter. 
 

Under these well field assumptions, the area will achieve steady-state within about 100 
days after pumping begins and the water levels will begin to recover after 350 days when 
pumping ceases.  As long as the leaky-aquifer assumptions continue to be met, the water levels 
in the study area will recover to pre-pumping levels in another 100 days or less, in the absence 
of other influences.  
 

The hypothetical drawdowns created by the Strand Ranch 7-well, 250-day scenario are 
approximately 78% of the hypothetical drawdowns for the 9- well scenario but the duration of 
impact lasts about 56 days longer because the wells must operate longer to recover the same 
total volume of water (17,500 af/yr) at the lower recovery rate (70af/d vs. 90 af/d).  
 

Five - well scenario: q = 50 af/d, pumping t = 350-day, V = 17,500 af/yr. 
The hypothetical steady-state drawdowns created by the Strand Ranch, 5-well, 350-day, 

pumping scenario (wells 1, 3, 5, 7, 9) are presented on the map in Figure 7 and summarized in 
Tables 2 & 3.  At steady-state, the average drawdown under the project site is 24 ft and the 
average drawdowns in the surrounding 8 sections are in the range of 7 - 11 ft.  The drawdowns 
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along the perimeter of the study area are in the range of 2 - 6 ft and drawdowns decrease to 
negligible levels with increasing distance from the perimeter.   
 

Under these well field assumptions, the area will achieve steady-state within about 100 
days after pumping begins and the water levels will begin to recover after 350 days when 
pumping ceases.  As long as the leaky-aquifer assumptions continue to be met, the water levels 
in the study area will recover to pre-pumping levels in another 100 days or less, in the absence 
of other influences.  
 

The hypothetical drawdowns created by the Strand Ranch 5-well, 350-day scenario are 
approximately 56% of the hypothetical drawdowns for the 9- well scenario but the duration of 
impact lasts about 156 days longer because the wells must operate longer to re-cover the same 
total volume of water (17,500 af/yr) at the lower recovery rate (50 vs 90 af/d).  
 

We have also calculated the hypothetical, steady-state drawdowns for an alternate Strand 
Ranch, 5-well, 350-day, pumping scenario the same as above except using wells at locations 
1,2,3,4,5 instead of 1,3,5,7,9. The drawdowns for this case are presented on the map in Figure 8 
and summarized in Tables 2 & 3.  At steady-state, the average drawdown under the project site 
is 24 ft and the average drawdowns in the surrounding 8 sections are in the range of 7 - 11 ft.  
The drawdowns along the perimeter of the study area are in the range of 2 - 6 ft and drawdowns 
decrease to negligible levels with increasing distance from the perimeter.   
 

The project has considerable flexibility in delivering less than the full recovery rate of 45 
cfs and/or the annual recovery volume of 17,500 af.  The project may meet reduced delivery 
rates and volumes by choosing to pump for less time, and/or at lower pumping rates, and/or 
using fewer wells.  Each of these possible alternatives provides reduced drawdowns, somewhat 
smaller areal distributions, and faster aquifer- recovery times.  
 
Capture Zone.   
  For 300 days of pumping, the hypothetical capture perimeter surrounding the entire well 
field extends only a few hundred ft outward from the individual wells and remains entirely 
within the property boundary of the Strand Ranch.  For a hypothetical 1000 days (approx. 3 yr) 
of continuous pumping, the hypothetical capture perimeter extends about 1,800 ft from the 
individual wells.  For a hypothetical 3650 days (10 yr) of continuous pumping, the capture zone 
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would extend about 2,300 ft down-gradient to the northwest and would extend about 4,500 ft 
up-gradient to the southeast under conditions of long-term groundwater gradient of 25 ft/mi to 
the northwest.  Pumping by non-project wells in the surrounding areas will change the shape 
and extent of this capture zone, as shown in the various model runs.   
 

A capture zone analysis requires that we model the aquifer behavior as realistically as 
possible, since true particle trajectories will respond to all influences on the potentiometric 
pressure field and not just those generated by the Strand Ranch wells.  Therefore, the most 
realistic scenario assumes that the Strand Ranch wells will most likely be pumping in a dry year 
when all of the neighboring wells are pumping as well.  The combined pumping effects of these 
wells superimposed on the natural groundwater gradient will determine the locations of capture 
zone and particle trajectories with time. 
 

The water level elevation map in Figure 10 shows the steady-state impacts of the nine 
Strand Ranch wells and eleven Kern Water Bank wells superimposed on the local groundwater 
gradient.  The five wells located at the center and corners of the Strand Ranch well field (wells 
1, 3, 5, 7, 9) have 1,000-day reverse particle trajectories attached to them which define the 
shape and areal extents of the “3-year” capture zones for continuous pumping at these locations. 
 For reference purposes, the section corners have been labeled on the map.  We have mapped 
the locations of the capture zone perimeter for pumping times of 300-, 1000-, 1825-, and 3650- 
days superimposed on 10-year continuous particle trajectories in Figure 11. 
 

We have also mapped (Figure 12) the 10-year forward particle trajectories of a 
hypothetical line source located in the southwest quarter of section 12, T30s, R25e under 
conditions of continuous pumping of both the Strand Ranch and Kern Water Bank wells.  Any 
groundwater contamination which comes from a source located on or near this line will follow 
the same trajectories.  A slug or plume of contamination will eventually be captured by wells 
located on the Kern Water Bank and/or Strand Ranch depending on the particular location of 
the source and its downgradient trajectories. 
 

Based on available existing water quality data, the shallow aquifer under the project site 
(compared to the nearby, unimpacted shallow aquifer) has elevated concentrations of total 
dissolved solids and several constituents of concern due to the inflow of a brine plume from an 
unspecified, up-gradient source or sources in or near the southwest quarter of Section 12, 
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T30s/25e.  This brine plume represents a source of water quality degradation that falls within 
the predicted capture zone of the well field under conditions of natural groundwater gradient 
and under conditions of pumping.  There is no recognized way of positioning the proposed 
Strand Ranch wells to avoid the water quality impacts of this brine plume.  The quantitative 
analysis of the potential impacts of this brine plume on the Strand Ranch well field is outside 
the scope of this study. 
 
Calculated Recharge Mounding.

We calculated the unconfined- aquifer, transient, water table drawdowns using the 
commercially-available analytic computer model “WinFlow” by Environmental Solutions, Inc. 
 We calculated the transient water level rises due to mounding assuming that the project 
recharges 17,500 af in a single episode using 450 acres of ponds.  For the range of expected 
infiltration rates of 0.20, 0.25, and 0.30 ft/d, a recharge episode will last 129 - 194 days.  We 
present the primary results of interest below. 
 

For the three recharge scenarios, the calculated maximum mound heights under the 
project range from 32 - 40 ft and the maximum water level rises in the surrounding 8 sections 
ranges from 6 - 14 ft. 
 

As discussed in the Report, the positive impact of recharge mounding fully compensates 
for recovery drawdown in all except the “least-favorable” case of a recharge/recovery cycle at 
minimum recharge rates and maximum recovery rates.  In this one case, the maximum 
uncompensated net temporary drawdown in the surrounding eight sections is in the range of -6 
to -7 ft.  All other, more-favorable, scenarios result smaller net water level declines and/or net 
water level rises at all locations surrounding the project site for comparable time periods.  
 
Project Impact.   
  The proposed Strand Ranch ASR project operation is designed to always maintain a 
positive project balance, i.e., a volume of water must always be stored in the aquifer prior to 
removing a like volume from the aquifer.  ASR projects usually operate by putting water into 
the ground in a wet year and then recovering it as needed in some future dry year, so there is 
little likelihood of recharge and recovery happening simultaneously.  As long as the project puts 
as much water in the ground as it takes out, the net basin impact from water level drawdown 
will be pre-compensated for by the water-level rise due to recharge mounding, so there will be 
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no net long term effect on the basin no matter how far apart recharge and recovery are separated 
in time.  
 

In the case of the proposed Strand Ranch project, both recharge and recovery facilities 
will be co-located on the project site such that the approximately equal and opposite impacts of 
both recharge and recovery will be superimposed on the same area and same aquifer zones.   
 

The Project operators have voluntarily established operating limits which preclude the 
occurrence of an unacceptable, unbalanced recharge/recovery cycle.  The project is voluntarily 
designed so that 1. the Strand Ranch project will not have more than 50,000 af of water in basin 
storage, and 2. the project will not recharge or recover more than a maximum of 17,500 af of 
groundwater per year during normal operations.  The computer models of both recharge and 
recovery have demonstrated that by capping the maximum inflow/outflow at 17,500 af/yr, that 
1. the beneficial impacts of recharge are approximately equal to the potentially detrimental 
impacts of recovery, and 2. by spreading the recovery of the maximum allowable volume of 
water in storage over a 3-year period the individual and combined net impacts of the total 
operation avoids and prevents unacceptable impacts to the aquifer and the basin. 
 
Conclusions and Recommendations.   
  We conclude that the Strand Ranch well-field scenarios minimize the respective 
predicted drawdown impacts by putting the maximum available distances between wells over 
the widest available area by using well spacings and property line setbacks which are no less 
than those being used successfully in other ASR projects in the Kern Fan project area.  We 
conclude that the project design results in approximately balanced recharge/recovery cycles so 
that the transient water level rises due to recharge mounding episodes are approximately equal 
and opposite to the transient water level declines due to recovery drawdown episodes. 
 

We conclude that for this project to operate as predicted and desired, the total recharge 
to this area must start out and remain in long term balance with total recovery in this area, as the 
project is designed to do. 
 

We conclude that under existing and foreseeable circumstances, the Strand Ranch, 9-
well, 45 cfs, maximum-recovery scenario is an acceptable short-term and long-term operating 
scenario which does not create a net impact on the basin if recharge precedes recovery, as 
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proposed.   All other Strand Ranch scenarios using fewer wells, and/or lower total recovery 
rates, and/or lower total recovery volumes are also acceptable by the same criteria.   
 

We conclude that the brine plume which is flowing under the Strand Ranch from an 
unspecified upgradient source or sources is a cause for concern which cannot be mitigated 
through well placements within the project area.  However, the plume is a residual effect from 
oilfield-brine discharge sources which are no longer active and both periodic recharge and 
periodic shallow groundwater extraction by the Kern Water Bank on adjacent lands is 
remediating the plume by diluting and permanently removing groundwater with elevated TDS 
content from within the plume perimeter.  We note that the Kern Water Bank’s operation of 
these wells is voluntary; the KWB was not responsible for the brine discharge nor are they 
being held responsible for its cleanup.  Future Strand Ranch project operations will have the 
same beneficial impacts on the brine plume. 
 

We recommend that the project test each new water well individually with a testing 
program which will provide for aquifer parameter measurement as well as pump parameter 
measurement.  Such data will be useful and essential for a future aquifer model calibration.  We 
recommend that the project partners consider contracting with SSS to help design, observe, and 
interpret the well tests. 
 

We recommend that the project impacts be carefully monitored from startup so that we 
can calibrate and verify the results of this work program and then make refinements in our 
model of the aquifer behavior for future use. 
 

We recommend installing monitoring wells to satisfy four different purposes, including 
well testing, model calibration and verification, long- term operational water level monitoring, 
and contaminant- detection monitoring.  We recommend as many monitoring well installations 
as are necessary to cover all of these functions at all important locations and in all necessary 
aquifer zones.  It may be necessary to install some monitoring wells which are useful for only 
one of these functions, since a single well placement may not be effective for all purposes.  We 
recommend that the project consider designing the completion depth interval of each 
monitoring well depending on the intended purpose for the well.  We also recommend that the 
project be willing to use multiple monitoring wells which are completed in different depth 
intervals where potentially effective or necessary. 
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We recommend that the project consider using the drawdown maps from this study to 
locate the placement of monitoring wells for water level monitoring especially in and around 
the recharge/recovery zones.  We recommend that the project consider using the particle 
trajectory and capture zone maps from this study to locate the placement of monitoring wells 
for contaminant detection monitoring, especially to the east of the well field.  We again 
recommend that the project consider restricting the completion depth interval of each 
monitoring well depending on the intended purpose for the well. 
 
 
 
 
 
 
Note: Sierra Scientific Services reserves the copyright to this report.  We request that all 
references to this report or to material within it be referenced as: 
 
Crewdson, Robert, A., 20 December, 2007, An Evaluation of Well Placements and Potential Impacts of the 
proposed Strand Ranch Well Field, Kern County, California., Sierra Scientific Services, Bakersfield, CA. 
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Sierra Scientific Services 
 

An Evaluation of Well Placements and Potential Impacts  
of the Proposed Strand Ranch Well Field, Kern County, California. 

 

 2.  Introduction 
 
 
Purpose. 

The main purpose of this Report is to describe the water level drawdown impacts which 
are expected to occur as a result of the operation of the Strand Ranch Aquifer Storage and 
Recovery Project.  The potential drawdown impacts of interest are the impacts created by 
pumping the proposed Strand Ranch recovery wells.  The locations of interest include the 
project site and the eight sections adjacent to the project and more specifically any existing 
water wells in those sections.  We have evaluated and summarized these drawdowns in several 
ways by mapping the actual drawdown as a function of location and distance from the operating 
wells, by calculating the average drawdown within the well field and within each of the eight 
adjacent sections, and by calculating the specific drawdowns at selected locations in the 
surrounding sections.  
 

The findings of this study may be used to 1. evaluate the alternatives for numbers and 
locations of water recovery wells in the future Strand Ranch well field, 2. evaluate the numbers 
and locations of monitoring wells which are desired or required for purposes of water level and 
water quality monitoring, and 3. evaluate the potential interactions and impacts between the 
Strand Ranch project and adjacent entities. 
 
 
Project Scope - Aquifer Storage and Recovery. 

Aquifer storage and recovery (ASR) is the generic term which describes the practice of 
deliberately putting surface water into a groundwater aquifer through infiltration basins with the 
intention of recovering a like volume of water from the aquifer at a later date.  Such a practice 
presents a great opportunity to increase the local and statewide capacity to store water.  ASR 
projects help regulate the water supply and demand over time by storing excess water when it is 
available in wet years for future recovery when water is needed in dry years.  
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In Kern County, California, there are 3 main components to every ASR facility: 

infiltration basins, water wells, and a conveyance system.  The infiltration basins, also referred 
to as recharge basins1, are ponds which are constructed to allow ponded water to infiltrate into 
the groundwater basin.  The water wells, also referred to as recovery wells2, are conventional 
high-flow water wells used to pump water out of the underlying aquifer.  The project 
conveyance system consists of one or more canals, ditches, or pipelines used to deliver water 
between the ASR facility and the local or regional water conveyance infrastructure. 
 

The Kern County water community generally refers to ASR projects as “banking” 
projects.  According the Kern County Water Agency, “These banking programs are essential to 
Kern County’s water management and future growth”3 and this is broadly true of the entire 
State of California water infrastructure.  As used in Kern County, the term “banking” is loosely 
used to describe the act of physically putting water into the underlying aquifer and crediting the 
owner with the right to remove a like volume of water from the aquifer at a later date.  This 
credit allows the owner to show such a volume of banked water as part of its current water 

1We prefer the terms “infiltration basin” or “percolation basin” rather than “recharge basin” since the former terms are 
neutral and descriptive while the latter term needlessly implies, contrary to intent, that we are putting water back into the aquifer 
after it has been taken out, as has historically been the case in some conjunctive-use projects in Kern County, Ca.  The primary 
distinction, in our opinion, is that the concept of “recharge” might be appropriate in a conjunctive-use context where water  
borrowed from the basin must subsequently be replaced, i.e., the aquifer must be replenished or recharged as a means of 
overdraft correction whereas “groundwater banking”, by definition, requires storing water prior to removing it.  Nevertheless, we 
recognize the common local use of “recharge” to mean any  addition of water to an aquifer. 

2We prefer the term “water well” rather than “recovery well” since the former term is neutral and descriptive while the latter 
term needlessly suggests, contrary to intent, that such a “recovery” well may be different than other water wells and perhaps 
restricted to the extraction of some particular water or water for some particular use. 

3Lloyd Fryer, 2005, Kern County Groundwater Banking Projects, KCWA brochure. 
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supply.  If such water has been “banked” on behalf of another party, then it is considered to be 
real water held in trust for that party who has an absolute right of recovery.   
 
Local Operating Rules.  The local water community in Kern County has established certain 
conventions regarding the design, operation, and monitoring of aquifer storage and recovery 
projects, i.e., “water banking” operations.  The rules are the guiding principles which are 
contained in the Memorandums of Understanding (MOUs) between Kern County project 
operators and adjacent entities.  The rules provide for creating intended project benefits while 
eliminating or minimizing potentially significant adverse impacts.  The MOUs elaborate on 
these principles which are paraphrased below (the numbers below are for reference for our 
convenience only): 
 
1. A project should not degrade the basin and should enhance it when possible; 
2. A project should minimize the impacts on the environment and adjacent entities; 
3. A project should provide mitigation for unavoidable adverse impacts; 
4. A project mitigation can give consideration to the compensating aspects of recharge and 

recovery operations; 
5. A project site should be monitored for water levels and water quality; 
6. A project should take water out where it puts water in; 
7. A project should account for losses to the basin. 

Project Background. 
Location.  The Irvine Ranch Water District (IRWD) is currently in the process of developing 
a ±600 acre parcel in Kern County, California, as an Aquifer Storage and Recovery (ASR) 
Project.  The parcel of interest is located in Section 2, Township 30s, Range 25e, MDBM, 
located at the southwest corner of Stockdale Highway and Enos Lane, several miles west of the 
City of Bakersfield.  The ±600-acre Strand Ranch ASR project will be the latest among several 
existing ASR projects in the area which currently cover approximately 20,000+ acres and 
include more than 120 wells.  The project site is surrounded in all four compass directions by 
existing ASR facilities belonging to the Kern Water Bank Authority or to the Rosedale - Rio 
Bravo Water Storage District.  The parcel has been known historically as the Strand Ranch, so- 
named for the sand fairways crossing the property, so the project is informally referred to as the 
Strand Ranch ASR project. 
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Facilities.  For this study we have assumed that the proposed project is designed to include 
approximately 450 acres of recharge ponds at full build-out which are expected to be able to 
recharge as much as 150 af per day.  The estimated maximum site recharge capacity is 57,500 
af per year, assuming a 365-day, wet-year, water supply and an average infiltration rate of 0.35 
ft/d.  The project site currently has approximately 117 ac of existing recharge ponds which were 
operated in 2006 on a pilot-study basis.   
 

The Strand Ranch project plans to deliver water to and from the project site through the 
Cross Valley Canal which runs through the Strand Ranch property.  The project owner is 
currently cooperating with the Kern County Water Agency for the installation of a CVC turnout 
to service the project site.  During the 2006 pilot phase, the project received water deliveries 
through a cooperative agreement with the Kern Water Bank. 

 
The site currently contains five or more irrigation wells which were installed by the 

previous owners of the Strand Ranch and are capable of recovering groundwater at this time.   
The project owner proposes to recondition or replace existing wells, and/or install recovery 
wells, as necessary or as beneficial, to meet their proposed operating parameters.  To date, no 
recovery wells or pipelines have been installed on the property but the operational objective of 
the Strand Ranch ASR well field is to recover water which has been previously stored in the 
underlying groundwater aquifer.  The project design objective is to store a sufficient volume of 
water in the aquifer over the long term to be able to recover a maximum 17,500 af/yr with a 
total in-ground storage limit of 50,000 af. 
 
Aquifer.  The site is flat at an elevation of about 320 ft above msl.  The site overlies the 
prolific aquifers which comprise the so-called Kern Fan which, geologically speaking, is a thick 
pile of interbedded, fine- to coarse- grained, fluvial/alluvial sediments.  The shallow aquifer is 
recharged by natural and manmade percolation of (mostly) Kern River water.  Recharge occurs 
in the river bottom and nearby recharge ponds which form a 15-mile long, linear recharge axis 
trending southwest across the southern San Joaquin Valley starting in the city limits of 
Bakersfield, Ca.  When we refer to the Kern Fan in this Report we will generally be referring to 
the ±15- mile wide elongate area which straddles the recharge axis and includes the river 
channel, ASR project sites, and related surface infrastructures. 
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The Strand Ranch ASR Project is near, but northwest of, the recharge axis of the Kern 
Fan recharge mound.  The depths to groundwater under the Project site fluctuate significantly 
due to the rise and fall of the Kern Fan recharge mound under the influence of the regional 
climatic wet/dry cycle.  During consecutive dry years the groundwater may be 150 - 170 ft deep 
such as in 1990 - 1994, whereas during consecutive wet years the groundwater under the site 
may be 20 - 70 ft deep such as in 1995 - 1998.  The unimpacted, natural groundwater gradient 
under the Project site in dry years trends northwesterly at -10 to -15 ft/mi WNW and in wet 
years trends northwesterly at -20 to -30 ft/mi NW.  

 
Surface Water Supply.  The three potential sources of surface water which might be brought 
to the property include high-flow water from the Kern River, water from the Federal Central 
Valley Project (CVP) via the Friant- Kern Canal, and/or water from the California State Water 
Project (SWP) via the California Aqueduct, etc.  The source of both the Kern River water and 
CVP water is runoff from the winter snowpack from the highlands of the southern Sierra 
Nevada mountain range.   The primary water source for the SWP is runoff from the greater 
volcanic highlands surrounding Mt Shasta in northern California.  The waters from all three 
sources are very good quality when they reach their intended points of use within Kern County. 
 
 
Work Program. 

The components of the work program for this study included designing realistic well-
field alternatives based on the well-field spacing and operating practices within existing local 
ASR projects, determining the aquifer parameters for the study area, calculating the water level 
drawdowns and particle flow-trajectories for base case and non-base case scenarios, and 
evaluating the project water level impacts, including consideration of the beneficial impacts of 
project recharge operations.  This Report presents the findings of the work program. 
 
 
Personnel. 

Dr. Robert A. Crewdson is a Bakersfield, California consultant doing business as Sierra 
Scientific Services (SSS).  SSS specializes in quantitative ground water hydrology, applied 
potential theory and time series analysis, quantitative ground water flow analysis, water quality 
geochemistry, well testing and monitoring, contaminant transport modeling, and aquifer 
properties testing.  Dr. Crewdson is a research associate and adjunct professor at California 
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State University Bakersfield where he has taught hydrology, contaminant transport, 
geochemistry and geophysics in upper division and graduate level courses.   
 

SSS would like to thank Kellie Welch of the Irvine Ranch Water District and Jennifer 
Jacobus of ESA, Inc. for their help preparing several maps and figures in this Report. 

Methodology. 
SSS obtained and reviewed well field data, historical recharge, pumping volume and 

recovery rate data, and water level hydrographs for the ASR projects located on the Kern Fan 
supplied by IRWD and as published in the KCWA 2001Kern Fan Area Operations and 
Monitoring Report, April, 2005 and from other data sources generated for the bimonthly Kern 
Fan Monitoring Committee.  SSS used these data to define alternative hypothetical well-field 
scenarios for the Strand Ranch ASR project which would be consistent with existing well field 
practices in these other ASR projects.  SSS obtained and reviewed the available sources of 
aquifer parameter data which are referenced in this Report and selected a suite of aquifer 
parameter values for use in the drawdown calculations.  SSS used the “WinFlow” digital 
computer program by Environmental Simulations, Inc. to model the two dimensional 
groundwater flow, including the calculation of transient and steady-state water level 
drawdowns and the calculation of particle flow trajectories for all of the cases of interest.   
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Sierra Scientific Services 
 

An Evaluation of Well Placements and Potential Impacts  
of the Proposed Strand Ranch Well Field, Kern County, California. 

 

 3.  Discussion 
 
 
Section I - Project and Study Area. 

The Strand Ranch (SR) project covers essentially all of Section 02, T30s, R25e.  The 
drawdown- impact study area covers a 3x3 sq. mi area which is centered on the project site in 
section 02 and includes the surrounding eight contiguous sections, 34, 35, 36 (T29s,R25e) and 
1, 3, 10, 11, 12 (T30s, R25e).  The three sections to the north (34, 35, 36) are part of the 
Rosedale - Rio Bravo Water Storage District (RRB).  These sections include 3 existing farm 
irrigation wells but no RRB district project wells.  Parts or all of the other five sections to the 
east, south, and west  (1, 3, 10, 11, 12) are part of the Kern Water Bank (KWB).  These sections 
contain eleven (11) operable banking project recovery wells. 
 

For this study, one hypothetical  project well-field alternative is 90 af/d (approx. 45cfs) 
which includes nine wells each pumping water at a nominal rate of at 5 cfs. The proposed 
maximum annual recovery of 17,500 af/yr requires  pumping for 194 days.  The two other 
hypothetical well-field alternatives we considered are 7 wells pumping at 70 af/d for 250 days 
or 5 wells pumping at 50 af/d for 350 days.  The final number and locations of wells in the 
proposed Strand Ranch well field have not yet been determined.  
 

The surrounding area contains three known private irrigation or domestic water wells 
within the Rosedale - Rio Bravo Water Storage (RRBWSD) district approximately ½ - 1 mile 
from the project site and eleven known banking project recovery wells which belong to the 
Kern Water Bank Authority, two of which are located very close to the property boundary 
between the Strand Ranch and the Kern Water Bank.  The three private wells have an estimated 
pumping capacity of 10 cfs and the eleven KWBA wells have a published average pumping 
capacity of 62 cfs.  Under the Strand Ranch (SR) hypothetical operating scenario of 45 cfs, the 
total recovery capacity in the 9 sq. mi. study area is 117 cfs, equivalent to 232 af/d.  This 
maximum recovery scenario represents 38% of the total recovery capacity in the study area.  
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Under the hypothetical 5-well and 7-well operating scenarios of 25 and 35 cfs each, the project 
recovery would represent 26% or 33%, respectively, of the total recovery capacity in the study 
area. 
 

Water level changes in the study area can be potentially effected by any or all of these 
wells.  We also note, based on historical data, that the basinwide water level response to the 
climatic wet/dry cycle alone can be larger than the pumping drawdowns and may dominate the 
water level fluctuations in some years, independent of the project operations.  Since project 
impacts may well occur at the same time as the water level impacts from other causes, the 
combined year-to-year water level declines due to both climate and non-project pumping may 
be significantly greater than the declines we have projected due to project pumping alone. 
 

The potential drawdown impacts of interest are the impacts created by pumping the 
Strand Ranch recovery wells.  These impacts include both permanent, basinwide impacts and 
local, temporary impacts and, according to the local MOU, the analysis of total net project 
impact may also consider the compensating, beneficial impacts of water level rises due to 
recharge mounding.  The locations of interest include the eight sections adjacent to the project.  
We have evaluated and summarized these drawdowns in several ways by mapping the predicted 
drawdowns within the well field, by calculating the average drawdown within the well field and 
within each of the adjacent eight sections, and by calculating the drawdowns at specific 
locations of interest within the study area.  We have evaluated water level rises due to recharge 
mounding in the same way as a part of a total net project impact analysis. 
 

Apart from selecting the proposed well locations, the drawdown impact analysis is the 
main objective of this evaluation.  This analysis assumes that the wells are drilled, completed, 
and developed properly so that they are efficient and productive water wells, limited only by 
the delivery capacity of the aquifer.  The drawdown impact analysis requires several types of 
essential information including operating parameters, well parameters, aquifer model and 
aquifer parameters.  We describe each of these parameter sets below. 
 
 
 
 
Section II - Well Placement Analysis. 
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Placement criteria.  The three primary criteria for locating the Strand Ranch water recovery 
wells are to meet project objectives and to  1. minimize well interference, 2. minimize the 
magnitude of the water level drawdown at all locations by distributing the drawdown impacts 
as uniformly as possible across the largest possible area, and 3. minimize the drawdown 
impacts to non-project wells in the surrounding area.  The first two criteria are best met by 
placing the wells on the nodes of a uniform grid at the largest possible spacing and operating all 
wells simultaneously at the same flow rate.  The third is best met by orienting and sizing the 
grid so that every possible well node is no closer to the nearest surrounding well of concern 
than a minimum specified property-line setback distance.   
 

There are several secondary constraints and operating criteria which limit the selection 
of the proposed project well locations including: well spacing, voluntary property line setback 
distance, water quality issues, and accommodating the existing and proposed surface facilities 
including the CVC and the project recharge ponds and levees. 
 

Based on our review of the well fields in other nearby ASR projects, we can achieve 
acceptable well spacings for purposes of meeting the primary criteria and be consistent with 
existing well placement practices, by using well spacings of 1/4 to 1/3-mile (1,320 to 1,760 ft) 
and a property-line setback distance of 1/8 to 1/6-mile (660 to 880 ft).  Based on our review of 
these other fields, existing well placements in certain locations have ignored primary spacing 
and/or setback criteria in favor of optimizing the placement with respect to secondary criteria 
such as proximity to conveyance systems, total gathering system pipeline length, and/or 
drainage of otherwise inaccessible areas, all of which are related to capital and operating costs, 
and other factors.  Therefore, all proposed well-field designs are based on 9 possible well 
locations on an equi-spaced 3x3 grid (i.e., a 9-spot pattern) with 1/3-mile spacings and 1/6-mile 
property line setbacks. 
 
Proposed Water Recovery Operations.  For the purposes of this study, we have selected 
three hypothetical well-field configurations for impact analysis on the Strand Ranch project 
site.   All three well-field patterns are based on the positions of an equi-spaced “9-spot” pattern 
of NS/EW rows of wells centered on the project site.  The first well-field scenario is 9 wells 
fully occupying the “9-spot” pattern.  An alternate, 5-well field uses 5 wells located at the 
corner- and center- locations of the 9-spot pattern, and an alternate 7-well field uses 7 wells 
located at all locations except the southwest and south-central positions.   
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The proposed wells are designed to be 1,760 ft away from each other and 1,760 ft or 

more away from the nearest non- project wells based on a voluntarily 880-ft setback from the 
Strand Ranch property line.  The projected recovery capacities of the three hypothetical well 
fields are 90af/d, 70 af/d, and 50 af/d for 9, 7, and 5 wells operating at a nominal 5 cfs each.  
The operating scenarios involve continuous pumping to recover a maximum 17,500 af/yr from 
the groundwater aquifer.  This represents projected pumping durations of 194 days, 250 days, 
and 350 days for the 9, 7, and 5-well scenarios respectively. 
 

The project has considerable flexibility in delivering less than the full  recovery rate of 
45 cfs and/or the  annual recovery volume of 17,500 af.  The project may meet reduced delivery 
rates and volumes by choosing to pump for less time, and/or at lower pumping rates, and/or 
using fewer wells.  Each of these possible alternatives provides reduced drawdowns, somewhat 
smaller-, or differently located-,  areas of impact, and faster aquifer- recovery times.   
 

The project may have the operational flexibility to operate in cooperation with nearby 
project operators so as to mitigate, minimize or eliminate the mutual impacts and interactions 
between parties.  One additional potential mitigation measure may include exercising an 
opportunity to recover project water from up to three wells located in a proposed Rosedale - 
Rio Bravo WSD well field about 1.4 miles north-northwest of the Strand Ranch well field.  The 
hypothetical impacts of such recovery pumping are substantially removed from the Strand 
Ranch project site and adjacent properties; nevertheless, we have modeled the drawdown from 
four such scenarios and have included that analysis in Exhibit 4.  The water level impact 
analysis for all on-site operations are presented in subsequent sections of this Report. 
 
Total Study-area Recovery Capacity.  The total recovery capacity in the 9-sq.mi. study area 
due to the proposed SR wells and the other existing wells is an estimated 117 cfs, which 
includes 45 cfs for the Strand Ranch 9-well maximum- recovery scenario, 62 cfs from the 11 
surrounding KWB wells, and 10 cfs from the three RRB irrigation wells.  The hypothetical 
future SR maximum recovery scenario represents 38% of the total recovery capacity in the 
study area .  Alternately, the hypothetical 7-well and 5-well SR scenarios, at 25 and 35 cfs 
respectively, would represent 26% or 33% of the total recovery capacity in the study area.   

The final numbers and locations of wells in the proposed Strand Ranch well field have 
not been determined as of this Study.  But the new wells will represent only about 5% of the 
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more than 120 existing or currently planned project recovery wells in the ASR projects on the 
overall Kern Fan.   
 
Well Placement and Water Quality.  Based on available existing water quality data, the 
shallow aquifer under the project site (compared to the nearby, unimpacted shallow aquifer) has 
residual, elevated concentrations of total dissolved solids and several constituents of concern 
due to the inflow of an old brine plume from an unspecified, historic, up-gradient source or 
sources in or near Section 12, T30s/25e.  This brine plume represents a source of water quality 
degradation that falls within the predicted capture zone of the well field under conditions of 
natural groundwater gradient and under conditions of pumping.  There is no recognized way of 
positioning the proposed Strand Ranch wells to avoid the water quality impacts of this brine 
plume.  The quantitative analysis of the potential impacts of this brine plume on the Strand 
Ranch well field is outside the scope of this study. 
 
 
Section III - Aquifer Model and Parameter Selection. 

There are several different computation methods for predicting water-level drawdown 
from a pumping well in space and time and every method requires that the user select the 
equations which are most appropriate for the user’s preferred model of the aquifer.  In essence, 
the user must try to select the set of mathematical expressions which best represent the user’s 
physical model of the aquifer.  The calculated results, if done correctly, always represent the 
mathematical model and also represent the real aquifer behavior to the extent that the 
parameters, simplifications and assumptions of the mathematical model reflect the true 
workings of nature.  The selection of the mathematical model and the equations, the accuracy of 
the parameter values, and the representativeness of the calculated output all reflect the 
correctness of- and uncertainty in- the judgments of the user.  These judgments cannot be made 
by the computer and the two critical judgments include the choice of mathematical model and 
the choice of aquifer parameters. 
  
The Real Aquifer.  Based on our analysis of the local hydrogeology in the Strand Ranch 
project area, the local aquifer is a semi-confined (leaky) aquifer which is recharged from the 
sides and from the overlying layers.  For a very small area such as the Strand Ranch project 
site, it is relatively easy to define a constant-property aquifer model which is representative of 
the entire area of interest.  Our interpretations and our choices of model and parameter values 
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differ from those of Schmidt in 1997 & 1998 and of the Department of Water Resources 
(DWR) in 1995, which we discuss in Exhibits 2 and 3.  The aquifer consists of a sequence of 
nearly- horizontal, laterally discontinuous, interbedded, unconsolidated, sandy and silty 
sediments but there is no widespread, laterally continuous impermeable confining layer 
anywhere under the area of interest.  Horizontal ground water flow occurs almost entirely 
within the sandy units.  The shallow sands behave as an unconfined aquifer, but deeper sands 
show increasing amounts of delayed yield and confinement, according to KCWA hydrographs. 
 

The total thickness of the commonly-used part of the aquifer is approximately 700 ft 
and, for modeling purposes, assumed to consist of shallow, intermediate, and deep producing 
zones.  The shallow zone exhibits unconfined-aquifer behavior and is approximately 250 ft 
thick.  The middle zone which exhibits intermediate behavior is considered to be the retarding 
layer and is approximately 100 ft thick.  The deep zone exhibits short-term confined behavior 
and long-term semi-confined behavior and is approximately 300 ft thick.  Essentially all of the 
existing recovery wells on the Kern Fan are completed across the intermediate and deep zones 
and exhibit semi-confined, aka “leaky”, aquifer water-level behaviors.  We have tabulated the 
aquifer properties which we have used in our modeling in Table 1 and discussed them in 
Exhibit 2. 
 

Because the inter-bedded silts have some permeability of their own, and because 
pumping in the deeper zones causes significant downward vertical gradients, the deeper sands 
obtain a significant fraction of their recharge from the overlying layers.  This “leakage 
recharge” through the permeable silts is augmented by higher- speed, vertical flow at the lateral 
margins of the silty layers through the more permeable sand facies between layers.  The multi-
zone hydrographs which are prepared and presented by the Kern County Water Agency on a 
monthly basis corroborate the widespread and persistent presence of downward vertical 
gradients between successively deeper depth intervals which are indicative of leaky aquifers.   
 

We also note, based on historical data, that the basinwide water level response to the 
climatic wet/dry cycle alone can be larger than the pumping drawdowns and may dominate the 
water level fluctuations in some years, independent of the project operations.  Since project 
impacts may well occur at the same time as impacts from other causes, the combined year- to- 
year water level declines due to both climate and non- project pumping may be significantly 
greater than the declines we have predicted due to project pumping alone.   
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The Model Aquifer.  For this scope of work, we have a choice of computational method 
(analytical or numerical) and a choice of three mathematical aquifer models, i.e., a confined 
aquifer, an unconfined aquifer, or a semi-confined, or “leaky”, aquifer.  We chose to use 
“Winflow”, a commercially-available analytical computational model written by ESI, as 
discussed in Exhibit 1. 
 

Based on the observed stratigraphy and aquifer hydrology, the aquifer underlying the 
project site and study we chose to use a semi-confined-aquifer model.  For the purpose of 
computer modeling, we represented the local aquifer as three zones; a shallow, 250-ft thick, 
unconfined aquifer, an intermediate, 100-ft thick “leaky” aquitard, and a deep, 300-ft thick 
semi-confined aquifer.  We assume in the computer model that all project water recovery wells 
are completed across the full 300-ft thickness of the semi-confined zone.  We have summarized 
the relevant aquifer parameters in the next section of this report and have discussed them in 
more detail in Exhibit 2. 
 

There are other modeling variables besides the physical aquifer parameters which affect, 
and could perhaps even dominate, the water levels under the site, and which are easy to 
calculate but difficult to forecast in advance.  The natural factors include the depth to the water 
table at project startup, the magnitude and direction of the ground water gradient, and the large 
water level fluctuations within the recharge area due to the climatic wet/dry cycle.  The 
manmade variables include non-project impacts caused by other recharge or pumping 
operations in the surrounding area.  The evaluation of these variables is outside the scope of 
work, however, they are not relevant to the basic determination of water level drawdown 
impacts due to Project well field operations.  We have included a general discussion of the 
limitations of computer modeling in Exhibit 3. 
 
Aquifer Parameters.  For the leaky aquifer model, we must specify the aquifer dimensions, 
regional gradient, aquifer storage properties, and aquifer flow properties in both the horizontal 
and vertical directions.  There is a scarcity of reliable parameter data in the Kern Fan area.  We 
have reviewed all of the available data and have found just enough data to make an estimate of 
every required parameter.  Because of the lack of replicate data, there is an unknown amount of 
uncertainty in the representativeness of these single parameter values, which is in addition to 
the uncertainty in the accuracy of these measurements themselves.  We have accommodated the 
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recognized uncertainty by repeatedly running the computer model with different sets of aquifer 
parameter values to generate sets of predicted drawdowns for the full range of possible 
parameter values in the Kern Fan area.  We have discussed the aquifer parameters in more 
detail in Exhibit 2 and elements of the concept of uncertainty in the Exhibits 1 - 3. 
 

From top to bottom, the shallow, unconfined zone is 250-ft thick, the middle “leaky” 
zone is 100-ft thick, and the deep semi-confined zone is 300 ft thick.  All wells are assumed to 
be completed across the full 300-ft thickness of the bottom, semi-confined zone.  All zones are 
assumed to have an average porosity of 30%. 
 

The base case parameter values for the deep, semi-confined zone are as follows: the 
value of horizontal hydraulic conductivity is Kh = 57 ft/day, and the sensitivity analysis was run 
for 40 < K < 100 ft/day; the value of specific storage is Ss = 6.67x10-5 ft-1 and was not re-
calculated in the sensitivity analysis although the range of possible values could be half to twice 
the selected value.  These valuers of Kh and Ss give equivalent values of semi-confined aquifer 
transmissivity and storativity of T = 17,100 ft2/day and S = 0.02. 
 

The base case parameter values for the middle, “leaky” zone are as follows: the value of 
leakance is assumed to be L’ = 0.000475 d-1 which yields a Hantush leakage factor of B = 6,000 
ft, and the sensitivity analysis was run for B = 3200, 6000, 10,000 ft.  These values of B are 
equivalent to values of weighted-average vertical hydraulic conductivities ( Kv’ ) in the 100-ft 
thick aquitard of Kv’ =  0.17, 0.0475, and 0.017 ft/day.  However, for reasons of equivalence, 
we place little significance in these specific values of Kv’ and prefer to limit the discussion of 
aquitard behavior to expected leakance in the range 0.00017 < L’ < 0.0017. 
 

The base case value of average specific yield for the shallow unconfined zone is 21%.  
This parameter is not actually involved in the drawdown models of this study since none of the 
calculated cases actually dewaters the shallow aquifer. 
 

For the calculation of drawdown impacts, we have initially assumed that the regional 
gradient in the test area is zero so that all model impacts are superimposed on an initially flat 
water table.  We set our reference elevation to be zero at the initial water table rather than at 
ground level or at mean sea level so that all calculated drawdowns are relative to the initial 
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water table.  This device allows us to easily observe just the predicted pumping- induced 
drawdown at any location without the complicating effects of the natural gradient. 
 

However, in order to perform particle trajectory and capture zone analyses, we must 
superimpose the calculated pumping- induced drawdowns on a realistic approximation of the 
natural water table gradient.  We have based our approximations on observed historical water 
table behavior in the study area.  We assume a groundwater gradient of -0.0048 at a left 
azimuth angle of 135 degrees from east which is equivalent to a water table slope of 25 ft per 
mile to the northwest.  We set our reference water level elevation at a depth of 100 ft at the 
southeast corner of section 02, T30s, R25e, which is the southeast corner of the Strand Ranch 
project site. 
 

Section IV - Drawdown Analysis. 
When we speak of water level, we are always referring to the water level which would 

be observed in a hypothetical monitoring well which is completed in the aquifer at the specified 
location and depth interval of interest.  The water level in such a monitoring well represents the 
elevation of the potentiometric surface, sometimes referred to as the pressure head, in the 
aquifer at that location.  A map of such water levels represents the distribution of pressure head 
in the aquifer.  When we speak of drawdown, we are always referring to a decline in 
potentiometric water level caused by one or more pumping wells.   
 

When an episode of groundwater pumping removes water from the underlying aquifer 
the potentiometric water level changes in response to the decreasing volume of water in aquifer 
storage.  This water level behavior has both transient and permanent components, including the 
temporary creation and then dissipation of a local cone of depression ending with a permanent, 
small, net drop in the basinwide water table.  We can predict the height, areal extent, and rate of 
change of this falling, rising, and then re-equilibrating water table if we know the aquifer 
properties and the location, volumetric rate, and duration of pumping. 
 
Expected Results. The drawdowns related to the proposed Strand Ranch pumping operations 
are temporary rather than permanent water level impacts.  We expect at any moment after 
pumping has begun that a cone of depression will form around each well and that the cone of 
depression will deepen and expand outward with time, subject to certain limits.  This 
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depression is a drop in the pressure levels (equivalent to potentiometric water levels in 
properly-placed monitoring wells) within the aquifer but there is no corresponding creation of 
an actual physical void space of the same shape within the aquifer under semi-confined (or 
confined) conditions.  The drop in pressure within this cone of depression is what causes 
groundwater to flow along inward radial paths to the well.  The actual region of the aquifer 
from which water is removed by pumping is called the “capture zone”.  The shape of the 
capture zone is a vertical cylinder centered on the well and the radius of the capture zone is 
much smaller than the radius of the cone of depression.  As steady pumping continues, the 
capture zone increases in radius, albeit at a continuously decreasing rate of expansion since the 
radius is a function of the square root of pumping time and not directly of time itself.  When 
pumping ceases, the cone of depression immediately begins to shrink inward toward the central 
well until the pressure levels have recovered to their pre-pumping state and the cone of 
depression is gone. 
 

A cone of depression in a semi-confined aquifer is a temporary condition in which the 
depression deepens and widens only as long as the total well-field pumping rate exceeds the 
downward vertical recharge from the overlying layers.  Once those rates are equal (vertical 
recharge rate increases as the size of the depression increases), the depression stops growing.  
Then when pumping ceases, vertical recharge continues, causing the depression to shrink until 
gone and the water levels are indistinguishable from the background water table behavior.  
Since there is now less water in the basin than before pumping, all else equal, the average water 
level in the basin is slightly lower than before pumping took place. 
 

We expect at any moment, that the drawdowns will be larger close to the wells and 
smaller farther away from the wells.  We expect at any location that pressure drawdown 
increases as the duration of pumping increases.  We also expect for any specified time and 
location, that the drawdown will be larger for higher pumping rates and smaller for lower 
pumping rates.  We also expect that for any location that is within the radii of influence of more 
than one pumping well, that the observed drawdown will be the sum of the individual 
drawdowns caused by every pumping well superimposed at that location. 
 

What may not be as intuitive is the expected drawdown behavior depending on the 
choice of aquifer model.  If the aquifer is fully confined or fully unconfined, the drawdowns 
will continue to decline indefinitely and the radius of the capture zone expands indefinitely.  If 
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the aquifer is semi-confined with leakage recharge from the overlying layers as we expect in 
this area, then the observed qualitative behavior will be more complicated.  For a short period 
of time, the aquifer will behave as a confined aquifer, meaning that the observed drawdowns 
near each of the wells will decline quickly and with the same time - distance relationship as is 
predicted for a confined aquifer with the same values of T & S.  Thereafter, the piezometric 
water levels will decline at a decreasingly slower rate than predicted by the confined- aquifer 
model until the water levels stop falling altogether.  Once the water levels quit falling, the 
capture zone will have reached its maximum radius and will quit expanding.  At this time, all 
recharge will flow vertically downward into the top surface of the cylindrical capture zone and 
no flow will come from inward radial flow through its sides, i.e., there is no mining of water 
from the adjacent areas outside the capture zone. 
 

After an undetermined time period of leaky behavior during which there is little or no 
observed drawdown despite continued pumping, we expect that the water table will once again 
start to decline at a rate which is consistent with the de-watering of the overlying unconfined 
aquifer.  The durations of each of these behavioral phases may be estimated but the calculated 
times of transition are not particularly precise because of the inability to predict future recharge. 
 This project can be in leaky steady state for a very long time if the shallow aquifer is 
consistently recharged. Once this program has begun, a properly designed well- testing and 
monitoring program will provide a wealth of new understanding of the aquifer, well beyond 
what we are able to model with the small parameter set which is available at this time.  We such 
a program, we will be able to perform aquifer parameter test within the project area to verify ad 
improve our current, limited knowledge of the aquifer. 
 
  The predicted drawdowns from this work program are significantly different than the 
predicted drawdowns from three other recent impact analyses for entities on the Kern Fan by 
other workers in five respects.  First, SSS modeled the aquifer as a leaky aquifer rather than as a 
confined aquifer.  Second, SSS used the superposition method versus the so-called centroid 
method used in the other studies.  Third, SSS’s parameter values are different than those of the 
other studies, and incidentally are different in such a way as to increase the calculated 
drawdowns, all else being equal.  Fourth, the leaky aquifer model which SSS used predicts that 
the water levels will decline and then stabilize at a static, steady- state drawdown at least for a 
while, compared to the other forecasts which predict that water levels will continue to decline 
as long as pumping is continued.  Fifth, for SSS’s choices of aquifer model and aquifer 
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parameters, the predicted drawdowns are significantly less than the predicted drawdowns from 
these other studies. 
 
Modeling Scenarios.  The first hypothetical operating scenario is to pump 9 wells at a 
combined rate of 90 af/d (based on a nominal rate of 5 cfs per well) for 194 days to recover a 
total 17,500 af per year.  For a given well-field configuration, the project has considerable 
flexibility in delivering less than the hypothetical full 9-well, recovery rate of 45 cfs and/or the  
annual recovery volume of 17,500 af.  The project may also meet reduced delivery rates or 
volumes by choosing to pump for less time, and/or at lower pumping rates, and/or using fewer 
wells.  Each of these possible alternatives provides reduced drawdowns, somewhat different 
drawdown distributions, and faster aquifer- recovery times.  The two alternate scenarios of 
primary interest in this study are:  pumping 7 wells at a combined rate of 70 af/d for 250 days to 
recover a total 17,500 af in a year, or pumping 5 wells at a combined rate of 50 af/d for 350 
days to recover a total 17,500 in a year. 
 

In each case, the operating well field establishes a steady-state condition of no further 
drawdown between 30 and 100 days of pumping due to leaky recharge.  Therefore, pumping 
more than 100 days and even multi- year continuous pumping will not increase the drawdown 
as long as the project maintains its recharge commitment and the immediate area also continues 
to receive sufficient total recharge to re-supply all non-project wells in the area.  The key to 
moderating the aquifer behavior is to keep the local area adequately recharged over time.  If 
recharge does not match recovery, then the predicted drawdowns within the aquifer after 300 
days of pumping may be as much as twice as much as predicted or more, depending on the rate 
of depletion of the shallow, unconfined aquifer.  However, by design and by requirement, this 
project will always recharge prior to recovery. 
 

For 300 days of pumping, the hypothetical capture perimeter surrounding the entire well 
field extends only a few hundred ft outward from the individual wells and remains entirely 
within the property boundary of the Strand Ranch.  For a hypothetical 1000 days (approx. 3 yr) 
of continuous pumping, the hypothetical capture perimeter extends about 1,800 ft from the 
individual wells.  For a hypothetical 3650 days (10 yr) of continuous pumping, the capture zone 
would extend about 2,300 ft down-gradient to the northwest and would extend about 4,500 ft 
up-gradient to the southeast under conditions of dry-year groundwater gradient of 25 ft/mi to 
the northwest. 
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For the given set of aquifer conditions, the water-level drawdowns caused by the Strand 

Ranch recovery well operations vary with our choices aquifer parameters, well parameters, 
pumping duration, and location.  Therefore, there is no way to represent the multiple potential 
impacts with a single number unless we specify a single set of aquifer and well parameters, a 
single pumping duration, and a single location.   
 

We can reduce the number of possible operating scenarios by using a single “base case” 
operating scenario.  We can reduce the time variable by using a single pumping duration, and 
we have chosen to compute drawdown for a time after which the drawdowns at all locations 
have reached “steady-state”, i.e., maximum drawdown.  At this point, the evaluation of impacts 
is reduced to observing the predicted drawdowns simply as a function of location.   
 

The three main cases of interest include the  9-well scenario, the 7-well scenario, and the 
5-well scenario, each of which is evaluated with and without the presence of a superimposed 
natural groundwater gradient.  All drawdowns for all cases and all locations within the study 
area are presented in a Catalog of Drawdown Maps in Exhibit 5, one case at a time.  
 
Computed Results.  The basic output from each drawdown analysis is a contour map of the 
predicted water levels in and around the area of the well field.  Each map shows the well 
locations, the contours representing the water levels for a specified set of pumping parameters, 
and flowpath particle trajectories, if included, for a specified duration of pumping.  The 
computer-generated maps cover a square, 3x3- mile area centered on the project area.  Using 
local (east, north) coordinates in units of feet, the local origin (0,0) is at the intersection of 
Stockdale Hwy and Enos Lane, the southwest map corner is located at (-10,600, -10,600), and 
the northeast corner (+5,400, +5,400) since the model uses an 80x80- cell model space with 
each cell representing 200x200 ft in real space.  The map scale of the computer printouts is 
approximately 1 inch = 2290 ft.  Additional map information is included at the beginning of 
Exhibit 5 where we have compiled a catalog of all maps for all scenarios in a catalog of results. 
 The Catalog includes more modeling scenarios than were necessary for this study.  They were 
run as a diligent effort to investigate transient conditions, non-base case parameter impacts, 
sensitivity analysis, comparisons with alternate aquifer models, etc.  The maps which are 
included as Figures in this Report cover everything discussed in the text and are derived from 
the model runs in the Catalog. 
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For this study, we have calculated the water level drawdowns for the three main 

hypothetical well-field operating scenarios of 9-, 7-, or 5- wells each, each of which is designed 
to recover 17,500 af of ground water from the underlying aquifer in a year.  All three scenarios 
used the same set of aquifer parameters.  We calculated additional results by varying selected 
parameters to provide a sensitivity analysis. 
 

The base case aquifer parameters were the same for every case, i.e., a 300-ft thick, semi-
confined aquifer with T = 17,100 ft2/d, S = 0.02, and porosity = 30%; an overlying aquitard 
with L’ = 0.000475 d-1 which is gives a Hantush leakage factor of B = 6,000 ft; and an 
overlying unconfined aquifer with Sy = 15%.  The unimpacted, natural groundwater gradient 
was assumed to be zero unless otherwise specified.  For capture zone and particle trajectory 
calculation we used a groundwater gradient of -25 ft/mi to the northwest (-0.0048 at a left 
aximuth of 135 degrees from east) and we assumed a corresponding reference groundwater 
elevation at 100 ft below GL at the southeast corner of the project area (i.e., the SE cor Sec 02, 
T30s, R25e).  All of the modeling parameters have been summarized in Table 1 and are 
discussed in detail in Exhibit 2.. 
 

We present the calculated drawdown results for the three hypothetical operating 
scenarios in the next three sections below. 
 

Nine- well scenario:  q = 90 af/d, pumping t = 194 d, V = 17,500 af/yr. 
The hypothetical steady-state drawdowns created by the Strand Ranch, 9-well, 194-day,  

pumping scenario are presented on the map in Figure 5 and summarized in Tables 2 & 3.  At 
steady-state, the average drawdown under the project site is 43 ft and the average drawdowns in 
the surrounding 8 sections are in the range of 12 - 20 ft.  The drawdowns along the perimeter of 
the study area are in the range of 5 - 10 ft and drawdowns decrease to negligible levels with 
increasing distance from the perimeter.  The drawdowns for the 9-well case superimposed on a 
northwesterly groundwater gradient are shown on the map in Figure 9.   
 

Under the base case assumptions, the area will achieve steady-state within about 100 
days after pumping begins and the water levels will begin to recover after 194 days when 
pumping ceases.  As long as the leaky-aquifer assumptions continue to be met, the water levels 
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in the study area will recover to pre-pumping levels in another 100 days or less, in the absence 
of other influences. 
 

Seven - well scenario:  q = 70 af/d, pumping t = 250-day, V = 17,500 af/yr. 
The hypothetical steady-state drawdowns created by the Strand Ranch, 7-well, 250-day, 

pumping scenario are presented on the map in Figure 6 and summarized in Tables 2 & 3.  At 
steady-state, the average drawdown under the project site is 34 ft and the average drawdowns in 
the surrounding 8 sections are in the range of 9 - 17 ft.  The drawdowns along the perimeter of 
the study area are in the range of 3 - 8 ft and drawdowns decrease to negligible levels with 
increasing distance from the perimeter. 
 

Under the modified well field assumptions, the area will achieve steady-state within 
about 100 days after pumping begins and the water levels will begin to recover after 350 days 
when pumping ceases.  As long as the leaky-aquifer assumptions continue to be met, the water 
levels in the study area will recover to pre-pumping levels in another 100 days or less, in the 
absence of other influences.  
 

The hypothetical drawdowns created by the Strand Ranch 7-well, 250-day scenario are 
approximately 78% of the hypothetical drawdowns for the 9- well  scenario but the duration of 
impact lasts about 56 days longer because the wells must operate longer to recover the same 
total volume of water (17,500 af/yr) at the lower recovery rate (70af/d vs. 90 af/d).  
 

Five - well scenario:  q = 50 af/d, pumping t = 350-day, V = 17,500 af/yr. 
The hypothetical steady-state drawdowns created by the Strand Ranch, 5-well, 350-day, 

pumping scenario (wells 1, 3, 5, 7, 9) are presented on the map in Figure 7 and summarized in 
Tables 2 & 3.  At steady-state, the average drawdown under the project site is 24 ft and the 
average drawdowns in the surrounding 8 sections are in the range of 7 - 11 ft.  The drawdowns 
along the perimeter of the study area are in the range of 2 - 6 ft and drawdowns decrease to 
negligible levels with increasing distance from the perimeter.   
 

Under the modified well field assumptions, the area will achieve steady-state within 
about 100 days after pumping begins and the water levels will begin to recover after 350 days 
when pumping ceases.  As long as the leaky-aquifer assumptions continue to be met, the water 
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levels in the study area will recover to pre-pumping levels in another 100 days or less, in the 
absence of other influences.  
 

The hypothetical drawdowns created by the Strand Ranch 5-well, 350-day scenario are 
approximately 56% of the hypothetical drawdowns for the 9- well  scenario but the duration of 
impact lasts about 156 days longer because the wells must operate longer to recover the same 
total volume of water (17,500 af/yr) at the lower recovery rate (50 vs. 90af/d). 
 
Base Case Specific Capacity of the Pumped Wells.  Specific capacity (SC) is defined as the 
ratio of pumping rate to drawdown within a pumping well and is used by local engineers as a 
measure of well performance from which other parameters are calculated.  Unfortunately SC is 
not a constant and varies with pumping time, length of completion interval, hole diameter, and 
well efficiency, so it is not an effective measure of anything without making the corrections for 
each of these factors.  We can calculate the theoretical specific capacity (SC) of the project 
wells for the steady- state leaky aquifer condition from the selected base case parameters for 
purposes of preliminary pump parameter selection.  Normally for pump design purposes, we 
would recommend using actual drawdown data from nearby pumping wells as the best 
predictor of well performance, but we can calculate a value as well.  
 

For the base case semi-confined aquifer parameters, we estimate the expected steady-
state project- well specific capacity to be about SC = 0.14 cfs/ft, which is equivalent to 63 
gpm/ft, for a 100% efficient well.  For all pumping times less than the time required to reach 
steady- state, the observed SC will appear to be larger and, in the first few hours and days, 
perhaps much larger than this predicted final value.   
 
Sensitivity Analysis.  Because of the uncertainties in the actual aquifer conditions, the actual 
operating drawdowns  when the well field is finally installed and operated may be different than 
the calculated base case values.  We have already acknowledged that there is considerable 
uncertainty in the few data available to us.  Since the accuracy of the impact calculations for the 
leaky aquifer model depends primarily on the values of T and B, we have varied the base case 
parameters within the credible ranges of possible values and have re-calculated the drawdowns 
for these other parameter values (Figure 13 and Table 4).  We used the Hantush & Jacob, 1955 
formula to calculate the steady-state drawdowns for various T & B for leaky-aquifer conditions. 
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We selected a base case value of aquifer transmissivity T = 17,100 ft2/d for the computer 
modeling based on a hydraulic conductivity of 57 ft/d and an aquifer thickness of h = 300 ft.  
This T-value is at the lower end of the reported range of possible T-values in the Kern Fan area. 
 If the true aquifer transmissivity (T) is higher than our base case value, then the actual 
observed drawdowns will be less than predicted drawdowns, all else equal.  We have calculated 
the hypothetical steady-state drawdowns for the 9-well, 194-day scenario using T-values 
ranging from 12,000 ft2/d to 30,000 ft2/d.  If the true transmissivity is15,000 ft2/d rather than 
17,100 ft2/d, then the actual drawodows across the study area will be about 15% higher than 
predicted but if the actual transmissivity is 24,000 - 30,000 ft2/d, then the actual drawdowns 
across the study area will be only 72% - 58%, respectively, of the predicted drawdowns.  Since 
the sensitivity to T is a multiplicative effect, the greatest differences will tend to occur in the 
areas of greatest drawdown and vice versa, that is, an error in T-value make the biggest 
difference in and near the well field, and have a decreasing difference between predicted and 
corrected drawdowns with distance away from the project area.  
 

We selected a base case value of aquitard leakage factor B = 6,000 ft for the computer 
modeling based on an aquitard leakance of L’ = 0.000474 d-1.  This mid-range L- value is 
consistent with the expected vertical hydraulic conductivities for sandy silts and/or silty sands 
of the Kern Fan area.  If the true aquitard leakage factor (B) is lower than our base case value, 
then the real aquifer is less-confined than calculated which would cause smaller drawdowns 
than calculated for B = 6,000.  If the true aquitard leakage factor (B) is higher than our base 
case value, then the real aquifer is more-confined than calculated which would cause larger 
drawdowns than calculated for B = 6,000.  If the actual leakage factor is B = 3,200 ft (L’ = 
0.0017 d-1), then the actual drawdowns across the study area will be about 2.5 ft less than 
predicted and if the actual leakage factor is B = 10,000 ft (L’ = 0.00017 d-1), then the actual 
drawdowns across the study area will be about 2.1 ft more than predicted.  Since the sensitivity 
to B is an additive effect, the same differences will tend to occur across the entire area of 
interest, that is, an error in B-value makes the same difference in and near the well field as it 
does between predicted and corrected drawdowns in the surrounding sections.    
 
 
Section V - Flow Trajectory and Capture Analysis. 
Particle trajectories.  A particle trajectory represents the hypothetical flowpath of a water 
molecule under ideal flow behavior, i.e., ignoring the effects of dispersion, flowpath tortuosity, 
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heterogeneity, etc.  We can calculate particle trajectories in downgradient or upgradient 
directions, which we refer to as forward or reverse particle tracking, respectively.  In our 
computational models we assume that the aquifer is horizontally isotropic so that particle 
trajectories are always perpendicular to water level contours.  For this project we used reverse 
particle trajectories to determine the shapes and extents of the capture zones for each of the 
pumping wells in the well field for different pumping durations.  We also used one forward- 
particle tracking model to the general pathway of contaminant flow from the southwest quarter 
of section 12, T30s, R25e. An important use of particle trajectory mapping is for designing 
contaminant- detection monitoring programs so that the operator can place the monitoring wells 
in the likely flowpaths from known or suspected contaminant sources. 
 
Capture zones.  A capture zone is the enclosing perimeter of the actual bulk volume of the 
aquifer from which a pumping well extracts water over a specified time period.  The shape and 
lateral extent of a capture zone is very different than that of the cone of depression.  For a 
confined or semi- confined aquifer, the capture zone is a vertical cylinder centered on the well 
and bounded by the confining layers at the top and bottom of the aquifer.  The radius of the 
capture zone increases as long as pumping continues.  The shape of the capture zone will be 
distorted by the presence of other wells and/or recharge boundaries but it will always have a 
fully enclosing perimeter.  The method of reverse particle tracking will always provide a means 
to map the shape and extent of the capture zone for a specified pumping duration. 
 

Mapping a capture zone analysis requires that we model the aquifer behavior as 
realistically as possible, since true particle trajectories will respond to all influences on the real 
potentiometric pressure field and not just those generated by the Strand Ranch wells.  There-
fore, we assume that the most realistic scenario will occur in a dry year when the Strand Ranch 
wells will most likely be pumping and all of the neighboring wells are pumping as well.  The 
combined pumping effects of these wells superimposed on the natural groundwater gradient 
will determine the locations of capture zone and particle trajectories with time. 
 

The water level elevation map in Figure 10 shows the steady-state impacts of the nine 
Strand Ranch wells and eleven Kern Water Bank wells superimposed on the local groundwater 
gradient.  The five wells located at the center and corners of the Strand Ranch well field (wells 
1, 3, 5, 7, 9) have 1,000-day reverse particle trajectories attached to them which define the 
shape and areal extents of the “3-year” capture zones for continuous pumping at these locations. 
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 For reference purposes, the section corners have been labeled on the map.  We have mapped 
the locations of the capture zone perimeter for pumping times of 300-, 1000-, 1825-, and 3650- 
days superimposed on 10-year continuous particle trajectories in Figure 11. 
 

The individual capture zones of widely-spaced wells, such as in the Strand Ranch 
project, do not merge unless pumping continues for a relatively long time .  The importance of 
mapping the capture zone is for purposes of evaluating water quality, particularly the potential 
for contaminant capture.  We have mapped (Figure 11) the approximate locations of the particle 
trajectories and expanding capture zone for continuous pumping of both the Strand Ranch and 
Kern Water Bank wells for pumping times of 300-, 1000-, 1825-, and 3650- days for an aquifer 
with a northwesterly water table gradient, as described below. 
 

For 300 days of pumping, the hypothetical capture perimeter surrounding the entire well 
field extends only a few hundred ft outward from the individual wells and remains entirely 
within the property boundary of the Strand Ranch.  For shorter pumping durations, such as our 
hypothetical 9- and 7-well operating scenarios, the capture zones around each well would be 
proportionately smaller.  For a hypothetical 1000 days (approx. 3 yr) of continuous pumping, 
the hypothetical capture perimeter extends about 1,800 ft from the individual wells.  For a 
hypothetical 3650 days (10 yr) of continuous pumping, the capture zone would extend about 
2,300 ft down-gradient to the northwest and would extend about 4,500 ft up-gradient to the 
southeast under conditions of groundwater gradient of 25 ft/mi to the northwest.  Pumping by 
non-project wells in the surrounding areas will change the shape and extent of this capture 
zone, as shown in the various model runs.   
 

We have also mapped (Figure 12) the 10-year forward particle trajectories of a 
hypothetical line source located in the southwest quarter of section 12, T30s, R25e under 
conditions of continuous pumping of both the Strand Ranch and Kern Water Bank wells.  Any 
groundwater contamination which comes from a source located on or near this line will follow 
the same trajectories.  A slug or plume of contamination will eventually be captured by wells 
located on the Kern Water Bank and/or Strand Ranch depending on the particular location of 
the source and its downgradient trajectories. 
 

The time it takes contaminants to flow from the source to the well field perimeter will be 
approximately equal to the capture-zone time-radius (approx. 8 years under continuous 
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pumping of all wells) that crosses the source area assuming that the contaminant moves at the 
same speed as the groundwater.  For many contaminant constituents, this assumption is false, 
since the processes of dispersion, retardation, and attenuation slow the flow velocity of 
contaminants in ground water.  There are no rules of thumb in this regard without specifying 
the contaminant of concern, but the capture zones which are based on the flow velocity of the 
ground water form the base case of any contaminant capture analysis.  Sierra Scientific Services 
has performed contaminant transport modeling for other clients, but it is outside this scope of 
work. 
 

Section VI - Recharge Mound Analysis. 
When an episode of groundwater recharge adds water to the underlying unconfined 

aquifer the water table changes in response to the increasing volume of water in aquifer storage. 
 This water level behavior has both transient and permanent components, including the 
temporary rise and fall of a local water mound ending with a permanent, small, net rise in the 
basinwide water table.  We can predict the height, areal extent, and rate of change of this rising, 
falling, and then re-equilibrating water table if we know the aquifer properties and the location, 
volumetric rate, and duration of recharge. 
 
Expected Results.  

The initial recharge will create a fully-saturated, vertical column of water through the 
vadose zone from the base of the recharge pond to the top of the water table.  This column of 
“falling” water is not part of a recharge mound per se.  Once the flow front reaches the water 
table, a water mound will begin to develop above the water table as downward-moving water 
spreads out laterally into available space.  The mound will continue to rise and widen as 
recharge progresses until the rate of lateral mound outflow matches the rate of downward 
vertical recharge.   
 

The mound is a temporary condition in which the mound rises and widens only as long 
as the continuing downward vertical flow of water into the mound exceeds the lateral flow out 
of the mound.  Once those rates are equal, the mound stops rising but continues to widen.  Then 
when recharge ceases, lateral outflow continues, causing the mound to flatten and widen until 
the mound is indistinguishable from the background water table.  Since there is now more water 
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in the basin than before recharge, all else equal, the average water level in the basin is slightly 
higher than before recharge took place. 
 

The pond infiltration rate will be a maximum at the beginning of recharge and will 
decrease continuously and perhaps quickly (perhaps over a few days or a couple of weeks) until 
the pond infiltration rate is numerically equal to the vertical hydraulic conductivity of the 
underlying flow path.  The infiltration rate will remain steady at this value as long as the water 
table (and associated capillary fringe) is far below the base of the infiltration pond.  As the 
water table rises during the time of recharge, the infiltration rate will also decrease accordingly 
as the volume of available, unsaturated storage space decreases.  If and when the rising water 
table approaches the ground surface, the infiltration rate will be a minimum equal to some 
fraction of the value of the hydraulic conductivity of the underlying flow path.   
 
Modeling Scenarios.  

The hypothetical base case recharge scenario is to maintain water in approximately 450 
acres of recharge ponds on the Strand Ranch at an overall average infiltration rate (IR) 
estimated to be between 0.2 - 0.4 ft/d.  The duration of recharge will depend on the availability 
of a surface water supply.  In a maximum recharge scenario, recharge ceases when the 
cumulative recharge volume equals 17,500 af in a given year, which requires recharge durations 
in the range of 100 - 200 days for the reported range of parameter values.  We assume in our 
model for convenience and without a loss of generality that the recharge pond is circular with a 
radius of 2,500 ft and centered in the Project site.   
 

The key parameter controlling pond recharge is the long term infiltration rate which we 
have estimated to be in the range from 0.2 - 0.4 ft/d on the Strand Ranch property, assuming 
that the ponds are maintained in a clog-free state.  The lowest recharge rate will occur when the 
water table is very shallow and highest recharge rate will occur when the water table is very 
deep.  With respect to design, operations, and impact issues the critical project recharge 
performance is the recharge which occurs at the lowest infiltration rate.  

During 2006, the project operated a pilot recharge test which consisted of filling a 117- 
acre pond from mid-July to mid-December.  By September, the pond inflow had stabilized at a 
steady recharge rate of 12 cfs, meaning that 23.8 af of water per day infiltrated from the 117 ac 
pond, giving a computed infiltration rate of IR = 0.20 ft/d.  Since the water table for the entire 
duration of the pilot test was very shallow (less than a few feet deep) we conclude that the 
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observed infiltration rate of 0.2 ft/d was a minimum rate and that future operations with a 
deeper water table will experience higher infiltration rates, perhaps as high as 0.40 ft/d.  For 
modeling purposes, we made mound calculations for infiltrations rates of 0.20, 0.25, and 0.30 
ft/d since all critical issues are related to mounding in the lower range of possible infiltration 
rates. 
 

For this study, we calculated the water level rises for a 450-acre recharge pond which is 
designed to put 17,500 af of ground water into the underlying aquifer in a single recharge 
episode per year.  All three scenarios used the same set of aquifer parameters.  We calculated 
additional results by varying selected parameters to provide a sensitivity analysis. 
 

Except for the infiltration rate, the base case aquifer parameters were the same for every 
case, i.e., a 300-ft thick, unconfined aquifer with K = 57 ft/d, Sy = 0.21, and porosity = 30%.  
The unimpacted, natural groundwater gradient was assumed to be zero and we assumed a 
corresponding reference groundwater elevation at 100 ft below GL at the southeast corner of 
the project area (i.e., the SE cor Sec 02, T30s, R25e).  The modeling parameters have been 
summarized in Table 1. 
 
Computed Recharge Results.  

The basic output from each mound analysis is a contour map of the predicted water 
levels in and around the area of the recharge pond.  Each map shows the pond location, the 
recovery well locations for convenience, and contours representing the water levels for a 
specified set of recharge parameters.  The computer-generated maps cover the same square, 
3x3- mile area as used for the drawdown analyses.  The map scale of the computer printouts is 
approximately 1 inch = 2290 ft.  Additional map information is included at the beginning of 
Exhibit 5 where we have compiled all maps for all scenarios in a catalog of results. 
 

Pond recharge at IR = 0.20 ft/d: q = 90 af/d, recharge t = 194 d, V = 17,460 af/yr. 
The maximum water level rises created by the Strand Ranch, 90-af/d, 194-day,  recharge 

scenario are presented on the map in Figure 14 and summarized in Tables 5 & 6.  The average 
water level rise under the project site is 32 ft and the average rises in the surrounding 8 sections 
are in the range of 6 - 13 ft.  The drawdowns along the perimeter of the study area are in the 
range of 1 - 5 ft and drawdowns decrease to negligible levels with increasing distance from the 
perimeter.  These water level rises are within a few percent of the maximum, steady-state 
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mounding rises which are predicted for this scenario under infinite recharge duration.  
However, the mound in this scenario will begin to decline as soon as recharge has stopped at t = 
194 days.   
 

Pond recharge at IR = 0.25 ft/d: q = 112.5 af/d, recharge t = 155 d, V = 17,438 af/yr. 
The maximum water level rises created by the Strand Ranch, 112.5-af/d, 155-day 

recharge scenario are presented on the map in Figure 15 and summarized in Tables 5 & 6.  The 
average water level rise under the project site is 36 ft and the average rises in the surrounding 8 
sections are also in the range of 6 - 13 ft.  The drawdowns along the perimeter of the study area 
are in the range of 1 - 5 ft and drawdowns decrease to negligible levels with increasing distance 
from the perimeter.  These water level rises would continue to rise if recharge continued after t 
= 155 days, and are not close to the steady-state mound heights which are predicted for this 
scenario under infinite recharge duration.  However, the mound will begin to decline as soon as 
recharge has stopped at t = 155 days.   

Pond recharge at IR = 0.30 ft/d: q = 135 af/d, recharge t = 129 d, V = 17,444 af/yr. 
The maximum water level rises created by the Strand Ranch, 135-af/d, 129-day, 

recharge scenario are presented on the map in Figure 16 and summarized in Tables 5 & 6.  The 
average water level rise under the project site is 40 ft and the average rises in the surrounding 8 
sections are in the range of 6 - 14 ft.  The drawdowns along the perimeter of the study area are 
in the range of 1 - 5 ft and drawdowns decrease to negligible levels with increasing distance 
from the perimeter.  These water level rises would continue to rise if recharge continued after t 
= 129 days, and are not close to the steady-state mound heights which are predicted for this 
scenario under infinite recharge duration.  However, the mound will begin to decline as soon as 
recharge has stopped at t = 129 days.   
 

We also note that if the actual infiltration rate is higher than IR = 0.30 ft/d, then the 
project will be able to recharge water at a higher volumetric rate than we have modeled here 
(135 af/d at IR = 0.30 ft/d) and the time needed to recharge 17,500 af/yr will be less than t = 
129 days.   
 

Based on the results of modeling, we observe that the water level rises in the 8 sections 
surrounding the project site project area for all 3 scenarios are almost identical, i.e., in the range 
of 6 - 13 ft, even though the recharge occurs at different rates for different durations for the 
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three scenarios.  We note that the predicted maximum water level rises from recharge 
mounding under the adjacent lands are essentially the same regardless of the infiltration rate, 
for these cases where the total recharge volume is the same. 
7 
Maximum Recharge. 

The 30-year period from 1969 - 1998, was a period of above-average high flows and 
floods on the Kern River and CVP Friant-Kern systems.  There were nine such high-flow 
episodes during that time period in which Kern County suffered damages and/or water left the 
county and was lost to local beneficial use4.  Based on the experiences of this period, Kern 
County has placed a high priority on using all available facilities to minimize the potential 
impacts of high-flow/flood conditions and minimize the amount of water which is lost to 
beneficial use by diverting as much water as possible from the Kern river channel under such 
conditions.  The capacity to divert water from the Kern River channel has substantially 
increased since 1990 by the development of recharge facilities for district water banking 
programs.  The benefits of diverting high-flow water to recharge ponds include lowering the 
threat of flooding, improving the in-ground water supplies for districts which rely on 
conjunctive use programs to deliver water to their farmers, reducing overdraft through losses to 
the basin paid by project operators, and capturing water for unrestricted local use, water which 
might otherwise have left the county. 
 

                                           
4KCWA, August 27,2001, Initial Water Management Plan, Public Review Draft, p. T26. 

In the case of the proposed Strand Ranch project, the addition of 450 acres of recharge 
ponds represents a significant increase in potential local flood mitigation by high-flow capture 
and recharge.  To our knowledge, Kern County has never restricted or prevented the use of any 
recharge pond for the unrestricted capture of high-flow water.  The benefits to the County and 
the basin are large, obvious, but relatively infrequent.  Nevertheless, we include here a water 
level impact analysis for a maximum recharge scenario in which 450 acres of recharge ponds 
are kept full for a period of 365 days at maximum recharge rates.  Since we do not yet know 
what the maximum recharge rate might be on the Strand Ranch project site, we have done four 
such analyses for infiltration rates of IR = 0.20, 0.30, 0.35, and 0.40 ft/d. 
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Maximum recharge-1: IR= 0.20 ft/d, q= 90 af/d, recharge t= 365 d, V= 32,850 af/yr. 

 
Maximum recharge-2: IR= 0.30 ft/d, q= 135 af/d, recharge t= 365 d, V= 49,275 af/yr. 

 
Maximum recharge-3: IR= 0.40 ft/d, q= 180 af/d, recharge t= 365 d, V= 65,700 af/yr. 

 
The water level rises created by the preceding three hypothetical maximum recharge 

scenarios are presented on the maps in Figures 17 - 19 and in Tables 9 - 10.  The average water 
level rise after 365 days of recharge under the project site for each IR scenario is 39-, 58-, or 
76-ft, respectively.  The average rises in the surrounding 8 sections are in the range of 11 to 19-, 
18 to 28-, or 23 to 36-ft, respectively. These full-year water-level rises are approximately 6-, 
13-, or 18- ft higher in the surrounding 8 sections than would be encountered for recharge at the 
same infiltration rates (Figures 20 - 22), respectively, except that each scenario had stopped 
after 17,500 af had been recharged (as presented in earlier in this report).   
 

A natural, high-flow event of sufficient magnitude to generate a 365-day capture and 
recharge episode may have a recurrence probability of only once-per-century, more or less, so 
any such event is unlikely to occur over a given 30-year project forecast.  Nevertheless, given 
the reduced storage capacity in the Lake Isabella reservoir due to engineering issues, the lower 
Kern River may experience more-frequent, higher-volume releases of water during a multiple 
wet-year period than might otherwise be the case.  These mounding calculations demonstrate 
that the range of water level impacts from any realizable 365-day recharge scenario are not 
objectionably different than other, smaller-recharge scenarios of the same rate but of shorter 
duration currently under consideration.  
 

Section VII - Total Project Water Level Impact Analysis. 
The following analysis assumes that all of the proposed operational design recharge- and 

recovery- rates and caps apply to the project operation except that there is no cap on the capture 
and recharge of high-flow water, such as is discussed in the preceding section.  
 

The essence of full ASR project operation is the ongoing cycle of adding water to- and 
subsequently removing water from- aquifer storage.  These processes have both local and 
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basinwide impacts.  The basinwide impact is a small, widespread, cumulative, and permanent, 
water level rise.  The magnitude of the basinwide water level rise is proportional to the 
cumulative net volume of water which is left in the basin over time and is insensitive to the 
number, frequency, or size of the many individual project recharge and recovery episodes.  The 
basinwide project impact is positive meaning that the project permanently adds water to the 
basin and that a water level rise is considered to be beneficial. 
 

In contrast, the local impacts are larger, localized, and temporary but recurring.  Adding 
water to the local aquifer causes a temporary water level mound and removing water from the 
local aquifer causes a temporary water level depression.  Such a mound or depression only lasts 
as long as a recharge or recovery operation takes place, respectively, plus a re-equilibration 
time during which the mound or depression dissipates.  The magnitude of an individual local 
mound or depression is proportional to the rate at which water is added to or removed from the 
local aquifer, i.e., the higher the volumetric flow rate in or out of the aquifer (in acre-feet per 
day) the greater the temporary water level impact, all else equal.  A water level mound or 
depression may be seen as either a beneficial or detrimental impact depending on whether the 
operations would be seen as improving or worsening some pre-existing condition, such as water 
levels being already too high or too low to begin with. 
 

In Kern County, there are three potential water level impacts of concern, one of which is 
a long-term, basinwide impact and two of which are short-term, local impacts.  The long-term 
basinwide impact of concern is a dewatering of the aquifer.  The short-term local impacts of 
concern include raising the water table close to the ground surface such that crops or manmade 
structures may be threatened, or lowering the aquifer water levels such that local water wells go 
dry and/or it costs more to pump water from the greater depths.  The most frequent and greatest 
single impact of concern to landowners in Kern County is the increased cost to pump water 
wells due to manmade water level declines. 

 
Permanent Water Level Impacts.  By design and by requirement, the Strand Ranch Project 
must first put water into aquifer storage before it can recover any groundwater from storage.  
Moreover, since the Project is not allowed to borrow water from the basin, i.e., the project may 
not remove more water than its net current balance, the project will start with and always 
maintain a positive balance5 relative to the basin.  If we were to look only at the impact of 

                                           
5Strictly speaking, the Project must maintain a non-negative balance, locally referred to as a “positive balance”, a condition 
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groundwater pumping, we would only see the impacts due to the extraction of groundwater.  
But in the context of the total project, it is clear that the project will only take water out of the 
basin that will have been previously put in so that the basin never has less water in storage than 
would have been there in the absence of the project. 
 

According to the local MOUs, a project which directly recharges water for an out-of-
county entity must permanently leave 5% of all such water in the ground.  This volume of water 
is referred to as a “loss to the basin” and is a form of in-kind usage tax paid by all banking 
projects on all out-of-county water as a component of basinwide overdraft correction.   For the 
Strand Ranch project it is likely that the great majority of all future stored and recovered water 
will be for the Irvine Ranch Water District which is an out-of-county entity.  Therefore, this 5% 
loss to the basin may represent a significant volume of water.  For example, if IRWD were to 
store and recover an average of 50,000 af every decade, then the cumulative losses paid to the 
basin would amount to 2,500 af per decade.  This water is non-bankable and non-recoverable 
by IRWD.  This “loss to the basin” represents a real, beneficial, cumulative, and permanent 
addition of water to the basin by the proposed Strand Ranch ASR project. 
 

The permanent water level impacts are related to the project volumetrics.  Over the long 
term, the addition and removal of like volumes of project water from the basin would result in 
no net cumulative change in basinwide water levels.  However, as a result of the 5% losses paid 
to the basin, there will be a small, permanent rise in basinwide water levels.  In the hypothetical 
case of adding an average 2,500 af per decade, the average long-term water level rise under the 
Kern Fan recharge area would be about 0.10 ft.  This permanent water level rise is so small 
only because of the great size of the basin.  Still, we conclude that even with the addition of 
significant amounts of water (2500 af/decade) to the basin, there is only a negligibly small but 
positive long term water level impact of the project on the basin. 

which is assumed to also include or allow the condition of zero balance. 
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Aquifer Dewatering.  Since the proposed Strand Ranch project and other existing ASR 
projects must always maintain a positive balance relative to the basin, overall basin overdraft 
simply cannot occur as a result of direct-recharge ASR project operations.  Never-theless, the 
potential still exists for an ASR project to dewater a portion of the aquifer if the location of 
groundwater recovery is in a completely different location and/or is completely isolated from 
the location of groundwater recharge.  Such a condition might also exist if an ASR project 
includes in-lieu banking6 operations which may have the effect of changing the time and 
location of recharge and/or recovery from when or where it would otherwise have occurred, 
perhaps causing an unbalanced groundwater extraction and local dewatering. 
 

In the case of the proposed Strand Ranch project, both recharge and recovery facilities 
will be co-located on the project site such that the approximately equal and opposite impacts of 
both recharge and recovery will be superimposed on the same area and same aquifer zones.  
The requirement that the Strand Ranch project always maintain a positive balance relative to 
the basin precludes the potential dewatering impacts of in-lieu banking from occurring.  
Therefore, we conclude that conditions do not exist at the Strand Ranch site which could permit 
dewatering of the aquifer by these mechanisms.  
 

The potential also exists for an ASR project to dewater a portion of the aquifer if the 
climatic wet/dry cycle causes, or if the ASR project operator chooses to operate, a severely 
unbalanced recharge and recovery cycle.  For example, consider a hypothetical scenario in 
which an ASR project stored 50,000 af of water in the aquifer and then removed 47,500 af 
(50kaf net of 2.5 kaf losses to the basin) under the following conditions.  Let us suppose that 
over a 7-year period, the Project stored, on average,10,000 af per year in each of five years for a 
total of 50,000 af of water in storage.  For the duration of the wet period, the impact on the 
basin would be as if the project recharged at an average rate of 7,100 af per year.  The 
                                           

6In-lieu banking, as practiced in Kern County, includes the act of consuming bankable surface water instead of (in-lieu of) 
delivering it to ASR ponds for recharge and/or the act of delivering surface water from some alternate source to an end-user 
instead of (in-lieu of) pumping it out of groundwater storage.  With these types of physical water movements it is possible to 
operate a banking program in which storage and/or recovery may occur without any water actually entering or leaving the 
aquifer, and such operations must be associated with bookkeeping transactions which move water credits between different 
accounts. 
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accumulation of a cumulative water supply in periodic, small increments is typical of the Kern 
County climatic cycle.   
 

However, let us also suppose that after 3 critically dry years during which water levels 
declined and during which the water owners used up all of their other available sources of 
water, the project then extracted all 47,500 af in storage in a single year.  This recovery rate is 
over 6 times higher than the average recharge rate and since impacts are proportional to rates, 
recovery may be expected to produce drawdown impacts that may be six times greater in 
magnitude than the beneficial impacts of recharge.  We call this an unbalanced recharge/ 
recovery cycle because the rate of recharge and the rate of recovery are so different.   
 

The impacts of such an unbalanced recharge/recovery cycle cannot be fully evaluated 
without specifying all of the actual aquifer parameters, but for the aquifer underlying the Kern 
Fan, there is every likelihood that the unbalanced groundwater extraction could dewater at least 
the shallow zone of the aquifer.  This water level drawdown, like other drawdowns, is local and 
temporary and will re-equilibrate with time.  In this hypothetical case, however, the magnitude 
of this individual drawdown episode is of sufficient magnitude to temporarily dewater the 
aquifer which might be of sufficient concern to establish other limiting criteria on an individual 
impact event. 
 

The foregoing hypothetical example of multi-year climatic wet or dry cycles is based on 
the actual wet/dry cycles that Kern County has experienced since 1960, and particularly since 
1995 when major water-banking operations began in Kern County.  In the future, if such a 
climatic wet/dry cycle causes several ASR projects on the Kern Fan to operate unbalanced 
recharge and recovery cycles at the same time, then the composite impacts of all such 
operations may dewater much of the Aquifer under the Kern Fan for a considerable time period 
until an equilibration of basinwide proportions can take place. 
 

In the case of the proposed Strand Ranch project, the operators have voluntarily 
established operating limits which preclude the occurrence of an unacceptable, unbalanced 
recharge/recovery cycle.  The project is voluntarily designed so that 1. the Strand Ranch project 
will not have more than 50,000 af of water in basin storage, and 2. the project will not recharge 
or recover more than a maximum of 17,500 af of groundwater per year during normal 
operations.  The computer models of both recharge and recovery have demonstrated that by 
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capping the maximum inflow/outflow at 17,500 af/yr, that 1. the beneficial impacts of recharge 
are approximately equal to the potentially detrimental impacts of recovery, and 2. by spreading 
the recovery of the maximum allowable volume of water in storage over a 3-year period the 
individual and combined net impacts of the total operation avoids and prevents unacceptable 
extreme impacts to the aquifer and the basin. 
 
Temporary Water Level Impacts. The impact of recharge is a temporary, local rise in water 
levels and the impact of recovery is a temporary, local drop in water levels.  ASR projects 
usually operate by putting water into the ground in a wet year and then recovering it as needed 
in some future dry year, so there is little likelihood of recharge and recovery happening 
simultaneously.  The two potential temporary impacts of concern include the decline in water 
levels due to project pumping and a rise in the water table up to the ground surface due to 
project recharge.  A manmade water level drawdown increases the vertical distance that 
groundwater must be lifted and therefore increases the cost to pump a well over what would 
otherwise have occurred.  A standing water table within a few feet of the ground surface creates 
potentially adverse impacts to many types of crops and to the foundations of manmade 
structures including building and/or tower foundations, roads, and lined and unlined canals, 
ponds, and ditches.   
 

Water Level Declines. Since the Strand Ranch project is fundamentally designed to store 
and recover like volumes of water within the same project area, at similar rates, and at different 
times but over periods of similar duration, the expected impacts from recharge and then 
recovery are approximately equal and opposite.  This is not to say that the recharge impacts and 
recovery impacts therefore “cancel” each other out, especially since they impact somewhat 
different aquifer zones, occur separately in time and not simultaneously, and perhaps under 
different types of pre-existing conditions.  Nevertheless, the local MOUs have made a provision 
(rule 4) that the beneficial impacts from recharge may be taken into consideration if and when it 
is necessary to consider mitigating the detrimental drawdown impacts of pumping.  To the 
extent that this is an agreed-upon local principle which has been established among the 
participants of the banking project MOUs, then we can evaluate the potential drawdown impact 
by evaluating the cumulative net impact within the context of the total Strand Ranch project 
impact. 
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As previously discussed, the project has been designed so that the maximum expected 
recharge or recovery volumes are both equal to 17,500 af/yr and the total volume might be 
50,000 af every decade.  The expected project recharge rates range from 90 - 150 af/d and the 
expected recovery rates range from 50 - 90 af/d.  Since the expected recharge rates are slightly 
higher than the expected recovery rates, the project will be in recharge 10 - 15% of the time, in 
recovery 15 - 20% of the time, and idle 65 - 75% of the time.  Since we do not know in advance 
what the actual aquifer parameters will be, we can predict a least-favorable impact scenario by 
assuming minimum recharge rates and maximum recovery rates.  For the Strand Ranch project, 
this would be a recharge scenario of storing 17,500 af in the aquifer at a rate of 90 af/d for 194 
days (194.4 days to be exact) and a recovery scenario of pumping 17,500 af from the aquifer, 
coincidentally, also at a rate of 90 af/d for 194 days.   
 

Based on the computer modeling, the transient water table mound is comparable in 
shape, magnitude, and duration to the cone of depression due to pumping but of opposite sense, 
i.e., rising-then-falling water levels rather than falling-then-rising water levels.  All else, equal, 
if we consider a drop in water levels due to pumping to be a negative impact then we may 
consider a rise in water levels due to recharge to be a positive impact.  The question is 
therefore, If the cycle of recharge and recovery operations causes both positive and negative 
water level changes of comparable size and duration, then can we say that there is little or no 
net impact on water wells in the area?   
 

The local MOU provides for such consideration.  Based on one possible interpretation of 
“rule 4" of the MOU, one foot of daily water level rise due to project recharge may be 
considered as a possible mitigation of one foot of daily water level decline due to project 
pumping. If we apply such an interpretation to the total net impact from the Strand Ranch 
“least-favorable” hypothetical scenario, then there may be a near-project, maximum overall -6 
to -7 ft temporary decline in water levels which remains uncompensated by any equivalent 
water level rise.  Such an uncompensated, temporary water level decline might exist in 2 years 
out of ten in each of the eight sections surrounding the project.  In all more-favorable, 
hypothetical, scenarios (with higher-than-minimum recharge rates and/or lower-than-maximum 
recovery rates) the total net impact from project recharge and recovery operations is calculated 
to be nearly completely balanced or actually to have created a net positive mitigation in excess 
of the total temporary drawdown at all locations in all surrounding sections, depending on the 
specific scenario (Tables 7, 8).    
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Near-surface Water Levels.  A hypothetical standing water table within a few feet of the 

ground surface creates potentially adverse impacts to many types of crops and to the 
foundations of manmade structures including building and/or tower foundations, roads, and 
lined and unlined canals, ponds, and ditches.  Within a year or two, row crops and almond trees 
will no longer exist on the Strand Ranch so there will be no possible agricultural impact from a 
shallow water table under the Strand Ranch.  The only structure of concern which will remain 
on or near the Strand Ranch project site is the KCWA Cross Valley Canal that might be 
impacted by a shallow water table.  The KCWA operates a monitoring program using an array 
of shallow piezometers along the Cross Valley Canal (CVC) to monitor water levels for 
potential conditions of concern. 
 

In 2006, the Strand Ranch constructed and operated a pilot recharge facility on the site.  
As it so happened, the water table in 2006 was already within 1 - 2 ft of the ground surface on 
the Strand Ranch due to extended, large-volume, recharge operations on the Kern Fan by other 
project operators.  This very shallow standing water table was already being monitored for 
potential impacts to the CVC.  The constructors of the pilot-test recharge ponds encountered the 
water table when they excavated about 3 ft deep into the shallow sediment to make the ponds.  
When excavation was completed, the site had standing water along the new pond levees7 from 
the presence of the very shallow water table.  The pilot recharge test lasted about 5 months 
(mid-July - mid-December, 2006) and stored approximately 3,000 af in the ground.  This 
recharge did not serve to raise the pre-existing water table since it was already at the ground 
surface but it extended by some undetermined amount, the length of time required for the 
shallow strata to dewater after recharge on the Kern Fan stopped.  During this entire period, the 
KCWA did not issue any requests for mitigation or notices of observed impacts to the CVC, as 
far as we know.   
 

                                           
7Robert Coffee, RRBWSD operations manager, verbal communication, November, 2007. 

The proposed operation of the Strand Ranch project is of sufficiently small recharge 
volume that it cannot threaten to create such a shallow water table unless a project recharge 
episode between about 10 - 17.5 kaf occurs at a time when the pre-existing water table is 
already less than about 30 ft deep due to other causes.  Such a pre-existing, shallow water table 
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has only occurred twice since 1960 (1999 and 2006) and will not recur unless and until a multi-
year climatic wet period creates sufficient surface water supplies to re-fill the Kern Fan 
recharge mound.  Based on the experience of 2006, we conclude that a shallow water table can 
exist under the Strand Ranch property without necessarily observing any adverse impacts, at 
least not necessarily regarding mitigation for the durations of shallow table table of a year or 
less.  Nevertheless, a monitoring program is already in place which specifically tests for 
conditions which might have a potentially adverse impact on the Cross Valley Canal. 
 
 
Summary of Project Impact Findings.  
 

Basinwide, Permanent Impact.  The proposed Strand Ranch ASR project operation is 
designed to always maintain a positive project balance, i.e., a volume of water must always be 
stored in the aquifer prior to removing a like volume from the aquifer.  The long-term 
basinwide water level impact from the project is a negligibly small rise in overall water levels 
due to the MOU-required permanent addition of a few thousand acre-feet of overdraft 
correction water to the basin over the project life.  There is no possibility of overdraft or aquifer 
dewatering under any proposed Strand Ranch scenario. 
 

Local, Temporary Mounding Impact.  The project has the potential to temporarily raise 
the local water table a maximum of 30 to 40 ft under the project site and 6 to 14 ft in the 
surrounding eight sections due to project recharge operations.  The water level rise only lasts 
for the duration of recharge and begins to re-equilibrate to its previous level when recharge 
ceases.  Such a rise in water levels is considered to be beneficial except, perhaps, if the water 
table rises so high that it rises up to or close to the ground surface under the project site only if 
the pre-existing water table is already very shallow due to non-project causes.  This condition is 
unlikely and mitigation monitoring already exists on the project site.  One such episode 
occurred during a pilot recharge test in 2006 and no adverse impacts were observed or reported 
in the area. 
 

Local, Temporary Drawdown Impact.  The project has the potential to temporarily lower 
the local water levels a maximum of -24 to -43 ft under the project site and a maximum of -7 to 
-20 ft at operating non-project water well locations in the vicinity of the project.  These 
temporary, localized impacts can occur even though there is a continuous, permanent, long-
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term, net increase in the total amount of water left in the basin.  Such a temporary lowering of 
water levels lasts only as long as pumping lasts plus a recovery period.  Such a drawdown is 
considered to be an undesirable impact because a non-project operating well would experience 
a higher lifting cost to pump water than would be the case in the absence of project pumping.  
However, this impact may be mitigated by the beneficial impacts of mounding as summarized 
below. 
 

Compensated Net Local, Temporary Project Impacts.  As previously discussed, the 
positive impact of recharge mounding fully compensates for recovery drawdown in all except 
the “least-favorable” case of a recharge/recovery cycle at minimum recharge rates and 
maximum recovery rates.  In this one case, the maximum uncompensated net temporary 
drawdown in the surrounding eight sections is in the range of -6 to -7 ft.  All other, more-
favorable, scenarios result smaller net water level declines and/or net water level rises at all 
locations surrounding the project site for comparable time periods.  
 

Comparative Project Impacts.  The local project mounding and drawdown water-level 
impacts are small, local, and temporary relative to the 100+ ft magnitude of the historically 
observed water level fluctuations due to the climatic wet/dry cycle.  The impacts of the 
proposed Strand Ranch Project are also small relative to the scale of impacts due to some other 
banking project and district operations on the Kern Fan and in Kern County which store and 
recover larger water volumes at higher rates.  The project mounding and drawdown impacts are 
temporary; for example, the drawdown impacts from one seasonal pumping cycle will fully 
equilibrate prior to the beginning of the next seasonal pumping cycle.  The project impacts are 
local in the sense that there is no significant water-level impact beyond 1 - 1.5 miles from the 
project site. 
 
 
 
 
Note: Sierra Scientific Services reserves the copyright to this report.  We request that all 

references to this report or to material within it be referenced as: 
Crewdson, Robert, A., 20 December, 2007, An Evaluation of Well Placements and Potential Impacts of the 
proposed Strand Ranch Well Field, Kern County, California., Sierra Scientific Services, Bakersfield, CA. 
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Figure 11
Particle Trajectory and Capture Zone Perimeter Map;
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Figure 12
Particle Trajectory Map;

Hypothetical Contaminant Source in
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Figure 13
Strand Ranch Base Case Sensitivity Analysis

Steady-State Drawdowns for
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Figure 14
Water Level Rise Map,

Pond Recharge at IR = 0.20,
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Figure 15
Water Level Rise Map,

Pond Recharge at IR = 0.25,
Base Case Aquifer Parameters
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Figure 16
Water Level Rise Map,

Pond Recharge at IR = 0.30,
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Figure 17
Water Level Rise Map,

Maximum Recharge at IR = 0.20,
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Figure 18
Water Level Rise Map,

Maximum Recharge at IR = 0.30,
Base Case Aquifer Parameters
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Figure 19
Water Level Rise Map,

Maximum Recharge at IR = 0.40,
Base Case Aquifer Parameters
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Exhibit 1. 
Mathematical Aquifer Models. 

 
 
Aquifer behavior. 

An aquifer is a porous medium consisting of one or more layers of rock or sediment 
which can store and transmit water in useful quantities.  In the simplest terms, ground water 
aquifers function in two ways: an aquifer functions as a reservoir to store water and an aquifer 
functions as a pathway for ground water flow.  Changes in aquifer storage or aquifer flow are 
caused by either gains or losses of water from the aquifer due to any of several natural or 
manmade actions.  These changes are always manifested as changes in the elevation, 
orientation, and/or gradient of the potentiometric surface (i.e, water levels) in the aquifer. 
 

In the case of aquifer storage, hydrologists evaluate ground water storage with a map of 
the water level elevation which basically represents how “full” the aquifer is at any particular 
location and time.  If a hydrologist wants to determine the hypothetical impacts of gaining or 
losing water from the aquifer due to, for example, recharge ponds or pumping wells, then the 
impacts would be represented by changes in the configuration of the water table as presented in 
one or more maps or cross sections.  All estimates of the change in aquifer storage use the area- 
weighted vertical changes in this water surface to calculate the volumetric change in storage. 
 

In the case of aquifer flow, hydrologists evaluate ground water flow in the aquifer by 
determining the flow paths (which we call particle trajectories) and flow rates (particle 
velocities) that describe the movement of water molecules in the aquifer.  If a hydrologist wants 
to determine the hypothetical impacts of changing the aquifer dynamics due to, for example, 
recharge ponds or pumping wells, then the impacts would be represented by changes in the 
lengths and directions of the flow paths as presented in one or more maps or cross sections. 
 
Computer Modeling. 

Hydrologists use mathematical aquifer models (sets of equations including sets of 
conditions and parameters) to calculate the hypothetical water level elevation maps and the 
ground water flow velocities and flow path maps which are predicted to result from the aquifer 
dynamics related to recharge ponds, pumping wells, streams, springs, and/or any other natural 
inflow/outflow or manmade action of interest.  Since many aquifers and types of aquifer 
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dynamics have been thoroughly studied and modeled, many computer models exist which can 
be used to model many classes of aquifer behaviors.   Many such aquifer behaviors may be 
easily, quickly, and reliably studied with the right choices of model and parameters.   
 

Modeling is an exercise in cause-and-effect.  In modeling, we consider the natural or 
manmade flows of water into and out of an aquifer to be “causes” and the resulting water level 
behaviors observable in the aquifer to be “effects”.  Causes are the inputs to a model and the 
effects are the intended output of the model.  The model itself is our mathematical 
representation of the real aquifer and we will consider a model to be a good model if a set of 
model inputs and outputs satisfactorily resembles a set of known cause-and-effect flows and 
water level behaviors actually observed in the aquifer. 
 
Water Level Drawdown Analysis. 

Let us consider the special case of potential water table drawdown and inward radial 
flow of ground water due to installing and then pumping a new water well.  Hydrologists often 
refer to this type of evaluation as a drawdown analysis or impact analysis.  Our desired output 
is a map which shows the hypothetical water table drawdown and ground water flow paths 
within the capture zone surrounding one or more wells.  We can calculate a predicted aquifer 
behavior for one or as many wells as we are interested in, since the mathematics of modeling 
provides for an unlimited number of causes and effects, depending only on computer memory 
and processing speed. 
 

There are many computation methods for predicting drawdown from a pumping well in 
space and time and every method requires that the user select the equations which are most 
appropriate for the user’s preferred model of the aquifer.  In essence, the user must try to select 
the set of mathematical expressions which best represents the user’s physical model of the 
aquifer.  The hydrologist’s physical model of the aquifer includes knowledge of the geology 
and hydrology including the layering, structure, depths, dimensions and physical properties of 
the aquifer as well as the locations and flow rates of all sources of inflow and outflow to the 
aquifer such as wells, streams, ponds, etc.  
 

The calculated result, if done correctly, always represents the workings of the 
mathematical equations but only represents the behavior of the real aquifer to the extent that the 
parameters, simplifications and assumptions of the mathematical model reflect the true 
workings of nature.  The selection of the mathematical model, the equations, the accuracy of the 
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parameter values, and the representativeness of the calculated output all reflect the experience, 
expertise, correctness of- and uncertainty in- the judgments of the hydrologist.  These 
judgments cannot be made by the computer and the two main judgments include the choice of 
mathematical model and the choice of a set of aquifer parameters.   
 

There is no such thing as a simple calculation.  A good impact analysis rests at least as 
much on a hydrologist’s competence in understanding equations, validity tests, boundary 
conditions, and model parameterization as it does on the determination of aquifer properties.  In 
our opinion, many hydrologists and engineers who use mathematical models to compute aquifer 
impacts would benefit from a better background and understanding of the proper use and 
pitfalls of such models because, from experience, we have observed the results of many aquifer 
modeling efforts which are unusable because they demonstrably fall into one or more of the 
obvious and avoidable pitfalls of the method. 
 
Analytical Models. 

For any scope of work, there are two basic choices of mathematical model.  The first 
choice is to select a “canned” analytical computer model which best approximates the 
interpreted aquifer conditions and then supply the user’s best estimates of the required aquifer 
parameter values.  The great advantage to this alternative is that the models are fast, 
convergent, easy to customize and operate, and the models result in a unique set of solutions 
because the degrees of freedom in the model are the same as the number of available 
parameters.  SSS selected an analytical model since it was very well suited to the aquifer 
characteristics for this particular project scope of work. 
 

The general disadvantage of an analytic computer model is that the mathematical model 
may not represent all of the known or suspected complexities of the real aquifer and the user 
must evaluate the relevance and magnitude of the possible errors in the results due to the 
simplifications in the mathematical model.  The analytical models which are frequently used 
today include the familiar equations attributed to Theis, Cooper - Jacob, Hantush, Hantush - 
Jacob, Neuman, Strack, etc., for all of the useful recharge and recovery interactions (wells, 
ponds, rivers, surface recharge, etc) for transient and steady- state conditions in unconfined, 
confined, and leaky aquifers.  Analytical models are particularly well-suited to the prediction 
and simulation of water levels and flow trajectories related to recharge mounds and water level 
depressions due to the operations of aquifer storage and recovery (ASR) projects. 
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Numerical Models. 
The second choice, which SSS did not choose for this project, is to design and program a 

numerical computer model which best approximates the interpreted aquifer conditions in all its 
3-dimensional detail and then supply the user’s best estimates of the required aquifer parameter 
values.  The only advantage to this alternative is that the model may be designed to any degree 
of complexity in order to approximate the true aquifer structure and dynamic inflow/outflow 
elements.   
 

The disadvantages of numerical modeling are numerous and punishing.  The models are 
tedious and difficult to build and verify; the models require an impossibly vast knowledge of 
the aquifer properties because the user must define the value of every aquifer parameter at 
every depth at every location; the hundreds or thousands of degrees of freedom always 
outnumber the amount of real data which causes non-uniqueness8 and equivalence9 in the 
model outputs; and there is a significant likelihood that numerical complexity does nothing to 
improve the quality or accuracy of the output of the calculation compared to analytical models 
while giving a false sense of precision in the effort.   
 

One of the most popular numerical models is actually a number of programs which are 
all referred to by the name Modflow (a trademark of the United States Geological Survey), 
which are based on a publicly- available computer code developed by the U.S.G.S. and 
commercialized in several proprietary forms by different scientific software companies.  Sierra 
Scientific Services owns a complete set of Modflow simulators for groundwater flow, 
contaminant transport modeling, and parameter estimation but SSS favored the analytic model 
to be better suited to this particular project scope of work. 

                                           
8Uniqueness is a computational condition in which a given set of inputs can result in only a single, fully determined output.  

Non-uniqueness is a computational condition in which a given set of inputs can result in two or more different, fully- determined 
possible outputs. 

9 Equivalence is a computational condition in which  two or more different set of inputs can result in exactly the same, fully 
determined output.  

 
Model Calibration. 

Modeling is commonly thought of as specifying a set of inflows and/or outflows to a 
parameterized aquifer model and then calculating the predicted water level fluctuations which 
are expected at various locations over time.  The locations, magnitudes, and durations of the 
calculated water levels depend on the choices of the numerical values of the various aquifer 
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properties that govern such behavior.  Calibration is commonly thought of as tweaking the 
model parameters until the predicted water levels match the actual, observed water levels for 
the case being simulated. 
 

The study of the movement of water through permeable aquifers is referred to as ground 
water hydraulics and “the principle method of analysis in ground water hydraulics is the 
application ... of equations derived for particular ... conditions.”10  “The flow of fluids through 
porous media ... can be described by differential equations.”11  “These mathematical ideas are 
among the most abstract that we will encounter in hydrogeology.”12  Groundwater modeling, 
therefore, is a process which requires expertise in mathematics as well as expertise in 
hydrogeology.   
 

The use of computers and computer models has vastly revolutionized groundwater 
hydraulics by speeding up calculations, by improving computational accuracy, and providing 
for models that would have been impossibly complex to calculate by non-computer methods.  
This level of automation has not reduced the need for human judgment; rather, it has increased 
the need for operator education and expertise to correctly match the computational systems to 
the real-earth counterparts.  The fact that nearly every model run by nearly every consultant still 
needs to be “calibrated” suggests that the models and/or the operators have not yet succeeded in 
correctly matching the computational systems to the real-earth counterparts.   
 

10Lohman, S.W., 1972, Ground-water Hydraulics, USGS Professional Paper 708, Washington, D.C., p. 1. 

11Fetter, C.W., 1994, Applied Hydrogeology, 3rd Ed., Prentice-Hall, p. 146. 

12Domenico, Patrick, A., and Schwartz, F. W., 1990, Physical and Chemical Hydrogeology, John Wiley & Sons, 
p. 104. 

“Model calibration” is a popular catch phrase which implies that there exists some 
special method of post-processing which can be used to independently verify, improve, or 
optimize the computational results of a modeling effort after a computer model has been “run”. 
 Let us consider what workers commonly mean by calibration.   
 

Groundwater modeling is an exercise in simulating the connection between cause-and-
effect in a natural aquifer system.  For example, we know that pumping a water well causes 
water levels in an aquifer to decline.  We can select one of many available commercial 
computer models and “parameterize” it to represent the aquifer of interest.  If we use this 
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computer model to predict the water level declines for a certain water well and then measure the 
actual water level behavior for that well under the same conditions, and if the predicted and 
actual water level behaviors are the same to within some acceptably small margin of error, then 
we might say that the model is correctly parameterized.   
 

If the predicted and actual water level behaviors do not agree, then we assume that one 
or more of the model parameters may be incorrect.  The process of calibration serves to adjust 
the model parameterization and we “calibrate” the model by changing selected parameter 
values until the predicted and actual behaviors agree for a specified calibration event.  We then 
say that the model has been calibrated and we are thereby implying that the model now is an 
accurate representation of the aquifer.  We are also implying that if we model and then observe 
a different set of cause-and-effect conditions, then the new set of predicted and observed results 
would agree since the model had been correctly parameterized through the process of 
calibration.  We are further implying that, if we choose to model another set of cause-and-effect 
conditions which we are unable to verify by direct experiment or observation, we can place 
high confidence in the accuracy of the calculated results since the model has been calibrated.  
The real importance is not whether a model has been “calibrated” but whether some set of 
measures has been used to support an acceptable level of confidence in the accuracy of the 
predicted results. 
 

In this study we used a computer model to calculate the hypothetical water level declines 
under the area of interest that would accompany a proposed project water well pumping 
scenario involving multiple operating wells.  We cannot calibrate our computer model at this 
time with predicted and actual drawdowns because the well field doesn’t actually exist so we 
have no actual cause-and-effect scenario.   
 

Instead, we have used another set of measures to support an acceptable level of 
confidence in the accuracy of the predicted results.  The actual area of interest is small enough 
that, based on experience and theoretical considerations, we expect each aquifer parameter to be 
constant across the entire “model space”.  Therefore, by eliminating spatial heterogeneity as a 
model factor, we have reduced the potential uncertainties to just a few degrees of freedom.  
Those degrees of freedom are the few aquifer parameter values which we need to perform our 
water level calculations. 
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We put a large effort into determining good values for the required aquifer parameters.  
We only have one aquifer parameter value which was measured within the actual area of 
interest but we can assign each of the other parameters to its own limited range of possible 
values based on our study of reported parameter data from similar geology in the surrounding 
area.  We selected a single set of parameter values from these ranges of values to be used as a 
base case scenario and we analyzed the sensitivity of the calculated water level drawdowns to 
variations in each of the parameters.   Since we conclude that it is very unlikely that any actual 
parameter value lies outside its specified range of possible values, we can calculate a limited 
range of possible water level drawdowns such that the true, but unobserved, drawdowns will 
most likely be within that range.   
 

For the purpose of this study, we are primarily interested in whether or not the predicted 
water level drawdowns will be acceptable or mitigate-able according to some set of criteria.  It 
may not be so important to accurately know the exact water level drawdowns if we can 
determine that the entire range of calculated water level impacts are acceptable by the relevant 
criteria.   
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Exhibit 2. 
Aquifer Parameters and Parameter Values. 

 
The aquifer parameters of interest for mathematical modeling include those intrinsic 

physical properties of the porous media which determine the volume- specific storage and unit 
flow properties of the aquifer.  These intrinsic properties are then combined with the physical 
dimensions (depths, thicknesses, boundaries, inflows, outflows, and gradients) of the aquifer 
media to determine the full- aquifer behavior.  The storage properties include the specific 
storage (Ss) and specific yield (Sy) of each of the porous media.  The required flow properties 
include the hydraulic conductivity (K), porosity (�), and dispersivity (�) of each of the porous 
media.  The hydraulic conductivity is required for volumetric flux and flow rate in directions of 
interest (Kh for horizontal flow and Kv for vertical flow), the porosity is required for particle 
tracking, and dispersivity (both longitudinal �L and transverse �T) is required for contaminant 
transport.  
 

These properties are normally determined either by physical properties measurements on 
actual rock or sediment samples or by special types of pumping tests on water wells which have 
been completed across the thickness of the aquifer.  Some of these properties vary by several 
orders of magnitude for common aquifer rock- and sediment- types, so for aquifer materials 
which have not been measured or tested, there is little likelihood that a best- guess “textbook” 
value which is based on rock type or another index property will be very close to the actual 
value.  We recommend that the careful determination of the relevant physical properties be an 
essential and early part of any groundwater program. 
 

It is important to emphasize that the values of these physical properties are all constants 
for each of the respective aquifer media and that they do not vary with changes in either the 
water table, or in the pump rate or completion interval of a well, or with any other observed 
variable, apart from the natural variability of the property within the porous medium itself.  It is 
good practice to measure these properties as many times as possible to determine the average 
value and range of natural variability for each.  And since hydrologists recognize that the 
natural variability of these parameters may be large, it is best to obtain measured values which 
are representative of the aquifer under the entire area of interest for which impact analyses are 
desired, and measured in ways which minimize the unassociated variance in the determination.  
It is also important to emphasize that few of these properties can be determined directly from 
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well tests and must instead be derived indirectly from well test data by also using other 
information.  The ability to do this is governed by cost, access to wells, and the expertise of the 
hydrologist to perform the right test and to make the necessary corrections for factors and 
interferences which otherwise cause errors in the values. 
 
Aquifer storage properties.  

Water is stored in an aquifer by occupying the intergranular void spaces of the porous 
aquifer material.  The physical amount of water which can be stored in and recovered from a 
porous medium is the sum of two components; the fillable void space remaining in a rock or 
sediment which is at residual saturation, and a very much smaller component which is a result 
of the minute elastic dilation of this void space when the water in the aquifer is under pressure 
combined with the slight compression of the water itself.   
 

When water is released or recovered from an aquifer, the first water recovered is always 
that which is released due to the elastic rebound of the pore space and the water.  The last water 
recovered is always that which drains from the pore space and dewaters the aquifer.  When 
water is stored in the aquifer, the reverse actions occur, i.e., water first fills the void spaces and 
then dilates the void space as the fluid pressure increases. 
 
Specific yield.  The first component is termed the specific yield (Sy) and is the amount of 
water produced by “de-watering” the aquifer void space as the water table falls within the 
aquifer.  This term effectively determines the amount of water which is gained or lost under the 
project area or some specific area due to the rising or falling water table.  The values for well 
sorted sandy sediments13, such as in the area of interest may range from 0.10 � Sy � 0.35.  The 
formula for calculating the volume of water released by dewatering is Vw = A�Sy��h for a drop 
in water table of �h.  The aquifer thickness is not a term in this calculation. 
 

                                           
13Fetter, C. W., 1994, Applied Hydrogeology, 3rd ed., Prentice - Hall, Inc., Table 4.4, p.91. 
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Specific storage and Storativity.  The second component is termed the specific storage (Ss)
and is the much smaller amount of water produced by contraction of the dilated pore space and 
expansion of the water as the pressure drops within the aquifer.  The values for loose- to well- 
packed silty or sandy sediments14, such as in the area of interest may range from 0.00017 � Ss � 
0.0032 ft-1.  This property is related to the in situ bulk compressibility of the aquifer media and 
the water itself.  The compressibility of water is known and we can measure the compressibility 
of sediment samples, as SSS has done for RRBWSD on another project. 
 

The formula for calculating the volume of water released from the aquifer by de-
pressuring is Vw = A�H�Ss��h for a drop in head of �h in an aquifer of thickness H.  The product 
of aquifer thickness and specific storage in this equation is defined as storativity, S = H�Ss, and 
it is obvious that if the thickness of an aquifer changes, then the value of S will change, even 
though the intrinsic property of the porous medium, i.e., the specific storage,  remains constant. 
 It should also be noted that if only a portion of the full thickness of an aquifer is relevant to a 
particular problem, then the appropriate value of S to be used in any calculation is the value for 
the interval of interest. 
 

The specific storage term is also an essential term in the flow equations which describe 
transient, i.e. non steady- state, aquifer flow.  The ratio of hydraulic conductivity to specific 
storage is defined as the hydraulic diffusivity and this ratio explicitly occurs in all non steady- 
state equations of flow.  Therefore, while it is tempting to dismiss the need for an accurate 
value of Ss because it is negligible for the calculation of aquifer storage, it is important to obtain 
as good a value as is possible because it occurs directly in the flow equations along with 
conductivity.  For example, the 20-fold difference between low and high values of Ss will make 
only a negligible difference in the calculated storage capacity of the aquifer, but will 
significantly alter the calculated results of the flow equations. 
 

                                           
14Domenico, P.A. and Schwatrz, F.W., 1990, Physical and Chemical Hydrogeology, John Wiley, Inc, Table 4.1, p.111. 

Available storage capacity (SC). The available storage capacity, which is not relevant to this 
particular scope of work, is defined as the volume of water that could be stored in the 
unsaturated zone above the water table within the boundaries of the project area up to within a 
few feet of the ground surface.  This working definition is usually used to calculate a change in 
aquifer storage due to a rise or fall of the water table over some time period, and is not an 
important or even relevant part of many types of aquifer modeling.  In practice, the specific 
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storage (Ss) is negligible compared to the specific yield (Sy)  (0.0005 < Ss/Sy < 0.00005) so, 
unless an aquifer is very thick, we do not consider the specific storage in the calculation of 
storage capacity and just use the specific yield formula. 
 
Layered- aquifer storage properties.  For aquifers which are either heterogeneous or 
layered, we must determine the storage properties of each type of sediment within the aquifer 
and the proportions of each, and perhaps even the sequence in which they are successively 
filled and/or dewatered.  For a layered aquifer, the volumetric storage capacity under an area 
(A) is defined as being equal to the volumetric integral: SC = �A��(1- Sr)dAdh , which simplifies 
to a summation which looks like: SC = A�(hi�Syi) , that is, the total Project area times the sum 
of products of the individual layer thicknesses and specific yields which, finally, is often more-
conventionally written as:      SC = A�H�Syeq , the product of total Project area area times total 
aquifer thickness times the “average” or equivalent specific yield.  We must always remember 
that the correct values for determining an actual change in storage must be those values of  
hi�Syi which represent the actual interval being filled or dewatered, and not the “full- aquifer” 
average value.  Any modeling effort which simplifies the aquifer stratigraphy by reducing the 
number of layers must address the issue of determining the equivalent parameters of each layer 
model relative to the actual parameters of the actual stratigraphy. 
 

The same additive property is true of storativity (S) for a sequence of layers in an 
aquifer.  The value of storativity is a summation which looks like: S = �(hi�Ssi) = �(Si), that is, 
the storativity of any depth interval is the sum of the individual- layer storativities for all layers 
within the interval.  This additive property is important to consider when interpreting well tests 
which are not completed across the full layered- aquifer thickness. 
 
 
Aquifer flow properties.  

Water flows down-gradient in an aquifer from higher to lower potential.  Groundwater 
flow may be horizontal or vertical or have components of both.  The externally applied forces 
which cause water to move come primarily from gravity and secondarily from manmade 
actions.  In other words, left to itself, the groundwater in aquifers and in basins “seeks its own 
level” and always prefers the path of least resistance.  Water will stop moving when there is no 
change in potential along a pathway.  Otherwise, water is moving in one of two type of 
conditions, either steady- state flow or transient flow.  In steady state flow, water passing any 
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location continues to flow in the same direction at the same flow rate and at the same head 
without any change over time.  In transient flow, water passing any location will not be steady 
in direction, flow rate, or head because of dis-equilibrium somewhere in the system.  Transient 
flow may be non-Darcy flow and this is the condition of the aquifer in the project area most of 
the time.   
 

The persistent re-equilibration of a groundwater system toward a no-flow condition takes 
time.  Often the cycle of recharge to- and recovery of- water from the system is faster than the 
ability of the groundwater system to either re-balance or even achieve a steady- state.  As in 
most cases, the groundwater system is always dynamic and in a transient state, even if it 
appears to respond slowly and steadily by human perception. 
 

The groundwater flow behaviors of interest include flow direction and flow rate.  Flow 
direction may be visualized as an arrow pointing in the down- direction of the potential 
gradient, since water moves in the direction of the applied force.  Flow direction may also be 
visualized as a hypothetical flowline that a single water molecule would follow under steady- 
state.  A contour map of the water table or piezometric surface is a map of the groundwater 
potential in the aquifer, and the direction of flow at any location will be perpendicular to the 
contours and pointing in the direction of lower potential. 
 

Flow rate can be described as the average flow speed of a water molecule at a specified 
place and time or as the “instantaneous” volumetric flux of a volume of water through a 
specified cross sectional area (W�H) of the aquifer over a short period of time.  Apart from the 
externally applied driving forces and the physical dimensions of the aquifer, these measures of 
ground water flow depend only on the hydraulic conductivity and porosity of the porous 
medium. 
 
Hydraulic conductivity.  The hydraulic conductivity (K) is a measure of the ease with which 
water flows through an aquifer.  In general, the natural flow of a fluid through a porous medium 
depends on the density (�) and viscosity (�) of the fluid, the intrinsic permeability (k) of the 
porous medium, and the driving force of gravity (g) which causes fluid to move.  Since the 
value of gravity and the values of density and viscosity of water are nearly constant for the 
usual range of aquifer conditions, the only variable property which controls the fluid flow in an 
aquifer is the permeability.  So, for mathematical convenience hydrologists have combined the 
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value of gravity, the properties of water, and the measure of aquifer permeability into a single, 
new property which is defined as the hydraulic conductivity, where K = k(�g)/�.  The units of 
this “aquifer” property are length per time, i.e., units of velocity such as ft/day. 
 

This term effectively determines the flow rate or volumetric flux of water through the 
aquifer under whatever potential gradient exists at the time and place of interest.  The K values 
for silty and sandy sediments, such as occur in the area of interest may range from 0.001 � K � 
300 ft/d, a range covering more than five orders of magnitude.  The formula for calculating the 
steady- state volumetric flux of water (Qw) in an aquifer is Qw = W�H�K�G for a groundwater 
potential gradient G = �h/�x, through an aquifer cross sectional area of width W and thickness 
H.  If the aquifer is not in steady- state, then the calculation represents only the “instantaneous” 
flow at that moment at that location under those conditions and the full equation of flow must 
instead be used to describe the transient flow behavior over time. 
 

The steady- state flux equation applies to both horizontal and vertical groundwater flow 
with the condition that the values of K and G are the values of hydraulic conductivity and 
gradient in the direction of flow.  Most aquifer materials, whether unconsolidated sediments or 
sedimentary rocks, are anisotropic and are commonly 5 - 20 times more permeable in flow 
directions parallel to the bedding planes than in flow directions perpendicular to the bedding 
planes.  Thus, in order to quantify or model aquifer flow with both horizontal and vertical 
components, it is necessary to specify both the horizontal and vertical hydraulic conductivities 
of relevant aquifer materials. 
 
Transmissivity.  A term representing hydraulic conductivity occurs in all groundwater flow 
equations.  This term also occurs in the solutions to many flow problems as the product of 
conductivity (K) times aquifer thickness (h) which we define as transmissivity, T = Kh.  The 
significance to the hydrologist is that an aquifer pump test often results in providing a value for 
the thickness-conductivity product Kh, which we’ve defined as transmissivity T, but the aquifer 
test does not provide a means of separately determining the values of K or h alone.  We 
normally measure the aquifer thickness (h) directly in a well, on an outcrop, or from 
geophysical data, and then obtain a calculated value of K = T/h from the independently 
measured values of T and h. 
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We point out that aquifer transmissivity is not an intrinsic property of an aquifer or 
aquifer material since its value depends on the saturated vertical thickness of the aquifer, i.e., 
transmissivity will vary from place to place as the saturated aquifer thickness varies, even 
where the intrinsic permeability of the aquifer remains constant.  We strongly prefer and 
recommend that it is better to specify the aquifer properties of K and h separately rather than 
specifying only a value of transmissivity. 
 
Leakance.  The leakance (L�) is a property which determines the rate of downward vertical 
flow of water from a water table aquifer, through a somewhat-permeable aquitard, and into an 
underlying semi-confined aquifer due to head differences across the aquitard.  Such head 
differences are common in many aquifer systems.  The value of L� is determined as the ratio of 
vertical hydraulic conductivity to the thickness of the aquitard, L� = Kv�/h�.  (The prime (�) in the 
abbreviations symbolize that these are properties of the aquitard and not of the underlying 
aquifer).  We refer to aquifers which show this type of recharge behavior as semi-confined or 
“leaky” aquifers and one flow equation which describes this type of flow behavior is the 
Hantush - Jacob equation, named after its authors. 
 

The mathematics of leakage occurs in the flow equation in the form of what is referred to 
as the Hantush leakage factor (B) and B is related to known parameter values according to the 
formula B = (T/L�)½ .  In the project area, the high- permeability zones of the aquifer are sandy 
sediments and the low-permeability zones are silty sediments.  These silty sediments are the 
aquitards which retard the vertical flow of water between the sandy layers of the aquifer.  Based 
on our measurements and estimates of the relevant properties, we estimate that the value of B 
varies in the range of about 3200 � B � 10000 and we have used a value of B = 6000 as our 
base case value. 
 
Porosity.  The porosity (�) is the dimensionless ratio specifying the fraction of void space to 
total space in a unit volume of a porous medium.  As a flow property, it determines the amount 
of intergranular flowpath within the porous medium that is available to the water.  The formula 
for calculating the steady- state flow velocity of water (vw) in an aquifer is vw = K�G/�.  If the 
aquifer is not in steady- state, then the calculation represents only the “instantaneous” flow 
speed at that moment at that location under those conditions and the full equation of flow must 
instead be used to describe the transient flow behavior over time.  Well-sorted, unconsolidated, 
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sands and silts commonly have porosities ranging from 10 - 30%.  Porosity decreases as the 
degree of sorting decreases, i.e., as the range of grain sizes increases in the stratum. 
Layered- aquifer flow properties.  For aquifers which are either heterogeneous or layered, 
we must determine the hydraulic conductivity and porosity of each type of sediment within the 
aquifer and the proportions of each.  For a layered aquifer, the total average horizontal 
hydraulic conductivity of the full saturated aquifer thickness is defined as being equal to a 
summation which looks like: Kavg = �(hi�Ki)/H , that is, the sum of products of the individual 
layer thicknesses and hydraulic conductivities divided by the total aquifer thickness.  Since the 
product of thickness and conductivity in this equation is defined as transmissivity (T), this is 
often more-conventionally written as:      Teq = H�Kavg = �(hi�Ki) = �(Ti), i.e., the equivalent 
aquifer transmissivity is the sum of the individual layer transmissivities.   
 

The average conductivity and equivalent aquifer transmissivity refer to a hypothetical, 
homogenous aquifer which would deliver the same total volumetric flux as the specified 
layered aquifer.  However, it must be remembered that the true flow behavior and volumetric 
fluxes are different in the individual layers of the actual aquifer than in the hypothetical 
equivalent- layer model and that the average or equivalent properties represent a mathematical 
fiction which is usable only in certain specific ways. 
 
Aquifer Transport properties. 

Transport in this context refers to the motion of constituents which are dissolved 
and/or suspended in ground water, especially the movement of unregulated contaminant 
releases which propagate as slugs or plumes within the aquifer.  The important transport 
processes are advection, dispersion, retardation, and attenuation which might be defined as 
follows.  Advection is the physical transport of a constituent by the flow of water within a 
porous medium.  Retardation includes all processes which cause a plume or constituents to 
move slower than the ground water.  Dispersion includes all processes which re-distribute 
constituents away, i.e., spreads them out, from the center of mass of a plume.  Attenuation 
includes all processes which permanently remove constituent mass from a ground water plume. 
 

These processes affect contaminant transport and plume behavior in specific ways.  
Mathematically, they may all be represented by terms in the transport equation which describes 
the location, speed, amount and distribution of contamination within a plume in space and time. 
 Advection refers to groundwater flow which we have already discussed. Both retardation and 
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attenuation may be thought of as properties related to the type of constituent rather than as 
properties of the aquifer.  Dispersion is related to dispersivity which is strictly an aquifer 
property which can be measured with special types of well test or estimated from theoretical 
considerations.  Since the treatment of transport is outside this project scope of work, we omit 
the discussion of these processes from this report.  However, it is important to note that most 
contaminants travel at different flow speeds and different particle trajectories than the ground 
water and must be modeled in different ways. 
 
Sources of data. 

Sierra Scientific Services (SSS) used four sources of information for the aquifer 
properties within the area of interest (AOI) including: 
1. SSS physical property data (Sy, Ss, �, K, H, Fsd) measured on surface and borehole samples 

or determined from electric logs from locations within the Rosedale - rio Bravo Water 
Storage District, 

2. ID4 December, 2001, well test data (T & S) from wells near the intersection of Stockdale 
Hwy and Allen Rd at the northeast end of the Kern Fan, 

3. C.o.B. infiltration test data (Kv) for large test ponds also near the intersection of Stockdale 
Hwy and Allen Rd at the northeast end of the Kern Fan, 

4. KCWA water table elevation maps covering the Kern Fan area of interest. 
 

SSS carefully reviewed and chose not to use the data from two other sources including: 
5. DWR aquifer model data (Sy, S, K & T) for the Kern Fan area, 
6. KWBA and Pioneer Project pump test data from various reports by Kenneth Schmidt and 

Associates (KDSA) of Fresno, Ca. 
 

SSS did not use the data from these two sources for several reasons, chief among them is 
that we obtained a minimum but sufficient amount of well- documented, actual measurements 
for the necessary parameters of interest from the first four sources.  However, with all due 
respect, we also consider the data from both of these other two sources to be questionable 
because of a lack of data, poor documentation, questionable or incorrect calculation 
methodologies, lack of corroboration, supporting discussions which are inconsistent with basic 
principles of hydrology, and/or internal inconsistencies.  We recommend that readers carefully 
evaluate the data from these sources against their own technical and theoretical criteria before 
they use them in their own analyses.  We offer some of our observations regarding the data 
from these two sources below, for purposes of clarification since we consider the selection (or 
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rejection) of parameter values to be an important, documentable, exercise of judgment in a 
modeling program. 
 

The DWR parameter data15.  In 1988, the California Department of Water 
Resources (DWR) purchased approximately 20,000 acres of land in Kern County for an aquifer 
storage and recovery (ASR) program.  The area has since changed ownership and is now 
known as the Kern Water Bank.  In the early 1990's, the DWR attempted to develop a 
numerical computer model to simulate the aquifer behavior and evaluate various aspects of 
their project.  The modeling effort concluded in early 1996 with the publication of the footnoted 
DWR memorandum which summarized the work.  The memorandum included a discussion and 
summary of all the aquifer parameter values that the DWR used, and these parameter values 
have been referenced and used by some workers in the local water community. 
 

In the process of parameterizing their computer model of the Kern Fan area, the DWR 
never actually measured a single value of any parameter in preparation for what became a 
massive modeling effort.  The DWR assigned “textbook” values of specific yield obtained from 
the general literature (but not specific to the study area) to each of 55 different types of drill 
cuttings reported in driller’s reports.  Then, after blundering through a simplistic and erroneous 
application of trend analysis in which they assigned book values of Kh, Kv and S to these same 
drill cuttings and then numerically correlated to the assigned textbook values of specific yield, 
they proceeded to put these values into their computer model.   
 

For example, the DWR assigned values of Sy ranging from 12 - 27% to drill cuttings 
described as water gravel, dry gravel, heavy gravel, heaving gravel, hard gravel, dead gravel, 
and cemented gravel. The DWR assigned values of Sy ranging from 12 - 20% to drill cuttings 
described as hard sand, heaving sand, dirty pack sand, tight sand, and quick sand.  The DWR 
assigned values of Sy ranging from 3 - 6% to drill cuttings described as sediment, soil, loam, 
hard clay, cemented clay, adobe, and muck. 
 

                                           
15 Swartz, Robert, 1995, Development and Calibration of the Kern Fan Ground Water Model, DWR San Joaquin 

District Report, July, 1995. 

The DWR then used driller’s logs and electric logs to basically assign all of the Kern 
County geology to one of the 3 previously-described sediment groupings, i.e., gravel, sand, or 
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silt/clay and then proceeded to apply their fabricated numerical parameter values to their 
geological model. 
 

Apart from the aquifer parameter values, the DWR approach to developing the basic 
computer model appears to be consistent with many of their model simplifications which were 
required in order to approximate the true physical aquifer behaviors within the constraints of 
the model.   However, in our opinion, their treatment of aquifer parameters shows poor 
judgment perhaps stemming from an insufficient understanding of the physical properties and 
property interrelationships of porous media and geological materials and, in our opinion, their 
poor parameterization showed up in their modeling as poor results. 
 

DWR reported that the model calibration results were unsatisfactory based on their  
initial parameter values so they arbitrarily changed the parameter values around their control 
points to improve the outcome.  Unfortunately, the DWR computer model never provided good 
results, which we attribute to incorrect parameter values, poor assumptions and poor choices of 
free parameters in the “calibration” tests.   
 

Since the initial parameter values were questionable on petrophysical and theoretical 
grounds, since their choices of driller’s explanations of the geological materials are 
unrepresentative of the local stratigraphy, and since the model results were unsatisfactory, we 
conclude that there is very little credibility in the representativeness of any of the DWR 
parameter values except to the extent that they fall within the wide ranges of published values 
for generic geological materials.  We therefore, place no credibility whatsoever in any of the 
initial or subsequent textbook parameter values that the DWR assigned to any aquifer layer at 
any location as have chosen to not use their data or modeling results. 
 

Kern Water Bank and Pioneer Project well test data16. The operators of these two sites 
have conducted a number of pump tests on wells in these areas over the years, and the test data 
have been interpreted and reported by Kenneth Schmidt and Associates (KDSA) of Fresno, Ca 

                                           
16Schmidt, Kenneth D., November 27, 1997, Hydrogeologic Conditions for Development of the Maximum 

Recovery Plan for the Kern Water Bank Authority, revised report, Kenneth D. Schmidt & Associates, Fresno, CA. 

Schmidt, Kenneth D., September 22, 1998, Maximum Recovery Plan for the Pioneer Kern Fan Project, draft report, 
Kenneth D. Schmidt & Associates, Fresno, CA. 
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on behalf of and under contract to the Kern County Water Agency to provide estimates of the 
aquifer parameters T & S.  Part of the issue with these well tests as a source of aquifer 
parameters is that the test operations and test data are only poorly documented in these reports.  
But based on our review of the scant information in these reports, we can make the following 
observations.   
 

The pump tests appear to have been designed and operated by engineers in order to 
determine pump-parameter values rather than aquifer parameter values.  Many of these tests 
had multiple wells pumping simultaneously and most tests lasted for only short durations (as 
little as 20 minutes or 1 - 2 hours), both of which make it difficult to determine aquifer 
properties.  Moreover, all of the reported drawdowns were measured in the pumping wells and 
not in adjacent monitoring wells, so none of the data meet the standard validity criteria for 
aquifer analysis.   
 

Our main objections to the findings of the two KDSA reports include: no presentation of 
test data or calculations, no discussion of where the data came from, no discussion of the 
assumptions or the methods of calculation of T or S, the acknowledged dependence on 
uncorrected discharge/drawdown ratios for a number of pumping wells to estimate values of T 
without providing calculations or making corrections for even the most basic and most obvious 
variations in well conditions, many explanatory statements that are inconsistent with 
fundamental principles of hydrology, a heavy reliance on the DWR parameter values which we 
have reviewed, criticized, and rejected (see previous section) and, finally, an unexpectedly large 
range of reported values for T which is inconsistent with our own independent data. We 
therefore give very little credibility to the KDSA parameter data for these reasons. 
 
 
Aquifer Parameter Values used in this Study. 
Aquifer Dimensions. The aquifer model includes a 300-ft thick shallow unconfined zone, a 
50-ft thick middle aquitard zone, and a 300-ft thick deep semi-confined zone.  All wells are 
assumed to be completed across the full aquifer thickness of the deep zone, i.e., a producing 
interval 300-ft long. 
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Porosity (�).  The source of porosity values for this scope of work is the field work that 
SSS17 completed for the Rosedale - Rio Bravo Water Storage District (RRBWSD) and reported 
in 2003.  RRBWSD contracted SSS to drill coreholes, collect sediment samples and obtain 
laboratory analyses for specific yield and a set of other useful physical properties.  One suite of 
samples came from the RRBWSD recharge pond area less than 1 mile north of the Strand 
Ranch project site.  Based on those samples, the measured average porosity of well sorted 
sandy sediments is 37% and the measured average porosity of the silty sediments is 34% and 
give a weighted average porosity for the aquifer media of 30% for this project. 
 
Specific yield (Sy). Specific yield is a function of the porosity and grain surface area of porous 
media and is a property which varies over only a limited range of values for the few aquifer 
materials of interest.  The source of specific yield values for this scope of work is also from the 
2003 field work that SSS completed for the Rosedale - Rio Bravo WSD.  
 

Based on the RRB study, the average specific yield of the sandy and silty sediments in 
the area of interest are 33% and 8.6%, respectively.  Based on the relative fractions of each in 
the upper aquifer, the average specific yield of the interval is about 21%.   
 

In contrast, KDSA (1998, p. 15) reported that: 
“The average specific yield of Layer 1 is estimated to be about 17%, based on DWR 
groundwater modeling.  The best specific yield value that can be used ... is 10%.  This is 
thus considered to be an appropriate value to use to estimate future water level declines 
due to recovery pumpage...”   

 

                                           
17Crewdson, Robert A., 20 January, 2003, Determination of Aquifer Storage Capacity for the Rosedale - Rio Bravo Water 

Storage District, Bakersfield, California., Sierra Scientific Services, Bakersfield, Ca. 

And in contradiction, KDSA (1997, p. 11) reported that: 
“... long term tests in [the KWB] area in 1990 - 1991... generally indicated that [the] 
unconfined aquifer could be assumed with a storage coefficient of about 0.01 to 0.02 ..” 

 
Our measured values are considerably different than the fabricated DWR values and the 

KDSA values of unknown origin.  We therefore, have rejected the DWR and KDSA values in 
favor of our own data.  In the case of specific yield (Sy), this has no impact on the drawdown 
analysis since dewatering of the aquifer does not enter into the calculation and therefore the 
value of Sy is not used in the determination. 
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Specific storage (Ss) and Storativity (S). Specific storage is a function of the porosity and bulk 
compressibility of porous media and is a property which varies over only a limited range of 
values for the packed, unconsolidated sandy and silty media of interest.  The source of specific 
storage values for this scope of work is from the 2003 field work that SSS completed for the 
Rosedale - Rio Bravo WSD.  Based on compressive stress tests on samples of poorly sorted 
sand and silty sand, the bulk compressibilities of these samples range from 4.5 - 7.9 x 10-8 m2/N 
from which we have derived the values for the dense, compacted equivalents of these sediments 
as 1 - 1.8 x 10-8 m2/N which are in the expected range of compressibilities for dense sands.  
From these values we have calculated the corresponding values of Ss ranging from 0.000030 to 
0.000053 ft-1 and averaging 0.000041 ft-1.  This range of Ss values is entirely consistent with the 
range of published values expected for dense sands and silts. 
 

Based on these values of Ss, the equivalent values of storativity for a 300-ft thick aquifer 
range from 0.009 to 0.016 and if we add a factor for water released from storage in the 
overlying aquitard, the expected value of aquifer storativity is expected to be in the range from 
0.012 to 0.021.  Based on this analysis, we would have chosen to use an average value of S = 
0.016 for our modeling but, as presented in the following discussion, we have used a value of S 
= 0.020 as our base case value of storativity. 
 

We have reviewed the available published sources of parameter values and we consider 
the ID4 well test of December, 2002 to be the best available source of a verifiable T & S value 
from an actual aquifer pump test for the Kern Fan area of interest.  KDSA18 originally 
interpreted the data and reported a transmissivity T = 476,000 gpd/ft [equivalent to 63,600 ft2/d] 
and a storage coefficient S = 0.0008.  However, based on our own independent analysis, we 
found that the KDSA calculations were incorrect due to a failure to meet the validity criteria of 
the method and, after our own reformulation, the corrected aquifer test yielded values of T = 
20,000 ft2/d and a storage coefficient S = 0.00056.  We also disagreed with the entire KDSA 
distance - drawdown interpretation presented in the same report because of an incorrect 
application of the Cooper - Jacob (single-well) method to a cluster of several pumping wells.  
As a result, we have chosen not to use the KDSA reported values of T & S, in favor of our own 
reinterpretation of the data. 
                                           

18Schmidt, Kenneth D., February 28, 2003, Supplement to the Groundwater Conditions and Potential Impacts of 
Pumping for the ID-4 Kern Parkway and Rosedale - Rio Bravo WSD Projects, aka Allen Road Well Field December 
2002 Pump Test, Kenneth D. Schmidt & Associates, Fresno, CA. 
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Despite the calculation error, the original KDSA values and our recalculated values of T 

& S from the 2002 ID4 well test differ significantly from those values published in the KDSA 
report of 1997 (KDSA did not report values of storativity in their 1998 report).  With respect to 
storativity, KDSA (1997, p. 20) reported: 

“Past pumping in the COB 2,800-area and the Kern Water Bank area indicate a value 
for storage coefficient of 0.02, which is considered applicable for most of the existing 
recovery wells.  With continued pumping, (i.e. greater than six months), the storage 
coefficient is expected to gradually increase, to about 0.05, and to possibly as high as 
0.10.”   (Curiously, KDSA does not report any S values in their 1998 study, stating that 
(p. 15) “The storage coefficient can’t be readily determined from the available pump 
tests, mainly because the tests could not be run for long enough periods in the absence of 
interference..”)   

 
On the one hand, we are prepared to accept a reported value of S = 0.02 as being close to 

our expected range of values (0.009 to 0.016) for the deep aquifer zone except that the KDSA 
value was intended to represent the entire aquifer across all three zones, so there is less 
agreement here than it appears.  We would expect a deep zone value, based on the KDSA full-
aquifer number, to be more in the range of 0.001 to 0.01.  However, the value of S = 0.02 is 
completely uncorroborated since KDSA did not provide any data, calculations, or discussions 
so we are unable to place any credibility in the value.  Moreover, their claim that the value of S 
will increase with time due to continued pumping is not only unsupported with any discussions 
or calculations, it is contrary to expectation and incorrect based on the most fundamental 
theoretical considerations.  We therefore reject the credibility of the KDSA parameter values as 
being questionable or at least unverifiable. 
 

Nevertheless, since the KDSA 1997 Report was written for and presented to the Kern 
Water Bank Authority, we assume that the KWBA is using these parameter data for their own 
modeling calculations.  Lacking any corroborating data to improve the reliability in the 
parameter value, we have chosen to use the KDSA reported value of S = 0.02 anyway as our 
base case value for storativity because it was close to our expected range of values and it was 
also the value reported and used by the Kern Water Bank, the nearest neighbor to the Strand 
Ranch project  Our use of the 1997 KWB storativity value of S = 0.02 is for attempted 
consistency with previous work for-, and for general acceptability to-, the Kern Water Bank and 
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is neither intended to be construed as our acceptance nor our verification that these values 
represent the true values within the aquifer. 
 
Transmissivity (T) and Conductivity (K).  One T-value for this scope of work is based on our 
re-interpretation19 of the ID4 well test of December, 2002.  As previously mentioned, we 
reviewed the KDSA report, disagreed with the KDSA findings, and re-calculated the T & S 
values using the correct theoretical assumptions and validity conditions for the method.  
 

Based on our re-analysis, the correctly determined value of transmissivity is T = 20,000 
ft2/d.  The chief concern is that the test well covers a different completion interval and is about 
6 miles from our current area of interest so that the T & S values may not be representative of 
the conditions near the Strand Ranch.  Based on an unpublished, proprietary study by SSS, we 
have data which tentatively suggests that the average aquifer transmissivity under the Rosedale 
- Rio Bravo Water Storage District under the east half of township 29s/25e and the west half of 
29s/25e is in the range of 18,000 - 24,000 ft2/d.  This large area is immediately north of the 
current project site and suggest that perhaps an aquifer transmissivity around 18,000 - 20,000  
ft2/d within ± 20% may be representative of the producing zone in the study area as well. 
 

                                           
19Crewdson, robert, A., 20 July, 2004, An Evaluation of Well Placements and Potential Impacts of the ID4 /  Kern 

Tulare /  Rosedale - Rio Bravo Aquifer Storage and Recovery Project, Bakersfield, California, Sierra Scientific 
Services, Bakersfield, Ca. 

We also reviewed the 1997 KDSA Report and focused on the T and K data which they 
attributed specifically to the areas of the Kern Water Bank immediately adjacent to the Strand 
Ranch project site, i.e., KWB Area 3, Area E, and Area S.  The reported K values for the three 
surrounding areas (1997, Table 1, p. 14) have an average value of K = 57 ft/d which is the same 
as the KDSA reported K-value for the shallow aquifer under Area E alone (1997, p. 13, HCvert 
= 430 gpd/ft).  The values are reportedly calculated from the observed rise in water levels under 
recharge ponds in 1995 - 1996, using the 1978 Bouwer formula.  Unfortunately, KDSA 
provided no data, formulas, or calculations so these findings are completely uncorroborated.  
Based on our familiarity with the Bouwer method (Bouwer, 1978, section 8.3.1, pp. 279-288) 
we observe that such a calculation would be very much more complex than the otherwise 
simplistic handling of data presented in the rest of the KDSA report. Nevertheless, if these 
findings were to be accepted as is, they would appear to be unique in that they represent a 
departure from using the DWR computer model data that is the basis for all of the other 
reported parameters (1997, p.12).   
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In our attempt to use aquifer parameter values that will be found acceptable by the Kern 

Water Bank Authority, we chose to use this reported value of K = 57 ft/d and have calculated 
an aquifer transmissivity for the 300 ft thickness of the producing zone of T = 17,100 ft2/d.  
This value is close to, but less than our range of expected values of T for the same interval.  
Given the complete lack of verifiable data in the area, we have no basis to prefer one set of 
parameter values over another.  If this T-value proves to be too low in subsequent testing, then 
the predicted hypothetical drawdowns will have been too large.  For all T-values in the real 
aquifer that are larger than our assumed base case value of 17,100 ft2/d, the actual drawdowns 
will be less than those we have calculated in this study.  Since there is a body of other data, 
even though of questionable value in our opinion, which reports a wide range of possible and 
particularly much higher values of T, we have treated T as one of our free parameters which we 
vary in our modeling sensitivity analysis.  The sensitivity analysis was based on a range of 
hydraulic conductivity values of 40 < K < 100 ft/d. 
 
Aquitard leakage factor (B).  The mathematics of leakage occurs in the flow equation in 
the form of what is referred to as the Hantush leakage factor (B) and B is related to known 
parameter values according to the formula B = (T/L�)½ .  In the project area, the high- 
permeability zones of the aquifer are sandy sediments and the low-permeability zones are silty 
sediments.  These silty sediments are the aquitards which retard the vertical flow of water 
between the sandy layers of the aquifer.  Based on our measurements and estimates of the 
relevant properties, we estimate that the value of B varies in the range of about 3200 � B �  
10,000 and we have used a value of B = 6000 as our base case value. 
 

Both Swartz (1995) and Schmidt (1997) quote generic values for vertical hydraulic 
conductivity (Kv)for the Kern Water Bank area (see Exhibit 2) ranging from .0004 - .0027 ft/d 
which are within the two orders of magnitude of typical textbook values for silty sediments.  
Swartz (1995, p.116) indicated that the selected DWR values were guessed at and did not work 
very well in their computer models and had to be changed to other, unreported values.  Schmidt 
reported (1997, p.11) that their Kv values were determined from long- term well tests performed 
in the KWB area in 1990 - 1991 but we do not know how this might have been done, since Kv 
cannot normally be determined from a well test.  Moreover, Schmidt did not present either the 
well locations, test methods, test data, or calculations so we cannot independently verify the 
reported values or their relevance to the project area.  Except that these reported values fall 
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within the range of expected textbook values for silty sediments, we place no particular 
credibility in the representativeness of these particular values of Kv.  We do not know of any 
other reported pump test data which provide a determination of the vertical hydraulic 
conductivity of the local sediments. 
 

There are several reported measured values of vertical hydraulic conductivity Kvsand for 
both sand and silt samples collected in the area of interest.  RRB (Crewdson, 2003) and the City 
of Bakersfield (COB, 2000) separately reported independent sediment permeability data which 
are based on laboratory core analyses of shallow unconsolidated sediments which have been 
retrieved from boreholes down to 120 ft deep.  The RRB sand samples had a Kvsand = 18 ft/d 
and the COB sand samples had a Kvsand = 112 ft/d.  The RRB silt samples had a Kvsilt = 0.038 
ft/d and the COB silt samples had bimodally distributed values of Kvsilt = 0.3 and  Kvsilt = 0.03 
ft/d.  Based on these core- sample data, we observe that the local silty sediments are about 500 - 
1000 times less permeable than the local sandy sediments.   
 

Based on the Kv/Kh ratio for these sediment analyses and the well-test value of KHsand = 
80 ft/d, we estimate that the range of vertical hydraulic conductivity of the silty intervals is 
about 0.04 < KVsilt < 0.16 ft/d with an average estimated value of KVsilt = 0.08 ft/d .  Finally, we 
have estimated the aquitard thickness (b�) based on E-logs and dimensional considerations to be 
50 - 100 ft thick and have calculated a range of values of leakance (L�) and Hantush leakage 
factor (B) accordingly.  We have selected an average value of B = 6000 ft for base case 
drawdown calculations and a range of 3200 � B � 10,000 for sensitivity analyses. 
 
Water Levels and Groundwater Gradients. For the calculation of drawdown impacts, we have 
initially assumed that the regional gradient in the test area is zero so that all model impacts are 
superimposed on an initially flat water table.  We set our reference elevation to be zero at the 
initial water table rather than at ground level or at mean sea level so that all calculated 
drawdowns are relative to the initial water table.  This device allows us to easily observe just 
the predicted pumping- induced drawdown at any location without the complicating effects of 
the natural gradient. 
 

However, in order to perform particle trajectory and capture zone analyses, we must 
superimpose the calculated pumping- induced drawdowns on a realistic approximation of the 
natural water table gradient.  We based our approximations on observed historical water table 
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behavior for wet and dry climatic conditions in which the unimpacted natural groundwater 
gradient is northwesterly at -10 to -30 ft/mile.  The greater impact during dry conditions is the 
distortions in the water levels due to pumping of non-project wells in the immediate area so we 
have prepared one scenario in which the impacts of the local Kern Water Bank wells were 
included in the drawdown model.  The pumping rates for the KWB wells were obtained from 
KWB published data. 
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Exhibit 3. 
Limitations of the Analyses. 
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Exhibit 3. 
Limitations of the Analyses. 

 
 

SSS has evaluated several sets of base case and non- base case operating scenarios and 
aquifer conditions to determine the predicted impacts of a hypothetical  Strand Ranch pumping 
program.  The uncertainties in the calculated results are due to several factors which we briefly 
summarize in this Exhibit.   
 
Non - project wells.  

There are three issues related to the impact of non- project wells in the local area.  The 
first issue is the effect of water table decline due to the pumping of these non- project wells 
which is in addition to, and superimposed upon, the drawdown caused by the project wells.  We 
have not included any hypothetical scenarios which takes this into consideration. 
 

The second issue is that these non- project wells are removing water from aquifer 
storage which is not included in the project water balance.  Even though the project, by design, 
will remain in balance, the local area may still suffer a net shortage of recharge depending on 
the operations of other parties which may create a net decline in water levels, which will 
ultimately change the aquifer behavior from semi-confined to unconfined.  We have already 
recognized this hypothetical condition in our general analysis, and it is important to recognize 
the potential for shallow aquifer dewatering by the pumping of non-project wells. 
 

The third issue is that non- project wells create capture zones of their own which extend 
outward into surrounding areas which are outside of the capture zone limit of just the project 
well field alone.  It is possible that these surrounding wells may draw contamination into the 
project area that would not have arrived here otherwise.  Such a capture analysis is outside the 
scope of this analysis.  While there are limits to the possible magnitude of this potential impact, 
the wells of greatest potential concern would be wells which are close to the project well field 
and those which are to the east or south of the well field. 
 
 
 
Changes in the groundwater gradient. 
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The Strand Ranch ASR Project is near, but northwest of, the recharge axis of the Kern 
Fan recharge mound.  Based on KCWA groundwater elevation maps for the area, we have 
observed historical changes in overall water levels and changes in the groundwater gradients as 
the climate swings from wet to dry conditions.   
 

The depths to groundwater under the Project site fluctuate significantly due to the rise 
and fall of the Kern Fan recharge mound under the influence of the regional climatic wet/dry 
cycle.  During consecutive dry years the groundwater may be 150 - 170 ft deep such as in 1990 
- 1994, whereas during consecutive wet years the groundwater under the site may be 20 - 70 ft 
deep such as in 1995 - 1998.  The unimpacted, natural groundwater gradient under the Project 
site in dry years trends northwesterly at -10 to -15 ft/mi WNW and in wet years trends 
northwesterly at -20 to -30 ft/mi NW.  
 

The unimpacted, natural groundwater gradient under the Project site in wet years trends -
20 to -30 ft/mi NW’ly (for example, see KCWA groundwater elevation map for Spring, 2001.)  
During a dry cycle, the absence of recharge in this stretch causes a shallower, more westerly -
10 to -15 ft/mi WNW unimpacted, natural gradient to dominate.  However, dry years are also 
characterized by heavy pumping in the Kern Fan banking projects.  The groundwater pumping 
within the Kern Water Bank in the areas adjacent to the Strand Ranch project site has 
historically been observed to cause reversals, depressions, and/or other complexities in the 
groundwater gradient under the Strand Ranch project site  (for example, see KCWA 
groundwater elevation maps for Spring, 1993 or Spring, 1994).  
 

Similar large water level fluctuations in the future will create potential design and 
operating challenges for the placement and operation of downhole pumps in the Strand Ranch 
water recovery wells.  The evaluation of such potential factors is entirely outside the scope of 
this work program. 
 

We also recognize that such historical water level fluctuations and gradient changes have 
already affected the downgradient location of the observed shallow-aquifer brine plume which 
has migrated under the project site from an unspecified off-site, upgradient location.  We expect 
that future gradient changes will continue to impact the known plume and may cause potential 
but as-yet unrecognized contaminant plumes located outside of, but close to, the long term 
project well-field capture zone limit to move into the capture zone.  The reverse is not really 
possible, i.e., contaminant plumes leaving the capture zone, because even though particle 
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trajectories say it is possible, actual contaminant migration invariably leaves in situ residues 
behind in its pathway which linger as continuing in situ sources of low- grade contamination for 
many years thereafter.  We have not included the unknown future fluctuations in water levels or 
ground water gradient in our analysis. 
 
Uncertainty in predictive modeling. 

There are several causes of uncertainty in the outcome of a predictive forecast and it is 
useful to keep the relative importance of these causes in perspective.   
 

Natural variability.  The single most significant cause of uncertainty is natural 
variability, i.e., the complexity, heterogeneity, and randomness in the real world which are 
impossible to fully identify or evaluate at relevant scales of measure.  In this project, we know 
that the aquifer is more complex in ways which we may or may not recognize but can’t model 
because of insufficient data.  For example, we know that the silty layers seen in the E-log of 
one well rarely correlate with the silty layers seen in adjacent wells.  But we can’t model all of 
these individual layers because we don’t actually know where they start and end in the 
unobserved spaces between wells.  The same is true for boundaries which are there but have not 
yet been detected by the existing investigations.   
 

We must therefore try to represent the known or suspected complexity with a simpler 
component within our model which best approximates the expected behavior of the real earth 
by lumping the complex properties together in the form of a simpler analog.  The practice of 
“lumped parameter” modeling is a simplification of choice as well as necessity.  Even if it were 
possible to represent every sand grain and every pore space in the aquifer, the increase in 
microscopically detailed complexity may not contribute anything to improve the accuracy or 
reliability of the results.  It is one of the hard-won skills of good modeling to know when and 
where a simpler approximation will be an effective and accurate representation of the real 
system. 
 

A corollary effect of natural variability is that the true aquifer parameters will always be 
somewhat different than those in the model at some place or at some time.  Even if we could 
precisely determine the true average value for every parameter, those local parts of the aquifer 
which are higher or lower than the average value and have observation wells located in them, 
will be observed to behave differently than predicted by the model.  Since predictive modeling 
is often used before projects have begun, it is often true that a sufficient amount of good data 
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doesn’t even exist to estimate the average properties of the aquifer let alone map the full range 
of variability at all locations.  Often a sufficiency of data doesn’t exist until such a project has 
operated for many years.  So, when comparing a predicted behavior to a subsequently observed 
behavior, it would be a mistake to treat point- by- point differences as a parameter error when 
those differences can be adequately explained as being caused by simple, undeterminable, 
natural variability about an average value. 
 

Another effect of natural variability applies to the inability to predict future naturally- 
occurring or manmade events or behaviors, in addition to the variability in physical properties.  
For example, highly variable weather conditions can deviate significantly from average 
behavior without being considered anomalous, so that any particular predicted event has a 
significant chance of being different than the actual occurrence even though the prediction is a 
“correct” one.  For these types of conditions, the correct prediction is actually a set of 
predictions covering the full range of possible values, with a probability of occurrence attached 
to each one.  So in this project, we predict aquifer drawdowns due to pumping and our model 
stipulates that the actual future drawdown behavior will be controlled in part by the amount and 
timing of recharge which is controlled by the climatic weather cycle.  
 

Judgment.  The second significant cause of uncertainty is errors in judgment by the 
modeler, including such mistakes as selecting an inapplicable model or poor model parameters, 
doing the work incorrectly, or failing to recognize and correct “catchable” mistakes.  These 
errors in judgment range from making an informed choice under difficult conditions or with 
very little data to blatant mistakes.  There is probably little chance of a non- expert catching 
errors in judgment other than, perhaps, blatant mistakes.   
 

In our opinion, there are three ways for a client to try to minimize judgment errors.  The 
first is to use a modeler who clearly has the education, the background, and the experience to do 
the job correctly to begin with.  The second is to get a thorough presentation of the work (model 
and results) and, if necessary, get second opinion from a qualified expert.  The third is to take 
the time to learn enough basics to make a critical review of the work.  After all, the accuracy of 
your own work may depend on these results.  And then, require clear, complete, and verifiable 
documentation beyond simple numerical QA/QC with any modeling project and simply 
evaluate the work product for logic, consistency, clarity, and credibility. 
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Expectation.  A third cause of uncertainty is errors of expectation on the part of an 
inexperienced modeler or the final user of the predictive output.  Errors of expectation can 
include expecting too much and expecting too little.  Unreasonably high expectations often 
come from a lack of understanding of the issues of natural variability.  Examples of such errors 
of expectation include the assumption that there is only a single possible answer or that it is 
single- valued; that the answer is precise and accurate and, if correct, will be verified to a high 
degree by the actual observed outcomes; that the answer must be right because modeling is a 
numerical procedure and computational accuracy is mistaken as being the same as 
representational accuracy; or that the modeling procedure is wrong or useless or that mistakes 
must have been made if the predicted results and actual results disagree in some way.   
 

Low expectations often come from a lack of understanding of how powerful and 
sophisticated predictive modeling can be in the hands of a competent expert.   Many business 
people, policymakers, engineers, and consultants go about their particular business unaware 
that predictive modeling tools exist for almost every type of process or system including 
groundwater phenomena such as the flow behavior of rivers, water supply reliability, weather 
patterns, basin analysis, flow behaviors, and contaminant plume migration.   
 

Unlike errors of judgment by a trained practitioner, errors of expectation are not a matter 
of right or wrong.  Getting it wrong while learning what to expect is the normal process for all 
of us.  The lesson is that if modeling is not part of one’s expertise, then 1. hire an expert rather 
than trying to do it yourself, 2. talk to your expert about reasonable expectations, and 3. learn 
something about the required inputs, the process itself, and the form of the expected output so 
you can bring some critical review to the results.   
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Exhibit 4. 
Drawdown Analysis of Proposed Wells 

Located Within the RRBWSD Service Area. 
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Exhibit 4. 
Drawdown Analysis of Proposed Wells 

Located Within the RRBWSD Service Area. 
 

One of the design objectives of the proposed Strand Ranch Aquifer Storage and 
Recovery Project is to provide all of the project benefits to the project participants while 
minimizing the potential, adverse, impacts on the environment, the project itself, and on 
adjacent entities.  The adverse impacts of primary concern include well interference within the 
project well field and drawdown impacts to non-project wells in the surrounding area.   
 

We have already discussed the proposed design practices for the Strand Ranch well field 
to minimize these impacts in the main text of the Report.  The project also proposes to use an 
additional, available, alternate mitigation measure as necessary or as beneficial which is to 
reduce the rate and/or duration of pumping from the Strand Ranch onsite project wells which 
would otherwise be necessary by recovering water, by mutual agreement, from up to three wells 
located off the project site and within the adjacent Rosedale - Rio Bravo Water Storage District 
serv ice area.  
 

As part of a pre-existing proposed well field program, RRBWSD agrees to provide a 
priority right of use to up to three wells located on or near the existing Paul Enns Recharge 
Ponds Facility (in Sec 34, T29s/R25e) or along the Goose Lake Slough upstream of the Enns 
Facility (on or near the north section lines of Sec 35 or 36, T29s/R25e). 
 

We have modeled the predicted recovery-well drawdowns for four hypothetical well 
scenarios on the RRBWSD property.  All scenarios assume that every well pumps at a nominal 
rate of 10 af/d (5 cfs).  The four scenarios include: 1. five wells (5-spot pattern in a 160-acre 
area) in the Enns Recharge Pond Facility; 2. three wells (3 in-line at 1/3-mile spacing) just 
south of the north section line of Sec 35; 3. three wells (3 in-line at 1/3-mile spacing) just north 
of the north section line of Sec 36; or 4. All eleven wells operating simultaneously. 
 

The drawdowns have been calculated and plotted on a rectangular base map covering a 
2-mile N/S by 5-mile E/W area centered on the 11-well array (see, at the end of this text, Maps 
4-1, 4-2, 4-3, & 4-4, for the pumping scenarios 1 - 4, respectively).  This study area is bounded 
on the north side by Rosedale Highway and on the south side by Stockdale Highway.  The main 
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impact-areas-of-concern include the northernmost portions of the Kern Water Bank which lie to 
the south of the proposed RRBWSD well field.  The northernmost boundary of the Kern Water 
Bank in Twp 25E runs E/W parallel to- and  ½-mile south of- Stockdale Highway. 
 

In all well-field pumping scenarios, the maximum predicted drawdown at or just south of 
Stockdale Highway is 5 ft and by easy extrapolation, the maximum predicted drawdown ½-mile 
south of Stockdale Highway is less than 2 ft (Maps A01, A14, A15, and A21, included in this 
Exhibit).  The northernmost three KWB wells are all 3/4 to 1-mile south of Stockdale Highway 
where we predict that the maximum drawdown (from the 11-well scenario) would be less than 
1 ft, and for any three-well scenario, the maximum predicted drawdown at the closest KWB 
wells is a fraction of 1 ft. We conclude that there will be no significant adverse impact to any 
non-project wells outside of the District due to the hypothetical case of pumping of all eleven 
wells in the proposed RRBWSD well field.   
 

We also conclude that the expected impacts due to pumping of any three wells at any 
three locations within the proposed RRBWSD well field, whether clustered or separated, will 
have maximum drawdown impacts of less than 2 ft south of Stockdale Highway, and less than 1 
ft at locations within the boundary of the Kern Water Bank. 
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Exhibit 5. 
Catalog of Drawdown and Mound Analyses. 
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Exhibit 5. 
Catalog of Drawdown and Mound Analyses. 

 
SSS evaluated several sets of base case and non- base case conditions to illustrate the 

calculated drawdowns for purposes of comparison and evaluation.  The best way to compare 
variations is to look at the maps to observe the changes in drawdown at locations of interest 
with respect to the changes in the free parameters and remember that the parameter changes are 
intended to reflect hypothetical changes in the real aquifer properties which affect the 
groundwater behavior.  All maps cover nine sections centered on sec 02, T30s, R25e at a scale 
of approximately 1inch = 2290 ft.  The model space is an 80x80-cell grid which is marked on 
the map margins; each cell represents 200x200 ft in real space.  All maps include reference 
markers at the NE, SE, SW, and NW corners of section 02.  
 

We have compiled a set of introductory maps (Set 0) showing the well locations, 
groundwater gradient scenarios, and parameter sensitivity variations in the absence of project 
pumping.  We have compiled the data sets into groups of drawdown analyses (Sets 1 - 3) with 
or without particle trajectories, and a group of other special-case analyses (Sets 4 - 7) which are 
illustrative of other issues but not necessary to the basic drawdown impact scope of work.  
From the drawdown analyses, we have tabulated the observed drawdowns within the Strand 
Ranch well field, within the overall Strand Ranch project site, within the surrounding eight 
sections which comprise the study area, and outside the study area perimeter.  
 

We list the complete set of drawdown analyses in the catalog below. 
 
Set 0. Basic model data. 

·     Map B40 - B43, well location maps. 
·     Map B0, B22, base case drawdown, w/o and w/ GW gradient. 
·     Map B39, GW gradient (GWG) only. 

 
Set 1. Variations in aquifer model. 

     · Map B0 - B2; B = 3200, 6000, 10,000. 
     · Map B0, B3 - B6; K = 57, 100, 80, 50, 40 ft/d. 
     · Map B0, B7 - B10; t = 300, 10, 30, 100, 1000 days. 
     · Map B0, B11 - B12; leaky, confined, unconfined. 
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Set 2. A.  Variations in well operation without GW gradient. 

     · Map B0, B14, B16, B18, B20, D1; wells 1-9, 12356, 4789, 13579, 2468, 1-7. 
B.  Variations in well operation with GW gradient. 

     · Map B22, B15, B17, B19, B21, D2; wells  1-9, 12356, 4789, 13579, 2468, 1-7. 
 
Set 3. Variations in particle tracking. 

     · Map B23 - B25; steady-state 10 & 5-yr, transient 10-yr. 
 
Set 4. Special cases comparing 1760-ft and 1320-ft Strand Ranch well spacing. 

     · Map B26, B38; WL diff between SR 1-9 (1760-ft) and SR 11-19 (1320-ft). 
     · Map B27 - B28; wells SR 11 - 19, 1320-ft spacing, w/o and with GW gradient. 

 
Set 5. Special cases comparing Strand Ranch drawdowns with Kern Water Bank drawdowns. 

     · Map C1-C3; SR only, SR & KWB1, KWB1 only,  
     · Map C4 - C6; KWB1 w/GWG, SR & KWB1 w/GWG, SR only w/GWG 
     · Map B29 - B31; KWB1 no GWG, ref change, KWB1 w/GWG 
     · note: KWB1 - 03R and 11C at setback locations. 

 
Set 6. Special cases comparing Strand Ranch drawdowns with Kern Water Bank drawdowns. 

     · Map B33; KWB2 drawdown.  (KWB2 - 03R & 11C on property boundary). 
     · Map B34 - B35; diff calc shows net areas of SR or KWB drawdowns. 
     · Map B36 - B37; SR & KWB2 total drawdown, with & w/o GWG. 

 
Set 7. Drawdown impacts on Strand Ranch related to KWB wells 11C and 03R. 

     · Map E1 - E2; old locations, setback locations. 
     · Map E3 - E4; net diff calc, transient & steady-state. 
     · Map E5 - E6; same except for 11C only.    

 
Set 8. Re-run of key models. 

     · Map F1 - F15; 9-,7-, & 5-well cases w/wo GWG & particle trajectories. 



ATTACHMENT 16F 

Kern County Water Agency, 1991:  Study of the Regional Geologic Structure 
Related to Groundwater Aquifers in the Southern San Joaquin Valley Groundwater 

Basin, Kern County, California (September, 20, 1991). 

 

































































































































































































Hydrogen Energy California (08-AFC-8) Response to Workshop Request 17 
Responses to CEC Requests from April 12, 2010 Workshop Soil and Water Resources 

 17-1 R:\10 HECA\DRs\WRs\CEC WR.doc 

WORKSHOP REQUEST 

17. Please provide a copy of the water supply agreement BVWSD. 

RESPONSE 

The Applicant will provide a copy of the water supply agreement prior to the CEC’s issuance of 
the Final Staff Assessment. 



Hydrogen Energy California (08-AFC-8) Response to Workshop Request 18 
Responses to CEC Requests from April 12, 2010 Workshop Soil and Water Resources 

 18-1 R:\10 HECA\DRs\WRs\CEC WR.doc 

WORKSHOP REQUEST 

18. Please provide a copy of the MODFLOW and MODPATH modeling files. 

RESPONSE 

The requested modeling files are being submitted under confidential cover. 



Hydrogen Energy California (08-AFC-8) Response to Workshop Request 19 
Responses to CEC Requests from April 12, 2010 Workshop Soil and Water Resources 

 19-1 R:\10 HECA\DRs\WRs\CEC WR.doc 

WORKSHOP REQUEST 

19. Please provide a map with well locations in the proposed Buena Vista Water 
Storage District Brackish Groundwater Remediation Program Well Field. 

RESPONSE 

Attached Figure 19-1 presents the requested information. 
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WORKSHOP REQUEST 

20. Please provide the well specifications for the wells included in the field data 
acquisition program.  Include well depth in feet below ground surface, top and 
bottom screened interval, well type, and recent years’ water levels.  Please also 
include the Department of Water Resources (DWR) Well Completion logs. 

RESPONSE 

On April 29, 2010, the Applicant docketed the Draft Hydrogeologic Data Acquisition Report 
(March 2010) and its Addendum (April 2010).  This Report and its Addendum contain well 
construction information, Department of Water Resources (DWR) logs, and water level 
information.  Summaries of well specifications are presented in the Report Addendum's Revised 
Table 3, DWR logs are presented in the Report's Appendix A, and recent water level data is 
provided in the Report's Appendix C. 

Applicant has been informed by the CEC that they have received the DWR well completion logs 
from DWR. 
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Technical Area:  Cultural Resources 
Technical Leads:  Michael McGuirt and Sarah Allred 

WORKSHOP REQUEST 

21. An archaeological site has been identified in the Controlled Area.  Will the 
Controlled Area have a fence or barrier?  Please explain how HECA will control 
future uses of the land in the Controlled Area. 

RESPONSE 

Hydrogen Energy California LLC (HECA LLC) intends to limit public access to the Controlled 
Area; however, the specific means for doing so have not yet been determined.  In the event that 
a fence or physical barrier is proposed, the Applicant will provide the proposed design and 
construction methods to the CEC for review.  HECA LLC currently has no plans to use the 
Controlled Area for any use other than the current agricultural use.  HECA LLC will seek CEC 
review and approval of any proposed use of the Controlled Area that is more intensive than 
agricultural production. 
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WORKSHOP REQUEST 

22. Please evaluate any unevaluated archaeological sites that cannot be avoided by 
the HECA Project for eligibility for inclusion on the California Register of Historic 
Resources. 

RESPONSE 

As mentioned previously, it is the Applicant’s plan to avoid all cultural resources.  In the event 
that a site cannot be avoided due to avoidance of other resource areas (e.g., biological 
resources), the Applicant commits to evaluating for eligibility, prior to the final project approval, 
any unevaluated archaeological sites that may be affected. 
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WORKSHOP REQUEST 

23. Please design an geoarchaeological field study that includes soil profiling within 
the Project Site where the deepest trenching would occur, and along the linears at 
old stream or water crossings.  The CEC proposes a sampling of ten to 20 percent 
of old stream or water crossings along the linears 

RESPONSE 

At the Project Site, the Applicant will conduct geoarchaeological soil profiling and 
characterization concurrently and in conjunction with requisite geotechnical investigations.  The 
focus of this effort will be to characterize subsurface depositional sequences and identify 
paleosols and/or stable buried land surfaces that are of appropriate age and depositional 
character to potentially preserve buried archaeological resources.  Archival research 
(documented in the responses to CEC Set One Data Requests Nos. 77 through 79) indicates 
that there is a potential for buried archaeological resources, based on the general environmental 
setting and depositional history of the Project Site vicinity.  Once a development plan has been 
finalized for the Project Site, an exploration plan for the combined geotechnical/
geoarchaeological investigations will be developed, focusing on those areas with the deepest 
project impacts.  Depending on site conditions, subsurface explorations may include mechanical 
trenching and/or direct-push coring.  Based on these explorations, a representative number of 
measured profile drawings will be completed for the Project Site.  If paleosols are observed, 
radiometric dating techniques may be used to better characterize the potential for buried 
archaeological resources.  During trenching activities, at least one additional archaeologist will 
be on site to assist in the monitoring and sorting of spoils excavated from the geoarchaeological 
trenches.  Rakes and other hand tools will be used to actively sort through material as it is 
excavated from each trench. 

Along the linear alignments, the Applicant will commit to send the CEC-approved 
geoarchaeologist to profile and characterize exposed sediments for a representative sampling 
(approximately 20 percent) of old stream channels or water crossings.  Once engineering and 
design (including the proposed depths of the linear components under consideration) have been 
finalized, an exploration plan for the geoarchaeological investigations will be developed, 
focusing on those crossings with the most complete subsurface profiles.  A representative 
number of measured profile drawings will be completed for these crossings and, if paleosols are 
observed, radiometric dating techniques may be used to better characterize the potential for 
buried archaeological resources.  Based on archival research (documented in the responses to 
CEC Set One Data Requests Nos. 77 through 79) it is anticipated that there is a low 
preservation potential along these linear portions of the Project area, due to a landscape history 
dominated by an erosional regime.  This field effort will be used to either confirm this conclusion 
or identify those areas that may have buried site potential, and may therefore require 
archaeological monitoring during linear construction activities. 

The information from both of these field geoarchaeological efforts will be used to refine and/or 
modify those portions/depths of the Project area that were determined to have the potential for 
buried archaeological resources (see the responses to CEC Set One Data Requests Nos. 77 
through 79) and thus require focused archaeological construction monitoring. 
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Technical Area:  Air Quality 
Technical Lead:  William Walters 

WORKSHOP REQUEST 

24. (a) Check the earthmoving equipment (i.e., grader and scraper) mileage, why 
was 0.1 miles per day per vehicle used? 

(b) Explain why unpaved road dust emissions were estimated using South 
Coast Air Quality Management District (SCAQMD) emission factors instead 
of using EPA AP-42 emission factors. 

(c) Correct Table 4-1 in the Response to CEC Set One Data Request Number 4.  
Travel on unpaved roads PM10 and PM2.5 emissions are not correct. 

(d) Compare the emissions resulting from calculation with SCAQMD and EPA 
AP-42 fugitive dust emissions factors. 

RESPONSE 

Fugitive dust emissions from the scrapers and dozers traveling on unpaved road surfaces were 
calculated using a distance of 0.1 mile, and a distance of 0.5 mile for the graders.  This is 
reasonable because the vast majority of fugitive dust generated from these pieces of equipment 
will be from the acts of scraping, grading, and dozing, which will occur for 6 hours per day per 
piece of equipment.  For months 1 through 12, daily travel for the scrapers and graders was 
assumed to be 1.2 and 6 miles, respectively, during earthmoving activities.  Scraping and 
grading activities will only occur in the first year of construction.  The fugitive dust calculated 
from these activities, as opposed to scrapers and dozers traveling on unpaved road surfaces, 
accounts for nearly all the fugitive dust emissions associated with this equipment.  Furthermore, 
these pieces of equipment would not travel long distances just moving about the site. 

In the Revised AFC and the responses to CEC Set One Data Requests Nos. 3, 4, and 57, 
fugitive dust emissions from travel on unpaved roads were calculated using the emission factors 
from the South Coast Air Quality Management District (SCAQMD).  The SCAQMD factors were 
used in the Revised AFC analysis because they incorporate the speed of vehicles on the road, 
and the U.S. Environmental Protection Agency’s (U.S. EPA’s) AP-42 factors do not.  It was 
believed that the SCAQMD factors would better represent the activity and would reflect the 
emission reduction from the reduced speed, which is normally used as a mitigation measure. 

Fugitive dust emissions from travel on unpaved roads were calculated using the emission 
factors from the U.S. EPA’s AP-42 guidance, in response to the discussion at the April 12, 2010 
CEC Workshop, and compared to the emissions using the SCAQMD emission factors.  Note 
that the unpaved roads for the Project Site will be graveled.  The resulting emissions are 
summarized in Revised Tables 3-1, 3-2, 4-1, and 4-2 below.  The revised tables summarize the 
fugitive dust emissions from travel on unpaved roads using AP-42 and SCAQMD factors for 
comparison purposes.  Revised Table 4-1 also presents the corrected emission rates for 
particulate matter less than or equal to 10 and 2.5 microns in diameter (PM10 and PM2.5) for 
travel on unpaved roads. 

The emissions are presented below for two short-term and two annual time periods.  This was 
done to ensure that the maximum emissions period was captured.  As described in the 
responses to CEC Set One Data Requests Nos. 3a, 3b, and 3c, the original analysis in the 
Revised AFC modeled Month 21 as the worst-case short-term period and Months 17 through 28 
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as the worst-case annual period.  With the inclusion of the additional fugitive dust-generating 
equipment (graders, scrapers, and dozers), it was found that maximum emissions of some 
pollutants were predicted to occur in Month 1 (short-term) and Months 1 through 12 (annual).  
Therefore, all periods mentioned above are examined to ensure the maximum emissions were 
captured.  It should be noted that the annual emissions from unpaved roads for both time 
periods decreased compared to what was previously reported in the responses to Data 
Requests Nos. 3 and 4 due to an overestimation of the annual vehicle miles traveled. 

The tables show that the dust emissions are predicted to be higher when the AP-42 emission 
factor is used, although, the annual PM10 emissions will still be below the General Conformity 
Rule (GCR) de minimis threshold regardless of which emission factor is used.  Note that 
Revised Table 57-1 presents the construction emissions using the SCAQMD emissions factors.  
In addition, the modeling analysis showed that PM10 emissions, with background included, 
would exceed ambient air quality standards (AAQS), because the background concentration 
exceeds the AAQS.  To mitigate this, offsets will be surrendered before the construction period.  
Therefore, it was determined that if the unpaved road emission factor were changed to the 
U.S. EPA AP-42 factor, the outcome of the analysis would not be changed. 

The supporting documentation and calculations for this data response are included as Revised 
Attachment 3-1, and include the calculations of fugitive dust from all sources, including 
calculations for travel on unpaved roads based on SCAQMD factors and based on AP-42 
factors. 

Revised Table 3-1 
Total Annual Fugitive Dust from Onsite Equipment – Month 1 

Using SCAQMD Unpaved 
Road Dust Factors 

Using AP-42 Unpaved 
Road Dust Factors 

Activity 

PM10 
Emissions 
(lbs/day) 

PM2.5 
Emissions 
(lbs/day) 

PM10 
Emissions 
(lbs/day) 

PM2.5 
Emissions 
(lbs/day) 

Grading 0.4362 0.0354 0.4362 0.0354 

Bulldozing 51.0596 16.9147 51.0596 16.9147 

Dirt Piling 1.0832 0.1640 1.0832 0.1640 

Storage Piles 1.6313 0.3393 1.6313 0.3393 

Travel on Unpaved Roads 6.7822 1.4378 21.3868  2.4523 

Total 60.99 18.89 75.60 19.91 
Notes: 

lbs/day = pounds per day 
PM10 = particulate matter less than of equal to 10 microns in diameter 
PM2.5 = particulate matter less than of equal to 2.5 microns in diameter 
SCAQMD = South Coast Air Quality Management District 
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Revised Table 3-2 
Total Annual Fugitive Dust from Onsite Equipment – Months 1-12 

Using SCAQMD Unpaved 
Road Dust Factors 

Using AP-42 Unpaved Road 
Dust Factors 

Activity 

PM10 
Emissions 
(tons/year) 

PM2.5 
Emissions 
(tons/year) 

PM10 
Emissions 
(tons/year) 

PM2.5 
Emissions 
(tons/year) 

Grading 0.3498 0.0283 0.3498 0.0283

Bulldozing 4.6805 1.5505 4.6805 1.5505

Dirt Piling 0.0357 0.0054 0.0357 0.0054

Storage Piles 0.4763 0.0991 0.4763 0.0991

Travel on Unpaved Roads 1.0898 0.2310 4.2152 0.4215

Total 6.63 1.91 9.76 2.10
Notes: 

Emissions during Months 1 through 12 include offsite unpaved road dust. 

PM10 = particulate matter less than of equal to 10 microns in diameter 
PM2.5 = particulate matter less than of equal to 2.5 microns in diameter 
SCAQMD = South Coast Air Quality Management District 

 
Revised Table 4-1 

Total Fugitive Dust from Onsite Equipment – Month 21 

Using SCAQMD Unpaved 
Road Dust Factors 

Using AP-42 Unpaved 
Road Dust Factors 

Activity 

PM10 
Emissions 
(lbs/day) 

PM2.5 
Emissions 
(lbs/day) 

PM10 
Emissions 
(lbs/day) 

PM2.5 
Emissions 
(lbs/day) 

Dirt Piling 1.2298 0.2558 1.2298 0.2558

Storage Piles 1.6313 0.3393 1.6313 0.3393

Travel on Unpaved Roads 16.6151 3.5224 92.3095 9.2310

Total 19.48 4.12 95.17 9.83
Notes: 

lbs/day = pounds per day 
PM10 = particulate matter less than of equal to 10 microns in diameter 
PM2.5 = particulate matter less than of equal to 2.5 microns in diameter 
SCAQMD = South Coast Air Quality Management District 
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Revised Table 4-2 
Total Annual Fugitive Dust from Onsite Equipment – Months 17 – 28 

Using SCAQMD Unpaved 
Road Dust Factors 

Using AP-42 Unpaved 
Road Dust Factors 

Activity 

PM10 
Emissions 
(tons/year) 

PM2.5 
Emissions 
(tons/year) 

PM10 
Emissions 
(tons/year) 

PM2.5 
Emissions 
(tons/year) 

Dirt Piling 0.0357 0.0054 0.0357 0.0054

Storage Piles 0.4763 0.0991 0.4763 0.0991

Travel on Unpaved Roads 2.0226 0.4288 11.2573 1.1257

Total 2.53 0.53 11.77 1.23
Notes: 

PM10 = particulate matter less than of equal to 10 microns in diameter 
PM2.5 = particulate matter less than of equal to 2.5 microns in diameter 
SCAQMD = South Coast Air Quality Management District 



REVISED ATTACHMENT 3-1



USING SCAQMD EMISSION FACTORS 
 



Short term fugitive Dust Emissions
Maximum fugitive dust activity occurs in month 1.

1 month of dirt moving
22 construction days per month
10 construction hours per day

60% average load factor for equipment listed (CEQA)

Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Quantity Hours/Day
Material 
Handled 
(ton/day)

Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Scraper 7 6 38,449 845,875 67% 0.1354 0.8124 0.0205 0.1230
Loader 2 6 10,253 225,567 67% 0.0361 0.2166 0.0055 0.0328
Backhoe 2 6 2,563 56,392 67% 0.0090 0.0542 0.0014 0.0082

1,127,833 Total 0.1805 1.0832 0.0273 0.1640

assume 75% material handling is done by scrapers, 20% by loaders, and 5% by backhoe

43,445 yd3/day 51,265 ton/day 2,360 density of soil (lb/yd3) 
955,791 yd3 1,127,833 tons (USDA NRCS Physical Soil Properties from Kern County

for Lockern-Buttonwillow clay)
118.25 acres = 955,791 cubic yds, assume depth of soils moved is 1.67 yd

(assume 25% of entire site in month 1)

Grading Emissions Factor To be used for all scraping and grading activities
E = 0.051(S)2.0 multiply by 0.60 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
assumed to be 4 mph S = mean vehicle speed (mph) USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1

E = 0.040(S)2.5 multiply by 0.031 for PM2.5

assumed to be 4 mph S = mean vehicle speed (mph)

S = 4.0 mph
1.28 lb ≤ 30 µm/VMT
0.82 lb ≤ 15 µm/VMT

PM10 = 0.49 lb PM10/VMT
PM2.5 = 0.04 lb PM2.5/VMT

Equipment Quantity Hours/Day Daily VMT
Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Scraper 7 6 1 67% 0.02 0.11 0.00 0.01
Grader 2 6 2 67% 0.05 0.32 0.00 0.03

Total 0.07 0.44 0.01 0.04

Bulldozing/Earth clearing
E = 1.0(s)1.5/(M)1.4 multiply by 0.75 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
E = 5.7(s)1.2/(M)1.3 multiply by 0.105 for PM2.5 USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1, 11.9-3

50 s = Silt content (%) (from soil boring B-4)
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

4.30 lb/hr of PM10 
1.42 lb/hr of PM2.5

Equipment Quantity Hours/Day
Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Dozer 6 6 67% 8.51 51.06 2.82 16.91

Total 8.51 51.06 2.82 16.91
22 construction days per month
1 Total months of soil movement 

Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)
0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Hours/Day

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Cover Storage Pile 25 0.25 24 67% 0.07 1.63 0.014 0.339

pile size and number are assumed

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
4 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in tableJ = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type No. Of Unit/day
Round Trips 

/Day/ Unit

Round Trip 
Distance 

(mile)
Daily VMT (all 

units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Concrete Pumper Truck 0 0.0 30 10 0.66 67% 0.00 0.00 0.00 0.00
Dump Truck 3 8 0.75 18.0 15 10 0.41 67% 0.24 2.43 0.05 0.52
Service Truck - 1 ton 0 0.0 15 10 0.41 67% 0.00 0.00 0.00 0.00
Pile Driver Truck 0 0.0 15 10 0.41 67% 0.00 0.00 0.00 0.00
Truck - Fuel/Lube 0 0.0 15 10 0.41 67% 0.00 0.00 0.00 0.00
Tractor Truck 5th Wheel 0 0.0 11 10 0.33 67% 0.00 0.00 0.00 0.00
Trucks - Pickup 3/4 ton 5 10 0.5 25.0 3 4 0.08 67% 0.07 0.69 0.01 0.15
Trucks - 3 ton 0 0.0 11 10 0.33 67% 0.00 0.00 0.00 0.00
Truck - Water 3 4 1 12.0 25 10 0.59 67% 0.23 2.32 0.05 0.49
Air Compressor 185 CFM 0 0.0 0.5 2 0.02 67% 0.00 0.00 0.00 0.00
Air Compressor 750 CFM 1 1 0.01 0.0 0.5 2 0.02 67% 0.00 0.00 0.00 0.00
Articulating Boom Platform 0 0.0 5 10 0.19 67% 0.00 0.00 0.00 0.00
Bulldozer D10R 3 1 0.1 0.3 35 2 0.33 67% 0.00 0.03 0.00 0.01
Bulldozer D4C 3 1 0.1 0.3 15 2 0.18 67% 0.00 0.02 0.00 0.00
Concrete Trowel Machine 0 0.0 15 8 0.37 67% 0.00 0.00 0.00 0.00
Concrete Vibrators 0 0.0 0.25 0 0.00 67% 0.00 0.00 0.00 0.00
Cranes - Mobile 35 ton 0 0.0 25 12 0.64 67% 0.00 0.00 0.00 0.00
Cranes - Mobile 45 ton 0 0.0 35 2 0.33 67% 0.00 0.00 0.00 0.00
Crane - Mobile 65 ton 0 0.0 45 2 0.39 67% 0.00 0.00 0.00 0.00
Cranes 100 / 150 ton cap 0 0.0 50 12 1.04 67% 0.00 0.00 0.00 0.00
Diesel Powered Welder 0 0.0 0.5 2 0.02 67% 0.00 0.00 0.00 0.00
Backhoe/loader 2 4 0.25 2.0 11 4 0.21 67% 0.01 0.14 0.00 0.03
Earth Scraper 7 1 0.1 0.7 40 4 0.51 67% 0.01 0.12 0.00 0.03
Loader 2 2 0.5 2.0 25 4 0.37 67% 0.02 0.24 0.01 0.05
Motor Grader 2 2 0.5 2.0 20 6 0.39 67% 0.03 0.26 0.01 0.05
Excavator - Trencher 0 0.0 17 4 0.28 67% 0.00 0.00 0.00 0.00
Fired Heaters 0 0.0 0.25 0 0.00 67% 0.00 0.00 0.00 0.00
Forklift 0 0.0 10 4 0.19 67% 0.00 0.00 0.00 0.00
Fusion Welder 0 0.0 0.25 2 0.01 67% 0.00 0.00 0.00 0.00
Heavy Haul / Cranes 0 0.0 75 2 0.56 67% 0.00 0.00 0.00 0.00
Light Plants 0 0.0 0.5 4 0.02 67% 0.00 0.00 0.00 0.00
Portable Compaction Roller 0 0.0 3 3 0.07 67% 0.00 0.00 0.00 0.00
Portable Compaction - Plate 0 0.0 0.1 0 0.00 67% 0.00 0.00 0.00 0.00
Portable Compaction - Ram 0 0.0 0.25 0 0.00 67% 0.00 0.00 0.00 0.00
Pumps 3 0 0 0.0 0.1 0 0.00 67% 0.00 0.00 0.00 0.00
Portable Power Generators 0 0.0 0.5 4 0.02 67% 0.00 0.00 0.00 0.00
Truck Crane - Greater than 200 ton 0 0.0 50 12 1.04 67% 0.00 0.00 0.00 0.00
Truck Crane - Greater than 300 ton 0 0.0 60 12 1.18 67% 0.00 0.00 0.00 0.00
Vibratory Roller  20 ton 3 1 0.25 0.8 20 3 0.27 67% 0.01 0.07 0.00 0.01

worker personal vehicles 34 1 0.5 16.9 3 4 0.08 67% 0.05 0.47 0.01 0.10
Total 0.68 6.78 0.14 1.44

Assumed maximum travel speed is 4 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 

10 Maximum number of construction work hours per day

CEQA Load Factors (Table A9-8-D) average equipment load factor
generator 74 crane 43 roller 57.5 58
welder 45 pumps 74 loader 54
compressors 48 light plant 62 backhoe 46.5
crawler dozer 59 trucks 57 grader 57.5
drill rig 75 forklift 47.5 scraper 66

Total Annual Fugitive Dust from Onsite Equipment - Month 1

PM10 

Emissions 
(lbs/day)

PM2.5 

Emissions 
(lbs/day)

Grading 0.4362 0.0354
Bulldozing 51.0596 16.9147
Dirt Piling 1.0832 0.1640
Storage Piles 1.6313 0.3393
Travel on Unpaved Roads 6.7822 1.4378
TOTAL 60.99 18.89

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handboo
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handboo
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handboo
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handboo
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handboo
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")



Annual Fugitive Dust Emissions
Maximum annual fugitive dust activity occurs in months 1-12.

7 months of soil disturbance
10 total construction hours per work day
22 construction days per month

60% average load factor for equipment listed (CEQA)

Grading Emissions Factor To be used for all scraping and grading activities (except material handling)
E = 0.051(S)2.0 multiply by 0.60 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
assumed to be 4 mph S = mean vehicle speed (mph) USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1

E = 0.040(S)2.5 multiply by 0.031 for PM2.5

assumed to be 4 mph S = mean vehicle speed (mph)

S = 4.0 mph
1.28 lb ≤ 30 µm/VMT
0.82 lb ≤ 15 µm/VMT

PM10 = 0.49 lb PM10/VMT
PM2.5 = 0.04 lb PM2.5/VMT

Equipment Quantity Hours/Day Annual VMT
Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/yr)

PM10 
Emissions 

(ton/yr)

PM2.5 
Emissions 

(lb/yr)

PM2.5 
Emissions 

(ton/yr)
Scraper 24 6 634 67% 102 0.05 8.3 0.00
Grader 14 6 3,696 67% 597 0.30 48.4 0.02

Total 700 0.35 56.7 0.03

Bulldozing/Earth clearing
E = 1.0(s)1.5/(M)1.4 multiply by 0.75 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
E = 5.7(s)1.2/(M)1.3 multiply by 0.105 for PM2.5 USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1, 11.9-3

50 s = Silt content (%) (from soil boring B-4)
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

4.30 lb/hr of PM10 

1.42 lb/hr of PM2.5

Equipment Quantity Hours/Day
Watering 
Control 

Efficiency

PM10 
Emissions 

(ton/yr)

PM2.5 
Emissions 

(ton/yr)
Dozer 50 6 67% 4.68 1.55

Total 4.68 1.55

Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Annual Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Scraper 1,691,750 67% 0.0179 0.0027
Loader 1,522,575 67% 0.0161 0.0024
Backhoe 169,175 67% 0.0018 0.0003

3,383,500 Total 0.0357 0.0054

assume scraper handles 50% of dirt, loader 45%, and backhoe 5%

18,619 yd3/day 21,971 ton/day 2360 density of soil (lb/yd3) 
2,867,373 yd3 3,383,500 tons (USDA NRCS Physical Soil Properties from Kern County

Lockern-Buttonwillow clay soil)
354.75 acres = 2,867,373 cubic yds, assume depth of soils moved is 1.67 yd 

(assume 75% of entire site disturbed in 12 month period)
Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Cover Storage Pile 40 0.25 365 67% 0.48 0.099

pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
4 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in table J = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type
Quantity per year 

(units*mo./yr)
Round Trips 

/Day/ Unit
Round Trip 

Distance (mile)
Annual VMT (all 

units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Concrete Pumper Truck 6 2 0.75 198.0 30 10 0.66 67% 0.022 0.005
Dump Truck 32 8 0.75 4224.0 15 10 0.41 67% 0.285 0.060
Service Truck - 1 ton 0 0.0 15 10 0.41 67% 0.000 0.000
Pile Driver Truck 12 2 0.1 52.8 15 10 0.41 67% 0.004 0.001
Truck - Fuel/Lube 0 0.0 15 10 0.41 67% 0.000 0.000
Tractor Truck 5th Wheel 0 0.0 11 10 0.33 67% 0.000 0.000
Trucks - Pickup 3/4 ton 60 10 0.5 6600.0 3 4 0.08 67% 0.091 0.019
Trucks - 3 ton 15 2 0.5 330.0 11 10 0.33 67% 0.018 0.004
Truck - Water 28 4 1 2464.0 25 10 0.59 67% 0.238 0.050
Air Compressor 185 CFM 0 0.0 0.5 2 0.02 67% 0.000 0.000
Air Compressor 750 CFM 16 1 0.01 3.5 0.5 2 0.02 67% 0.000 0.000
Articulating Boom Platform 0 0.0 5 10 0.19 67% 0.000 0.000
Bulldozer D10R 24 1 0.1 52.8 35 2 0.33 67% 0.003 0.001
Bulldozer D4C 26 1 0.1 57.2 15 2 0.18 67% 0.002 0.000
Concrete Trowel Machine 8 1 0.25 44.0 15 8 0.37 67% 0.003 0.001
Concrete Vibrators 0 0.0 0.25 0 0.00 67% 0.000 0.000
Cranes - Mobile 35 ton 15 1 0.1 33.0 25 12 0.64 67% 0.003 0.001
Cranes - Mobile 45 ton 0 0.0 35 2 0.33 67% 0.000 0.000
Crane - Mobile 65 ton 0 0.0 45 2 0.39 67% 0.000 0.000
Cranes 100 / 150 ton cap 2 0 0 0.0 50 12 1.04 67% 0.000 0.000
Diesel Powered Welder 8 0 0 0.0 0.5 2 0.02 67% 0.000 0.000
Backhoe/loader 40 4 0.25 880.0 11 4 0.21 67% 0.030 0.006
Earth Scraper 24 1 0.1 52.8 40 4 0.51 67% 0.004 0.001
Loader 24 2 0.5 528.0 25 4 0.37 67% 0.032 0.007
Motor Grader 14 2 0.5 308.0 20 6 0.39 67% 0.020 0.004
Excavator - Trencher 0 0.0 17 4 0.28 67% 0.000 0.000
Fired Heaters 24 0 0 0.0 0.25 0 0.00 67% 0.000 0.000
Forklift 7 5 0.5 385.0 10 4 0.19 67% 0.012 0.003
Fusion Welder 0 0.0 0.25 2 0.01 67% 0.000 0.000
Heavy Haul / Cranes 0 0.0 75 2 0.56 67% 0.000 0.000
Light Plants 18 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Portable Compaction Roller 19 0 0 0.0 3 3 0.07 67% 0.000 0.000
Portable Compaction - Plate 15 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Compaction - Ram 0 0.0 0.25 0 0.00 67% 0.000 0.000
Pumps 35 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Power Generators 19 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Truck Crane - Greater than 200 ton 1 1 0.1 2.2 50 12 1.04 67% 0.000 0.000
Truck Crane - Greater than 300 ton 0 0.0 60 12 1.18 67% 0.000 0.000
Vibratory Roller  20 ton 27 2 0.25 297.0 20 3 0.27 67% 0.013 0.003

worker personal vehicles 2028 1 0.5 22304.6 3 4 0.08 67% 0.309 0.065
Total 1.090 0.231

worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, total for months 1-12 divided by 1.3 employees per vehicle

Assumed maximum travel speed is 4 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

except for worker vehicles - parking area will be graveled and main road onsite will be paved
PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 

Total Annual Fugitive Dust from Onsite Equipment - Months 1 - 12

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Grading 0.3498 0.0283
Bulldozing 4.6805 1.5505
Dirt Piling 0.0357 0.0054
Storage Piles 0.4763 0.0991
Travel on Unpaved Roads 1.0898 0.2310
TOTAL 6.63 1.91

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")



Short term fugitive Dust Emissions
Maximum construction activity occurs in month 21.

1 month of dirt moving
22 construction days per month
10 construction hours per day

60% average load factor for equipment listed (CEQA)
Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Quantity Hours/Day
Material 
Handled 
(ton/day)

Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Backhoe 1 6 58202 1,280,437 67% 0.2050 1.2298 0.0426 0.2558

Total 0.2050 1.2298 0.0426 0.2558

49323 yd3/day 58202 ton/day
1,085,116 yd3 1,280,437 tons 2360 density of soil (lb/yd3) 

(USDA NRCS Physical Soil Properties from Kern County
for Lockern-Buttonwillow clay)

134.25 acres = 1,085,116 cubic yds, assume depth of soils moved is 1.67 yd
(assume 25% of entire site in month 21)

Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from onsite soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Hours/Day

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Cover Storage Pile 25 0.25 24 67% 0.07 1.63 0.014 0.339

pile size and number are assumed

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
4 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in table J = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type No. Of Unit

Round 
Trips /Day/ 

Unit

Round Trip 
Distance 

(mile)
Daily VMT (all 

units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Concrete Pumper Truck 1 2 0.75 1.5 30 10 0.66 67% 0.03 0.33 0.01 0.07
Dump Truck 0 0.0 15 10 0.41 67% 0.00 0.00 0.00 0.00
Service Truck - 1 ton 0 0.0 15 10 0.41 67% 0.00 0.00 0.00 0.00
Pile Driver Truck 0 0.0 15 10 0.41 67% 0.00 0.00 0.00 0.00
Truck - Fuel/Lube 0 0.0 15 10 0.41 67% 0.00 0.00 0.00 0.00
Tractor Truck 5th Wheel 0 0.0 11 10 0.33 67% 0.00 0.00 0.00 0.00
Trucks - Pickup 3/4 ton 5 10 0.5 25.0 3 4 0.08 67% 0.07 0.69 0.01 0.15
Trucks - 3 ton 2 2 0.5 2.0 11 10 0.33 67% 0.02 0.22 0.00 0.05
Truck - Water 1 4 1 4.0 25 10 0.59 67% 0.08 0.77 0.02 0.16
Air Compressor 185 CFM 0 0.0 0.5 2 0.02 67% 0.00 0.00 0.00 0.00
Air Compressor 750 CFM 4 1 0.01 0.0 0.5 2 0.02 67% 0.00 0.00 0.00 0.00
Articulating Boom Platform 0 0.0 5 10 0.19 67% 0.00 0.00 0.00 0.00
Bulldozer D10R 0 0.0 35 2 0.33 67% 0.00 0.00 0.00 0.00
Bulldozer D4C 0 0.0 15 2 0.18 67% 0.00 0.00 0.00 0.00
Concrete Trowel Machine 0 0.0 15 8 0.37 67% 0.00 0.00 0.00 0.00
Concrete Vibrators 0 0.0 0.25 0 0.00 67% 0.00 0.00 0.00 0.00
Cranes - Mobile 35 ton 7 1 0.1 0.7 25 12 0.64 67% 0.01 0.15 0.00 0.03
Cranes - Mobile 45 ton 0 0.0 35 2 0.33 67% 0.00 0.00 0.00 0.00
Crane - Mobile 65 ton 6 1 0.1 0.6 45 2 0.39 67% 0.01 0.08 0.00 0.02
Cranes 100 / 150 ton cap 4 0 0 0.0 50 12 1.04 67% 0.00 0.00 0.00 0.00
Diesel Powered Welder 3 0 0 0.0 0.5 2 0.02 67% 0.00 0.00 0.00 0.00
Backhoe/loader 1 4 0.25 1.0 11 4 0.21 67% 0.01 0.07 0.00 0.01
Earth Scraper 0 0.0 40 4 0.51 67% 0.00 0.00 0.00 0.00
Loader 0 0.0 25 4 0.37 67% 0.00 0.00 0.00 0.00
Motor Grader 0 0.0 20 6 0.39 67% 0.00 0.00 0.00 0.00
Excavator - Trencher 0 0.0 17 4 0.28 67% 0.00 0.00 0.00 0.00
Fired Heaters 5 0 0 0.0 0.25 0 0.00 67% 0.00 0.00 0.00 0.00
Forklift 3 5 0.5 7.5 10 4 0.19 67% 0.05 0.48 0.01 0.10
Fusion Welder 0 0.0 0.25 2 0.01 67% 0.00 0.00 0.00 0.00
Heavy Haul / Cranes 5 0 0 0.0 75 2 0.56 67% 0.00 0.00 0.00 0.00
Light Plants 6 0 0 0.0 0.5 4 0.02 67% 0.00 0.00 0.00 0.00
Portable Compaction Roller 2 0 0 0.0 3 3 0.07 67% 0.00 0.00 0.00 0.00
Portable Compaction - Plate 3 0 0 0.0 0.1 0 0.00 67% 0.00 0.00 0.00 0.00
Portable Compaction - Ram 0 0.0 0.25 0 0.00 67% 0.00 0.00 0.00 0.00
Pumps 2 0 0 0.0 0.1 0 0.00 67% 0.00 0.00 0.00 0.00
Portable Power Generators 5 0 0 0.0 0.5 4 0.02 67% 0.00 0.00 0.00 0.00
Truck Crane - Greater than 200 ton 4 1 0.1 0.4 50 12 1.04 67% 0.01 0.14 0.00 0.03
Truck Crane - Greater than 300 ton 2 0 0 0.0 60 12 1.18 67% 0.00 0.00 0.00 0.00
Vibratory Roller  20 ton 0 0.0 20 3 0.27 67% 0.00 0.00 0.00 0.00

worker personal vehicles 989 1 0.5 494.6 3 4 0.08 67% 1.37 13.69 0.29 2.90
Total 1.66 16.62 0.35 3.52

Assumed maximum travel speed is 4 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 

10 Maximum number of construction work hours per day

CEQA Load Factors (Table A9-8-D) average equipment load factor
generator 74 crane 43 roller 57.5 58
welder 45 pumps 74 loader 54
compressors 48 light plant 62 backhoe 46.5
crawler dozer 59 trucks 57 grader 57.5
drill rig 75 forklift 47.5 scraper 66

Total Fugitive Dust from Onsite Equipment - Month 21

PM10 

Emissions 
(lb/day)

PM2.5 

Emissions 
(lb/day)

Dirt Piling 1.2298 0.2558
Storage Piles 1.6313 0.3393
Travel on Unpaved Roads 16.6151 3.5224
TOTAL 19.48 4.12

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality 
Handbook, Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality
Handbook, Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality 
Handbook, Table 11-4:  Mitigation for PM10 Emissions - Constrution.")



Annual Fugitive Dust Emissions
Maximum annual fugitive dust activity occurs in months 17-28.

7 months of soil disturbance
10 total construction hours per work day
22 construction days per month

60% average load factor for equipment listed (CEQA)
Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Annual Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Scraper 1,691,750 67% 0.018 0.003
Loader 1,522,575 67% 0.016 0.002
Backhoe 169,175 67% 0.002 0.000

3,383,500 Total 0.036 0.005

assume scraper handles 50% of dirt, loader 45%, and backhoe 5%

18,619 yd3/day 21,971 ton/day 2360 density of soil (lb/yd3) 
2,867,373 yd3 3,383,500 tons (USDA NRCS Physical Soil Properties from Kern County

Lockern-Buttonwillow clay soil)
354.75 acres = 2,867,373 cubic yds, assume depth of soils moved is 1.67 yd 

(assume 75% of entire site in 12 month period)
Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)
0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Cover Storage Pile 40 0.25 365 67% 0.48 0.099

pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
4 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in table J = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type
Quantity per year 

(units*mo./yr)
Round Trips 

/Day/ Unit
Round Trip 

Distance (mile)
Annual VMT 

(all units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Concrete Pumper Truck 6 2 0.75 198.0 30 10 0.66 67% 0.022 0.005
Dump Truck 0 0.0 15 10 0.41 67% 0.000 0.000
Service Truck - 1 ton 0 0.0 15 10 0.41 67% 0.000 0.000
Pile Driver Truck 0 0.0 15 10 0.41 67% 0.000 0.000
Truck - Fuel/Lube 0 0.0 15 10 0.41 67% 0.000 0.000
Tractor Truck 5th Wheel 0 0.0 11 10 0.33 67% 0.000 0.000
Trucks - Pickup 3/4 ton 60 10 0.5 6600.0 3 4 0.08 67% 0.091 0.019
Trucks - 3 ton 24 2 0.5 528.0 11 10 0.33 67% 0.029 0.006
Truck - Water 12 4 1 1056.0 25 10 0.59 67% 0.102 0.022
Air Compressor 185 CFM 0 0.0 0.5 2 0.02 67% 0.000 0.000
Air Compressor 750 CFM 48 1 0.01 10.6 0.5 2 0.02 67% 0.000 0.000
Articulating Boom Platform 0 0.0 5 10 0.19 67% 0.000 0.000
Bulldozer D10R 0 0.0 35 2 0.33 67% 0.000 0.000
Bulldozer D4C 0 0.0 15 2 0.18 67% 0.000 0.000
Concrete Trowel Machine 12 1 0.25 66.0 15 8 0.37 67% 0.004 0.001
Concrete Vibrators 0 0.0 0.25 0 0.00 67% 0.000 0.000
Cranes - Mobile 35 ton 80 1 0.1 176.0 25 12 0.64 67% 0.019 0.004
Cranes - Mobile 45 ton 0 0.0 35 2 0.33 67% 0.000 0.000
Crane - Mobile 65 ton 70 1 0.1 154.0 45 2 0.39 67% 0.010 0.002
Cranes 100 / 150 ton cap 48 0 0 0.0 50 12 1.04 67% 0.000 0.000
Diesel Powered Welder 41 0 0 0.0 0.5 2 0.02 67% 0.000 0.000
Backhoe/loader 6 4 0.25 132.0 11 4 0.21 67% 0.005 0.001
Earth Scraper 0 0.0 40 4 0.51 67% 0.000 0.000
Loader 0 0.0 25 4 0.37 67% 0.000 0.000
Motor Grader 0 0.0 20 6 0.39 67% 0.000 0.000
Excavator - Trencher 0 0.0 17 4 0.28 67% 0.000 0.000
Fired Heaters 53 0 0 0.0 0.25 0 0.00 67% 0.000 0.000
Forklift 36 5 0.5 1980.0 10 4 0.19 67% 0.064 0.013
Fusion Welder 0 0.0 0.25 2 0.01 67% 0.000 0.000
Heavy Haul / Cranes 32 0 0 0.0 75 2 0.56 67% 0.000 0.000
Light Plants 84 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Portable Compaction Roller 10 0 0 0.0 3 3 0.07 67% 0.000 0.000
Portable Compaction - Plate 18 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Compaction - Ram 0 0.0 0.25 0 0.00 67% 0.000 0.000
Pumps 24 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Power Generators 60 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Truck Crane - Greater than 200 ton 42 1 0.1 92.4 50 12 1.04 67% 0.016 0.003
Truck Crane - Greater than 300 ton 27 0 0 0.0 60 12 1.18 67% 0.000 0.000
Vibratory Roller  20 ton 0 0.0 20 3 0.27 67% 0.000 0.000

worker personal vehicles 10919 1 0.5 120111.5 3 4 0.08 67% 1.662 0.352
Total 2.023 0.429

worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, total for months 17-28 divided by 1.3 employees per vehicle

Assumed maximum travel speed is 4 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

except for worker vehicles - parking area will be graveled and main road onsite will be paved
PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 

Total Annual Fugitive Dust from Onsite Equipment - Months 17 - 28

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Dirt Piling 0.0357 0.0054
Storage Piles 0.4763 0.0991
Travel on Unpaved Roads 2.0226 0.4288
TOTAL 2.53 0.53

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")



Annual Off-Site Linears Fugitive Dust Emissions Emissions Summary
Hydrogen Energy, Inc
HECA  Project               

Annual Fugitive Dust Emissions for Offsite Linears
Maximum annual fugitive dust activity occurs in months 1-12.

12 months of soil disturbance
10 total construction hours per work day
22 construction days per month

Dirt Piling or Material Handling
E = 0.00112 * (G/5)1.3 / (H/2)1.4 PM10 Emissions from Dirt Piling or Material Handling (lb/hr) from SCAQMD Table A9-9-G

12 G = Mean Wind speed (mph) default
15 H = Moisture content of surface material (%) (from Table A9-9-G-1 for moist dirt)

0.00021 lb of PM10/ ton of material

Equipment Quantity/ year Hours/ Day

Annual 
Material 
Handled 

(ton)

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Backhoe 12 10 1,102,262 67% 0.0379 0.0079
Total 0.0379 0.0079

3538 yd3/day 4175 ton/day
934,120 yd3 1,102,262 tons 2360 density of soil (lb/yd3) 

(USDA NRCS Physical Soil Properties from Kern County
Lockern-Buttonwillow clay soil)

193 acres = 934,120 cubic yds, assume depth of soils moved is 1 yd 

Storage Piles
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from Geotechnical Investigaion, AFC Appendix P)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)
0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Storage Piles 8 0.25 365 67% 0.10 0.020

pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
5 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in table J = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type
Quantity per year 

(units*mo./yr)
Round Trips 

/Day/ Unit

Round Trip 
Distance on 
Dirt Surface 

(mile)
Annual VMT 

(all units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 

(lbs/VMT)

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

ON ROAD
Dump Truck 12 4 0.25 264.0 17 10 0.56 67% 0.0243 0.0052
Service Truck (MHD-DSL) 0 1 0.125 0.0 4 6 0.16 67% 0.0000 0.0000
Pipe Haul Truck and Trailer (HHDT-DSL 12 0.0 15 10 0.51 67% 0.0000 0.0000
Truck (Pickup 3/4 Ton) - MHD-DSL 17 2 0.25 187.0 1 4 0.05 67% 0.0015 0.0003
Truck - water 12 4 0.25 264.0 25 10 0.73 67% 0.0319 0.0068
OFF ROAD
Air Compressor 10 4 0.00 67% 0.0000 0.0000
Bore Machine (Hydraulic) 5 10 0.00 67% 0.0000 0.0000
Crane 5 10 0.00 67% 0.0000 0.0000
Backhoe 12 2 0.00 67% 0.0000 0.0000
Excavator 12 1 0.25 66.0 17 4 0.35 67% 0.0038 0.0008
Forklift 4 4 0.25 88.0 10 4 0.24 67% 0.0035 0.0007
Welding Generator 4 3 0.00 67% 0.0000 0.0000
Roller 12 4 0.25 264.0 20 3 0.34 67% 0.0149 0.0032
Pipe Bending Machine 12 0.00 67% 0.0000 0.0000
worker personal vehicles 2028 1 0.125 5576.2 3 4 0.10 67% 0.0965 0.0204

Total 0.1764 0.0374

offsite worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, total for months 1-12 divided by 1.3 employees per vehicle

Assumed maximum travel speed is 5 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

except for worker vehicles - parking area will be graveled and main road onsite will be paved
PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 
Truck quantity based on monthly maximums

Total Annual Fugitive Dust from Offsite Linears Construction

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Dirt Piling or Material Handling 0.0379 0.0079
Storage Piles 0.0953 0.0198
Travel on unpaved road 0.1764 0.0374
TOTAL 0.3096 0.0651

5/12/2010

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")



USING EPA AP-42 EMISSION FACTORS 
 



Short term fugitive Dust Emissions
Maximum fugitive dust activity occurs in month 1.

1 month of dirt moving
22 construction days per month
10 construction hours per day

60% average load factor for equipment listed (CEQA)

Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Quantity Hours/Day
Material 
Handled 
(ton/day)

Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Scraper 7 6 38,449 845,875 67% 0.1354 0.8124 0.0205 0.1230
Loader 2 6 10,253 225,567 67% 0.0361 0.2166 0.0055 0.0328
Backhoe 2 6 2,563 56,392 67% 0.0090 0.0542 0.0014 0.0082

1,127,833 Total 0.1805 1.0832 0.0273 0.1640

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
assume 75% material handling is done by scrapers, 20% by loaders, and 5% by backhoe

43,445 yd3/day 51,265 ton/day 2,360 density of soil (lb/yd3) 
955,791 yd3 1,127,833 tons (USDA NRCS Physical Soil Properties from Kern County

for Lockern-Buttonwillow clay)
118.25 acres = 955,791 cubic yds, assume depth of soils moved is 1.67 yd

(assume 25% of entire site in month 1)

Grading Emissions Factor To be used for all scraping and grading activities
E = 0.051(S)2.0 multiply by 0.60 for PM 10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
assumed to be 4 mph S = mean vehicle speed (mph) USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1

E = 0.040(S)2.5 multiply by 0.031 for PM 2.5

assumed to be 4 mph S = mean vehicle speed (mph)

S = 4.0 mph
1.28 lb ≤ 30 µm/VMT
0.82 lb ≤ 15 µm/VMT

PM10 = 0.49 lb PM10/VMT
PM2.5 = 0.04 lb PM2.5/VMT

Equipment Quantity Hours/Day Daily VMT
Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Scraper 7 6 1 67% 0.02 0.11 0.00 0.01
Grader 2 6 2 67% 0.05 0.32 0.00 0.03

Total 0.07 0.44 0.01 0.04

Bulldozing/Earth clearing
E = 1.0(s)1.5/(M)1.4 multiply by 0.75 for PM 10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
E = 5.7(s)1.2/(M)1.3 multiply by 0.105 for PM 2.5 USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1, 11.9-3

50 s = Silt content (%) (from soil boring B-4)
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

4.30 lb/hr of PM10 

1.42 lb/hr of PM2.5

Equipment Quantity Hours/Day
Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Dozer 6 6 67% 8.51 51.06 2.82 16.91

Total 8.51 51.06 2.82 16.91
22 construction days per month

1 Total months of soil movement 
Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants

Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM 10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Hours/Day

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Cover Storage Pile 25 0.25 24 67% 0.07 1.63 0.014 0.339

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
pile size and number are assumed

Travel on unpaved road
E = k (s/12)a (w/3)b Entrained dust estimates calculated using guidance from AP 42, Fifth Edition, Volume I Chapter 13.2.2:  Unpaved Roads 
Eext = E ((365-P)/365)
Emission factor for vehicle travel on unpaved roads (lb/VMT)

E = size-specific emission factor (lb/VMT)
4.00                                                       s = surface material silt content (%) - Gravel Road

W = mean vehicle weight (tons)
Eext = annual size-specific emission factor extrapolated for natural mitigation, lb/VMT

37 P = number of days in a year with at least 0.254 mm (0.01 in) of precipitation (from WRCC for Bakersfield Airport Station)

Constant for Industrial Roads
PM-2.5 PM-10 

k (lb/VMT) 0.15 1.5  
a 0.9 0.9  
b 0.45 0.45   

Vehicle Type No. Of Unit
Round Trips 

/Day/ Unit

Round Trip 
Distance 

(mile)
Daily VMT (all 

units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)
PM2.5 EF 
(lbs/VMT)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Concrete Pumper Truck 0 0.0 30 10 1.41 67% 0.00 0.00 0.14 0.00 0.00
Dump Truck 3 8 0.75 18.0 15 10 1.03 67% 0.61 6.15 0.10 0.06 0.61
Service Truck - 1 ton 0 0.0 15 10 1.03 67% 0.00 0.00 0.10 0.00 0.00
Pile Driver Truck 0 0.0 15 10 1.03 67% 0.00 0.00 0.10 0.00 0.00
Truck - Fuel/Lube 0 0.0 15 10 1.03 67% 0.00 0.00 0.10 0.00 0.00
Tractor Truck 5th Wheel 0 0.0 11 10 0.90 67% 0.00 0.00 0.09 0.00 0.00
Trucks - Pickup 3/4 ton 5 10 0.5 25.0 3 4 0.50 67% 0.41 4.14 0.05 0.04 0.41
Trucks - 3 ton 0 0.0 11 10 0.90 67% 0.00 0.00 0.09 0.00 0.00
Truck - Water 3 4 1 12.0 25 10 1.30 67% 0.52 5.16 0.13 0.05 0.52
Air Compressor 185 CFM 0 0.0 0.5 2 0.22 67% 0.00 0.00 0.02 0.00 0.00
Air Compressor 750 CFM 1 1 0.01 0.0 0.5 2 0.22 67% 0.00 0.00 0.02 0.00 0.00
Articulating Boom Platform 0 0.0 5 10 0.63 67% 0.00 0.00 0.06 0.00 0.00
Bulldozer D10R 3 1 0.1 0.3 35 2 1.51 67% 0.01 0.15 0.15 0.00 0.01
Bulldozer D4C 3 1 0.1 0.3 15 2 1.03 67% 0.01 0.10 0.10 0.00 0.01
Concrete Trowel Machine 0 0.0 15 8 1.03 67% 0.00 0.00 0.10 0.00 0.00
Concrete Vibrators 0 0.0 0.25 0 0.16 67% 0.00 0.00 0.02 0.00 0.00
Cranes - Mobile 35 ton 0 0.0 25 12 1.30 67% 0.00 0.00 0.13 0.00 0.00
Cranes - Mobile 45 ton 0 0.0 35 2 1.51 67% 0.00 0.00 0.15 0.00 0.00
Crane - Mobile 65 ton 0 0.0 45 2 1.70 67% 0.00 0.00 0.17 0.00 0.00
Cranes 100 / 150 ton cap 0 0.0 50 12 1.78 67% 0.00 0.00 0.18 0.00 0.00
Diesel Powered Welder 0 0.0 0.5 2 0.22 67% 0.00 0.00 0.02 0.00 0.00
Backhoe/loader 2 4 0.25 2.0 11 4 0.90 67% 0.06 0.59 0.09 0.01 0.06
Earth Scraper 7 1 0.1 0.7 40 4 1.61 67% 0.04 0.37 0.16 0.00 0.04
Loader 2 2 0.5 2.0 25 4 1.30 67% 0.09 0.86 0.13 0.01 0.09
Motor Grader 2 2 0.5 2.0 20 6 1.18 67% 0.08 0.78 0.12 0.01 0.08
Excavator - Trencher 0 0.0 17 4 1.09 67% 0.00 0.00 0.11 0.00 0.00
Fired Heaters 0 0.0 0.25 0 0.16 67% 0.00 0.00 0.02 0.00 0.00
Forklift 0 0.0 10 4 0.86 67% 0.00 0.00 0.09 0.00 0.00
Fusion Welder 0 0.0 0.25 2 0.16 67% 0.00 0.00 0.02 0.00 0.00
Heavy Haul / Cranes 0 0.0 75 2 2.13 67% 0.00 0.00 0.21 0.00 0.00
Light Plants 0 0.0 0.5 4 0.22 67% 0.00 0.00 0.02 0.00 0.00
Portable Compaction Roller 0 0.0 3 3 0.50 67% 0.00 0.00 0.05 0.00 0.00
Portable Compaction - Plate 0 0.0 0.1 0 0.11 67% 0.00 0.00 0.01 0.00 0.00
Portable Compaction - Ram 0 0.0 0.25 0 0.16 67% 0.00 0.00 0.02 0.00 0.00
Pumps 3 0 0 0.0 0.1 0 0.11 67% 0.00 0.00 0.01 0.00 0.00
Portable Power Generators 0 0.0 0.5 4 0.22 67% 0.00 0.00 0.02 0.00 0.00
Truck Crane - Greater than 200 ton 0 0.0 50 12 1.78 67% 0.00 0.00 0.18 0.00 0.00
Truck Crane - Greater than 300 ton 0 0.0 60 12 1.93 67% 0.00 0.00 0.19 0.00 0.00
Vibratory Roller  20 ton 3 1 0.25 0.8 20 3 1.18 67% 0.03 0.29 0.12 0.00 0.03

Total 2.14 21.39 0.25 2.45

Worker personal vehicles 34 1 0.5 16.9 3 4 0.50 67% 0.28 2.80 0.05 0.06 0.59

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants. Parking area will be graveled and main onsite road will be paved.
Water trucks operate at least 4 times per day. 

10 Maximum number of construction work hours per day

Total Annual Fugitive Dust from Onsite Equipment - Month 1

PM10 

Emissions 
(lbs/day)

PM2.5 

Emissions 
(lbs/day)

Grading 0.4362 0.0354
Bulldozing 51.0596 16.9147
Dirt Piling 1.0832 0.1640
Storage Piles 1.6313 0.3393
Travel on Unpaved Roads 21.3868 2.4523
TOTAL 75.60 19.91



Annual Fugitive Dust Emissions
Maximum annual fugitive dust activity occurs in months 1-12.

7 months of soil disturbance
10 total construction hours per work day
22 construction days per month

60% average load factor for equipment listed (CEQA)

Grading Emissions Factor To be used for all scraping and grading activities (except material handling
E = 0.051(S)2.0 multiply by 0.60 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
assumed to be 4 mph S = mean vehicle speed (mph) USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1

E = 0.040(S)2.5 multiply by 0.031 for PM2.5

assumed to be 4 mph S = mean vehicle speed (mph)

S = 4.0 mph
1.28 lb ≤ 30 µm/VMT
0.82 lb ≤ 15 µm/VMT

PM10 = 0.49 lb PM10/VMT
PM2.5 = 0.04 lb PM2.5/VMT

Equipment Quantity Hours/Day Annual 
VMT

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/yr)

PM10 
Emissions 

(ton/yr)

PM2.5 
Emissions 

(lb/yr)

PM2.5 
Emissions 

(ton/yr)
Scraper 24 6 634 67% 102 0.05 8.3 0.00
Grader 14 6 3,696 67% 597 0.30 48.4 0.02

Total 700 0.35 56.7 0.03

Bulldozing/Earth clearing
E = 1.0(s)1.5/(M)1.4 multiply by 0.75 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
E = 5.7(s)1.2/(M)1.3 multiply by 0.105 for PM2.5 USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1, 11.9-3

50 s = Silt content (%) (from soil boring B-4)
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

4.30 lb/hr of PM10 

1.42 lb/hr of PM2.5

Equipment Quantity Hours/Day
Watering 
Control 

Efficiency

PM10 
Emissions 

(ton/yr)

PM2.5 
Emissions 

(ton/yr)
Dozer 50 6 67% 4.68 1.55

Total 4.68 1.55

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants

Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment
Annual 
Material 

Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Scraper 1,691,750 67% 0.0179 0.0027
Loader 1,522,575 67% 0.0161 0.0024
Backhoe 169,175 67% 0.0018 0.0003

3,383,500 Total 0.0357 0.0054

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
assume scraper handles 50% of dirt, loader 45%, and backhoe 5%

18,619 yd3/day 21,971 ton/day 2360 density of soil (lb/yd3) 
2,867,373 yd3 3,383,500 tons (USDA NRCS Physical Soil Properties from Kern County

Lockern-Buttonwillow clay soil)
354.75 acres = 2,867,373 cubic yds, assume depth of soils moved is 1.67 yd 

(assume 75% of entire site disturbed in 12 month period)
Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)
0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre)

Days / 
year

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Cover Storage Pile 40 0.25 365 67% 0.48 0.099

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
E = k (s/12)a (w/3)b Entrained dust estimates calculated using guidance from AP 42, Fifth Edition, Volume I Chapter 13.2.2:  Unpaved Roads 
Eext = E ((365-P)/365)
Emission factor for vehicle travel on unpaved roads (lb/VMT)

E = size-specific emission factor (lb/VMT)
4.00                                                       s = surface material silt content (%) - Gravel Road

W = mean vehicle weight (tons)
Eext = annual size-specific emission factor extrapolated for natural mitigation, lb/VMT

37 P = number of days in a year with at least 0.254 mm (0.01 in) of precipitation (from WRCC for Bakersfield Airport Station)

Constant for Industrial Roads
PM-2.5 PM-10 

k (lb/VMT) 0.15 1.5  
a 0.9 0.9  
b 0.45 0.45   

Vehicle Type

Quantity per 
year 

(units*mo./yr)
Round Trips 

/Day/ Unit

Round Trip 
Distance 

(mile)
Annual VMT (all

units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 EF 
(lbs/VMT)

PM2.5 
Emissions 
(tons/yr)

Concrete Pumper Truck 6 2 0.75 198.0 30 10 1.41 67% 0.046 0.14 0.00
Dump Truck 32 8 0.75 4224.0 15 10 1.03 67% 0.721 0.10 0.07
Service Truck - 1 ton 0 0.0 15 10 1.03 67% 0.000 0.10 0.00
Pile Driver Truck 12 2 0.1 52.8 15 10 1.03 67% 0.009 0.10 0.00
Truck - Fuel/Lube 0 0.0 15 10 1.03 67% 0.000 0.10 0.00
Tractor Truck 5th Wheel 0 0.0 11 10 0.90 67% 0.000 0.09 0.00
Trucks - Pickup 3/4 ton 60 10 0.5 6600.0 3 4 0.50 67% 0.546 0.05 0.05
Trucks - 3 ton 15 2 0.5 330.0 11 10 0.90 67% 0.049 0.09 0.00
Truck - Water 28 4 1 2464.0 25 10 1.30 67% 0.529 0.13 0.05
Air Compressor 185 CFM 0 0.0 0.5 2 0.22 67% 0.000 0.02 0.00
Air Compressor 750 CFM 16 1 0.01 3.5 0.5 2 0.22 67% 0.000 0.02 0.00
Articulating Boom Platform 0 0.0 5 10 0.63 67% 0.000 0.06 0.00
Bulldozer D10R 24 1 0.1 52.8 35 2 1.51 67% 0.013 0.15 0.00
Bulldozer D4C 26 1 0.1 57.2 15 2 1.03 67% 0.010 0.10 0.00
Concrete Trowel Machine 8 1 0.25 44.0 15 8 1.03 67% 0.008 0.10 0.00
Concrete Vibrators 0 0.0 0.25 0 0.16 67% 0.000 0.02 0.00
Cranes - Mobile 35 ton 15 1 0.1 33.0 25 12 1.30 67% 0.007 0.13 0.00
Cranes - Mobile 45 ton 0 0.0 35 2 1.51 67% 0.000 0.15 0.00
Crane - Mobile 65 ton 0 0.0 45 2 1.70 67% 0.000 0.17 0.00
Cranes 100 / 150 ton cap 2 0 0 0.0 50 12 1.78 67% 0.000 0.18 0.00
Diesel Powered Welder 8 0 0 0.0 0.5 2 0.22 67% 0.000 0.02 0.00
Backhoe/loader 40 4 0.25 880.0 11 4 0.90 67% 0.131 0.09 0.01
Earth Scraper 24 1 0.1 52.8 40 4 1.61 67% 0.014 0.16 0.00
Loader 24 2 0.5 528.0 25 4 1.30 67% 0.113 0.13 0.01
Motor Grader 14 2 0.5 308.0 20 6 1.18 67% 0.060 0.12 0.01
Excavator - Trencher 0 0.0 17 4 1.09 67% 0.000 0.11 0.00
Fired Heaters 24 0 0 0.0 0.25 0 0.16 67% 0.000 0.02 0.00
Forklift 7 5 0.5 385.0 10 4 0.86 67% 0.055 0.09 0.01
Fusion Welder 0 0.0 0.25 2 0.16 67% 0.000 0.02 0.00
Heavy Haul / Cranes 0 0.0 75 2 2.13 67% 0.000 0.21 0.00
Light Plants 18 0 0 0.0 0.5 4 0.22 67% 0.000 0.02 0.00
Portable Compaction Roller 19 0 0 0.0 3 3 0.50 67% 0.000 0.05 0.00
Portable Compaction - Plate 15 0 0 0.0 0.1 0 0.11 67% 0.000 0.01 0.00
Portable Compaction - Ram 0 0.0 0.25 0 0.16 67% 0.000 0.02 0.00
Pumps 35 0 0 0.0 0.1 0 0.11 67% 0.000 0.01 0.00
Portable Power Generators 19 0 0 0.0 0.5 4 0.22 67% 0.000 0.02 0.00
Truck Crane - Greater than 200 ton 1 1 0.1 2.2 50 12 1.78 67% 0.001 0.18 0.00
Truck Crane - Greater than 300 ton 0 0.0 60 12 1.93 67% 0.000 0.19 0.00
Vibratory Roller  20 ton 27 2 0.25 297.0 20 3 1.18 67% 0.058 0.12 0.01

Total 4.22 0.42

Worker personal vehicles 2028 1 0.5 22304.6 3 4 0.50 67% 1.846 0.05 0.18

Worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, average for months 1-12 divided by 1.3 employees per vehicle

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
Except for worker vehicles - parking area will be graveled and main road onsite will be paved
Water trucks operate at least 4 times per day. 

Total Annual Fugitive Dust from Onsite Equipment - Months 1 - 12

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Grading 0.3498 0.0283
Bulldozing 4.6805 1.5505
Dirt Piling 0.0357 0.0054
Storage Piles 0.4763 0.0991
Travel on Unpaved Roads 4.2152 0.4215
TOTAL 9.76 2.10



Short term fugitive Dust Emissions
Maximum construction activity occurs in month 21.

1 month of dirt moving
22 construction days per month
10 construction hours per day

60% average load factor for equipment listed (CEQA)
Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Quantity Hours/Day
Material 
Handled 
(ton/day)

Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Backhoe 1 6 58202 1,280,437 67% 0.2050 1.2298 0.0426 0.2558

Total 0.2050 1.2298 0.0426 0.2558

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants

49323 yd3/day 58202 ton/day
1,085,116 yd3 1,280,437 tons 2360 density of soil (lb/yd3) 

(USDA NRCS Physical Soil Properties from Kern County
for Lockern-Buttonwillow clay)

134.25 acres = 1,085,116 cubic yds, assume depth of soils moved is 1.67 yd
(assume 25% of entire site in month 21)

Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from onsite soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Hours/Day

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Cover Storage Pile 25 0.25 24 67% 0.07 1.63 0.014 0.339

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
pile size and number are assumed

Travel on unpaved road
E = k (s/12)a (w/3)b Entrained dust estimates calculated using guidance from AP 42, Fifth Edition, Volume I Chapter 13.2.2:  Unpaved Roads 
Eext = E ((365-P)/365)
Emission factor for vehicle travel on unpaved roads (lb/VMT)

E = size-specific emission factor (lb/VMT)
4.00                                                     s = surface material silt content (%) - Gravel Road

W = mean vehicle weight (tons)
Eext = annual size-specific emission factor extrapolated for natural mitigation, lb/VMT

37 P = number of days in a year with at least 0.254 mm (0.01 in) of precipitation (from WRCC for Bakersfield Airport Station)

Constant for Industrial Roads
PM-2.5 PM-10 

k (lb/VMT) 0.15 1.5  
a 0.9 0.9  
b 0.45 0.45   

Vehicle Type No. Of Unit

Round 
Trips /Day/ 

Unit

Round Trip 
Distance 

(mile)
Daily VMT (all 

units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/hr)

PM10 
Emissions 

(lb/day)
PM2.5 EF 
(lbs/VMT)

PM2.5 
Emissions 

(lb/hr)

PM2.5 
Emissions 

(lb/day)
Concrete Pumper Truck 1 2 0.75 1.5 30 10 1.41 67% 0.07 0.70 0.14 0.01 0.07
Dump Truck 0 0.0 15 10 1.03 67% 0.00 0.00 0.10 0.00 0.00
Service Truck - 1 ton 0 0.0 15 10 1.03 67% 0.00 0.00 0.10 0.00 0.00
Pile Driver Truck 0 0.0 15 10 1.03 67% 0.00 0.00 0.10 0.00 0.00
Truck - Fuel/Lube 0 0.0 15 10 1.03 67% 0.00 0.00 0.10 0.00 0.00
Tractor Truck 5th Wheel 0 0.0 11 10 0.90 67% 0.00 0.00 0.09 0.00 0.00
Trucks - Pickup 3/4 ton 5 10 0.5 25.0 3 4 0.50 67% 0.41 4.14 0.05 0.04 0.41
Trucks - 3 ton 2 2 0.5 2.0 11 10 0.90 67% 0.06 0.59 0.09 0.01 0.06
Truck - Water 1 4 1 4.0 25 10 1.30 67% 0.17 1.72 0.13 0.02 0.17
Air Compressor 185 CFM 0 0.0 0.5 2 0.22 67% 0.00 0.00 0.02 0.00 0.00
Air Compressor 750 CFM 4 1 0.01 0.0 0.5 2 0.22 67% 0.00 0.00 0.02 0.00 0.00
Articulating Boom Platform 0 0.0 5 10 0.63 67% 0.00 0.00 0.06 0.00 0.00
Bulldozer D10R 0 0.0 35 2 1.51 67% 0.00 0.00 0.15 0.00 0.00
Bulldozer D4C 0 0.0 15 2 1.03 67% 0.00 0.00 0.10 0.00 0.00
Concrete Trowel Machine 0 0.0 15 8 1.03 67% 0.00 0.00 0.10 0.00 0.00
Concrete Vibrators 0 0.0 0.25 0 0.16 67% 0.00 0.00 0.02 0.00 0.00
Cranes - Mobile 35 ton 7 1 0.1 0.7 25 12 1.30 67% 0.03 0.30 0.13 0.00 0.03
Cranes - Mobile 45 ton 0 0.0 35 2 1.51 67% 0.00 0.00 0.15 0.00 0.00
Crane - Mobile 65 ton 6 1 0.1 0.6 45 2 1.70 67% 0.03 0.34 0.17 0.00 0.03
Cranes 100 / 150 ton cap 4 0 0 0.0 50 12 1.78 67% 0.00 0.00 0.18 0.00 0.00
Diesel Powered Welder 3 0 0 0.0 0.5 2 0.22 67% 0.00 0.00 0.02 0.00 0.00
Backhoe/loader 1 4 0.25 1.0 11 4 0.90 67% 0.03 0.30 0.09 0.00 0.03
Earth Scraper 0 0.0 40 4 1.61 67% 0.00 0.00 0.16 0.00 0.00
Loader 0 0.0 25 4 1.30 67% 0.00 0.00 0.13 0.00 0.00
Motor Grader 0 0.0 20 6 1.18 67% 0.00 0.00 0.12 0.00 0.00
Excavator - Trencher 0 0.0 17 4 1.09 67% 0.00 0.00 0.11 0.00 0.00
Fired Heaters 5 0 0 0.0 0.25 0 0.16 67% 0.00 0.00 0.02 0.00 0.00
Forklift 3 5 0.5 7.5 10 4 0.86 67% 0.21 2.13 0.09 0.02 0.21
Fusion Welder 0 0.0 0.25 2 0.16 67% 0.00 0.00 0.02 0.00 0.00
Heavy Haul / Cranes 5 0 0 0.0 75 2 2.13 67% 0.00 0.00 0.21 0.00 0.00
Light Plants 6 0 0 0.0 0.5 4 0.22 67% 0.00 0.00 0.02 0.00 0.00
Portable Compaction Roller 2 0 0 0.0 3 3 0.50 67% 0.00 0.00 0.05 0.00 0.00
Portable Compaction - Plate 3 0 0 0.0 0.1 0 0.11 67% 0.00 0.00 0.01 0.00 0.00
Portable Compaction - Ram 0 0.0 0.25 0 0.16 67% 0.00 0.00 0.02 0.00 0.00
Pumps 2 0 0 0.0 0.1 0 0.11 67% 0.00 0.00 0.01 0.00 0.00
Portable Power Generators 5 0 0 0.0 0.5 4 0.22 67% 0.00 0.00 0.02 0.00 0.00
Truck Crane - Greater than 200 ton 4 1 0.1 0.4 50 12 1.78 67% 0.02 0.23 0.18 0.00 0.02
Truck Crane - Greater than 300 ton 2 0 0 0.0 60 12 1.93 67% 0.00 0.00 0.19 0.00 0.00
Vibratory Roller  20 ton 0 0.0 20 3 1.18 67% 0.00 0.00 0.12 0.00 0.00

Total 9.23 92.31 0.92 9.23

Worker personal vehicles 989 1 0.5 494.6 3 4 0.50 67% 8.19 81.85 0.05 0.82 8.19

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants. Parking area will be graveled and main onsite road will be paved.
Water trucks operate at least 4 times per day. 

10 Maximum number of construction work hours per day

Total Fugitive Dust from Onsite Equipment - Month 21

PM10 

Emissions 
(lb/day)

PM2.5 

Emissions 
(lb/day)

Dirt Piling 1.2298 0.2558
Storage Piles 1.6313 0.3393
Travel on Unpaved Roads 92.3095 9.2310
TOTAL 95.17 9.83



Annual Fugitive Dust Emissions
Maximum annual fugitive dust activity occurs in months 17-28.

7 months of soil disturbance
10 total construction hours per work day
22 construction days per month

60% average load factor for equipment listed (CEQA)
Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Annual Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Scraper 1,691,750 67% 0.018 0.003
Loader 1,522,575 67% 0.016 0.002
Backhoe 169,175 67% 0.002 0.000

3,383,500 Total 0.036 0.005

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
assume scraper handles 50% of dirt, loader 45%, and backhoe 5%

18,619 yd3/day 21,971 ton/day 2360 density of soil (lb/yd3) 
2,867,373 yd3 3,383,500 tons (USDA NRCS Physical Soil Properties from Kern County

Lockern-Buttonwillow clay soil)
354.75 acres = 2,867,373 cubic yds, assume depth of soils moved is 1.67 yd 

(assume 75% of entire site in 12 month period)
Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)
0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Cover Storage Pile 40 0.25 365 67% 0.48 0.099

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
E = k (s/12)a (w/3)b Entrained dust estimates calculated using guidance from AP 42, Fifth Edition, Volume I Chapter 13.2.2:  Unpaved Roads 
Eext = E ((365-P)/365)
Emission factor for vehicle travel on unpaved roads (lb/VMT)

E = size-specific emission factor (lb/VMT)
4.00                                                         s = surface material silt content (%) - Gravel Road

W = mean vehicle weight (tons)
Eext = annual size-specific emission factor extrapolated for natural mitigation, lb/VMT

37 P = number of days in a year with at least 0.254 mm (0.01 in) of precipitation (from WRCC for Bakersfield Airport Station)

Constant for Industrial Roads
PM-2.5 PM-10 

k (lb/VMT) 0.15 1.5  
a 0.9 0.9  
b 0.45 0.45   

Vehicle Type
Quantity per year 

(units*mo./yr)
Round Trips 

/Day/ Unit

Round Trip 
Distance 

(mile)
Annual VMT 

(all units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 EF 
(lbs/VMT)

PM2.5 
Emissions 
(tons/yr)

Concrete Pumper Truck 6 2 0.75 198.0 30 10 1.41 67% 0.046 0.14 0.00
Dump Truck 0 0.0 15 10 1.03 67% 0.000 0.10 0.00
Service Truck - 1 ton 0 0.0 15 10 1.03 67% 0.000 0.10 0.00
Pile Driver Truck 0 0.0 15 10 1.03 67% 0.000 0.10 0.00
Truck - Fuel/Lube 0 0.0 15 10 1.03 67% 0.000 0.10 0.00
Tractor Truck 5th Wheel 0 0.0 11 10 0.90 67% 0.000 0.09 0.00
Trucks - Pickup 3/4 ton 60 10 0.5 6600.0 3 4 0.50 67% 0.546 0.05 0.05
Trucks - 3 ton 24 2 0.5 528.0 11 10 0.90 67% 0.078 0.09 0.01
Truck - Water 12 4 1 1056.0 25 10 1.30 67% 0.227 0.13 0.02
Air Compressor 185 CFM 0 0.0 0.5 2 0.22 67% 0.000 0.02 0.00
Air Compressor 750 CFM 48 1 0.01 10.6 0.5 2 0.22 67% 0.000 0.02 0.00
Articulating Boom Platform 0 0.0 5 10 0.63 67% 0.000 0.06 0.00
Bulldozer D10R 0 0.0 35 2 1.51 67% 0.000 0.15 0.00
Bulldozer D4C 0 0.0 15 2 1.03 67% 0.000 0.10 0.00
Concrete Trowel Machine 12 1 0.25 66.0 15 8 1.03 67% 0.011 0.10 0.00
Concrete Vibrators 0 0.0 0.25 0 0.16 67% 0.000 0.02 0.00
Cranes - Mobile 35 ton 80 1 0.1 176.0 25 12 1.30 67% 0.038 0.13 0.00
Cranes - Mobile 45 ton 0 0.0 35 2 1.51 67% 0.000 0.15 0.00
Crane - Mobile 65 ton 70 1 0.1 154.0 45 2 1.70 67% 0.043 0.17 0.00
Cranes 100 / 150 ton cap 48 0 0 0.0 50 12 1.78 67% 0.000 0.18 0.00
Diesel Powered Welder 41 0 0 0.0 0.5 2 0.22 67% 0.000 0.02 0.00
Backhoe/loader 6 4 0.25 132.0 11 4 0.90 67% 0.020 0.09 0.00
Earth Scraper 0 0.0 40 4 1.61 67% 0.000 0.16 0.00
Loader 0 0.0 25 4 1.30 67% 0.000 0.13 0.00
Motor Grader 0 0.0 20 6 1.18 67% 0.000 0.12 0.00
Excavator - Trencher 0 0.0 17 4 1.09 67% 0.000 0.11 0.00
Fired Heaters 53 0 0 0.0 0.25 0 0.16 67% 0.000 0.02 0.00
Forklift 36 5 0.5 1980.0 10 4 0.86 67% 0.282 0.09 0.03
Fusion Welder 0 0.0 0.25 2 0.16 67% 0.000 0.02 0.00
Heavy Haul / Cranes 32 0 0 0.0 75 2 2.13 67% 0.000 0.21 0.00
Light Plants 84 0 0 0.0 0.5 4 0.22 67% 0.000 0.02 0.00
Portable Compaction Roller 10 0 0 0.0 3 3 0.50 67% 0.000 0.05 0.00
Portable Compaction - Plate 18 0 0 0.0 0.1 0 0.11 67% 0.000 0.01 0.00
Portable Compaction - Ram 0 0.0 0.25 0 0.16 67% 0.000 0.02 0.00
Pumps 24 0 0 0.0 0.1 0 0.11 67% 0.000 0.01 0.00
Portable Power Generators 60 0 0 0.0 0.5 4 0.22 67% 0.000 0.02 0.00
Truck Crane - Greater than 200 ton 42 1 0.1 92.4 50 12 1.78 67% 0.027 0.18 0.00
Truck Crane - Greater than 300 ton 27 0 0 0.0 60 12 1.93 67% 0.000 0.19 0.00
Vibratory Roller  20 ton 0 0.0 20 3 1.18 67% 0.000 0.12 0.00

Total 11.26 1.13

Worker personal vehicles 10919 1 0.5 120111.5 3 4 0.50 67% 9.939 0.05 0.99

Worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, average for months 17-28 divided by 1.3 employees per vehicle

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
except for worker vehicles - parking area will be graveled and main road onsite will be paved
Water trucks operate at least 4 times per day. 

Total Annual Fugitive Dust from Onsite Equipment - Months 17 - 28

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Dirt Piling 0.0357 0.0054
Storage Piles 0.4763 0.0991
Travel on Unpaved Roads 11.2573 1.1257
TOTAL 11.77 1.23



Annual Off-Site Linears Fugitive Dust Emissions Emissions Summary
Hydrogen Energy, Inc
HECA  Project               

Annual Fugitive Dust Emissions for Offsite Linears
Maximum annual fugitive dust activity occurs in months 1-12.

12 months of soil disturbance
10 total construction hours per work day
22 construction days per month

Dirt Piling or Material Handling
E = 0.00112 * (G/5)1.3 / (H/2)1.4 PM10 Emissions from Dirt Piling or Material Handling (lb/hr) from SCAQMD Table A9-9-G

12 G = Mean Wind speed (mph) default
15 H = Moisture content of surface material (%) (from Table A9-9-G-1 for moist dirt)

0.00021 lb of PM10/ ton of material

Equipment Quantity/ year Hours/ Day
Annual 
Material 

Handled (ton)

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Backhoe 12 10 1,102,262 67% 0.0379 0.0079
Total 0.0379 0.0079

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants

3538 yd3/day 4175 ton/day
934,120 yd3 1,102,262 tons 2360 density of soil (lb/yd3) 

(USDA NRCS Physical Soil Properties from Kern County
Lockern-Buttonwillow clay soil)

193 acres = 934,120 cubic yds, assume depth of soils moved is 1 yd 

Storage Piles
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from Geotechnical Investigaion, AFC Appendix P)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Storage Piles 8 0.25 365 67% 0.10 0.020

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
E = k (s/12)a (w/3)b Entrained dust estimates calculated using guidance from AP 42, Fifth Edition, Volume I Chapter 13.2.2:  Unpaved Roads 
Eext = E ((365-P)/365)
Emission factor for vehicle travel on unpaved roads (lb/VMT)

E = size-specific emission factor (lb/VMT)
4.00                                                      s = surface material silt content (%) - Gravel Road

W = mean vehicle weight (tons)
Eext = annual size-specific emission factor extrapolated for natural mitigation, lb/VMT

37 P = number of days in a year with at least 0.254 mm (0.01 in) of precipitation (from WRCC for Bakersfield Airport Station)

Constant for Industrial Roads
PM-2.5 PM-10 

k (lb/VMT) 0.15 1.5  
a 0.9 0.9  
b 0.45 0.45   

Vehicle Type

Quantity per 
year 

(units*mo./yr)
Round Trips 

/Day/ Unit

Round Trip 
Distance on 
Dirt Surface 

(mile)
Annual VMT 

(all units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 

(lbs/VMT)

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 EF 
(lbs/VMT)

PM2.5 

Emissions 
(tons/yr)

ON ROAD
Dump Truck 12 4 0.25 264.0 17 10 1.09 67% 0.048 0.11 0.00
Service Truck (MHD-DSL) 0 1 0.125 0.0 4 6 0.57 67% 0.000 0.06 0.00
Pipe Haul Truck and Trailer (HHDT-DSL 12 0.0 15 10 1.03 67% 0.000 0.10 0.00
Truck (Pickup 3/4 Ton) - MHD-DSL 17 2 0.25 187.0 1 4 0.31 67% 0.009 0.03 0.00
Truck - water 12 4 0.25 264.0 25 10 1.30 67% 0.057 0.13 0.01
OFF ROAD 0.00 67% 0.000 0.00 0.00
Air Compressor 10 4 0.00 67% 0.000 0.00 0.00
Bore Machine (Hydraulic) 5 10 0.00 67% 0.000 0.00 0.00
Crane 5 10 0.00 67% 0.000 0.00 0.00
Backhoe 12 2 0.00 67% 0.000 0.00 0.00
Excavator 12 1 0.25 66.0 17 4 1.09 67% 0.012 0.11 0.00
Forklift 4 4 0.25 88.0 10 4 0.86 67% 0.013 0.09 0.00
Welding Generator 4 3 0.00 67% 0.000 0.00 0.00
Roller 12 4 0.25 264.0 20 3 1.18 67% 0.051 0.12 0.01
Pipe Bending Machine 12 0.00 67% 0.000 0.00 0.00
Worker personal vehicles 2028 1 0.125 5576.2 3 4 0.50 67% 0.461 0.05 0.05

Total 0.6510 0.0651

Offsite worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, average for months 1-12 divided by 1.3 employees per vehicle

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants
except for worker vehicles - parking area will be graveled and main road onsite will be paved
Water trucks operate at least 4 times per day. 
Truck quantity based on monthly maximums

Total Annual Fugitive Dust from Offsite Linears Construction

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Dirt Piling or Material Handling 0.0379 0.0079
Storage Piles 0.0953 0.0198
Travel on unpaved road 0.6510 0.0651
TOTAL 0.7841 0.0928

5/12/2010

5 of 5
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WORKSHOP REQUEST 

25. Please provide a copy of the modeling files for the construction PM10 and PM2.5 
emission modeling analysis to Will Walters. 

RESPONSE 

The modeling files were provided in December 2009 on a CD with the response to CEC Set 
One Data Request No. 6.  The files were submitted directly to Will Walters via email on April 27, 
2010.  Because the files were previously docketed, they have not been resubmitted with this 
document. 
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WORKSHOP REQUEST 

26. Please provide the dates of emission reductions for the ERCs explicitly identified 
for the HECA Project. 

RESPONSE 

The dates were provided by San Joaquin Valley Air Pollution Control District (SJVAPCD) to Will 
Walters on April 13, 2010, as shown on Attachment 26-1. 



ATTACHMENT 26-1 



 
To: <WWalters@aspeneg.com> 
From: "Leonard Scandura" <Leonard.Scandura@valleyair.org> 
Date: 04/13/2010 10:49AM 
cc: <gregory.skannal@hydrogenenergy.com>, "Julie Mitchell" <Julie_Mitchell@URSCorp.com>, 
"Homero Ramirez" <Homero.Ramirez@valleyair.org>, "Allan Phillips" <Allan.Phillips@valleyair.org> 
Subject: HECA emission reduction credits 
 
Will -  
   
Per you inquiry at the 4/12/10 CEC Data Response Workshop for the HECA project, below are the dates 
of emission reductions for the ERCs explicitly identified for the HECA project (per their 4/2/10 CEC 
submittal - Response to Data Request No. 8").  
   

ERC#                    pollutant    tpy          date of emission reduction  
S-3273-2                NOx        241.00      11/30/83  
S3275-5                 SOx         84.00       3/1/92  
S-3305-1                VOC        29.25        9/10/79  
C-1058-2                NOx         20.20       1/7/08  
C-1058-5                SOx         49.00       1/7/08  

In reading HECA's 4/2/10 submittal, the above ERCs have been purchased (confirmed by our records) 
for use for the project.  However, additional ERCs from AER Glan (VOC) and GIC Financial Services 
(NOx and SOx) will be procured later in the project development process.  As such, the ERCs identified 
in this submittal represent just a portion of their offset package.  
   
Please let me know if there is any other information from our records that we can provide to you.  
   
Thanks  
   
   
   
Leonard Scandura  
Permit Services Manager  
SJVAPCD  
661-392-5601  
 

 

   
 
 
 
This e-mail and any attachments contain URS Corporation confidential information that may be proprietary or privileged. If you 
receive this message in error or are not the intended recipient, you should not retain, distribute, disclose or use any of this 
information and you should destroy the e-mail and any attachments or copies. 
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WORKSHOP REQUEST 

27. Staff is aware that HECA is working with SJVAPCD on reducing NOX emissions 
through a voluntary agreement. 

RESPONSE 

The voluntary agreement is expected to be completed by the time the Preliminary Determination 
of Compliance is issued in mid-June 2010. 



Hydrogen Energy California (08-AFC-8) Response to Workshop Request 28 
Responses to CEC Requests from April 12, 2010 Workshop Air Quality 

 28-1 R:\10 HECA\DRs\WRs\CEC WR.doc 

WORKSHOP REQUEST 

28. Please provide a description of each process stream and its purpose.  Provide the 
VOC and TAC content of each stream. 

RESPONSE 

Table 28-1 provides a brief description of each process stream evaluated for fugitive emissions 
and an explanation of volatile organic compounds (VOCs) expected to be present.  Figure 28-1 
shows the locations of each process area listed in Table 28-1 on the process flow diagram. 

The expected VOC and toxic air contaminant content of the gas in each process stream is 
provided for all streams in Table 28-2.  The content of the syngas and flash gas streams will be 
provided to the CEC under confidential cover. 

Table 28-1 
Process Stream and VOC Descriptions 

No. Name Stream Description VOC Description 
1 Methanol Solvent for Rectisol Process Entire stream is VOC 
2 Syngas Sour syngas from gasifier outlet to 

Shift Unit  
Trace amounts of COS and HCN 
(gasifier byproducts) 

3 Flash Gas Gas released from depressuring 
gasifier quench water 

Trace amounts of COS and HCN 
(gasifier byproducts) 

4 Shifted Syngas Syngas from Shift Unit to Rectisol 
Unit 

Trace amount of COS (gasifier 
byproduct) 

5 Propylene Rectisol Process refrigerant Entire stream is VOC 
6 Sour Water Process wastewater from gasification 

containing sulfide and ammonia 
(none) 

7 H2S Laden 
Methanol 

Rich solvent in Rectisol Unit 
containing H2S and CO2 

Methanol and trace amount of 
COS (gasifier byproduct) 

8 CO2 Laden 
Methanol 

Rich solvent in Rectisol Unit 
containing CO2 with H2S removed 

Methanol 

9 Acid Gas Concentrated CO2 and H2S from 
Rectisol to SRU 

Entrained solvent (methanol) and 
trace amount of COS (gasifier 
byproduct) 

10 Ammonia 
Laden Gases 

Offgas from process wastewater 
treating containing ammonia and H2S

Trace amounts of COS and HCN 
(gasifier byproducts) 

11 Sulfur Liquid elemental sulfur product from 
the SRU 

(none) 

12 TGTU Process 
Gas 

Tail gas from Claus Units, TGTU feed Trace amount of COS (gasifier 
byproduct) 

13 TGTU Amine Rich amine from TGTU, aqueous 
solution of methyl diethanol amine 
containing H2S 

Amine is a VOC 

Notes: 
CO2 = carbon dioxide 
COS = carbonyl sulfide 
H2S = hydrogen sulfide 
HCN = hydrogen cyanide 
SRU = sulfur recovery unit 
TGTU = tail gas treating unit 
VOC = volatile organic compounds 
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Table 28-2 
Process Stream VOC, HAP, and Criteria Pollutant Content 

Wt % 

Compound 
Methanol 
Stream Syngas 

Flash 
Gas 

Shifted 
Syngas 
Stream 

Propylene 
Stream 

Sour 
Water 

Stream

H2S 
Laden 

Methanol 
Stream 

CO2 
Laden 

Methanol 
Stream 

Acid Gas 
Stream 

Ammonia-
Laden 
Gas 

Stream 
Sulfur 
Stream 

TGTU 
Process 

Gas 
Stream 

TGTU 
Amine 
Stream 

CO2 0.00%  90.43% 0.00% 2.50% 44.68% 35.81% 60.32% 68.32% 0.00% 64.65% 1.98%

CO 0.00%  1.48% 0.00% 0.001% 0.03% 0.04% 0.06% 0.36% 0.00% 0.31% 0.00%

CH4 0.00%  0.06% 0.00% 0.00% 0.003% 0.003% 0.002% 0.002% 0.00% 0.00% 0.00%

H2S 0.00%  2.05% 0.00% 0.18% 1.73% 0.0001% 39.04% 5.98% 0.03% 1.86% 0.32%

COS 0.00%  0.01% 0.00% 0.00% 0.01% 0.00% 0.51% 0.02% 0.00% 0.03% 0.00%

CH3OH 100.00%  0.00% 0.00% 0.00% 53.51% 64.10% 0.03% 0.00% 0.00% 0.00% 0.00%

C3H6 0.00%  0.00% 100.00% 0.00% 0.00% 0.00% 0.00% 0.00% 0.00% 0.00% 0.00%

NH3 0.00%  0.00% 0.00% 0.25% 0.00% 0.00% 0.00% 7.36% 0.00% 0.00% 0.00%

HCN 0.00%  0.00% 0.00% 0.00% 0.00% 0.00% 0.00% 0.05% 0.00% 0.00% 0.00%

MDEA 0.00%  0.00% 0.00% 0.00% 0.00% 0.00% 0.00% 0.00% 0.00% 0.00% 43.96%

Notes: 

C3H6 = propylene 
CH3OH = methanol 
CH4 = methane 
CO = carbon monoxide 
CO2 = carbon dioxide 
COS = carbonyl sulfide 
H2S = hydrogen sulfide 
HAP = hazardous air pollutant 
HCN = hydrogen cyanide 
MDEA = methyldiethanol amine 
NH3 = ammonia 
TGTU = tail gas treating unit 
VOC = volatile organic compound 



June 2010
28067571

Hydrogen Energy California (HECA)
Kern County, California

 FIGURE 28-1

PROCESS STREAMS
 EVALUATED FOR FUGITIVE EMISSIONS

6/02/10 vsa...T:\HECA\GRAPHICS\Data Requests\DR_workshop\28-1_process streams.ai

Source:
Fluor; Hydrogen Energy California, Kern County Power Project;
Block Flow Diagram; Drawing No: A3RW-BFD-25-001, Rev. 4 (04/13/09)
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WORKSHOP REQUEST 

29. Need to develop a consensus with San Joaquin Valley Air Pollution Control 
District (SJVAPCD) regarding the estimation of PM2.5 emissions from the cooling 
towers. 

RESPONSE 

SJVAPCD informed the Applicant that they agreed with the apportionment of PM10 and PM2.5 
emissions from the cooling towers.  SJVAPCD will provide written confirmation to CEC 
regarding the particulate matter emissions from the cooling towers. 



Hydrogen Energy California (08-AFC-8) Response to Workshop Request 30 
Responses to CEC Requests from April 12, 2010 Workshop Air Quality 

 30-1 R:\10 HECA\DRs\WRs\CEC WR.doc 

WORKSHOP REQUEST 

30. Please provide a clearer “Ackerman Property” figure and map the residences 
nearby. 

RESPONSE 

Figure 37-1, Ackerman Property, from the response to CEC Set One Data Request No. 37, has 
been revised as requested and is attached.  In addition, please refer to Figure 5.4-2 of the 
Revised AFC for the locations of the nearest dwellings. 
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WORKSHOP REQUEST 

31. Please provide a consolidated table with all Greenhouse Gas (GHG) emissions 
calculated for the entire construction period. 

RESPONSE 

As previously stated in the response to CEC Set One Data Request No. 43, the greenhouse gas 
emissions from all construction-related activities were presented in a series of tables in 
Appendix D1.1 of the Revised AFC.  Table 31-1 summarizes the greenhouse gas emissions for 
the entire construction period. 

Table 31-1 
Estimated Greenhouse Gas Emissions for The Entire Construction Period 

(metric tons/44 months construction period) 

Activity CO2 CH4 N2O CO2e 

Onsite Construction Emissions 

Construction Equipment and Trucks 7,735.78 0.96 0.18 7,812.67

Worker Vehicles 963.46 0.07 0.04 976.05

Delivery Trucks 382.38 0.01 0.01 384.23

Subtotal of Onsite Emissions 9,081.62 1.04 2.24E-01 9,172.94

Offsite Construction Emissions 

Construction Equipment and Trucks 422.46 0.06 0.01 426.39

Worker Vehicles 24,728.72 1.82 0.92 25,051.88

Delivery Trucks 7,265.29 0.15 0.10 7,300.38

Subtotal of Offsite Emissions 32,416.46 2.03 1.03 32,778.65

Total Construction GHG Emissions 41,498.08 3.08 1.25 41,951.60
Notes: 

Offsite construction equipment emissions are from linear (e.g., transmission line and pipeline) construction activities. 

Assumes 66% long-term average operational load for construction equipment and trucks emissions. 

Emissions from worker vehicles are based on actual worker schedule data from Table 2-25, Estimated Monthly Construction 
Workforce from Revised AFC. 
CH4 = methane 
CO2 = carbon dioxide 
CO2e = carbon dioxide equivalent 
N2O = nitrous oxide 
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WORKSHOP REQUEST 

32. Please provide an annual limit on Greenhouse Gas emissions from the CO2 vent. 

RESPONSE 

The maximum CO2 to be emitted from the CO2 vent is anticipated to be 150,011 tonnes per 
year.  It should be noted that the CO2 vent is a safety device that releases the CO2 stream in the 
event of an emergency.  Although it is anticipated that all unplanned venting should be covered 
under the limit described above, a hard limit on the amount of venting may produce an unsafe 
operating environment. 
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WORKSHOP REQUEST 

33. Please provide official submittals to and correspondence with SJVAPCD. 

RESPONSE 

The Applicant has provided the CEC with copies of official SJVAPCD submittals and 
correspondence and will continue to provide official correspondence to the CEC as it is 
exchanged with SJVAPCD. 
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WORKSHOP REQUEST 

34. Please provide the status of the PSD permit. 

RESPONSE 

As the Applicant noted during the April 12, 2010 CEC Workshop, the Prevention of Significant 
Deterioration (PSD) permit application is still in review by the U.S. EPA and the Federal Land 
Manager (FLM). 
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WORKSHOP REQUEST 

35. Please provide a copy of the Applicant’s responses to the Federal Land Manager 
(FLM) comments on the PSD permit application. 

RESPONSE 

Attachment 35-1 presents the Applicant’s April 26, 2010 responses to questions from the FLM 
regarding the Class I Area modeling analyses.  To date, the Applicant has not received further 
communication from the FLM regarding the responses. 



ATTACHMENT 35-1 



APRIL 2010

RESPONSES TO FEDERAL LAND MANAGER (FLM)
COMMENTS ON CALPUFF MODELING IN THE

OCTOBER 2009

PREVENTION OF SIGNIFICANT DETERIORATION
(PSD) PERMIT APPLICATION

REVISED APPLICATION FOR CERTIFICATION

(08-AFC-8)

FOR HYDROGEN ENERGY CALIFORNIA

KERN COUNTY, CALIFORNIA

Prepared by

URS CORPORATION
1615 Murray Canyon Road, Suite 1000

San Diego, CA, 92108
URS Project Number 28067571
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COMMENT

1. Why was the HECA CALPUFF modeling limited to only the San Rafael
Wilderness?  Other Class I areas like Dome Land Wilderness and Sequoia
National Park are just beyond 100 km distant from HECA, but are located more
along the expected prevailing winds for the area.  This question was previously
raised in comments on the April 22, 2008 modeling protocol.

RESPONSE

National Park Service (NPS) commented on the modeling protocol on April 28, 2008 regarding
these Class I areas.  NPS stated that they did not believe that there is any significant air quality
impact at Class I areas beyond a 100-km distance from HECA, based on the distance and low
emissions.  The following is the comment from NPS:

“Thank you for sending the HECA air quality modeling protocol to us for review.
Based on the information presented in the protocol, the distance to the nearest
National Park Service Class I area (Sequoia National Park) is 125 kilometers
and the emissions from the proposed HECA facility are 234 TPY of NOx , 36
TPY of SO2, 207 TPY of PM10 and 41 TPY of VOCs.  We feel that given the
distance and low emissions, we do not believe there will be any significant air
quality impacts at Sequoia National Park.  However, in the modeling protocol I
read the following statement (page 5-1): "Three Class I areas are located within
the region of the HECA site and require further evaluation: Dome Land
Wilderness Area, Sequoia National Park, and San Rafael Wilderness Area.
However, detailed review of the locations of these Class I areas relative to the
HECA site shows that Dome Land Wilderness Area and Sequoia National Park
are greater than 100 km from HECA.  Therefore, these two Class I areas do
not meet the criterion of being within 100 km and will not be included in the
HECA analysis." For future PSD applicants, we ask that large sources (large
emissions) complete an air quality analyses for Class I areas beyond 100 km
and we be given the opportunity to review the modeling protocol and PSD
applications for large sources.”

After HECA amended the PSD application in October 2009 to exclude the auxiliary turbine, the
total emissions from the proposed HECA facility dropped to 186 TPY of NOx, 38 TPY of SO2,
and 111 TPY of PM10.  These revised emissions are significantly lower than those proposed by
HECA in the June 2009 PSD application; therefore, it supports the NPS’ comments regarding
no expected significant air quality impacts at Sequoia National Park.

Figure 1 presents the CALMET/CALPUFF modeling domain with the HECA Project Site
location, San Rafael Wilderness Area, Bakersfield, Santa Maria, and Santa Barbara areas.

A windrose of annual Bakersfield surface winds is presented in Figure 2.  It shows that the wind
blows predominantly from the northwest with occasional southeasterly winds, primarily during
the winter; therefore, the most frequent plume transport is toward the southeast.  Santa Maria
surface data shows that the wind blows almost exclusively from the northwest toward the
southeast as shown in Figure 3.  Both Dome Land Wilderness area and Sequoia National Park
are located northeast of the HECA.  Therefore, the plume from HECA is unlikely to be
transported to these Class I areas.



Hydrogen Energy California (08-AFC-8) PSD Permit Application Response to Comment 1
Responses to FLM Comments on CALPUFF Modeling

1-2 Responses to FLM Comments on HECA PSD application.doc

Santa Barbara surface data shows that the wind blows dominantly from south toward north as
shown in Figure 4.  Los Angeles surface data shows that the wind blows dominantly from south-
southwest toward east-northeast as shown in Figure 5.  Therefore, San Gabriel Wilderness
Area and Cucamonga Wilderness Area are more likely affected by the sources in Los Angeles
area rather than sources in HECA project location.

Also, current CALPUFF modeling results show that the criteria pollutant concentrations and
Nitrogen and Sulfur deposition rates are well below the thresholds (i.e., the criteria pollutant
concentrations are between 1 percent and 30 percent of the Significant Impact Level (SIL), and
the Nitrogen and Sulfur deposition rates are between 3 percent and 7 percent of corresponding
thresholds).

Modeled visibility reductions for each modeled year were compared to the level of acceptable
extinction change (LAC) of 5 percent.  The visibility impact is greater than 5 percent, but less
than 10 percent of cumulative modeling threshold.  The number of days that exceeds 5 percent
of extinction change is 1 day for 2001 and 2003, and 3 days for 2002.  The Class I modeling
analyses were performed based on an operating scenario with very conservative emission
rates.  These emissions are discussed later in this document.  Not only was each source
emission rate estimated based on worst-case scenario, the model conservatively assumed that
all the sources will be operated in this mode everyday.  Based on these conservative emission
rates, it is expected that no significant visibility impact would occur due to proposed project.

Based on these reasons, it is expected that the air quality impact of the HECA project on Dome
Land Wilderness Area, Sequoia National Park, and even the more distant San Gabriel
Wilderness Area and Cucamonga Wilderness Area would be less than predicted in the San
Rafael Wilderness Area.  Consequently, the impact would be less than significant in these more
distant Wilderness Areas.
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Figure 1. CALMET/CALPUFF Modeling Domain
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Figure 2. Windrose at Bakersfield, CA (Average of 2001, 2002, 2003, 2004, and 2006)
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WRPLOT View - Lakes Environmental Software
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Figure 3. Windrose at Santa Maria, CA (Average of1986-1990)
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WRPLOT View - Lakes Environmental Software
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Figure 4. Windrose at Santa Barbara, CA (Average of 1986-1990)
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COMMENT

2. What upper air stations are located in and near the modeling domain and could
have been used if the modeling had chosen to include upper air stations?

RESPONSE

There are three upper air stations located in the modeling domain.  Point Mugu (WBAN 93111,
WMO ID 72391, Lat 34.10, Long -119.12); Vandenberg (WBAN 93214, WMO ID 72393, Lat
34.75, long -120.57); and Vandenberg AFB (WBAN 93223, WMO ID 74606, Lat 34.67, Long -
120.58).  For Point Mugu station, no data is available for the time period of MM5 meteorological
data (2001 through 2003).  Vandenberg and Vandenberg AFB stations have very spotty and
incomplete data.

Therefore, no observed upper-air meteorological observations were used in the
CALMET/CALPUFF modeling analysis as they are not available in the modeling domain.

In addition, Western Regional Air Partnership (WRAP) explains that the twice daily upper-air
meteorological observations are used as input with the MM5 model estimates nudged to the
observations as part of the Four Dimensional Data Assimilation (FDDA) in the application of the
MM5.  This results in higher temporal (hourly vs. 12-hour) and spatial (36 km vs. approximately
300 km) resolution upper-air meteorology in the MM5 field that is dynamically balanced than
contained in the upper-air observations.  Therefore, the use of the upper-air observations with
CALMET may upset the dynamic balance of the meteorological fields potentially producing
spurious vertical velocities.



Hydrogen Energy California (08-AFC-8) PSD Permit Application Response to Comment 3
Responses to FLM Comments on CALPUFF Modeling

3-1 Responses to FLM Comments on HECA PSD application.doc

COMMENT

3. Please justify the use of 10 ppb for the background ammonia levels.  Other San
Joaquin Valley CALPUFF modeling studies have used 20 ppb for the background
ammonia.  This issue was also raised in comments on the April 22, 2008 modeling
protocol.

RESPONSE

The project site is located in western unincorporated Kern County, approximately 7 miles west
of the outermost edge of the city of Bakersfield, 1.5 miles northwest of the unincorporated
community of Tupman, and approximately 4 miles southeast of the unincorporated community
of Buttonwillow.  The predominant land uses within the Kern County include agriculture, oil
production, mineral exploration (including gold, borate, and kernite), residential, and military
installations (including Edwards Air Force Base and China Lake Naval Air Weapons Station).
The Western Regional Air Partnership (WRAP) used the 1 ppb of the monthly background
ammonia concentration for this region because they believed that the region is arid land.
However, the HECA analysis used a monthly background ammonia concentration of 10 ppb,
which is the recommended IWAQM Phase II report value for “grasslands”, which is often used
for agricultural areas.

The following figures show the ammonia concentrations measured from Bakersfield – Van Horn
School and Kern Wildlife Refuge in San Joaquin Valley (Dave Mitchell, SJVAPCD, Presentation
Slides for NADP Ammonia Workshop presented in Washington, DC on October 23, 2003.
http://www.docstoc.com/docs/5693004/Ammonia-Regulation-%E2%80%93-Are-We-Ready).
The average ammonia (NH3) concentration observed during 72 hours is 10.1 ppb from
Bakersfield – Van Horn School and 6.1 ppb from Kern Wildlife Refuge.

Therefore, it is reasonable to use 10 ppb of monthly ammonia concentration for HECA project
located in Kern County.

http://www.docstoc.com/docs/5693004/Ammonia-Regulation-%E2%80%93-Are-We-Ready).
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Figure 6. Ammonia Concentration Observed at Bakersfield-Van Horn School and Kern
Wildlife Refuge (Dave Mitchell, 2003)
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COMMENT

4. Explain the choice of emission inputs used for the CALPUFF modeling given the
variability of emissions among different sources at the site.  Do the emissions
represent an expected worst-case operating scenario?  Please assist in tracking
the emissions used in the CALPUFF modeling versus the permit application.  It
was also noted that several emission sources have zero emissions for all
pollutants.

RESPONSE

The emissions represent an expected worst-case operating scenario.  The maximum sustained
emission rates were used for the corresponding averaging periods (1-hour, 3-hour, 8-hour, and
24-hour).  For the annual averaging period, the annual average emission rates were used from
all sources.

The assumptions that were used to determine the worst-case emission scenarios for the
CALPUFF modeling analyses were described in the Appendix C of the Revised AFC application
and are described below.  It is true that several sources in the modeling analysis have zero
emissions for all pollutants because of the following reasons:

The auxiliary boiler was exempted in the modeling analysis because the auxiliary boiler
(AUX_BOIL) will not operate on the same day that the HRSG turbine (HRSGSTK) operates.  In
addition, the analysis assumed that all emissions from three gasifier refractory heaters (A, B,
and C) are released to the gasifier warming vent stack B , since only one gasifier refractory
heater will be operational at any given time.  The analysis also assumed that all emissions from
two emergency generators (1 and 2) are released to the emergency generator 1.

For the 24-hour analysis, it was assumed that the gasification flare operates for 24-hours of wet
flaring.  This is a cold gasification plant startup which is anticipated to occur only 1 time per year
and last up to about 26 hours.  However, the model conservatively assumed that a full 24-hours
of this event happens everyday.  During this same day, the CTG/HRSG cannot operate on
syngas or co-firing because all of the off-spec syngas is being flared through gasification flare.
Therefore, the CTG/HRSG worst case NOx emission for 24-hour averaging period cannot be
the highest of natural gas, syngas, or co-firing.  It can only be natural gas.  During this same
day, it was assumed that CTG/HRSG will have 1 cold startup (3 hours), 1 hot startup (1 hour), 1
cold shutdown (0.5 hour), 1 hot shutdown (0.5 hour), and normal operation during the rest of the
hours (19 hours). The worst-case 24-hour PM10 emissions were based on the highest emission
rate chosen from either (1) the combined emissions of 4 cold startup (12 hours), 4 shutdown (2
hours), and normal operation during the rest of the hours (10 hours) for natural gas scenario, or
(2) the maximum hourly rate multiplied by 24 hours for syngas and co-firing scenarios.  The
combination of the worst-case NOx and PM10 emission rates were selected to be conservatively
high, so that no impact could be underestimated.

SRU flare emissions for the 24-hour period were estimated based on 3 hours of
startup/shutdown flaring with the remainder in pilot operation.  Startup/shutdown flaring is
anticipated to occur only 6 hours per year.  However, the model conservatively assumed that a
startup/shutdown flaring event happens everyday. Emergency generator and firewater pump will
be operated for 50 hours per year and 100 hours per year, respectively.  However, the model
conservatively assumed that a full 24-hours of this event happens everyday.

The worst-case 1-hr emissions of NOx, CO, and SO2 are the maximum emission rates from
either startup/shutdown or normal operation during any given one hour.  The worst-case 3-hour
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and 24-hour emissions of SO2 consist of the maximum emission rate from normal operating
scenarios (startup and shutdown SO2 emissions will always be lower than normal operation SO2
emissions).  For annual analysis, the maximum emission rates of total annual emission rates for
each fuel scenarios were used.
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COMMENT

5. EPA released new guidance on August 31, 2009 regarding the recommended
choices for input variables for CALMET.  The HECA modeling deviates from these
recommendations in many respects, although it is recognized that some of the
HECA modeling files predate this EPA guidance.  However, the revised HECA
modeling report was completed in October 2009, which was after EPA released its
CALMET guidance.

RESPONSE

HECA CALMET/CALPUFF modeling files were prepared before or at the time that EPA
released a new guidance (Clarification on EPA-FLM Recommended Setting for CALMET,
August 2009) although the final modeling report was prepared and dated October 2009.  Also,
URS prepared the CALMET files in accordance to guidance from the US Forest Service’s
consultant (June 2008).

The CALMET modeling files were prepared and completed in June, 2008.  The PSD application
was revised in June 2009 to account for the change in project site location.  In October 2009,
the PSD application was further revised primarily to remove the auxiliary turbine.  Based on the
October 2009 revised permit application, the revised CALPUFF modeling analysis were
prepared and completed in July-September time frame in 2009.
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COMMENT

6. Notwithstanding the above, the CALMET modeling still did not select certain
regulatory defaults (i.e., IMIXH, ICOARE, THRESHL, ITWPROG).  Please explain the
choice of these variables for the CALMET modeling.

RESPONSE

The comment from Howard Gebhard on June 24, 2008 indicated that “CALPUFF modeling
options listed in the protocol appear to follow the standard “default” values, which follows FLM
guidance.  Any deviation from the “default” model; parameters should be justified by the
applicant.”  Any deviation from FLM guidance (CALPUFF Reviewer’s Guide, 2005) is mentioned
below.  The CALMET analysis was conducted approximately 2 years ahead of the time that
EPA guidance was released, and final CALPUFF analysis was conducted around the time that
EPA guidance was released.  Therefore, the analysis used default values defined in the FLM
guidance, and any variables not defined in the FLM guidance followed by WRAP’s BART
analysis.  Despite of it, any deviation from a new EPA guidance is also mentioned below:

(1) MREG – CALMET default is user defined.  The analysis used the CALMET default
values of IMIXH, ICOARE, and THRESHL that are associated with MREG=0, which
are also consistent with WRAP analysis.

(2) IUTMZN (UT zone) – The analysis used 0 because the UTM was not used anyway.
EPA-FLM recommended using -999, but it does not make any difference in modeling
results.

(3) NZ (Number of vertical layers) and ZFACE (cell face heights in arbitrary vertical grid)
– The analysis used NZ=11 because FLM guidance mentioned that the vertical grid
will generally contain 9-12 layers, but did not specify the default value.  With the user
defined choice based on the FLM guidance, HECA used WRAP’s choice, which was
the representative modeling analysis in the region before EPA announced the new
CALPUFF guidance on August 31, 2009.  The analysis used 11 vertical layers with
the maximum cell height as 5,000 meters.  WRAP introduced Colorado Department
of Public Health and Environment (CDPHE) analyses of soundings for summer
ozone events in the Denver area.  The CDPHE analysis suggests mixing heights in
the Denver area are often well above the CALMET default value of 3,000 meters
during the summer.  A 3,000 m AGL maximum mixing height might be appropriate in
the eastern U.S., however in the western U.S. in the summer mixing heights may
exceed this value.  WRAP expected that mixing heights in excess of the 3,000 m
AGL CALMET default maximum would occur in the western States.

(4) IUVOUT, IWOUT, ITOUT, BIAS, NSMTH, NINTR2, FEXTR2, KBAR – since the
analysis used NZ=11, these variables used 11 vertical layers.

(5) NOOBS – The analysis used NOOBS=1 because there were no valid upper air data
available in the modeling domain.

(6) RMIN2 – Since FLM guidance did not have default value for this variable, the
RMIN2=4 was used based on WRAP analysis.

(7) RMAX2 – The analysis used RMAX2=500 km based on FLM guidance.
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(8) RMAX3 – Since FLM guidance did not have default value for this variable, the
RMAX3=100 km was used based on WRAP analysis.

(9) TERRAD – Since FLM guidance did not have default value for this variable, the
TERRAD=10 was used based on WRAP analysis.

(10) R2 – FLM guidance recommends R2 in the range of 100-200km.  The analysis used
R=200 km based on WRAP analysis, which is also within the FLM’s range.

(11) IMIXH – The analysis used IMIXH=1 (Maul-Carson for land and water cells), which is
consistent with CALMET recommended default and WRAP analysis.

(12) THRESHL –The analysis used the CALMET default value of 0.05, which is
consistent with CALMET recommended default and WRAP analysis.

(13) ITWPROG – The analysis used option 2 (use prognostic lapse rates and prognostic
delta T) instead of using option 0 (use SEA.DAT lapse rates and deltaT or assume
neutral conditions if missing) because there were no SEA.DAT data available.

(14) ZIMAX and ZIMAXW – The analysis used the 4500 m of ZIMAX and ZIMAXW
because the analysis used maximum cell height of 5000 meters (see item no. 3).
ZIMAX and ZIMAXW should be equal or less than the highest cell face height.  The
value was consistent with WRAP analysis.

(15) ICOARE - The analysis used ICOARE=10 (COARE with no wave parameterization),
which is consistent with CALMET recommended default and WRAP analysis.

(16) ITPROG – The analysis used ITPROG=1 because no upper air data were available
in the modeling domain.

(17) JWAT1 and JWAT2 – One of the CALMET problems found in EPA-approved
CALMET version, which was publicly reported in Model Change Bulletins (MCB)-E
(June 13, 2008, TRC) is that “no vertical extrapolation of temperature from lowest
3D.DAT level to lower CALMET levels was performed overwater when
ITWPROG=2”.  The model did not run through if the JWAT1 and JWAT2 set to 55
when the analysis used ITWPROG=2 (use prognostic lapse rates and prognostic
delta T) and NOOBS=1 (use surface stations; and use MM5/3D for upper air data)
because it requires SEA.DAT for land/water interpolation.  WRAP was able use
JWAT1 and JWAT2 equal to 55 because they used NOOBS=2 (no surface or upper
air observations; use MM5/3D for surface and upper air data) while they used
ITWPROG=2.  Therefore, the analysis used the user defined 999 values for JWAT1
and JWAT2 in order to make the model run through.

Since the model-predicted concentrations are very low compared to the corresponding
thresholds, it is expected that the changes to the regulatory option of these variables would not
make significant differences in modeling results.
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COMMENT

7. Also, in CALPUFF, the SVMIN variable does not appear to match the regulatory
default.  Please explain.

RESPONSE

The CALPUFF default SVMIN is 0.5 for land and 0.37 for water.  The analysis used CALPUFF
default SVMIN values, which are also consistent with WRAP analysis.
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COMMENT

8. The CALMET/CALPUFF modeling selected the NAS-C datum over the WGS-84
datum.  Although this variable is “user defined”, WGS-84 is the normal choice for
most CALPUFF modeling.  Please explain why the user selected NAS-C for this
particular modeling study.

RESPONSE

It is considered to be more accurate to use the coordinate of NAS-C (North America) rather than
WGS-84 (global coverage) since the modeling domain is limited to the North American regional
area rather than whole earth.  Consequently, NAS-C data were selected.

.
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COMMENT

9. The inputs for particle size appear to have been applied to the secondary organic
aerosol (SOA) fraction of the PM-10 emissions.  Please explain the technical basis
for the particle size data and explain why only the SOA emissions were separated
by particle size.

RESPONSE

The particle size data were obtained from National Park Service’s Particulate Matter Speciation
(http://www.nature.nps.gov/air/permits/ect/index.cfm) for “Gas-fired Combustion Turbines”.  This
particle size distribution method was applied to the CTG/HRSG.  The particulate matter was
divided into multiple categories based on its size: PM10, PM0.05, PM0.1, PM0.15, PM0.2, PM0.25,
PM1, and elemental carbon (EC).  For the smaller particulate matter, which has diameter equal
to or less than 1 µm (PM0.05, PM0.1, PM0.15, PM0.2, PM0.25, and PM1), I grouped these fine PMs as
secondary organic aerosol (SOA).  The model used the light extinction efficiency of organic
carbon (EEOC=4) for these fine PMs (grouped as SOA), which is more conservative extinction
efficiency than the one for the fine PMs (EEPMF=1) regarding visibility impairment impact
analysis.

http://www.nature.nps.gov/air/permits/ect/index.cfm
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COMMENT

10. In CALPOST, why was only Method 2 evaluated for visibility impacts?  Using
Method 2 is consistent with the DRAFT 2008 FLAG guidance, but this guidance
has not yet been adopted in final form.

RESPONSE

The analysis used Method 2 (MVISBK=2), which is the preferred method in the DRAFT
CALPUFF Reviewer’s Guide (September, 2005) and the new EPA guidance (August, 2009).
Based on a phone conversation with the FLM on March 30, 2010, a Method 2 analysis is an
acceptable method to evaluate the visibility impact.
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COMMENT

11. Except for the HRSGSTK emission source, all PM-10 emissions were modeled in
the visibility assessment as PMC.  This implies that none of the PM-10 emissions
from sources other than HRSGSTK are PM-2.5 or smaller.  Please explain/justify
this assumption.

RESPONSE

The HRSG turbine (HRSGSTK) is operated on natural gas, syngas or a combination; therefore,
it is assumed that all particulate matter emissions from the CTG/HRSG are smaller than PM2.5
based on National Park Service (NPS)’s Particulate Matter Speciation (PMS) for “Gas-fired
Combustion Turbines” (http://www.nature.nps.gov/air/permits/ect/index.cfm).  For other sources
such as cooling towers, vents, flares, and dust collectors, the sources are likely to emit
significantly more coarse particulate matter (PM10) than fine particulate matter (PM2.5).  The
emergency generators and fire water pump engine combust diesel fuel; therefore, all particulate
matter emitted from these sources were assumed to be PM10.  Although some smaller
particulate matter may be emitted from the thermal oxidizer and gasifier refractory heaters,
these sources emit less than 1 percent of total project emissions and the speciation was
unknown, thus all PM emissions from these sources were set to PM10.  Therefore, particulate
matter emissions from all sources except CTG/HRSG were modeled as PM10 (PMC in the
visibility assessment).

In addition, the CTG/HRSG is the largest PM emission source followed by the cooling towers,
the remainder of the sources emit less than 6 percent of total project PM emissions, therefore,
no noticeable changes in PM increment or visibility impact are expected by changing this small
portion of PM10 to fine particulate matter.

http://www.nature.nps.gov/air/permits/ect/index.cfm).
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WORKSHOP REQUEST 

36. Please revise Table 57-1 from the Applicant’s Responses to the CEC Data 
Requests Set One No. 57 to provide the missing information. 

RESPONSE 

Operational emissions from stationary sources are presumed to conform to the Clean Air Act 
and the State Implementation Plan because they are subject to PSD/New Source Review (NSR) 
requirements and permitting (40 Code of Federal Regulations [CFR] 93.153[d][1]; 40 CFR 
51.853[d][1]).  Other emissions that are not subject to PSD/NSR requirements such as total 
construction emissions and mobile operational emissions are compared to the GCR de minimis 
thresholds and are presented in Revised Table 57-1. 

As stated in the response to CEC Set One Data Request No. 57, two construction periods were 
considered:  the 12-month period spanning Months 1 through 12 when the majority of 
earthmoving would take place, and the 12-month period spanning Months 17 through 28, when 
the maximum amount of construction equipment would be on site.  Onsite construction takes 
place in both construction periods, but offsite construction (offsite linears) only takes place from 
Months 1 through 12.  Emissions from onsite and offsite personal vehicles and delivery trucks 
during the two construction periods are also included in the table. 

Both onsite and offsite mobile operational emissions are shown in Revised Table 57-1.  Onsite 
mobile operational emissions include emissions from onsite coal and gasifier trucks plus the 
operations and maintenance trucks described in the responses to CEC Set One Data Requests 
Nos. 23 and 24, while offsite mobile operational emissions cover net increase in emissions in 
the San Joaquin Valley Air Basin (SJVAB) from trucks and rail. 

On May 5, 2010, the U.S. EPA published a final rule redesignating the area as an extreme 
ozone nonattainment area, effective June 4, 2010.  As shown in bold font in Revised 
Table 57-1, during both construction periods, emissions of both nitrogen oxides and reactive 
organic gases would exceed the de minimis threshold of 10 tons per year for an extreme ozone 
nonattainment area, making GCR applicable to the Project emissions during construction.  None 
of the mobile source emissions during operations would exceed the de minimis thresholds.  The 
Applicant will surrender Emission Reduction Credits prior to start of construction to account for 
emissions above the GCR de minimis thresholds. 

The SJVAB is a maintenance area for the federal PM10 standard.  Construction period PM10 
emissions and operational mobile PM10 emissions would not exceed the GCR de minimis level 
of 100 tons per year for PM10.  Entrained fugitive road dust emissions from unpaved roads 
presented in Revised Table 57-1 use the SCAQMD emission factors, although the response to 
Workshop Request 24 above presents these emissions also using AP-42 emission factors.  
However, even if the fugitive dust emissions were changed based on the AP-42 emission 
factors, the PM10 emissions would be below the GCR de minimis thresholds.  The total PM10 
emissions using AP-42 emission factors for Months 1 through 12 would be 67.53 tons per year, 
and the total PM10 emissions for Months 17 through 28 would be 94.53 tons per year. 

Emission calculations supporting this response are presented in Revised Attachments 57-1 
and 3-1. 
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Revised Table 57-1 
Summary of Construction Emissions and Mobile Source Emissions During Operation 

Within the San Joaquin Valley Air Basin 

Construction Emissions 
CO 

(tons/year) 
NOX 

(tons/year) 
PM10 

(tons/year) 
ROG 

(tons/year) 
Months 1 – 12 
Onsite Exhaust 16.10 31.17 1.92 4.79
Onsite Fugitive Dust 9.21 
Offsite Exhaust 27.38 32.18 2.13 8.92
Offsite Fugitive Dust 50.68 
Total 43.48 63.34 63.93 13.71
GCR De Minimis Levels NA 10 100 10
Months 17 – 28 
Onsite Exhaust 21.11 40.85 2.31 6.04
Onsite Fugitive Dust 6.05 
Offsite Exhaust 82.27 31.90 2.46 12.28
Offsite Fugitive Dust 74.47 
Total 103.37 72.74 85.29 18.33
GCR De Minimis Levels NA 10 100 10
Mobile Source Emissions During 

Operation Within the SJVAB 
CO 

(tons/year) 
NOX 

(tons/year) 
PM10 

(tons/year) 
ROG 

(tons/year) 
Onsite Trucks 0.35 0.83 0.02 0.10
Offsite Trucks and Rail (Net 
Increase) 3.69 6.54 0.37 0.76
Total 4.04 7.37 0.39 0.85
GCR De Minimis Levels NA 10 100 10
Notes: 
(1) Onsite construction emissions include emissions from construction equipment, construction trucks, personal vehicles, and 

delivery trucks traveling onsite on unpaved and paved roads. 
(2) Offsite construction emissions include emissions from construction equipment, construction trucks (offsite linears), personal 

vehicles, and delivery truck traveling offsite.  Offsite linears construction only takes place in Months 1 through 12, but offsite 
personal vehicles and delivery trucks take place in Months 1 through 12 and Months 17 through 28. 

(3) All construction equipment assumes an annual 66 percent load factor 
(4) Operational offsite truck and rail net increase emissions are from Table 5.1-26 in the Revised AFC and represent the 

difference in mobile source emissions in the SJVAB between the Project Scenario and the current transportation.  
Operational onsite truck emissions are based on onsite trucks moving coal and gasification solids. 

(5) The GCR NOX and ROG de minimis levels are for extreme ozone nonattainment areas. 
(6) The GCR PM10 de minimis level is for PM10 moderate nonattainment or maintenance areas. 
(7) Bold values indicate emissions are above the GCR de minimis level. 
CO = carbon monoxide 
GCR = General Conformity Rule 
NA = Not Applicable 
NOX = nitrogen oxides 
PM10 = particulate matter less than or equal to 10 microns 
ROG = reactive organic gases 
SJVAB = San Joaquin Valley Air Basin 
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ATTACHMENT 57-1

Construction: Months 1-12
Activity CO NOX PM10 ROG

tons/yr tons/yr tons/yr tons/yr

Construction Equipment & Construction Trucks (Concrete, 
Dump Trucks, Flatbed Trucks, …) 14.99 29.75 1.83 4.39
Worker Vehicles 0.51 0.04 0.01 0.04
Delivery Trucks 0.59 1.38 0.08 0.36

Subtotal of On-site Combustion Emissions 16.10 31.17 1.92 4.79

Construction Equipment & Construction Trucks (Concrete, 
Dump Trucks, Flatbed Trucks, …) 6.63
Worker Vehicles 0.21
Delivery Trucks 2.36

Subtotal of On-Site Fugitive Dust Emissions 9.21

Construction Trucks (Concrete, Dump Trucks, Flatbed 
Trucks, …) 2.95 4.91 0.37 1.06
Worker Vehicles 13.19 1.06 0.16 1.01
Delivery Trucks 11.24 26.21 1.59 6.85

Subtotal of Off-Site Combustion Emissions 27.38 32.18 2.13 8.92

Construction Trucks (Concrete, Dump Trucks, Flatbed 
Trucks, …) 0.31
Worker Vehicles 5.50
Delivery Trucks 44.87

Subtotal of Off-Site Fugitive Dust Emissions 50.68

Contruction: Months 17-28
Activity CO NOX PM10 ROG

tons/yr tons/yr tons/yr tons/yr

Construction Equipment & Construction Trucks (Concrete, 
Dump Trucks, Flatbed Trucks, …) 17.75 39.25 2.19 5.47
Worker Vehicles 2.77 0.22 0.03 0.21
Delivery Trucks 0.59 1.38 0.08 0.36

Subtotal of On-site Combustion Emissions 21.11 40.85 2.31 6.04

Construction Equipment & Construction Trucks (Concrete, 
Dump Trucks, Flatbed Trucks, …) 2.53
Worker Vehicles 1.15
Delivery Trucks 2.36

Subtotal of On-Site Fugitive Dust Emissions 6.05

Worker Vehicles 71.02 5.69 0.87 5.44
Delivery Trucks 11.24 26.21 1.59 6.85

Subtotal of Off-Site Combustion Emissions 82.27 31.90 2.46 12.28

Worker Vehicles 29.60
Delivery Trucks 44.87

Subtotal of Off-Site Fugitive Dust Emissions 74.47

Off-Site On-Highway Emissions
Off-Site Combustion Emissions

Off-Site Fugitive Dust Emissions

On-Site Combustion Emissions

On-Site Fugitive Dust Emissions

Off-Site On-Highway Emissions
Off-Site Combustion Emissions

Off-Site Fugitive Dust Emissions

On-Site Construction Emissions
On-Site Combustion Emissions

On-Site Fugitive Dust Emissions

On-Site Construction Emissions
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ATTACHMENT 57-1

Operational
Activity CO NOX PM10 ROG

tons/yr tons/yr tons/yr tons/yr

Onsite Light Duty Trucks 0.01 0.01 0.01 0.00
Onsite Heavy Duty Trucks (Coal and Solid Trucks) 0.34 0.82 0.01 0.10

Subtotal of On-site Emissions 0.35 0.83 0.02 0.10

Truck and Rail 3.69 6.54 0.37 0.76
Subtotal of Off-Site Emissions 3.69 6.54 0.37 0.76

Onsite Mobile Operational Emissions

Offsite Mobile Operational Emissions

Page 2 of 20

REVISED ATTACHMENT 57-1

catherine_short
Rectangle



Hydrogen Energy California, Kern County Power Project
Unmitigated Annual Exhaust Emissions For HECA Onsite Construction 
5/12/2010

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

1 2.72 NA 505.12 NA 0.0554 NA 0.0095 NA 5.69 NA 0.295 NA 0.271 NA 0.0051 NA 0.711 NA 509.23 NA
2 2.75 NA 512.80 NA 0.0556 NA 0.0096 NA 5.77 NA 0.300 NA 0.275 NA 0.0052 NA 0.728 NA 516.95 NA
3 2.56 NA 464.12 NA 0.0527 NA 0.0089 NA 5.25 NA 0.292 NA 0.267 NA 0.0048 NA 0.696 NA 467.99 NA
4 2.58 NA 469.29 NA 0.0529 NA 0.0090 NA 5.29 NA 0.297 NA 0.273 NA 0.0048 NA 0.713 NA 473.20 NA
5 1.57 NA 272.82 NA 0.0309 NA 0.0055 NA 3.06 NA 0.207 NA 0.190 NA 0.0029 NA 0.484 NA 275.17 NA
6 1.57 NA 274.27 NA 0.0311 NA 0.0055 NA 3.07 NA 0.208 NA 0.190 NA 0.0029 NA 0.486 NA 276.63 NA
7 1.61 NA 279.79 NA 0.0323 NA 0.0057 NA 3.14 NA 0.215 NA 0.197 NA 0.0030 NA 0.499 NA 282.22 NA
8 1.53 NA 263.48 NA 0.0311 NA 0.0055 NA 2.93 NA 0.197 NA 0.180 NA 0.0028 NA 0.471 NA 265.82 NA
9 1.46 NA 252.28 NA 0.0296 NA 0.0053 NA 2.77 NA 0.184 NA 0.169 NA 0.0027 NA 0.454 NA 254.54 NA
10 1.44 NA 240.31 NA 0.0301 NA 0.0051 NA 2.68 NA 0.192 NA 0.176 NA 0.0026 NA 0.460 NA 242.53 NA
11 1.45 NA 236.66 NA 0.0317 NA 0.0051 NA 2.61 NA 0.188 NA 0.172 NA 0.0026 NA 0.463 NA 238.90 NA
12 1.47 22.71 252.77 4,023.69 0.0336 0.467 0.0057 0.0804 2.81 45.07 0.196 2.772 0.180 2.539 0.0028 0.0422 0.484 6.651 255.24 4,058.42
13 1.44 21.44 264.22 3,782.79 0.0338 0.445 0.0061 0.0769 2.91 42.29 0.186 2.663 0.171 2.440 0.0029 0.0400 0.471 6.411 266.81 3,816.00
14 1.64 20.33 291.22 3,561.22 0.0394 0.429 0.0068 0.0741 3.26 39.78 0.216 2.579 0.198 2.362 0.0032 0.0380 0.533 6.217 294.16 3,593.21
15 1.65 19.42 297.44 3,394.55 0.0401 0.417 0.0071 0.0723 3.34 37.87 0.218 2.506 0.200 2.295 0.0033 0.0365 0.541 6.062 300.49 3,425.71
16 1.63 18.47 293.07 3,218.32 0.0400 0.404 0.0070 0.0703 3.32 35.89 0.217 2.426 0.199 2.222 0.0033 0.0350 0.525 5.874 296.09 3,248.60
17 1.79 18.69 324.56 3,270.07 0.0445 0.417 0.0079 0.0728 3.67 36.50 0.235 2.453 0.215 2.247 0.0036 0.0357 0.574 5.964 327.96 3,301.39
18 1.76 18.87 316.89 3,312.69 0.0443 0.431 0.0078 0.0751 3.59 37.03 0.230 2.476 0.211 2.268 0.0035 0.0363 0.558 6.035 320.24 3,345.00
19 1.89 19.15 345.53 3,378.43 0.0475 0.446 0.0087 0.0781 3.90 37.79 0.244 2.505 0.224 2.296 0.0038 0.0372 0.593 6.129 349.21 3,411.99
20 2.46 20.07 491.21 3,606.17 0.0616 0.476 0.0127 0.0853 5.47 40.34 0.304 2.6122 0.279 2.395 0.0053 0.0397 0.750 6.407 496.44 3,642.61
21  max short-term 2.67 21.29 545.60 3,899.49 0.0670 0.514 0.0143 0.0943 6.05 43.61 0.327 2.755 0.300 2.526 0.0058 0.0428 0.809 6.762 551.43 3,939.50
22 2.41 22.26 490.16 4,149.33 0.0609 0.545 0.0129 0.1020 5.43 46.36 0.293 2.855 0.269 2.619 0.0053 0.0455 0.727 7.029 495.43 4,192.40
23 2.45 23.26 501.39 4,414.07 0.0627 0.576 0.0132 0.1101 5.55 49.31 0.296 2.964 0.272 2.719 0.0054 0.0483 0.746 7.312 506.79 4,460.29
24 2.45 24.24 502.63 4,663.93 0.0630 0.605 0.0132 0.1176 5.57 52.06 0.297 3.065 0.273 2.812 0.0054 0.0509 0.749 7.577 508.05 4,713.10
25 2.46 25.26 503.87 4,903.58 0.0632 0.634 0.0132 0.1248 5.58 54.73 0.298 3.176 0.274 2.916 0.0054 0.0534 0.752 7.858 509.31 4,955.59
26 2.46 26.07 503.87 5,116.23 0.0632 0.658 0.0132 0.1312 5.58 57.05 0.298 3.259 0.274 2.992 0.0054 0.0556 0.752 8.077 509.31 5,170.74
27 2.25 26.67 459.51 5,278.30 0.0577 0.676 0.0120 0.1361 5.07 58.78 0.271 3.311 0.249 3.040 0.0050 0.0573 0.691 8.227 464.44 5,334.69
28  max 12 month period 1.85 26.89 359.50 5,344.73 0.0480 0.684 0.0092 0.1383 4.00 59.47 0.230 3.324 0.211 3.052 0.0040 0.0580 0.584 8.285 363.37 5,401.96
29 1.68 26.78 323.92 5,344.09 0.0426 0.682 0.0082 0.1386 3.59 59.39 0.210 3.299 0.193 3.029 0.0036 0.0579 0.523 8.234 327.36 5,401.36
30 1.61 26.63 308.21 5,335.42 0.0401 0.677 0.0078 0.1386 3.41 59.21 0.201 3.269 0.184 3.002 0.0034 0.0577 0.496 8.172 311.48 5,392.61
31 1.61 26.35 308.21 5,298.10 0.0401 0.670 0.0078 0.1378 3.41 58.72 0.201 3.226 0.184 2.962 0.0034 0.0573 0.496 8.075 311.48 5,354.87
32 1.49 25.38 276.07 5,082.95 0.0369 0.645 0.0069 0.1320 3.06 56.31 0.188 3.109 0.172 2.855 0.0030 0.0550 0.460 7.786 278.98 5,137.42
33 1.38 24.09 259.50 4,796.85 0.0339 0.612 0.0065 0.1242 2.88 53.15 0.176 2.959 0.162 2.717 0.0028 0.0520 0.428 7.404 262.23 4,848.22
34 1.16 22.83 206.99 4,513.68 0.0274 0.579 0.0050 0.1164 2.29 50.01 0.148 2.814 0.136 2.583 0.0023 0.0490 0.355 7.032 209.13 4,561.92
35 0.89 21.27 168.63 4,180.92 0.020 0.536 0.0041 0.1073 1.78 46.24 0.106 2.624 0.097 2.408 0.0018 0.0454 0.273 6.559 170.31 4,225.45
36 0.76 19.59 148.74 3,827.03 0.017 0.491 0.0037 0.0978 1.56 42.23 0.092 2.418 0.084 2.220 0.0016 0.0416 0.230 6.040 150.25 3,867.65
37 0.56 17.68 97.71 3,420.87 0.013 0.440 0.0024 0.0869 1.04 37.70 0.068 2.188 0.062 2.008 0.0011 0.0373 0.161 5.449 98.72 3,457.06
38 0.30 15.52 51.34 2,968.34 0.006 0.382 0.0011 0.0748 0.51 32.63 0.037 1.927 0.034 1.768 0.0006 0.0324 0.086 4.782 51.81 2,999.57
39 0.29 13.56 50.10 2,558.93 0.006 0.330 0.0011 0.0639 0.50 28.06 0.037 1.693 0.033 1.553 0.0005 0.0280 0.083 4.174 50.55 2,585.68
40 0.28 12.00 48.65 2,248.07 0.005 0.288 0.0011 0.0558 0.49 24.54 0.036 1.499 0.033 1.375 0.0005 0.0245 0.081 3.671 49.09 2,271.40
41 0.25 10.57 40.97 1,965.12 0.005 0.250 0.0009 0.0485 0.41 21.36 0.031 1.321 0.028 1.211 0.0004 0.0214 0.064 3.212 41.37 1,985.41
42 0.25 9.21 40.97 1,697.88 0.005 0.215 0.0009 0.0416 0.41 18.35 0.031 1.151 0.028 1.055 0.0004 0.0185 0.064 2.781 41.37 1,715.30
43 0.24 7.85 39.52 1,429.18 0.005 0.180 0.0009 0.0347 0.40 15.34 0.030 0.980 0.028 0.898 0.0004 0.0156 0.062 2.347 39.90 1,443.72
44 0.21 6.57 36.15 1,189.26 0.004 0.147 0.0008 0.0286 0.36 12.64 0.027 0.820 0.025 0.751 0.0004 0.0129 0.049 1.936 36.49 1,201.23
Maximum (100 % load) 2.75 26.89 545.60 5,344.73 0.0670 0.684 0.0143 0.1386 6.05 59.47 0.327 3.324 0.300 3.052 0.0058 0.0580 0.809 8.285 551.43 5,401.96
Average (66 % load) 1.82 17.75 360.10 3,527.52 0.04 0.451 0.0094 0.0915 3.99 39.25 0.216 2.194 0.198 2.014 0.0039 0.04 0.534 5.468 363.94 3,565.30

68.92 12,920.05 1.61 0.31 143.48 8.55 7.84 0.14 20.92 13,048.47

Note:
1 Assuming ROGs are equivalent to VOCs 
- Assuming 75% operational average load

Months 17-28
MODEL INPUTS NO2 PM10 PM2.5 SO2

Max annual value 39.25 2.194 2.014 0.04 hours per year
(tons) 8760

Max annual value 78494.3 4387.3 4028.5 76.5
(pounds)

Max annual emission rate 8.96 0.50 0.46 0.0087
(lb/hr)

Months 1-12
MODEL INPUTS NO2 PM10 PM2.5 SO2

Max annual value 29.75 1.829 1.676 0.03
(tons)

Max annual value 59492.4 3658.7 3351.9 55.7
(pounds)

Max annual emission rate 6.79 0.42 0.38 0.0064
(lb/hr)

N2O

Month

CO CO2 CH4 NO2 PM10 PM2.5 CO2eSO2 ROG1
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EMISSION FACTOR  FOR  ONROAD VEHICLES  

TOC CO NOx PM10 SO2 PM2.5 CO2 N2O CH4 CO2e

Personal Commuting Vehicles G/D 1140 LDA/ LDT 0.0012 0.0154 0.0012 0.0002 2.43E-05 0.0001 2.57E+00 9.55E-05 1.90E-04 2.604
Light delivery truck (e.g. Fed-Ex) D 10 LHDT 0.0011 0.0073 0.0174 0.0003 1.10E-05 0.0003 1.16E+00 6.61E-05 2.20E-05 1.178

Heavy delivery truck (e.g. flat beds
carrying construction eqp) D 50 HHDT 0.0271 0.0434 0.1010 0.0063 8.16E-05 0.0057 8.48E+00 1.10E-04 1.76E-04 8.515

Onsite distance measured from draft plot plan for worker vehicles
Emission factors from EMFAC2007 (version 2.3) for year 2010
Emission factors for personal commuting vehicles are based on the assumption 50% LDA and 50% LDT
CH4 and N2O emission factor for personal commuting vehicles is based on the average factor for gasoline and diesel passenger vehicles from CCAR, GRP Version 3.0, Table C.5
CH4 and N2O emission factor for light delivery trucks is based on the factor for diesel light duty trucks from CCAR, GRP Version 3.0, Table C.5
CH4 and N2O emission factor for heavy duty tucks is based on the factor for diesel heavy duty trucks from CCAR, GRP Version 3.0, Table C.5

EMISSION CALCULATION FOR ONROAD VEHICLES ONSITE

Maximum Daily Emissions 

TOC CO NOx PM10 SO2 PM2.5 CO2 N2O CH4 CO2e
Highway Vehicles 

Personal Commuting Vehicles 1.5 1,710                        2.0 26.3 2.1 0.3 0.0 0.3 4,396.1     0.2 0.3 4,453.6
Light delivery truck (e.g. Fed-Ex) 2 20                             0.0 0.1 0.3 0.0 0.0 0.0 23.1 0.0 0.0 23.6

Heavy delivery truck (e.g. flat beds
carrying construction eqp) 2 100                           2.7 4.3 10.1 0.6 0.0 0.6 847.7 0.0 0.0 851.5

Annual Emission Months 1-12

TOC CO NOx PM10 SO2 PM2.5 CO2 N2O CH4 CO2e
Highway Vehicles Total Days

Personal Commuting Vehicles 22 1.5 66,914                       0.0 0.5 0.0 0.0 0.0 0.0 86.0          0.0 0.0 87.1
Light delivery truck (e.g. Fed-Ex) 264 2 5,280                        0.0 0.0 0.0 0.0 0.0 0.0 3.1 0.0 0.0 3.1

Heavy delivery truck (e.g. flat beds
carrying construction eqp) 264 2 26,400                       0.4 0.6 1.3 0.1 0.0 0.1 111.9 0.0 0.0 112.4

Annual Emission Months 17-28

TOC CO NOx PM10 SO2 PM2.5 CO2 N2O CH4 CO2e
Highway Vehicles Total Days

Personal Commuting Vehicles 22 1.5 360,335                     0.2 2.8 0.2 0.0 0.0 0.0 463.2        0.0 0.0 469.2
Light delivery truck (e.g. Fed-Ex) 264 2 5,280                        0.0 0.0 0.0 0.0 0.0 0.0 3.1 0.0 0.0 3.1

Heavy delivery truck (e.g. flat beds
carrying construction eqp) 264 2 26,400                       0.4 0.6 1.3 0.1 0.0 0.1 111.9 0.0 0.0 112.4

Notes:
(1)  The period for personal commuting vehicles is 22 days per month
(2) grams to pounds conversion = 0.002204586

Annual Total VMT 

Annual Emission Rate (tons/year)

Annual Total VMT 

Annual Emission Rate (tons/year)

Daily Emissions (lbs/day)

EF (lbs/mile) 

Total Op. Days / 
Period (1)

Round Trip Distance 
(miles/day vehicle)

Fuel Type

Round Trip Distance 
(miles/day vehicle)

Total Op. Days / 
Period (1)

Round Trip Distance 
(miles/day vehicle)

Vehicle Type

Daily Total VMT 

Daily Vehicle CountOnroad Vehicle
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FUGITIVE EMISSION FACTOR  FOR  ONROAD VEHICLES  ONSITE

0.0064 PM10 lb/VMT for passenger vehicle (from SCAQMD CEQA Handbook Table A9-9-B-1 for major streets/highways)
0.1491 PM10 lb/VMT for trucks (from SQAMQD CEQA Handbook Table A9-9-C-1 for major streets/highways)
0.1690 PM2.5 fraction of PM10 (from SQAMQD CEQA Handbook Appendix A - CEIDARS Table)

Onroad Vehicle Fugitive
Daily PM10 
Emissions 

(lb/day)

Annual PM10 
Emissions (tons/yr) 

Mos. 1-12

Annual PM10 
Emissions (tons/yr) 

Mos. 17-28

Daily PM2.5 
Emissions 

(lb/day)

Annual PM2.5 
Emissions 

(tons/yr) Mos. 1-
12

Annual PM2.5 
Emissions 

(tons/yr) Mos. 
17-28

Personal Commuting Vehicles 10.9 0.2 1.2 1.85 0.04 0.19
Light delivery truck (e.g. Fed-Ex) 3.0 0.4 0.4 0.50 0.07 0.07

Heavy delivery truck (e.g. flat beds
carrying construction eqp) 14.9 2.0 2.0 2.52 0.33 0.33

Total 28.8 2.6 3.5 4.9 0.4 0.6

GHG EMISSION CALCULATIONS FOR ENTIRE CONSTRUCTION PERIOD ONSITE

1 short ton = 0.90718474 metric tonnes

CO2

(tonnes/period)
N2O

(tonnes/period)
CH4

(tonnes/period)
CO2e

(tonnes/period)
Personal Commuting Vehicles 963.5 0.0 0.1 976.0

Light delivery truck (e.g. Fed-Ex) 10.2 0.0 0.0 10.3
Heavy delivery truck (e.g. flat beds

carrying construction eqp) 372.2 0.0 0.0 373.9
Total 1,345.8 0.0 0.1 1,360.3

EMISSION CALCULATION FOR ONROAD VEHICLES OFFSITE

Maximum Daily Emissions 

TOC CO NOx PM10 SO2 PM2.5 CO2 N2O CH4 CO2e
Personal Commuting Vehicles 38.5 43,890 51.6 674.1 54.0 8.3 1.1 6.4 112,833.2 4.2 8.3 114,307.8

Light delivery truck (e.g. Fed-Ex) 38 380 0.4 2.8 6.6 0.1 0.0 0.1 439.6 0.0 0.0 447.6
Heavy delivery truck (e.g. flat beds

carrying construction eqp) 38 1,900 51.4 82.4 191.9 11.9 0.2 10.8 16,107.1 0.2 0.3 16,179.1

Annual Emission Months 1-12

TOC CO NOx PM10 SO2 PM2.5 CO2 N2O CH4 CO2e
Total Days

Personal Commuting Vehicles 22 38.5 1,717,455.4 1.0 13.2 1.1 0.2 0.0 0.1 2,207.6 0.1 0.2 2,236.5
Light delivery truck (e.g. Fed-Ex) 264 38 100,320.0 0.1 0.4 0.9 0.0 0.0 0.0 58.0 0.0 0.0 59.1

Heavy delivery truck (e.g. flat beds
carrying construction eqp) 264 38 501,600.0 6.8 10.9 25.3 1.6 0.0 1.4 2,126.1 0.0 0.0 2,135.6

Round Trip Distance 
(miles/day vehicle)

Daily Emissions (lbs/day)

Daily Total VMT 

Annual Total VMT 

Annual Emission Rate (tons/year)

Onroad Vehicle Combustion 
Total Op. Days / 

Period (1)
Round Trip Distance 
(miles/day vehicle)
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Annual Emission Months 17-28

TOC CO NOx PM10 SO2 PM2.5 CO2 N2O CH4 CO2e
Total Days

Personal Commuting Vehicles 22 38.5 9,248,588.5 5.4 71.0 5.7 0.9 0.1 0.7 11,888.2 0.4 0.9 12,043.6
Light delivery truck (e.g. Fed-Ex) 264 38 100,320.0 0.1 0.4 0.9 0.0 0.0 0.0 58.0 0.0 0.0 59.1

Heavy delivery truck (e.g. flat beds
carrying construction eqp) 264 38 501,600.0 6.8 10.9 25.3 1.6 0.0 1.4 2,126.1 0.0 0.0 2,135.6

Notes:
(1)  The period for personal commuting vehicles is 22 days per month

FUGITIVE EMISSION FACTOR  FOR  ONROAD VEHICLES  OFFSITE

Onroad Vehicle Fugitive
Daily PM10 
Emissions 

(lb/day)

Annual PM10 
Emissions (tons/yr) 

Mos. 1-12

Annual PM10 
Emissions (tons/yr) 

Mos. 17-28

Daily PM2.5 
Emissions 

(lb/day)

Annual PM2.5 
Emissions 

(tons/yr) Mos. 1-
12

Annual PM2.5 
Emissions 

(tons/yr) Mos. 
17-28

Personal Commuting Vehicles 280.9 5.5 29.6 47.5 0.9 5.0
Light delivery truck (e.g. Fed-Ex) 56.7 7.5 7.5 9.6 1.3 1.3

Heavy delivery truck (e.g. flat beds
carrying construction eqp) 283.3 37.4 37.4 47.9 6.3 6.3

Total 620.8 50.4 74.5 104.9 8.5 12.6

Assumptions:
Assumed average distance traveled off site for all employees commuting will be 20 miles

times 2 for return trip = 40 miles
22 days per month of construction, average

GHG EMISSION CALCULATIONS FOR ENTIRE CONSTRUCTION PERIOD OFFSITE

1 short ton = 0.90718474 metric tonnes

CO2

(tonnes/period)
N2O

(tonnes/period)
CH4

(tonnes/period)
CO2e

(tonnes/period)
Personal Commuting Vehicles 24,728.7 0.9 1.8 25,051.9

Light delivery truck (e.g. Fed-Ex) 193.0 0.0 0.0 196.5
Heavy delivery truck (e.g. flat beds

carrying construction eqp) 7,072.3 0.1 0.1 7,103.9
Total 31,994.0 1.0 2.0 32,352.3

Onroad Vehicle Combustion 
Total Op. Days / 

Period (1)
Round Trip Distance 
(miles/day vehicle) Annual Total VMT 

Annual Emission Rate (tons/year)
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Month
Number of Worker/ 

Day Avg Daily Vehicles/ Day
1 44 34
2 64 49
3 68 52
4 65 50
5 120 92
6 122 94
7 141 108
8 286 220
9 400 308

10 390 300
11 464 357
12 472 363
13 502 386
14 490 377
15 433 333
16 442 340
17 613 472
18 672 517
19 782 602
20 884 680
21 1286 989
22 1421 1093
23 1421 1093
24 1482 1140
25 1466 1128
26 1390 1069
27 1356 1043
28 1422 1094
29 1377 1059
30 1382 1063
31 1442 1109
32 1447 1113
33 1382 1063
34 1211 932
35 1145 881
36 966 743
37 845 650
38 665 512
39 550 423
40 462 355
41 457 352
42 137 105
43 128 98
44 254 195

- Actual worker schedule data from Table 2-25, Estimated Monthly Construction Workforce from AFC

Number of workers per commuter vehicle = 1.3
Vehicle occupancy rate is based on information from Section 2.0 Project Description, page 2-83

CO2 GWP (SAR, 1996)  = 1
CH4 GWP (SAR, 1996)  = 21
N2O GWP (SAR, 1996)  = 310
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Annual Fugitive Dust Emissions
Maximum annual fugitive dust activity occurs in months 1-12.

7 months of soil disturbance
10 total construction hours per work day
22 construction days per month

60% average load factor for equipment listed (CEQA)

Grading Emissions Factor To be used for all scraping and grading activities (except material handling)
E = 0.051(S)2.0 multiply by 0.60 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
assumed to be 4 mph S = mean vehicle speed (mph) USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1

E = 0.040(S)2.5 multiply by 0.031 for PM2.5

assumed to be 4 mph S = mean vehicle speed (mph)

S = 4.0 mph
1.28 lb ≤ 30 µm/VMT
0.82 lb ≤ 15 µm/VMT

PM10 = 0.49 lb PM10/VMT
PM2.5 = 0.04 lb PM2.5/VMT

Equipment Quantity Hours/Day Annual VMT
Watering 
Control 

Efficiency

PM10 
Emissions 

(lb/yr)

PM10 
Emissions 

(ton/yr)

PM2.5 
Emissions 

(lb/yr)

PM2.5 
Emissions 

(ton/yr)
Scraper 24 6 634 67% 102 0.05 8.3 0.00
Grader 14 6 3,696 67% 597 0.30 48.4 0.02

Total 700 0.35 56.7 0.03

Bulldozing/Earth clearing
E = 1.0(s)1.5/(M)1.4 multiply by 0.75 for PM10 USEPA AP42 Chapter 13.2.3 (Heavy Construction Operations), Table 13.2.3-1 - refers to 
E = 5.7(s)1.2/(M)1.3 multiply by 0.105 for PM2.5 USEPA AP42 Chapter 11.9 (Western Surface Coal Mining), Table 11.9-1, 11.9-3

50 s = Silt content (%) (from soil boring B-4)
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

4.30 lb/hr of PM10 

1.42 lb/hr of PM2.5

Equipment Quantity Hours/Day
Watering 
Control 

Efficiency

PM10 
Emissions 

(ton/yr)

PM2.5 
Emissions 

(ton/yr)
Dozer 50 6 67% 4.68 1.55

Total 4.68 1.55

Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Annual Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Scraper 1,691,750 67% 0.0179 0.0027
Loader 1,522,575 67% 0.0161 0.0024
Backhoe 169,175 67% 0.0018 0.0003

3,383,500 Total 0.0357 0.0054

assume scraper handles 50% of dirt, loader 45%, and backhoe 5%

18,619 yd3/day 21,971 ton/day 2360 density of soil (lb/yd3) 
2,867,373 yd3 3,383,500 tons (USDA NRCS Physical Soil Properties from Kern County

Lockern-Buttonwillow clay soil)
354.75 acres = 2,867,373 cubic yds, assume depth of soils moved is 1.67 yd 

(assume 75% of entire site disturbed in 12 month period)
Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Cover Storage Pile 40 0.25 365 67% 0.48 0.099

pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
4 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in table J = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type
Quantity per year 

(units*mo./yr)
Round Trips 

/Day/ Unit
Round Trip 

Distance (mile)
Annual VMT (all 

units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Concrete Pumper Truck 6 2 0.75 198.0 30 10 0.66 67% 0.022 0.005
Dump Truck 32 8 0.75 4224.0 15 10 0.41 67% 0.285 0.060
Service Truck - 1 ton 0 0.0 15 10 0.41 67% 0.000 0.000
Pile Driver Truck 12 2 0.1 52.8 15 10 0.41 67% 0.004 0.001
Truck - Fuel/Lube 0 0.0 15 10 0.41 67% 0.000 0.000
Tractor Truck 5th Wheel 0 0.0 11 10 0.33 67% 0.000 0.000
Trucks - Pickup 3/4 ton 60 10 0.5 6600.0 3 4 0.08 67% 0.091 0.019
Trucks - 3 ton 15 2 0.5 330.0 11 10 0.33 67% 0.018 0.004
Truck - Water 28 4 1 2464.0 25 10 0.59 67% 0.238 0.050
Air Compressor 185 CFM 0 0.0 0.5 2 0.02 67% 0.000 0.000
Air Compressor 750 CFM 16 1 0.01 3.5 0.5 2 0.02 67% 0.000 0.000
Articulating Boom Platform 0 0.0 5 10 0.19 67% 0.000 0.000
Bulldozer D10R 24 1 0.1 52.8 35 2 0.33 67% 0.003 0.001
Bulldozer D4C 26 1 0.1 57.2 15 2 0.18 67% 0.002 0.000
Concrete Trowel Machine 8 1 0.25 44.0 15 8 0.37 67% 0.003 0.001
Concrete Vibrators 0 0.0 0.25 0 0.00 67% 0.000 0.000
Cranes - Mobile 35 ton 15 1 0.1 33.0 25 12 0.64 67% 0.003 0.001
Cranes - Mobile 45 ton 0 0.0 35 2 0.33 67% 0.000 0.000
Crane - Mobile 65 ton 0 0.0 45 2 0.39 67% 0.000 0.000
Cranes 100 / 150 ton cap 2 0 0 0.0 50 12 1.04 67% 0.000 0.000
Diesel Powered Welder 8 0 0 0.0 0.5 2 0.02 67% 0.000 0.000
Backhoe/loader 40 4 0.25 880.0 11 4 0.21 67% 0.030 0.006
Earth Scraper 24 1 0.1 52.8 40 4 0.51 67% 0.004 0.001
Loader 24 2 0.5 528.0 25 4 0.37 67% 0.032 0.007
Motor Grader 14 2 0.5 308.0 20 6 0.39 67% 0.020 0.004
Excavator - Trencher 0 0.0 17 4 0.28 67% 0.000 0.000
Fired Heaters 24 0 0 0.0 0.25 0 0.00 67% 0.000 0.000
Forklift 7 5 0.5 385.0 10 4 0.19 67% 0.012 0.003
Fusion Welder 0 0.0 0.25 2 0.01 67% 0.000 0.000
Heavy Haul / Cranes 0 0.0 75 2 0.56 67% 0.000 0.000
Light Plants 18 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Portable Compaction Roller 19 0 0 0.0 3 3 0.07 67% 0.000 0.000
Portable Compaction - Plate 15 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Compaction - Ram 0 0.0 0.25 0 0.00 67% 0.000 0.000
Pumps 35 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Power Generators 19 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Truck Crane - Greater than 200 ton 1 1 0.1 2.2 50 12 1.04 67% 0.000 0.000
Truck Crane - Greater than 300 ton 0 0.0 60 12 1.18 67% 0.000 0.000
Vibratory Roller  20 ton 27 2 0.25 297.0 20 3 0.27 67% 0.013 0.003

worker personal vehicles 2028 1 0.5 22304.6 3 4 0.08 67% 0.309 0.065
Total 1.090 0.231

worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, total for months 1-12 divided by 1.3 employees per vehicle

Assumed maximum travel speed is 4 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

except for worker vehicles - parking area will be graveled and main road onsite will be paved
PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 

Total Annual Fugitive Dust from Onsite Equipment - Months 1 - 12

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Grading 0.3498 0.0283
Bulldozing 4.6805 1.5505
Dirt Piling 0.0357 0.0054
Storage Piles 0.4763 0.0991
Travel on Unpaved Roads 1.0898 0.2310
TOTAL 6.63 1.91

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")
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Annual Fugitive Dust Emissions
Maximum annual fugitive dust activity occurs in months 17-28.

7 months of soil disturbance
10 total construction hours per work day
22 construction days per month

60% average load factor for equipment listed (CEQA)
Dirt Piling or Material Handling
E =k * 0.0032 * (U/5)1.3 / (M/2)1.4 USEPA AP42 Chapter 13.2.4 (Aggregate Handling And Storage Piles)

0.35 k for PM10 

0.053 k for PM2.5 

6.25 U = Mean Wind speed (mph) average for Bakersfield Airport 2000-2004
19 M = Moisture content of surface material (%) (average of soil borings taken onsite at 5 ft)

0.00006 lb of PM10/ ton of material
0.00001 lb of PM2.5/ ton of material

Equipment Annual Material 
Handled (ton)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Scraper 1,691,750 67% 0.018 0.003
Loader 1,522,575 67% 0.016 0.002
Backhoe 169,175 67% 0.002 0.000

3,383,500 Total 0.036 0.005

assume scraper handles 50% of dirt, loader 45%, and backhoe 5%

18,619 yd3/day 21,971 ton/day 2360 density of soil (lb/yd3) 
2,867,373 yd3 3,383,500 tons (USDA NRCS Physical Soil Properties from Kern County

Lockern-Buttonwillow clay soil)
354.75 acres = 2,867,373 cubic yds, assume depth of soils moved is 1.67 yd 

(assume 75% of entire site in 12 month period)
Cover Storage Pile
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from soil boring B-4)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)
0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage and average based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Cover Storage Pile 40 0.25 365 67% 0.48 0.099

pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
4 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in table J = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type
Quantity per year 

(units*mo./yr)
Round Trips 

/Day/ Unit
Round Trip 

Distance (mile)
Annual VMT 

(all units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 
(lbs/VMT)

Watering 
Control 

Efficiency

PM10 
Emissions 
(tons/yr)

PM2.5 
Emissions 
(tons/yr)

Concrete Pumper Truck 6 2 0.75 198.0 30 10 0.66 67% 0.022 0.005
Dump Truck 0 0.0 15 10 0.41 67% 0.000 0.000
Service Truck - 1 ton 0 0.0 15 10 0.41 67% 0.000 0.000
Pile Driver Truck 0 0.0 15 10 0.41 67% 0.000 0.000
Truck - Fuel/Lube 0 0.0 15 10 0.41 67% 0.000 0.000
Tractor Truck 5th Wheel 0 0.0 11 10 0.33 67% 0.000 0.000
Trucks - Pickup 3/4 ton 60 10 0.5 6600.0 3 4 0.08 67% 0.091 0.019
Trucks - 3 ton 24 2 0.5 528.0 11 10 0.33 67% 0.029 0.006
Truck - Water 12 4 1 1056.0 25 10 0.59 67% 0.102 0.022
Air Compressor 185 CFM 0 0.0 0.5 2 0.02 67% 0.000 0.000
Air Compressor 750 CFM 48 1 0.01 10.6 0.5 2 0.02 67% 0.000 0.000
Articulating Boom Platform 0 0.0 5 10 0.19 67% 0.000 0.000
Bulldozer D10R 0 0.0 35 2 0.33 67% 0.000 0.000
Bulldozer D4C 0 0.0 15 2 0.18 67% 0.000 0.000
Concrete Trowel Machine 12 1 0.25 66.0 15 8 0.37 67% 0.004 0.001
Concrete Vibrators 0 0.0 0.25 0 0.00 67% 0.000 0.000
Cranes - Mobile 35 ton 80 1 0.1 176.0 25 12 0.64 67% 0.019 0.004
Cranes - Mobile 45 ton 0 0.0 35 2 0.33 67% 0.000 0.000
Crane - Mobile 65 ton 70 1 0.1 154.0 45 2 0.39 67% 0.010 0.002
Cranes 100 / 150 ton cap 48 0 0 0.0 50 12 1.04 67% 0.000 0.000
Diesel Powered Welder 41 0 0 0.0 0.5 2 0.02 67% 0.000 0.000
Backhoe/loader 6 4 0.25 132.0 11 4 0.21 67% 0.005 0.001
Earth Scraper 0 0.0 40 4 0.51 67% 0.000 0.000
Loader 0 0.0 25 4 0.37 67% 0.000 0.000
Motor Grader 0 0.0 20 6 0.39 67% 0.000 0.000
Excavator - Trencher 0 0.0 17 4 0.28 67% 0.000 0.000
Fired Heaters 53 0 0 0.0 0.25 0 0.00 67% 0.000 0.000
Forklift 36 5 0.5 1980.0 10 4 0.19 67% 0.064 0.013
Fusion Welder 0 0.0 0.25 2 0.01 67% 0.000 0.000
Heavy Haul / Cranes 32 0 0 0.0 75 2 0.56 67% 0.000 0.000
Light Plants 84 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Portable Compaction Roller 10 0 0 0.0 3 3 0.07 67% 0.000 0.000
Portable Compaction - Plate 18 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Compaction - Ram 0 0.0 0.25 0 0.00 67% 0.000 0.000
Pumps 24 0 0 0.0 0.1 0 0.00 67% 0.000 0.000
Portable Power Generators 60 0 0 0.0 0.5 4 0.02 67% 0.000 0.000
Truck Crane - Greater than 200 ton 42 1 0.1 92.4 50 12 1.04 67% 0.016 0.003
Truck Crane - Greater than 300 ton 27 0 0 0.0 60 12 1.18 67% 0.000 0.000
Vibratory Roller  20 ton 0 0.0 20 3 0.27 67% 0.000 0.000

worker personal vehicles 10919 1 0.5 120111.5 3 4 0.08 67% 1.662 0.352
Total 2.023 0.429

worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, total for months 17-28 divided by 1.3 employees per vehicle

Assumed maximum travel speed is 4 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

except for worker vehicles - parking area will be graveled and main road onsite will be paved
PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 

Total Annual Fugitive Dust from Onsite Equipment - Months 17 - 28

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Dirt Piling 0.0357 0.0054
Storage Piles 0.4763 0.0991
Travel on Unpaved Roads 2.0226 0.4288
TOTAL 2.53 0.53

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")
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Hydrogen Energy California, Kern County Power Project
Unmitigated Annual Exhaust Emissions For Offsite Construction Equipment
5/12/2010

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

Monthly
Emissions

(tons)

12-Month
Total
(tons)

1 0.29 NA 46.40 NA 0.01 NA 0.0009 NA 0.49 NA 0.038 NA 0.035 NA 0.0005 NA 0.11 NA
2 0.29 NA 46.40 NA 0.01 NA 0.0009 NA 0.49 NA 0.038 NA 0.035 NA 0.0005 NA 0.11 NA
3 0.32 NA 48.85 NA 0.01 NA 0.0010 NA 0.51 NA 0.041 NA 0.037 NA 0.0005 NA 0.12 NA
4 0.32 NA 48.85 NA 0.01 NA 0.000968 NA 0.51 NA 0.041 NA 0.037 NA 0.0005 NA 0.120 NA
5 0.32 NA 48.85 NA 0.01 NA 0.0010 NA 0.51 NA 0.041 NA 0.037 NA 0.0005 NA 0.12 NA
6 0.41 NA 68.26 NA 0.01 NA 0.0015 NA 0.72 NA 0.051 NA 0.046 NA 0.0007 NA 0.14 NA
7 0.41 NA 68.26 NA 0.01 NA 0.0015 NA 0.72 NA 0.051 NA 0.046 NA 0.0007 NA 0.14 NA
8 0.41 NA 68.26 NA 0.01 NA 0.0015 NA 0.72 NA 0.051 NA 0.046 NA 0.0007 NA 0.14 NA
9 0.47 NA 75.06 NA 0.01 NA 0.0016 NA 0.80 NA 0.058 NA 0.053 NA 0.0008 NA 0.16 NA
10  max short term 0.47 NA 75.06 NA 0.01 NA 0.001585 NA 0.80 NA 0.058 NA 0.053 NA 0.0008 NA 0.164 NA
11 0.38 NA 55.66 NA 0.01 NA 0.001092 NA 0.59 NA 0.048 NA 0.044 NA 0.0006 NA 0.140 NA
12  max 12 month period 0.38 4.47 55.66 705.58 0.01 0.0991 0.001092 0.0145 0.59 7.45 0.048 0.563 0.044 0.514 0.0006 0.0076 0.140 1.610
13 0.00 4.18 0.00 659.17 0.00 0.0934 0.000000 0.0135 0.00 6.96 0.000 0.526 0.000 0.480 0.0000 0.0071 0.000 1.503
14 0.00 3.89 0.00 612.77 0.00 0.0877 0.00 0.01264 0.00 6.47 0.00 0.488 0.00 0.445 0.00 0.0066 0.00 1.397
15 0.00 3.56 0.00 563.91 0.00 0.0807 0.00 0.01167 0.00 5.96 0.00 0.447 0.00 0.408 0.00 0.0061 0.00 1.277
16 0.00 3.24 0.00 515.06 0.00 0.0737 0.00 0.0107 0.00 5.44 0.00 0.406 0.00 0.371 0.00 0.0056 0.00 1.157
17 0.00 2.92 0.00 466.20 0.00 0.067 0.00 0.0097 0.00 4.93 0.00 0.365 0.00 0.333 0.00 0.005 0.00 1.037
18 0.00 2.51 0.00 397.95 0.00 0.058 0.00 0.0083 0.00 4.21 0.00 0.314 0.00 0.287 0.00 0.004 0.00 0.894
19 0.00 2.10 0.00 329.69 0.00 0.049 0.00 0.0068 0.00 3.49 0.00 0.263 0.00 0.241 0.00 0.004 0.00 0.751
20 0.00 1.69 0.00 261.43 0.00 0.039 0.00 0.0054 0.00 2.77 0.00 0.213 0.00 0.194 0.00 0.003 0.00 0.607
21 0.00 1.23 0.00 186.38 0.00 0.029 0.00 0.0038 0.00 1.97 0.00 0.155 0.00 0.141 0.00 0.002 0.00 0.444
22 0.00 0.76 0.00 111.32 0.00 0.018 0.00 0.0022 0.00 1.18 0.00 0.097 0.00 0.088 0.00 0.001 0.00 0.280
23 0.00 0.38 0.00 55.66 0.00 0.009 0.00 0.0011 0.00 0.59 0.00 0.048 0.00 0.044 0.00 0.001 0.00 0.140
24 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
25 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
26 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
27 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
28 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
29 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
30 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
31 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
32 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
33 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
34 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
35 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
36 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
37 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
38 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
39 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
40 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
41 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
42 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
43 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
44 0.00 0.00 0.00 0.00 0.00 0.000 0.00 0.0000 0.00 0.00 0.00 0.000 0.00 0.000 0.00 0.000 0.00 0.000
Maximum (100 % load) 0.47 4.47 # 75.06 705.58 # 0.01 0.0991 # 0.001585 0.0145 # 0.80 7.45 # 0.058 0.563 # 0.053 0.514 # 0.0008 0.0076 # 0.164 1.610
Average (66 % load) 0.31 2.95 # 49.54 465.68 # 0.01 0.07 # 0.0010 0.0095 # 0.53 4.91 # 0.038 0.372 # 0.035 0.340 # 0.0005 0.01 # 0.11 1.06

Note:
1 Assuming ROGs are equivalent to VOCs 
- Assuming 75% operational average load

SOx ROG1N2O NOx PM10 PM2.5

Month

CO CO2 CH4
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Annual Off-Site Linears Fugitive Dust Emissions Emissions Summary
Hydrogen Energy, Inc
HECA  Project               

Annual Fugitive Dust Emissions for Offsite Linears
Maximum annual fugitive dust activity occurs in months 1-12.

12 months of soil disturbance
10 total construction hours per work day
22 construction days per month

Dirt Piling or Material Handling
E = 0.00112 * (G/5)1.3 / (H/2)1.4 PM10 Emissions from Dirt Piling or Material Handling (lb/hr) from SCAQMD Table A9-9-G

12 G = Mean Wind speed (mph) default
15 H = Moisture content of surface material (%) (from Table A9-9-G-1 for moist dirt)

0.00021 lb of PM10/ ton of material

Equipment Quantity/ year Hours/ Day

Annual 
Material 
Handled 

(ton)

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Backhoe 12 10 1,102,262 67% 0.0379 0.0079
Total 0.0379 0.0079

3538 yd3/day 4175 ton/day
934,120 yd3 1,102,262 tons 2360 density of soil (lb/yd3) 

(USDA NRCS Physical Soil Properties from Kern County
Lockern-Buttonwillow clay soil)

193 acres = 934,120 cubic yds, assume depth of soils moved is 1 yd 

Storage Piles
SCAQMD Table A9-9-E
E = 1.7 * G/1.5 * (365-H)/235 * I/15 * J
PM10 Emission factor from wind erosion of storage piles per day per acre

50 G = Silt content (%) (from Geotechnical Investigaion, AFC Appendix P)
37 H = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)
0.3 I = Percentage of time that the unobstructed wind speed exceeds 12 mph at mean pile height
0.5 J = Fraction of TSP that is PM10 = 0.5

0.791 lb/acre/day

wind speed percentage based on 2000-04 (5 yrs) of wind speed data as recorded at Bakersfield Airport station

Source Quantity Size of Pile 
(acre) Days / year

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Storage Piles 8 0.25 365 67% 0.10 0.020

pile size and number are assumed
Days per year accounts for weekend days also, not just work days

Travel on unpaved road
F = 2.1 * G/12 * H/30 * (J/3)0.7 * (I/4)0.5 * (365-K)/365 SCAQMD Table A9-9-D
Emission factor for vehicle travel on unpaved roads (lb/VMT)

4 G = Surface silt loading (%) (value for gravel road)
5 H = Mean vehicle speed (mph)

value listed in table I = Mean number of wheels on vehicle 
value listed in table J = Mean vehicle weight (ton) 

37 K = Mean number of days per year with at least 0.01 inches of precipitation (from WRCC for Bakersfield Airport Station)

Vehicle Type
Quantity per year 

(units*mo./yr)
Round Trips 

/Day/ Unit

Round Trip 
Distance on 
Dirt Surface 

(mile)
Annual VMT 

(all units)
Mean Vehicle 
Weight (tons)

Number of 
Wheels on 

Vehicle
PM10 EF 

(lbs/VMT)

Watering 
Control 

Efficiency

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

ON ROAD
Dump Truck 12 4 0.25 264.0 17 10 0.56 67% 0.0243 0.0052
Service Truck (MHD-DSL) 0 1 0.125 0.0 4 6 0.16 67% 0.0000 0.0000
Pipe Haul Truck and Trailer (HHDT-DSL 12 0.0 15 10 0.51 67% 0.0000 0.0000
Truck (Pickup 3/4 Ton) - MHD-DSL 17 2 0.25 187.0 1 4 0.05 67% 0.0015 0.0003
Truck - water 12 4 0.25 264.0 25 10 0.73 67% 0.0319 0.0068
OFF ROAD
Air Compressor 10 4 0.00 67% 0.0000 0.0000
Bore Machine (Hydraulic) 5 10 0.00 67% 0.0000 0.0000
Crane 5 10 0.00 67% 0.0000 0.0000
Backhoe 12 2 0.00 67% 0.0000 0.0000
Excavator 12 1 0.25 66.0 17 4 0.35 67% 0.0038 0.0008
Forklift 4 4 0.25 88.0 10 4 0.24 67% 0.0035 0.0007
Welding Generator 4 3 0.00 67% 0.0000 0.0000
Roller 12 4 0.25 264.0 20 3 0.34 67% 0.0149 0.0032
Pipe Bending Machine 12 0.00 67% 0.0000 0.0000
worker personal vehicles 2028 1 0.125 5576.2 3 4 0.10 67% 0.0965 0.0204

Total 0.1764 0.0374

offsite worker personal vehicle data from Table 2-25, Estimated Monthly Construction Workforce from AFC, total for months 1-12 divided by 1.3 employees per vehicle

Assumed maximum travel speed is 5 mph
Equipment weight from SCAQMD Table A9-9-D-3 and various websites

except for worker vehicles - parking area will be graveled and main road onsite will be paved
PM2.5 emission factors from updated CEIDARS List with PM2.5 fractions. 
PM2.5 numbers obtained by multiplying the PM10 values by fraction in CEIDARS list for appropriate fugitive dust sources.
Water trucks operate at least 4 times per day. 
Truck quantity based on monthly maximums

Total Annual Fugitive Dust from Offsite Linears Construction

PM10 

Emissions 
(tons/yr)

PM2.5 

Emissions 
(tons/yr)

Dirt Piling or Material Handling 0.0379 0.0079
Storage Piles 0.0953 0.0198
Travel on unpaved road 0.1764 0.0374
TOTAL 0.3096 0.0651

5/12/2010

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")

Water efficiency from CEQA Table 11-4 watering 3 times daily or using chemical suppressants (South Coast Air Quality Management District, 1993,  CEQA Air Quality Handbook, 
Table 11-4:  Mitigation for PM10 Emissions - Constrution.")
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ATTACHMENT 57-1

Summary of On Site Operations Truck Emissions - HECA Emissions Summary
Hydrogen Energy International LLC
HECA  Project               

Transportation Information Notes
- Onsite Vehicle = 20 trucks - Information Provided By Applicant
- Vehicle year= 2010 - Information Provided By Applicant
- Maximum annual mileage  = 10,000 miles/truck-year - All routine vehicular traffic is anticipated to travel exclusively on paved roads

- Assumed 15 mph average speed within HECA facility

Calculations for Trucks Operation Modeling
Onsite O&M Trucks (@ 15 

mph)

Mileage
1-hr 1

3-hr 3

8-hr 9

24-hr 27
Annual average trucks or loads 10000

Emission Factor based on equation from AP-42, Chapter 13 (Paved Roads)

E = particulate emission factor
k = particle size multiplier for particle size range and units of interest
sL = road surface silt loading
W = average weight (tons) of the vehicles traveling the road
C = emission factor for 1980's vehicle fleet exhaust, brake wear and tire wear.

Parameter Value Unit
k = 0.016 lb/VMT AP 42, Table 13.2-1.1: default k value for PM 10

C = 0.00047 lb/VMT AP 42, Table 13.2-1.2: default C value for PM 10

sL= 0.031 g/m2 Default value from URBEMIS 9.2 for Kern County
W = 2.65 ton Default value from URBEMIS 9.2 for Kern County

E = 4.1E-04 lb/VMT Calculated using AP-42 factors
0.19 g/VMT Calculated using AP-42 factors
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ATTACHMENT 57-1

EMFAC2007 Emission Factors (g/mi)

HARP

Gas LHDT1 Diesel LHDT2 Diesel LHDT2
CO 0.229 0.92 NA

NOx 0.064 0.672 NA
SOx 0.011 0.005 NA

PM10 * 0.23 0.24 0.07
PM2.5 0.022 0.03 NA

ROG 0.014 0.085 NA
* PM10 includes entrained road dust factor for paved roads obtained from AP-42 Ch. 13, using defaults from URBEMIS 9.2
However, the HARP PM10 value is for exhaust emissions only.
AERMOD input assumed 2015 scenario. HARP input assumed 2040 scenario (70 years average)

1-hr Emission Rates for AERMOD (g/s)

HARP

Gas LHDT1 Diesel LHDT2 Diesel LHDT2
CO 7.26E-05 2.92E-04 NA

NOx 2.03E-05 2.13E-04 NA
SOx 3.49E-06 1.59E-06 NA

PM10 7.21E-05 7.49E-05 2.1E-05
PM2.5 6.98E-06 9.51E-06 NA

3-hr Emission Rates for AERMOD (g/s)

HARP

Gas LHDT1 Diesel LHDT2 Diesel LHDT2
CO 7.26E-05 2.92E-04 NA

NOx 2.03E-05 2.13E-04 NA
SOx 3.49E-06 1.59E-06 NA

PM10 7.21E-05 7.49E-05 2.1E-05
PM2.5 6.98E-06 9.51E-06 NA

8-hour Emission Rates for AERMOD (g/s)

HARP

Gas LHDT1 Diesel LHDT2 Diesel LHDT2
CO 7.26E-05 2.92E-04 NA

NOx 2.03E-05 2.13E-04 NA
SOx 3.49E-06 1.59E-06 NA

PM10 7.21E-05 7.49E-05 2.1E-05
PM2.5 6.98E-06 9.51E-06 NA

Pollutant

Pollutant

Pollutant

AERMOD

AERMOD

Pollutant

AERMOD

AERMOD
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ATTACHMENT 57-1

24-hour Emission Rates for AERMOD (g/s)

HARP

Gas LHDT1 Diesel LHDT2 Diesel LHDT2
CO 7.26E-05 2.92E-04 NA

NOx 2.03E-05 2.13E-04 NA
SOx 3.49E-06 1.59E-06 NA

PM10 7.21E-05 7.49E-05 2.1E-05
PM2.5 6.98E-06 9.51E-06 NA

Annual Emission Rates for AERMOD (g/s)

HARP

Gas LHDT1 Diesel LHDT2 Diesel LHDT2
CO 7.26E-05 2.92E-04 NA

NOx 2.03E-05 2.13E-04 NA
SOx 3.49E-06 1.59E-06 NA

PM10 7.21E-05 7.49E-05 2.1E-05
PM2.5 6.98E-06 9.51E-06 NA

ROG 4.44E-06 2.70E-05 NA
The HARP PM10 emission rates do not include road-entrained dust or brake and tire wear.

AERMOD

Pollutant

Pollutant

AERMOD
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ATTACHMENT 57-1

Summary of Truck Emissions - HECA Emissions Summary
Hydrogen Energy International LLC
HECA  Project               

Calculations for Trucks Operation Modeling

Data Supplied By Client

Parameter

Running Emissions Idling Emissions Running Emissions Idling Emissions

Distance Traveled (mi)* 1 0.5

Per Truck Idle Time (hr) 0.117 0.083

Maximum number of trucks or loads:
1-hr 18 18 2 2

3-hr 54 54 7 7

8-hr 144 144 13 13

24-hr 180 180 38 37.5
Annual average trucks or loads 35,500 35500 2,900 2900

* The distance traveled is equivalent to 

Emission Factor based on equation from AP-42, Chapter 13 (Paved Roads)

E = particulate emission factor
k = particle size multiplier for particle size range and units of interest
sL = road surface silt loading
W = average weight (tons) of the vehicles traveling the road
C = emission factor for 1980's vehicle fleet exhaust, brake wear and tire wear.

Parameter Value Unit
k = 0.016 lb/VMT AP 42, Table 13.2-1.1: default k value for PM10

C = 0.00047 lb/VMT AP 42, Table 13.2-1.2: default C value for PM10

sL= 0.031 g/m2 Default value from URBEMIS 9.2 for Kern County
W = 2.65 ton Default value from URBEMIS 9.2 for Kern County

E = 4.1E-04 lb/VMT Calculated using AP-42 factors
0.19 g/VMT Calculated using AP-42 factors

Coke and Coal Trucks (@ 10 mph) Onsite Gasifier Solids Handling (@ 5 mph)
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ATTACHMENT 57-1

EMFAC2007 Emission Factors (g/mi or g/idle-hour)

Running Emissions Idling Emissions Running Emissions Idling Emissions
CO 3.028 43.689 5.052 43.689

NOx 5.427 122.647 7.237 122.647
SOx 0.03 0.062 0.04 0.062

PM10 * 0.34 0.114 0.35 0.114
PM2.5 0.101 0.104 0.109 0.104

ROG 1.388 7.744 2.546 7.744
* PM10 includes entrained road dust factor for paved roads obtained from AP-42 Ch. 13, using defaults from URBEMIS 9.2

1-hr Emission Rates for AERMOD (g/s)

Running Emissions
Idling Emissions          

(at each Idle Point) Running Emissions
Idling Emissions          

(at each Idle Point)
CO 0.015 0.025 0.001 0.002

NOx 0.027 0.072 0.002 0.006
SOx 1.5E-04 3.6E-05 1.0E-05 2.9E-06

PM10 0.002 0.000 0.000 5.3E-06
PM2.5 0.001 0.000 3.03E-05 4.8E-06

3-hr Emission Rates for AERMOD (g/s)

Running Emissions
Idling Emissions          

(at each Idle Point) Running Emissions
Idling Emissions          

(at each Idle Point)
CO 0.015 0.025 0.002 0.002

NOx 0.027 0.072 0.002 0.007
SOx 1.5E-04 3.6E-05 1.2E-05 3.3E-06

PM10 0.002 0.000 0.000 6.2E-06
PM2.5 0.001 0.000 3.53E-05 5.6E-06

Pollutant

Coke and Coal Trucks (@ 10 mph) Onsite Gasifier Solids Handling (@ 5 mph)

Pollutant

Coke and Coal Trucks (@ 10 mph) Onsite Gasifier Solids Handling (@ 5 mph)

Pollutant

Coke and Coal Trucks (@ 10 mph) Onsite Gasifier Solids Handling (@ 5 mph)
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ATTACHMENT 57-1

8-hour Emission Rates for AERMOD (g/s)

Running Emissions
Idling Emissions          

(at each Idle Point) Running Emissions
Idling Emissions          

(at each Idle Point)
CO 0.015 0.025 0.001 0.002

NOx 0.027 0.072 0.002 0.005
SOx 1.5E-04 3.6E-05 8.4E-06 2.3E-06

PM10 0.002 0.000 7.8E-05 4.3E-06
PM2.5 0.001 0.000 2.5E-05 3.9E-06

24-hour Emission Rates for AERMOD (g/s)

Running Emissions
Idling Emissions          

(at each Idle Point) Running Emissions
Idling Emissions          

(at each Idle Point)
CO 0.006 0.011 0.001 0.002

NOx 0.011 0.030 0.002 0.004
SOx 6.3E-05 1.5E-05 8.0E-06 2.2E-06

PM10 0.001 2.8E-05 7.5E-05 4.1E-06
PM2.5 0.000 2.5E-05 2.4E-05 3.8E-06

Annual Emission Rates for AERMOD (g/s)

Running Emissions
Idling Emissions          

(at each Idle Point) Running Emissions
Idling Emissions          

(at each Idle Point)
CO 0.003 0.006 0.000 0.000

NOx 0.006 0.016 0.000 0.001
SOx 3.4E-05 8.1E-06 1.7E-06 4.8E-07

PM10 0.000 1.5E-05 1.6E-05 8.7E-07
PM2.5 0.000 1.4E-05 5.0E-06 8.0E-07

ROG 0.002 1.0E-03 1.2E-04 5.9E-05

Pollutant

Coke and Coal Trucks (@ 10 mph) Onsite Gasifier Solids Handling (@ 5 mph)

Pollutant

Coke and Coal Trucks (@ 10 mph) Onsite Gasifier Solids Handling (@ 5 mph)

Pollutant

Coke and Coal Trucks (@ 10 mph) Onsite Gasifier Solids Handling (@ 5 mph)
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ATTACHMENT 57-1

Statewide Emission Difference for year 2015
Operation Emissions
tons/yr
Current Scenario
Route 1 (Santa Maria Pet. Coke) 7.51 2744.87 0.08 0.03 41.10 1.44 1.33 2.05 2.38
Route 2 (Carson Pet. Coke) 1.18         671.41       0.01        1.69E-03 3.22        0.17        0.14        0.01        0.28        
Route 3 (Bakersfield Pet. Coke) 1.78         1,019.15    0.02        2.57E-03 4.99        0.24        0.20        0.01        0.43        
Route 4 (Bakersfield Pet. Coke) 3.01         1,729.77    0.03        4.40E-03 8.86        0.38        0.31        0.02        0.72        
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal -- -- -- -- -- -- -- -- --
Statewide Total 13.48 6165.21 0.15 0.04 58.17 2.23 1.99 2.08 3.81
HECA Scenario
Route 1 (Santa Maria Pet. Coke) 7.23         8,471.11    0.02        0.02        14.77      0.85        0.76        0.04        1.70        
Route 2 (Carson Pet. Coke) 6.43         7,712.72    0.05        0.02        13.33      0.72        0.51        0.06        1.27        
Route 3 (Bakersfield Pet. Coke) 0.12         155.70       8.33E-04 3.99E-04 0.26        0.01        0.01        1.67E-03 0.03        
Route 4 (Bakersfield Pet. Coke) 0.12         155.70       8.33E-04 3.99E-04 0.26        0.01        0.01        1.67E-03 0.03        
Misc. Trucks 0.83         1,032.17    0.01        2.65E-03 1.75        0.09        0.06        0.01        0.18        
Utah Coal 4.40 2058.38 0.05 0.02 22.36 0.80 0.73 0.29 1.33
Statewide Total 19.13       19,585.78  0.12      0.06      52.74    2.49      2.07       0.41       4.54      
Difference 5.65         13,420.58  (0.03)       0.03        (5.43)       0.25        0.08        (1.67)       0.73        

San Joaquin Valley Air Basin Emission Difference for year 2015
Operation Emissions
tons/yr
Current Scenario
Route 1 (Santa Maria Pet. Coke) -- -- -- -- -- -- -- -- --
Route 2 (Carson Pet. Coke) -- -- -- -- -- -- -- -- --
Route 3 (Bakersfield Pet. Coke) 0.55         313.95       0.01        7.98E-04 1.61        0.07        0.06        3.05E-03 0.13        
Route 4 (Bakersfield Pet. Coke) 3.01         1,729.77    0.03        4.40E-03 8.86        0.38        0.31        0.02        0.72        
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal -- -- -- -- -- -- -- -- --
Basin Total 3.56 2043.71 0.04 0.01 10.47 0.45 0.37 0.02 0.85
HECA Scenario
Route 1 (Santa Maria Pet. Coke) 2.81         3,497.74    0.02        0.01        5.93        0.30        0.21        0.04        0.60        
Route 2 (Carson Pet. Coke) 2.34         2,918.15    0.02        0.01        4.95        0.25        0.17        0.03        0.50        
Route 3 (Bakersfield Pet. Coke) 0.12         155.70       8.33E-04 3.99E-04 0.26        0.01        0.01        1.67E-03 0.03        
Route 4 (Bakersfield Pet. Coke) 0.12         155.70       8.33E-04 3.99E-04 0.26        0.01        0.01        1.67E-03 0.03        
Misc. Trucks 0.83         1,032.17    0.01        2.65E-03 1.75        0.09        0.06        0.01        0.18        
Utah Coal 1.03 823.09 0.01 0.00 3.86 0.15 0.13 0.28 0.28
Basin Total 7.25         8,582.56    0.05      0.02      17.01    0.82      0.58       0.36       1.61      
Difference 3.69         6,538.85    0.01        0.02        6.54        0.37        0.21        0.34        0.76        

ROG

CO CO2 CH4 N2O NOx PM10 PM2.5 SOx ROG

NOx PM10 PM2.5 SOxCO CO2 CH4 N2O
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ATTACHMENT 57-1

South Coast Air Basin Emission Difference for year 2015
Operation Emissions
tons/yr
Current Scenario
Route 1 (Santa Maria Pet. Coke) 3.76 1372.44 0.04 0.01 20.55 0.72 0.66 0.01 1.19
Route 2 (Carson Pet. Coke) 1.18 671.41 0.01 1.69E-03 3.22 0.17 0.14 0.01 0.28
Route 3 (Bakersfield Pet. Coke) 1.23         705.21       0.01        1.78E-03 3.38        0.18        0.15        0.01        0.30        
Route 4 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal -- -- -- -- -- -- -- -- --
Basin Total 6.17 2749.06 0.07 0.02 27.15 1.06 0.95 0.03 1.77
HECA Scenario
Route 1 (Santa Maria Pet. Coke) -- -- -- -- -- -- -- -- --
Route 2 (Carson Pet. Coke) 4.09         4,794.57    0.03        0.01        8.38        0.47        0.34        0.03        0.77        
Route 3 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Route 4 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal -- -- -- -- -- -- -- -- --
Basin Total 4.09         4,794.57    0.03      0.01      8.38      0.47      0.34       0.03       0.77      
Difference (2.08)        2,045.51    (0.03)       (0.00)       (18.76)     (0.59)       (0.62)       0.01        (1.00)       

South Central Coast Air Basin Emission Difference for year 2015
Operation Emissions
tons/yr
Current Scenario
Route 1 (Santa Maria Pet. Coke) 3.76 1372.44 0.04 0.01 20.55 0.72 0.66 2.04 1.19
Route 2 (Carson Pet. Coke) -- -- -- -- -- -- -- -- --
Route 3 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Route 4 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal -- -- -- -- -- -- -- -- --
Basin Total 3.76 1372.44 0.04 0.01 20.55 0.72 0.66 2.04 1.19
HECA Scenario
Route 1 (Santa Maria Pet. Coke) 4.42         4,973.36    -          0.01        8.84        0.55        0.55        -          1.11        
Route 2 (Carson Pet. Coke) -- -- -- -- -- -- -- -- --
Route 3 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Route 4 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal -- -- -- -- -- -- -- -- --
Basin Total 4.42         4,973.36    -        0.01      8.84      0.55      0.55       -         1.11      
Difference 0.66         3,600.93    (0.04)       (0.00)       (11.71)     (0.17)       (0.11)       (2.04)       (0.08)       

ROG

CO CO2 CH4 N2O NOx PM10 PM2.5 SOx ROG

NOx PM10 PM2.5 SOxCO CO2 CH4 N2O
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ATTACHMENT 57-1

Mojave Desert Air Basin Emission Difference for year 2015
Operation Emissions
tons/yr
Current Scenario
Route 1 (Santa Maria Pet. Coke) -- -- -- -- -- -- -- -- --
Route 2 (Carson Pet. Coke) -- -- -- -- -- -- -- -- --
Route 3 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Route 4 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal -- -- -- -- -- -- -- -- --
Basin Total 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
HECA Scenario
Route 1 (Santa Maria Pet. Coke) -- -- -- -- -- -- -- -- --
Route 2 (Carson Pet. Coke) -- -- -- -- -- -- -- -- --
Route 3 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Route 4 (Bakersfield Pet. Coke) -- -- -- -- -- -- -- -- --
Misc. Trucks -- -- -- -- -- -- -- -- --
Utah Coal 3.37 1235.29 0.04 0.01 18.50 0.65 0.60 0.01 1.05
Basin Total 3.37         1,235.29    0.04      0.01      18.50    0.65      0.60       0.01       1.05      
Difference 3.37         1,235.29    0.04        0.01        18.50      0.65        0.60        0.01        1.05        

ROGNOx PM10 PM2.5 SOxCO CO2 CH4 N2O
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Hydrogen Energy California (08-AFC-8) Response to Workshop Request 37 
Responses to CEC Requests from April 12, 2010 Workshop Public Health 

 37-1 R:\10 HECA\DRs\WRs\CEC WR.doc 

Technical Area:  Public Health 
Technical Lead:  Dr. Alvin Greenberg 

WORKSHOP REQUEST 

37. Please resubmit a copy of Figure 84-1 from the responses to the CEC Set One 
Data Request Number 84. 

RESPONSE 

The Applicant provided the requested figure to Dr. Greenberg via email on April 16, 2010.  
Because this figure was previously docketed, it has not been provided in this document. 



Hydrogen Energy California (08-AFC-8) Response to Workshop Request 38 
Responses to CEC Requests from April 12, 2010 Workshop Waste Management 
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Technical Area:  Waste Management 
Technical Lead:  Ellie Townsend-Hough 

WORKSHOP REQUEST 

38. Please perform a Phase I Environmental Site Assessment on the linear routes. 

RESPONSE 

This Workshop Request is a follow-on request to the CEC Set One Data Request No. 117.  In a 
subsequent communication between Rod Jones and Ellie Townsend-Hough of the CEC and the 
Applicant, it was agreed that a database review for the HECA Project linears would be 
undertaken.  The review and evaluation is provided in a technical memorandum as 
Attachment 38-1. 



ATTACHMENT 38-1 
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INITIAL EVALUATION OF ENVIRONMENTAL DATA 
ALONG THE HECA PROJECT LINEARS 

 

This report presents URS’ initial evaluation of potential environmental issues and contaminated 
sites along the linears in the response to the California Energy Commission’s Workshop 
Request No. 38 and subsequent follow-up conversations with Rod Jones (CEC) and Ellie 
Townsend-Hough (CEC). 

OBJECTIVE 

The objective of this evaluation was to assess the presence of significant environmental impacts 
from hazardous waste or contaminated sites located in close proximity to the Hydrogen Energy 
California (HECA) Project linears. 

PROPOSED APPROACH 

URS evaluated historical impacts and the potential presence of, and proximity to, contaminated 
sites listed on environmental databases for areas along the linears.  This evaluation provides 
useful information on potential significant impacts.  For the purposes of this evaluation, the right-
of-way or alignment of the linears (as shown in Figure 1) were considered to be as follows: 

• Electrical transmission lines:  175 feet wide; and 
• Water, gas, and carbon dioxide lines:  50 feet wide. 

The proposed HECA Well Field and the Controlled Area (shown on Figure 1) have been 
included in the evaluation. URS’ evaluation of the crop and pesticide application data included 
the Project Site and the Controlled Area in addition to the linears and the proposed HECA Well 
Field.   

The three main categories of data that were obtained and evaluated by URS are: 

1. Historical land use information; 
2. Potential impacts from former agricultural use; and 
3. Potential presence of and proximity to contaminated sites listed on regulatory 

agency databases. 

The data sources for each category are described below. 
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HISTORICAL LAND USE INFORMATION 

URS identified current and historical land use information from the sources shown in Table 1. 

Table 1 
Summary of Land Use and Historical Use Data Sources 

Data Source Description of Data 
Search Distance 
from Alignment 

Assessor Parcel 
Data 

Current parcel zoning information Alignment Only 

Historical Aerial 
Photographs 

One photograph per decade (if available) from the present to the 
earliest available photograph (expected to be from the 1930s). 

Alignment Only 

Historical 
Topographic Maps 

All available USGS Topographic maps available for the area. Alignment Only 

Sanborn Maps All available Sanborn Fire Insurance maps available for the area. Alignment Only 
Note:  
USGS = U.S. Geological Survey 

 

Assessor Parcel Data 

URS identified current land use information for the linears from the parcel maps and 
summarized the number of parcels intersected by the linears for each type of land use in 
Table 2. 

Table 2 
Summary of Land Uses Along the Linear Alignments 

Number of Parcels 

Land Use CO2 
Controlled 

Area 

Natural 
Gas 
(NG) 

Potable 
Water/

NG 
Process 
Water 

Project 
Site 

Transmission 
1A 

Transmission 
1B 

Farming  4  3 40 1 11 10 
Grazing    1 1    
Industrial 1 2   1 2 3 2 
Orchards     1  6 4 
Parks/Open 
Space/
Recreation 

   1     

Public/
Quasi-Public 3 5  2 11  3 2 

Residential/
Urban     4 1   

Resource 
Extraction 1   2     

Undeveloped 6  2 11 16  1  
Grand Total 11 11 2 20 74 4 24 18 
Note: 
CO2 = carbon dioxide 
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Historical Aerials, Fire Insurance, and Topographic Maps 

URS conducted a review of historical aerial photographs and topographic maps for the area.  
Brief descriptions of significant features on the photographs are presented in Table 3.  The 
focus of the analysis was on the specific alignment and is described in Tables 3A through 3H.  
Copies of the topographic maps are provided in Attachment A and copies of the historical aerial 
photographs are provided in Attachment B.  No Sanborn Fire Insurance maps were available for 
the study area as shown in the Sanborn Fire Insurance map searches provided in 
Attachment C.  

Table 3A 
Summary of Land Use and Historical Use Data Sources 

Controlled Area 

Date Description of Data 
Data 

Source 
1912 The 1912 topographic map does not contain section numbers, which 

makes it difficult to accurately identify the Controlled Area site.  The 
map shows the Elk Hills, the town of Buttonwillow, the West Side 
Canal, Buena Vista and Lake sloughs, North and Coles levees, the 
Southern Pacific Railroad, and two oil pumping stations approximately 
5 miles to the east.  The Buena Vista Slough appears to pass near the 
site from the northwest to the southeast.  The Coles Levee appears to 
pass near the site from the west to the east, and the North Levee runs 
from the southwest to the northeast. 

USGS Topo 
map, 1912 

Buena Vista 
Lake, 

California 

1933 The 1933 map shows the eastern edge of the site.  The Mesquite 
Hunting Club is directly to the east.  The East Side Canal runs along 
the eastern edge of the site.  The Buena Vista Slough and town of 
Tupman are included on the map, both to the south. 

USGS Topo 
map, 1933 
Tupman, 
California 

1946 The 1946 aerial photos show the majority of the site undeveloped 
except for agricultural production.  There are several buildings in the 
northwestern corner of the site and a canal or ditch running across and 
down the site from the northwest to the southeast. 

Aerial 
Photo, 1946

1956 The 1956 aerial photos do not show any significant changes from the 
1946 aerial photos.  What appears to be the West Side and Outlet 
canals appear at the southern border of the site. 

Aerial 
Photo, 1956

1967 The 1967 aerial photos do not show any significant changes in the site 
and surrounding areas (agricultural production and relatively 
undeveloped), with the exception of the construction of a new large 
canal (the California Aqueduct). 

Aerial 
Photo, 1967

1973 The 1973 map only shows the eastern edge of the site, which shows 
no change from the 1933, 1954, or 1968 topographic maps from that 
area. 

USGS Topo 
map, 1973 
Tupman, 
California 

1975 The 1975 aerial photos do not show any significant changes in the site 
and surrounding areas (agricultural production and relatively 
undeveloped), with the exception of the completed canal (the California 
Aqueduct). 

Aerial 
Photo, 1975

1984 The 1984 aerial photos do not show any significant changes in the site 
and surrounding areas (agricultural production and relatively 
undeveloped) from the 1975 aerial photos. 

Aerial 
Photo, 1984
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Table 3A 
Summary of Land Use and Historical Use Data Sources 

Controlled Area 

Date Description of Data 
Data 

Source 
1994 The 1994 aerial photos do not show any significant changes in the site 

and surrounding areas (agricultural production and relatively 
undeveloped) from the 1984 aerial photos. 

Aerial 
Photo, 1994

2002 The 2002 aerial photos do not show any significant changes in the site 
and surrounding areas (agricultural production and relatively 
undeveloped) from the 1994 aerial photos. 

Aerial 
Photo, 2002

Note: 
USGS = U.S. Geological Survey  

Table 3B 
Summary of Land Use and Historical Use Data Sources 

Proposed HECA Well Field 

Date Description of Data 
Data 

Source 

1912 The 1912 topographic map does not contain section numbers, which 
makes it difficult to accurately identify the proposed HECA Well Field 
site.  The site appears to run along the same path as the Buena Vista 
Slough.  The site and surrounding area are mostly undeveloped. 
In the surrounding area, there appear to be some roads and scattered 
residences at the end point of the roads.  The Southern Pacific 
Railroad runs east/west approximately 8 miles south of the site, then 
turns to head southwest. 

USGS 
Topo map, 

1912 
Buena 

Vista Lake, 
California 

USGS 
Topo map, 

1912 
McKittrick, 
California 

1946 The 1946 aerial photo shows agricultural land on the site to the east of 
West Side Canal and undeveloped land to the west.  There are few 
structures and agricultural fields in the surrounding area. 

Aerial 
Photo, 
1946 

1950 The 1950 topographic map shows the site running roughly along the 
Buena Vista Slough next to the West Side Canal.  There are some 
roads and a few small buildings on the site. 
An Indian Burial Mound is noted on the map directly to the east of the 
site, with two more located further to the southeast.  The Bakersfield 
highway appears for the first time in this map and runs alongside the 
Southern Pacific Railroad.  Both the highway and the railroad run 
east/west, a few miles south of the site.  Dover Pump is located about 
½ mile southeast of the site, and Corn Camp is more than a mile to the 
east. 

USGS 
Topo map, 

1950 
Lokern, 

California 
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Table 3B 
Summary of Land Use and Historical Use Data Sources 

Proposed HECA Well Field 

Date Description of Data 
Data 

Source 

1954 The 1954 topographic map shows increased development of roads, 
levees, canals, and wells, with only a few new buildings on the site.  
The Buena Vista Slough, which appeared in earlier maps, is called the 
Flood Canal and with a levee alongside. 
The surrounding area includes the West Side Canal.  Several canals 
are shown to the east of the site, Canal N and Canal 17, and Main 
Drain.  Four wells are shown on the map, all to the east of the site, with 
the closest approximately 1½ miles away.  Three are adjacent to a 
Canal and the one closest to the site is adjacent to a cluster of 
buildings near Perral Road.  There is another cluster of buildings less 
than a mile to the east of the site at the corner of Seventh Standard 
Road and an unnamed road.  The topographic map does not specify 
the type of well; therefore, these are presumed to be water wells. 

USGS 
Topo map, 

1954 
Lokern, 

California 

1956 The 1956 aerial photos show no significant change from the 1946 
aerial photos, with land to the west primarily agricultural and land to the 
west undeveloped. 

Aerial 
Photo, 
1956 

1967 The 1967 aerial photos show little significant change from the 1956 
aerial photos, with the exception of the construction of the California 
Aqueduct approximately 1 mile to the west. 

Aerial 
Photo, 
1967 

1973 The 1973 topographic map does not show a significant change from 
the 1954 topographic map. 

USGS 
Topo map, 

1973 
Lokern, 

California 

1975 The 1975 aerial photos show no significant change from the 1967 
aerial photo, with the exception of the completed California Aqueduct, 
which was previously under construction. 

Aerial 
Photo, 
1975 

1979 The 1979 topographic map shows an increase in roads and several 
new clusters of buildings in the surrounding area.  The closest cluster 
of buildings is just west of the Main Drain.  All of the wells from 
previous years are shown on the map and an additional six, all to the 
east of the site, are visible.  A pipeline is shown on the west side of the 
site running northwest to southeast at a steeper angle than the 
California Aqueduct (not shown in previous maps), and another 
pipeline running southwest to northeast that intersects with the other 
pipeline and stops before the California Aqueduct. 

USGS 
Topo map, 

1979 
McKittrick, 
California 

1984 The 1984 aerial photos show no significant change from the 1975 
aerial photos. 

Aerial 
Photo, 
1984 
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Table 3B 
Summary of Land Use and Historical Use Data Sources 

Proposed HECA Well Field 

Date Description of Data 
Data 

Source 

1994 The 1994 aerial photos show no significant change from the 1984 
aerial photos, with the exception of new roads in the area. 

Aerial 
Photo, 
1994 

2002 The 2002 aerial photos show no significant change from the 1984 
aerial photos, with the exception of new roads in the area and buildings 
on the farm plots in the surrounding area. 

Aerial 
Photo, 
2002 

Note: 
USGS = U.S. Geological Survey 

 
 

Table 3C 
Summary of Land Use and Historical Use Data Sources 

Preferred Carbon Dioxide Line 

Date Description of Data 
Data 

Source 

1946 The 1946 aerial photo shows the Preferred Carbon Dioxide Line 
alignment and surrounding area as undeveloped land. 

Aerial 
Photo, 
1946 

1954 The 1954 topographic map shows no development along the 
alignment.  The West Side Canal runs northwest/southeast to the 
north, with a reservoir to the east of the alignment.  Adohr and Dairy 
roads are shown on the map to the north, with a cluster of buildings 
and a landing strip near the intersection.  There are three wells to the 
north of the alignment 

USGS 
Topo map, 

1954 
East Elk 

Hills 
California 

1956 The 1956 aerial photo shows no significant change from the 1946 
aerial photo. 

Aerial 
Photo, 
1956 

1967 The 1967 aerial photo shows no significant change from the 1956 
aerial photo (undeveloped land), with the exception of construction of a 
canal (the California Aqueduct) on the northern edge of the alignment. 

Aerial 
Photo, 
1967 

1973 The 1973 topographic map shows no significant change from the 1954 
map. 

USGS 
Topo map, 

1973 
East Elk 

Hills, 
California 
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Table 3C 
Summary of Land Use and Historical Use Data Sources 

Preferred Carbon Dioxide Line 

Date Description of Data 
Data 

Source 

1975 The 1975 aerial photo shows no significant change from the 1967 
aerial photo (undeveloped land), with the exception of completed 
construction of a canal (the California Aqueduct) on the northern edge 
of the alignment. 

Aerial 
Photo, 
1975 

1984 The 1984 aerial photo shows no significant change from the 1975 
aerial photo (undeveloped land). 

Aerial 
Photo, 
1984 

1994 The alignment and surrounding area is not visible in the 1994 aerial 
photos. 

Aerial 
Photo, 
1994 

2002 The alignment and surrounding area is not visible in the 2002 aerial 
photos. 

Aerial 
Photo, 
2002 

Note: 
USGS = U.S. Geological Survey 

 

Table 3D 
Summary of Land Use and Historical Use Data Sources 

Natural Gas Line 

Date Description of Data Data Source

1933 The 1933 topographic map shows little development in the area.  The 
Taft-Bakersfield Highway and Coles Levee run along the Natural Gas 
Line alignment.  The Western Water Company Camp is to the west, with 
several buildings and tanks.  The Kern River runs through the area and 
the Buena Vista Slough runs northwest to southeast.  A road runs 
alongside the Slough. 

USGS Topo 
map, 1933 
Tupman, 
California 

1946 The 1946 aerial photo shows a number of roads in the area, with 
buildings in one area adjacent to the north side of the alignment.  A 
canal and slough can be seen along the western side. 

Aerial Photo, 
1946 
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Table 3D 
Summary of Land Use and Historical Use Data Sources 

Natural Gas Line 

Date Description of Data Data Source

1954 The 1954 topographic map shows a system of roads running through 
the area.  To the north is the North Coles Levee Oil Field, with three 
clusters of oil tanks and two oil wells.  To the south is the South Coles 
Levee Oil Field, with a water tank, wells, and a reservoir close to the 
alignment and one oil well, an oil sump, another reservoir, and a cluster 
of oil tanks further south.  An inlet canal, levee, and highway (399) run 
northwest to southeast to the west of the alignment.  The Taft Highway 
and Coles Levee run along the alignment.  The Western Water 
Company is further to the west, with a cluster of buildings and water 
tanks.  A sandy strip runs through the North Coles Levee Oil Field, 
bordered by levees. 

USGS Topo 
map, 1954 
Tupman, 
California 

1956 The 1956 aerial does not show the alignment.  The surrounding area to 
the north is visible and appears unchanged from the 1946 aerial photo. 

Aerial Photo, 
1956 

1967 The 1967 aerial photo shows the alignment and surrounding areas as 
relatively unchanged from the 1946 and 1956 aerial photos, with the 
exception of new rectangular areas that appear to be reservoirs or oil 
sumps. 

Aerial Photo, 
1967 

1968 The 1968 topographic map shows the western section of the Area.  The 
map shows the California Aqueduct (under construction).  The highway 
running east/west is numbered 119 (Taft Highway).  There are no other 
significant changes from the 1954 map. 

USGS Topo 
map, 1968 
Tupman,  
California 

1973 The 1973 topographic map shows an increase in buildings and tanks in 
a cluster northwest of the alignment.  There are no other significant 
changes from the 1954 and 1968 maps. 

USGS Topo 
map, 1973 
Tupman, 
California 

1974 The 1974 aerial photo does not show the alignment.  The surrounding 
areas appear unchanged from the 1946, 1956, and 1967 aerial photos, 
with the exception of new roads in the area. 

Aerial Photo, 
1974 

Note: 
USGS = U.S. Geological Survey 
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Table 3E 
Summary of Land Use and Historical Use Data Sources 

Potable Water/NG Supply Line 

Date Description of Data 
Data 

Source 
1912 The 1912 topographic map does not contain section numbers, which 

makes it difficult to accurately identify the Potable Water/NG Supply Line 
alignment.  The alignment appears to be in agricultural use. 
The map shows the following in the surrounding area:  Elk Hills, the 
town of Buttonwillow, the West Side Canal, Buena Vista and Lake 
sloughs, North and Coles levees, the Southern Pacific Railroad, and 
two oil pumping stations. 

USGS 
Topo map, 

1912 
Buena 

Vista Lake,
California 

1933 The 1933 Topographic map shows little development on the alignment 
and the surrounding area.  The Taft-Bakersfield Highway and Coles 
Levee connect to the alignment.  The Mesquite Hunting Club is 
adjacent to the northern most section of the alignment. 
The town of Tupman is to the west, with a marsh to the northwest of the 
town.  The Western Water Company Camp is adjacent to the alignment, 
with several buildings and tanks.  The Kern River runs through the area 
and the Buena Vista Slough runs northwest to southeast.  A road runs 
alongside the Slough through Tupman. 

USGS 
Topo map, 

1933 
Tupman, 
California 

1946 The 1946 Aerial photo shows the alignment as mainly agricultural land.  
A number of roads and small buildings are shown in the surrounding 
area.  A canal and slough run northwest to southeast.  A small town 
(Tupman) can be seen, with a cluster of large structures to the south. 

Aerial 
Photo, 
1946 

1954 The 1954 Topographic map shows that the alignment is in agricultural 
use, with a number of oil tanks and wells, presumably used for farming. 
A system of roads runs through the surrounding area.  Adjacent to the 
alignment on the east are the North Coles Levee Oil Field, with three 
clusters of oil tanks, a landing strip, and two oil wells, and the South 
Coles Levee Oil Field, with a water tank, wells, two reservoirs, one oil 
well, an oil sump, and a cluster of oil tanks further south.  An inlet 
canal, levee, and highway (399) run northwest to southeast to the west 
of the alignment.  The Taft Highway and Coles Levee run east/west.  
The Western Water Company is further to the west, with a cluster of 
buildings and water tanks.  A sandy strip runs through the North Coles 
Levee Oil Field, bordered by levees.  The town of Tupman is to the 
west, with numerous buildings, roads, and the Elk Hill School. 

USGS 
Topo map, 

1954 
Tupman 

California 

1956 The 1956 aerial photo shows the west of the alignment undeveloped 
except for a few roads.  
The surrounding area is used for agriculture or has small developments.  
It includes a small town (Tupman) and a few building clusters.  The area 
east of the alignment is primarily agricultural and appears unchanged 
from the 1946 aerial photo. 

Aerial 
Photo, 
1956 
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Table 3E 
Summary of Land Use and Historical Use Data Sources (Continued) 

Potable Water/NG Supply Line 

Date Description of Data 
Data 

Source 

1967 The 1967 aerial photo shows the alignment and surrounding areas as 
relatively unchanged from the 1946 and 1956 aerial photos, with the 
exception of a new large canal (the California Aqueduct) which appears 
to be under construction on the west side of the alignment. 

Aerial 
Photo, 
1967 

1968 The 1968 topographic map shows the western section of the alignment 
and the surrounding area. 
The map shows the California Aqueduct (under construction).  The 
Bypass Channel runs east/west; it is surrounded by a levee and 
contains several small lakes or ponds.  There are two wells and several 
oil tanks in the area.  A well close to the alignment appears to be near 
a lake/pond.  There are no other significant changes from the 1954 
map. 

USGS 
Topo map, 

1968 
Tupman 

California 

1973 The 1973 topographic map shows an increase in buildings and tanks in 
a cluster east of the alignment.  There are no other significant changes 
from the 1954 and 1968 maps. 

USGS 
Topo map, 

1973 
Tupman, 
California 

1974 The 1974 aerial photo shows the alignment and surrounding areas as 
relatively uunchanged from the 1946, 1956, and 1967 aerial photos, 
with the exception of new roads and the completed California Aqueduct 
and a new canal (West Side Canal). 

Aerial 
Photo, 
1975 

1984 The 1984 aerial photos show no changes from the 1974 aerial photos. Aerial 
Photo, 
1984 

1994 The 1994 aerial photos show no change from the 1984 photos, with the 
exception of one photo that shows an area not previously 
photographed.  The aerial photo shows a development approximately 
½ mile east of the alignment with a number of large structures, some of 
which appear to be storage tanks.  There are numerous bridges over 
the canal in the area shown. 

Aerial 
Photo, 
1994 

2002 The 2002 aerial photos show little change from the 1994 aerial photos.  
The area to the southwest first pictured in 1994 now appears to have a 
large piece of land cleared south of the structures. 

Aerial 
Photo, 
2002 

Note: 
USGS = U.S. Geological Survey 
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Table 3F 
Summary of Land Use and Historical Use Data Sources 

Process Water Supply Line 

Date Description of Data 
Data 

Source 

1912 The 1912 topographic map does not contain section numbers, which 
makes it difficult to accurately identify the Process Water Supply Line 
alignment.  The alignment appears to be in agricultural use. 
The map shows the following in the surrounding area:  Elk Hills, the 
town of Buttonwillow, the West Side Canal, Buena Vista and Lake 
sloughs, North and Coles levees, the Southern Pacific Railroad, and 
two oil pumping stations approximately 8 miles east of the alignment. 

USGS 
Topo map, 

1912 
Buena 

Vista Lake, 
California 

1933 The alignment is generally agricultural land.  The 1933 topographic 
map shows little development in the surrounding area.  The map shows 
the West Side Canal, the Buena Vista Slough, and the town of Tupman 
to the west, with a marsh to the northwest of the town.  The Mesquite 
Hunting Club is north of the alignment.  The Western Water Company 
Camp is adjacent to the site, with several buildings and tanks.  The 
Kern River runs through the area and the Buena Vista Slough runs 
northwest to southeast.  A road runs alongside the Slough through 
Tupman.  The Taft-Bakersfield Highway and Coles Levee connect to 
the alignment. 

USGS 
Topo map, 

1933 
Tupman 

California 

1946 The 1946 aerial photo shows agricultural land on the alignment and 
surrounding area to the east of West Side Canal and undeveloped land 
to the west.  There are few structures and roads in the area. 

Aerial 
Photo, 
1946 

1954 The alignment is generally agricultural land.  In the midsection of the 
alignment, there are several drains and canals to the north.  The Elk 
Hills Road runs north/south and cuts across the alignment. 
The 1954 Topographic map shows an increase in development in 
some areas near the alignment.  The Kern River is shown on the map 
with reservoirs to the south.  A pipeline runs north/south across the 
alignment.  There are six wells to the east, scattered buildings, and the 
Mirasol Airport.  Further south there are three more wells adjacent to 
the alignment. 

USGS 
Topo map, 

1954 
East Elk 

Hills, 
California 

1956 The 1956 aerial photos show no significant change from the 1946 
aerial photos, with land to the west primarily agricultural and land to the 
west undeveloped. 

Aerial 
Photo, 
1956 

1967 The 1967 aerial photos show little significant change from the 1956 
aerial photos, with the exception of the construction of the California 
Aqueduct. 

Aerial 
Photo, 
1967 

1973 The 1973 Topographic map shows no significant change from the 1954 
map. 

Aerial 
Photo, 
1973 
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Table 3F 
Summary of Land Use and Historical Use Data Sources (Continued) 

Process Water Supply Line 

Date Description of Data 
Data 

Source 

1975 The 1975 aerial photos show no significant change from the 1967 
aerial photo, with the exception of the completed California Aqueduct, 
which was previously under construction. 

Aerial 
Photo, 
1975 

1984 The 1984 aerial photos show no significant change from the 1975 
aerial photos. 

Aerial 
Photo, 
1984 

1994 The 1994 aerial photos show no significant change from the 1984 
aerial photos, with the exception of new roads in the area. 

Aerial 
Photo, 
1994 

2002 The 2002 aerial photos show no significant change from the 1984 
aerial photos, with the exception of new roads in the area and buildings 
on the farm plots. 

Aerial 
Photo, 
2002 

Note: 
USGS = U.S. Geological Survey 

 

Table 3G 
Summary of Land Use and Historical Use Data Sources  

Transmission 1A Line 
(no aerial photos were available for this site) 

Date Description of Data 
Data 

Source 

1954 The Transmission 1A Line alignment is generally agricultural on the 
1954 topographic map.  The surrounding area is generally in 
agricultural use and includes the town of Buttonwillow, the Southern 
Pacific Railroad, several major roads, ditches and canals, and three 
water wells.  Adjacent to the alignment there is a substation with 
several power lines leading into it, oil tanks, and a pipeline running 
north/south.  The East Side Canal is shown on the map adjacent to the 
alignment.  The areas outside of Buttonwillow are not well developed.  
There are scattered buildings on Wasco Avenue. 

USGS 
Topo map, 

1954 
East Elk 

Hills, 
California 

1973 The 1973 topographic map shows no significant changes from the 
1954 map. 

USGS 
Topo map, 

1973 
East Elk 

Hills, 
California 

Note: 
USGS = U.S. Geological Survey  
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Table 3H 
Summary of Land Use and Historical Use Data Sources 

 

Transmission 1B Line 
(no aerial photos were available for this site) 

Date Description of Data 
Data 

Source 

1954 The Transmission 1B Line alignment is generally agricultural land on 
the 1954 topographic map.  The surrounding area is generally in 
agricultural use and includes the town of Buttonwillow, the Southern 
Pacific Railroad, several major roads, ditches and canals, and three 
water wells.  In the area surrounding the alignment there is a substation 
with several power lines leading into it, oil tanks, and a pipeline running 
north/south.  The East Side Canal is shown on the map.  The areas 
outside of Buttonwillow are not well developed.  There are scattered 
buildings on Wasco Avenue. 

USGS 
Topo map, 

1954 
East Elk 

Hills, 
California 

Note: 
USGS = U.S. Geological Survey 

 

Potential Impacts from Former Agricultural Use 

URS obtained available crop information from the County of Kern Department of Agriculture and 
Measurements Standards to identify past crops for the years 1998 to 2008.  No other crop data 
were available electronically.  Information regarding the pesticides used on similar crops was 
obtained from the California Department of Pesticide Regulation (DPR) online database for the 
years 1998 to 2008.  The crops encountered along the linear alignments as well as the Project 
Site, Controlled Area, and proposed HECA Well Field and their corresponding pesticides, 
derived as described above, are listed in Tables 4A through 4H. 

Table 4A 
Summary of Agricultural Usage Data Sources 

Project Site 

Data 
Source Crops Potential Pesticides Used 

4-(2,4-DB), dimethylamine salt 

Beta-cyfluthrin 

Chlorpyrifos 

Clethodim 

Cyfluthrin 

Cypermethrin 

Kern 
County 
1998-2008 

Alfalfa 

Diuron 
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Table 4A 
Summary of Agricultural Usage Data Sources 

Project Site 

Data 
Source Crops Potential Pesticides Used 

Glyphosate, isopropylamine salt 

Glyphosate, potassium salt 

Imazethapyr 

Imazethapyr, ammonium salt 

Indoxacarb 

Lambda-cyhalothrin 

Methomyl 

Paraquat dichloride 

Pendimethalin 

Trifluralin 

Abamectin 

Acephate 

Acetamiprid 

Aldicarb 

Bifenthrin 

Borax 

Buprofezin 

Carfentrazone-ethyl 

Chlorpyrifos 

Clethodim 

Cyclanilide 

Cotton 

Cyfluthrin  
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Table 4A 
Summary of Agricultural Usage Data Sources (Continued) 

Project Site 
Data 

Source Crops Potential Pesticides Used 
Dimethoate 
Diuron 
Endothall, mixed mono- and di- 
(n,n-dimethylalkylamine) salts 
Ethephon 
Etoxazole 
Fenpropathrin 
Fenpyroximate 
Flonicamid 
Flumioxazin 
Glufosinate-ammonium 
Glyphosate 
Glyphosate, isopropylamine salt 
Glyphosate, potassium salt 
Imidacloprid 
Indoxacarb 
Mepiquat chloride 
Oxamyl 
Oxyfluorfen 
Paraquat dichloride 
Pendimethalin 
Profenofos 
Prometryn 
Propargite 
Pyraflufen-ethyl 
Pyriproxyfen 
Pyrithiobac-sodium 
s,s,s-Tributyl phosphorotrithioate 
Sodium Chlorate 
Spiromesifen 
Thiamethoxam 
Thidiazuron 

Kern 
County 
1998-2008 
(Continued) 

Cotton (Continued) 

Urea dihydrogen sulfate 
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Table 4A 
Summary of Agricultural Usage Data Sources (Continued) 

Project Site 
Data 

Source Crops Potential Pesticides Used 
Chlorothalonil 
Chlorthal-dimethyl 
Dimethomorph 
Dimethomorph 
Malathion 
Mancozeb 
Mefenoxam 
Metalaxyl 
Pendimethalin 

Onion Dry, etc. 

Pyrimethanil 
Azoxystrobin 
Bromoxynil octanoate 
Carfentrazone-ethyl 
Chlorpyrifos 
Dicamba, dimethylamine salt 
Diglycolamine salt of 3,6-dichloro-o-anisic acid 

Kern 
County 
1998-2008 
(Continued) 

Wheat 

MCPA, dimethylamine salt 
 

Table 4B 
Summary of Agricultural Usage Data Sources 

Controlled Area 

Data 
Source Crops Potential Pesticides Used 

Alfalfa See listing in Table 4A 

Cotton See listing in Table 4A 

Onion Dry, etc. See listing in Table 4A 

Methomyl 

Sulfur 

Sugarbeet 

Thiophanate-methyl 

Tomato Process Not reported 

Kern 
County 
1998-2008 

Wheat See listing in Table 4A 
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Table 4C 
Summary of Agricultural Usage Data Sources  

Proposed HECA Well Field 

Data 
Source 

Crops Potential Pesticides Used 

Alfalfa See listing in Table 4A 

Corn Forage/Fodder Spiromesifen 

Cotton See listing in Table 4A 

Bifenthrin 

Boscalid 

Carbaryl 

Carfentrazone-ethyl 

Clethodim 

Flumioxazin 

Glufosinate-ammonium 

Glyphosate, isopropylamine salt 

Glyphosate, potassium salt 

Methoxyfenozide 

Oryzalin 

Oxyfluorfen 

Paraquat dichloride 

Pendimethalin 

Permethrin 

Pyraclostrobin 

Sethoxydim 

Sulfur 

Pistachio 

Thiophanate-methyl 

Sugarbeet See listing in Table 4B 

Kern County 
1998-2008 

Wheat See listing in Table 4A 
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Table 4D 
Summary of Agricultural Usage Data Sources  

Preferred Carbon Dioxide Line 

Data 
Source Crops Potential Pesticides Used 

Alfalfa See listing in Table 4A Kern 
County 
1998-2008 Cotton See listing in Table 4A 

 

Table 4E 
Summary of Agricultural Usage Data Sources  

Potable Water/Natural Gas Line (combined with Southern Gas Line) 

Data 
Source Crops Potential Pesticides Used 

Alfalfa See listing in Table 4A 

Cotton See listing in Table 4A 

Onion Dry, etc. See listing in Table 4A 

Sugarbeet See listing in Table 4B 

Tomato Process Not reported 

Kern 
County 
1998-2008 

Wheat See listing in Table 4A 
 

Table 4F 
Summary of Agricultural Usage Data Sources  

Process Water Line 

Data 
Source Crops Potential Pesticides Used 

Alfalfa See listing in Table 4A 

Corn Forage/Fodder See listing in Table 4C 

Cotton See listing in Table 4A 

Onion Dry, etc. See listing in Table 4A 

Pistachio See listing in Table 4C 

Sudangrass Glyphosate, potassium salt 

Sugarbeet See listing in Table 4B 

Tomato Process Not reported 

Kern 
County 
1998-2008 

Wheat See listing in Table 4A 
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Table 4G 
Summary of Agricultural Usage Data Sources  

Transmission 1A Line 

Data 
Source Crops Potential Pesticides Used 

Alfalfa See listing in Table 4A 

Alfalfa Seed Not reported 

Cotton See listing in Table 4A 

Onion Dry, etc. See listing in Table 4A 

Pistachio See listing in Table 4C 

Sudangrass Glyphosate, potassium salt 

Sugarbeet See listing in Table 4B 

Tomato Process Not reported 

Kern 
County 
1998-2008 

Wheat See listing in Table 4A 
 

Table 4H 
Summary of Agricultural Usage Data Sources  

Transmission 1B Line 

Data 
Source Crops Potential Pesticides Used 

Alfalfa See listing in Table 4A 

Alfalfa Seed Not reported 

Cotton See listing in Table 4A 

Onion Dry, etc. See listing in Table 4A 

Pistachio See listing in Table 4C 

Sudangrass Glyphosate, potassium salt 

Sugarbeet See listing in Table 4B 

Timothy  Diglycolamine salt of 3,6-dichloro-o-anisic acid 

Kern 
County 
1998-2008 

Wheat See listing in Table 4A 
 

It should be noted that the pesticides used on similar crops serve as a general guide to the 
potential pesticides present, but the data may not be comprehensive enough to represent a 
detailed history of pesticide application.  These pesticides listed appear to have been legally 
applied to the crops and reported to the DPR; therefore, these listings do not represent an 
uncontrolled release to the Project Site, Controlled Area, linears, or proposed HECA Well Field. 
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Potential Presence of and Proximity to Contaminated Sites 

To identify contaminated sites with greater likelihood of potential environmental impacts, URS 
reviewed the regulatory agency databases listed in Table 5. 

This review focused on identifying properties or facilities located within a search distance of up 
to 1 mile of each linear and the proposed HECA Well Field that may have the potential to 
adversely affect significant environmental conditions at the linears.  This information was 
previously provided to the CEC for the Project Site as part of the Revised AFC; therefore, it is 
not repeated here.  

Table 5 
Summary of Agency Databases Searched 

Database Description of Database/Effective Date 

Search 
Distance 

from 
Alignment

NPL The National Priorities List (NPL) identifies uncontrolled or 
abandoned hazardous waste sites.  To appear on the NPL, sites 
must have met or surpassed a predetermined hazard ranking 
system score, been chosen as a state’s top priority site, pose a 
significant health or environmental threat, or be a site where the 
U.S. Environmental Protection Agency has determined that 
remedial action is more cost-effective than removal action. 

1 mile 

DOGGR The Division of Oil, Gas, and Geothermal Resources (DOGGR) 
maintains a list of current and historical oil and gas wells. 

0.25 mile 

CERCLIS The Comprehensive Environmental Response, Compensation, 
and Liability Information System (CERCLIS) database identifies 
hazardous waste sites that require investigation and possible 
remedial action to mitigate potential negative impacts on human 
health or the environment. 

0.5 mile 

CERCLIS-
NFRAP 

The CERCLIS-No Further Remedial Action Planned (NFRAP) 
database identifies sites that have been removed from CERCLIS 
following an initial investigation, either because no contamination 
was found, contamination was removed quickly without the need 
for the site to be placed on the NPL, or the contamination was not 
serious enough to require Federal Superfund action or NPL 
consideration. 

0.5 mile 

EnviroStor This database contains both known and potential hazardous 
substance sites under oversight of the California Department of 
Toxic Substance Control that are similar to the CERCLIS sites. 

1 mile 

CA SLIC This database contains both known and potential hazardous 
substance sites under oversight of the California Department of 
Toxic Substance Control. 

0.5 mile 
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Table 5 
Summary of Agency Databases Searched 

Database Description of Database/Effective Date 

Search 
Distance 

from 
Alignment

SWIS State inventory of solid waste disposal and landfill sites available 
from the Solid Waste Information System (SWIS) database 
maintained by the California Integrated Waste Management 
Board. 

0.5 mile 

LUST List of information pertaining to all reported Leaking Underground 
Storage Tank (LUST) sites available from the Regional Water 
Quality Control Board GeoTracker database. 

0.5 mile 

These databases were searched via a customized search from Environmental Data Resources 
of Milford Connecticut.  The database records were imported into Geographic Information 
System and are shown on Figure 2. 

URS environmental professionals with experience in site assessment identified sites that are 
upgradient of the proposed linears and proposed HECA Well Field, and may represent a 
potential environmental concern.  A ranking of sites into low, medium, and high categories of 
concern is presented in Tables 6A through 6G. 

As with all reviews of regulatory agency databases, any sites not known to the agencies will not 
be listed and therefore will not be discovered by this type of database investigation.  In addition, 
some sites may be incorrectly mapped due to inaccurate or incomplete address information.  
However, this approach to the identification of potential sites of concern is commonly used for 
environmental site assessments. 

Table 6A 
Summary of Agency Database Records 

Proposed HECA Well Field 

Database Description 

Search 
Distance 

from 
Alignment 

Preliminary 
Assessment 
of Level of 
Concern 

NPL None 1 mile NA 
DOGGR Three plugged and abandoned dry holes are present on the 

DOGGR database within the 0.25-mile search radius of the 
proposed linear.   

0.25 mile Low 

CERCLIS None 0.5 mile NA 
CERCLIS-
NFRAP 

None 0.5 mile NA 

EnviroStor None 1 mile NA 
CA SLIC None 0.5 mile NA 
SWIS None 0.5 mile NA 
LUST None  0.5 mile NA   
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Table 6B 
Summary of Agency Database Records 

Preferred Carbon Dioxide Line 

Database Description 

Search 
Distance 

from 
Alignment 

Preliminary 
Assessment 
of Level of 
Concern 

NPL None 1 mile NA 
DOGGR Fifty-one DOGGR wells are within the 0.25-mile search 

radius of the proposed linear.  The wells are comprised of:  
1 blank well; 39 completed oil wells; 2 observation wells; 1 
plugged and abandoned dry hole; and 8 plugged and 
abandoned oil wells. 

0.25 mile Medium 

CERCLIS None 0.5 mile NA 
CERCLIS-
NFRAP 

None 0.5 mile NA 

EnviroStor None 1 mile NA 
CA SLIC None 0.5 mile NA 
SWIS None 0.5 mile NA 
LUST None 0.5 mile NA 
 

Table 6C 
Summary of Agency Database Records 

Natural Gas Line 

Database Description 

Search 
Distance 

from 
Alignment 

Preliminary 
Assessment 
of Level of 
Concern 

NPL None 1 mile NA 
DOGGR Fifty-three DOGGR wells are within the 0.25-mile search 

radius of the proposed linear.  The wells are comprised of  
3 blank wells; 20 completed oil wells; 3 completed water 
disposal wells; 2 completed waterflood wells; 6 oil wells 
converted to waterflood wells; 1 oil tunnel entrance; 4 oil 
wells converted to waterflood wells-abandoned; 7 plugged 
and abandoned dry holes; 1 plugged and abandoned gas 
well; and 6 plugged and abandoned oil wells. 

0.25 mile Medium 

CERCLIS None 0.5 mile NA 
CERCLIS-
NFRAP 

None 0.5 mile NA 

EnviroStor None 1 mile NA 
CA SLIC None 0.5 mile NA 
SWIS None 0.5 mile NA 
LUST None 0.5 mile NA 
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Table 6D 
Summary of Agency Database Records 

Potable Water Line 

Database Description 

Search 
Distance 

from 
Alignment 

Preliminary 
Assessment 
of Level of 
Concern 

NPL None 1 mile NA 
DOGGR Fifty-three DOGGR wells are within the 0.25-mile search 

radius of the proposed linear.  The wells are comprised of  
3 blank wells; 20 completed oil wells; 3 completed water 
disposal wells; 2 completed waterflood; 6 oil wells 
converted to waterflood wells; 1 oil tunnel entrance; 4 oil 
wells converted to waterflood wells-abandoned; 7 plugged 
and abandoned dry holes; 1 plugged and abandoned gas 
well; and 6 plugged and abandoned oil wells. 

0.25 mile Medium 

CERCLIS None 0.5 mile NA 
CERCLIS-
NFRAP 

None 0.5 mile NA 

EnviroStor None 1 mile NA 
CA SLIC None 0.5 mile NA 
SWIS None 0.5 mile NA 
LUST None 0.5 mile NA 
 

Table 6E 
Summary of Agency Database Records 

Process Water Line 

Database Description 

Search 
Distance 

from 
Alignment 

Preliminary 
Assessment 
of Level of 
Concern 

NPL None 1 mile NA 
DOGGR Seven plugged and abandoned dry holes are present on the 

DOGGR database within the 0.25-mile search radius of the 
proposed linear.   

0.25 mile Low 

CERCLIS None 0.5 mile NA 
CERCLIS-
NFRAP 

None 0.5 mile NA 

EnviroStor None 1 mile NA 
CA SLIC None 0.5 mile NA 
SWIS None 0.5 mile NA 
LUST • Oasis Liquors, 27736 Highway 58, located 1,964 feet west of 

the Process Water Line (Map Reference Number 1) 
 

0.5 mile Based on the 
distance from 
the proposed 

linear, this site 
is unlikely to 

impact the soil 
and 

groundwater 
conditions at 

the linear. 
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Table 6F 
Summary of Agency Database Records 

Transmission 1A Line 

Database Description 

Search 
Distance 

from 
Alignment 

Preliminary 
Assessment 
of Level of 
Concern 

NPL None 1 mile NA 

DOGGR None 0.25 mile NA 

CERCLIS None 0.5 mile NA 

CERCLIS-
NFRAP 

None 0.5 mile NA 

EnviroStor • Buttonwillow Dusters, Highway 58/Wasco WA, located 
4,679 east of the Transmission 1A Line  (Map Reference 
Number L69) 

1 mile Low 

CA SLIC None 0.5 mile NA 

SWIS None 0.5 mile Low 

LUST None 0.5 mile NA  
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Table 6G 

Summary of Agency Database Records 

Transmission 1B Line 

Database Description 

Search 
Distance 

from 
Alignment 

Preliminary 
Assessment 
of Level of 
Concern 

NPL None 1 mile NA 

DOGGR None 0.25 mile NA 

CERCLIS None 0.5 mile NA 

CERCLIS-
NFRAP 

None 0.5 mile NA 

EnviroStor • Buttonwillow Dusters, Highway 58/Wasco Way, 900 feet 
north of the Transmission 1B Line (Map Reference 
Number L69) 

1 mile Medium 

CA SLIC None 0.5 mile NA 

SWIS • Buttonwillow Dusters, Highway 58/Wasco Way, 900 feet 
north of the Transmission 1B Line (Map Reference 
Number L69) 

 

0.5 mile Medium 
(as a SWIS 

site) 

LUST • Farmers Cooperative Gin, Inc., 2531 Wasco Way, 
996 feet east of the Transmission 1B Line (Map 
Reference Number L68) 

• Buttonwillow Dusters, Highway 58/Wasco Way, 900 feet 
north of the Transmission 1B Line (Map Reference 
Number L69) 

 

0.5 mile Based on the 
distance from 
the proposed 

linear, the 
UST 

releases at 
sites are 

unlikely to 
impact the 

soil and 
groundwater 
conditions at 

the linear. 
The 

Buttonwillow 
Dusters site 
is also listed 

for other 
environment

al issues.  
 

 

 



Hydrogen Energy California (08-AFC-8) Attachment 38-1  Initial Evaluation of Environmental 
Responses to CEC Requests from April 12, 2010 Workshop Data along the HECA Project Linears 

R:\10 HECA\DRs\WRs\CEC WR Attach_38-1.doc 26  

In addition to the databases reviewed in Tables 6A through 6G, URS reviewed the following 
additional databases for the proposed linears and proposed HECA Well Field:   

• RCRA-LQG and SQG,  

• RCRA-Non Gen,  

• CORRACTS 

• ERNS,  

• UST,  

• AST,  

• SWRCY, 

• HAULERS,  

• CDL,  

• HIST UST,  

• SWEEPS UST,  

• CHMIRS,  

• DOD,  

• FINDS,  

• CA WDS,  

• NPDES,  

• HIST CORTESE,  

• HAZNET, and  

• EMI.   

Sites were listed in these databases within the prescribed search radii; however, based on the 
type of facilities listed in these databases, they are considered unlikely to adversely affect the 
soil and groundwater conditions at the proposed linears. 
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The EDR Historical Topographic Map Report

HECA

Dairy Road/Adohr Road

Buttonwillow, CA 93206

Inquiry Number: 2755337.4

May 06, 2010



EDR Historical Topographic Map Report

Environmental Data Resources, Inc.s (EDR) Historical Topographic Map Report is designed to assist professionals in
evaluating potential liability on a target property resulting from past activities. EDRs Historical Topographic Map Report
includes a search of a collection of public and private color historical topographic maps, dating back to the early 1900s.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.



Historical Topographic Map
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TARGET QUAD
NAME: BUENA VISTA LAKE
MAP YEAR: 1912

SERIES: 30
SCALE: 1:125000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Buttonwillow, CA 93206
LAT/LONG: 35.3547 / 119.4453

CLIENT: URS Corporation
CONTACT: Kali_futnani
INQUIRY#: 2755337.4
RESEARCH DATE: 05/06/2010
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LAT/LONG: 35.3547 / 119.4453
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SITE NAME: HECA
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The EDR Historical Topographic Map Report

HECA

Dairy Road/Adohr Road

Tupman, CA 93276

Inquiry Number: 2755383.4

May 06, 2010



EDR Historical Topographic Map Report

Environmental Data Resources, Inc.s (EDR) Historical Topographic Map Report is designed to assist professionals in
evaluating potential liability on a target property resulting from past activities. EDRs Historical Topographic Map Report
includes a search of a collection of public and private color historical topographic maps, dating back to the early 1900s.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.



Historical Topographic Map

→

N
TARGET QUAD
NAME: BUENA VISTA LAKE
MAP YEAR: 1912

SERIES: 30
SCALE: 1:125000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1933

SERIES: 7.5
SCALE: 1:31680

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1933

SERIES: 7.5
SCALE: 1:31680

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: EAST ELK HILLS
MAP YEAR: 1954

SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1954

SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1954

SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1954

SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1968
PHOTOREVISED FROM:1954
SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1968
PHOTOREVISED FROM:1954
SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1968
PHOTOREVISED FROM:1954
SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: EAST ELK HILLS
MAP YEAR: 1973
PHOTOREVISED FROM:1954
SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1973
PHOTOREVISED FROM:1954
SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1973
PHOTOREVISED FROM:1954
SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



Historical Topographic Map

→

N
TARGET QUAD
NAME: TUPMAN
MAP YEAR: 1973
PHOTOREVISED FROM:1954
SERIES: 7.5
SCALE: 1:24000

SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road

Tupman, CA 93276
LAT/LONG: 35.304 / 119.355

CLIENT: URS Corporation
CONTACT: Kali Futnani
INQUIRY#: 2755383.4
RESEARCH DATE: 05/06/2010



The EDR Historical Topographic Map Report

HECA

Dairy Road/Adohr Road

Buttonwillow, CA 93206

Inquiry Number: 2755371.4

April 27, 2010



EDR Historical Topographic Map Report

Environmental Data Resources, Inc.s (EDR) Historical Topographic Map Report is designed to assist professionals in
evaluating potential liability on a target property resulting from past activities. EDRs Historical Topographic Map Report
includes a search of a collection of public and private color historical topographic maps, dating back to the early 1900s.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.
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CLIENT: URS Corporation
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SITE NAME: HECA
ADDRESS: Dairy Road/Adohr Road
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CONTACT: Kali Futnani
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The EDR Historical Topographic Map Report

HECA

Dairy Road/Adohr Road

Buttonwillow, CA 93206

Inquiry Number: 2755371.4

May 07, 2010



EDR Historical Topographic Map Report

Environmental Data Resources, Inc.s (EDR) Historical Topographic Map Report is designed to assist professionals in
evaluating potential liability on a target property resulting from past activities. EDRs Historical Topographic Map Report
includes a search of a collection of public and private color historical topographic maps, dating back to the early 1900s.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.
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HISTORICAL AERIAL PHOTOS 
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Buttonwillow, CA 93206

Inquiry Number: 2765986.3
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EDR Aerial Photo Decade Package

Environmental Data Resources, Inc. (EDR) Aerial Photo Decade Package is a screening tool designed to assist
environmental professionals in evaluating potential liability on a target property resulting from past activities. EDR’s
professional researchers provide digitally reproduced historical aerial photographs, and when available, provide one photo
per decade.

When delivered electronically by EDR, the aerial photo images included with this report are for ONE TIME USE
ONLY. Further reproduction of these aerial photo images is prohibited without permission from EDR. For more
information contact your EDR Account Executive.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.



Date EDR Searched Historical Sources:
Aerial Photography May 12, 2010

Target Property:
HECA

Buttonwillow, CA 93206

Year Scale Details Source

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1975 Aerial Photograph. Scale: 1"=1000' Flight Year: 1975 NASA

1975 Aerial Photograph. Scale: 1"=1000' Flight Year: 1975 NASA

1975 Aerial Photograph. Scale: 1"=1000' Flight Year: 1975 NASA

1975 Aerial Photograph. Scale: 1"=1000' Flight Year: 1975 NASA

2765986.3
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Year Scale Details Source
1975 Aerial Photograph. Scale: 1"=1000' Flight Year: 1975 NASA

1975 Aerial Photograph. Scale: 1"=1000' Flight Year: 1975 NASA

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2765986.3
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HECA

Dairy /Adohr Rd

Tupman, CA 93276

Inquiry Number: 2765986.1

May 12, 2010
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EDR Aerial Photo Decade Package

Environmental Data Resources, Inc. (EDR) Aerial Photo Decade Package is a screening tool designed to assist
environmental professionals in evaluating potential liability on a target property resulting from past activities. EDR’s
professional researchers provide digitally reproduced historical aerial photographs, and when available, provide one photo
per decade.

When delivered electronically by EDR, the aerial photo images included with this report are for ONE TIME USE
ONLY. Further reproduction of these aerial photo images is prohibited without permission from EDR. For more
information contact your EDR Account Executive.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.



Date EDR Searched Historical Sources:
Aerial Photography May 12, 2010

Target Property:
Dairy /Adohr Rd

Tupman, CA 93276

Year Scale Details Source

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa
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Year Scale Details Source
1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2765986.1
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HECA

Dairy/Adohr Rd

Tupman, CA 93276

Inquiry Number: 2764890.1

May 13, 2010



EDR Aerial Photo Decade Package

Environmental Data Resources, Inc. (EDR) Aerial Photo Decade Package is a screening tool designed to assist
environmental professionals in evaluating potential liability on a target property resulting from past activities. EDR’s
professional researchers provide digitally reproduced historical aerial photographs, and when available, provide one photo
per decade.

When delivered electronically by EDR, the aerial photo images included with this report are for ONE TIME USE
ONLY. Further reproduction of these aerial photo images is prohibited without permission from EDR. For more
information contact your EDR Account Executive.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.



Date EDR Searched Historical Sources:
Aerial Photography May 13, 2010

Target Property:
Dairy/Adohr Rd

Tupman, CA 93276

Year Scale Details Source

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1946 Aerial Photograph. Scale: 1"=1000' Flight Year: 1946 Fairchild

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1956 Aerial Photograph. Scale: 1"=1000' Flight Year: 1956 Robinson

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

1967 Aerial Photograph. Scale: 1"=1000' Flight Year: 1967 Western

2764890.1
2



Year Scale Details Source
1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1974 Aerial Photograph. Scale: 1"=1000' Flight Year: 1974 Nasa

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1984 Aerial Photograph. Scale: 1"=1000' Flight Year: 1984 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

1994 Aerial Photograph. Scale: 1"=1000' Flight Year: 1994 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2002 Aerial Photograph. Scale: 1"=1000' Flight Year: 2002 USGS

2764890.1
3
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ATTACHMENT C 
SANBORN FIRE INSURANCE MAP SEARCH 



Certified Sanborn® Map Report

HECA

Dairy Road/Adohr Road

Tupman, CA 93276

Inquiry Number: 2755383.3

April 27, 2010



Certified Sanborn® Map Report 4/27/10

Site Name:
HECA
Dairy Road/Adohr Road
Tupman, CA 93276

Client Name:
URS Corporation
One Montgomery Street
San Francisco, CA 94104-0000

EDR Inquiry # 2755383.3 Contact: Kali Futnani

The complete Sanborn Library collection has been searched by EDR, and fire insurance maps covering the target
property location provided by URS Corporation were identified for the years listed below. The certified Sanborn Library
search results in this report can be authenticated by visiting www.edrnet.com/sanborn and entering the certification
number. Only Environmental Data Resources Inc. (EDR) is authorized to grant rights for commercial reproduction of
maps by Sanborn Library LLC, the copyright holder for the collection.

Certified Sanborn Results:

Site Name: HECA
Address: Dairy Road/Adohr Road
City, State, Zip: Tupman, CA 93276
Cross Street:
P.O. # 28067571.800041
Project: HECA
Certification # 280E-4FFD-886C

Library of Congress

University Publications of America

EDR Private Collection

The Sanborn Library LLC Since 1866™

The Sanborn Library includes more than 1.2 million
Sanborn fire insurance maps, which track historical
property usage in approximately 12,000 American
cities and towns. Collections searched:

Sanborn® Library search results
Certification # 280E-4FFD-886C

UNMAPPED PROPERTY
This report certifies that the complete holdings of the Sanborn
Library, LLC collection have been searched based on client
supplied target property information, and fire insurance maps
covering the target property were not found.

Limited Permission To Make Copies
URS Corporation (the client) is permitted to make up to THREE photocopies of this Sanborn Map transmittal and each fire insurance map
accompanying this report solely for the limited use of its customer. No one other than the client is authorized to make copies. Upon request made
directly to an EDR Account Executive, the client may be permitted to make a limited number of additional photocopies. This permission is
conditioned upon compliance by the client, its customer and their agents with EDR's copyright policy; a copy of which is available upon request.

Disclaimer - Copyright and Trademark notice
This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc. It cannot be
concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO WARRANTY EXPRESSED OR
IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA RESOURCES, INC. SPECIFICALLY DISCLAIMS THE
MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL
RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF
ERRORS OR OMISSIONS, NEGLIGENCE, ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL,
INCIDENTAL CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report "AS IS". Any analyses, estimates, ratings, environmental risk
levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they be interpreted as providing
any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site Assessment performed by an
environmental professional can provide information regarding the environmental risk for any property. Additionally, the information provided in this Report is not to be
construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map of
Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks used herein are
the property of their respective owners.

2755383 - 3    page 2



Certified Sanborn® Map Report

HECA

Dairy Road/Adohr Road

Buttonwillow, CA 93206

Inquiry Number: 2755337.3

April 27, 2010



Certified Sanborn® Map Report 4/27/10

Site Name:
HECA
Dairy Road/Adohr Road
Buttonwillow, CA 93206

Client Name:
URS Corporation
One Montgomery Street
San Francisco, CA 94104-0000

EDR Inquiry # 2755337.3 Contact: Kali_futnani

The complete Sanborn Library collection has been searched by EDR, and fire insurance maps covering the target
property location provided by URS Corporation were identified for the years listed below. The certified Sanborn Library
search results in this report can be authenticated by visiting www.edrnet.com/sanborn and entering the certification
number. Only Environmental Data Resources Inc. (EDR) is authorized to grant rights for commercial reproduction of
maps by Sanborn Library LLC, the copyright holder for the collection.

Certified Sanborn Results:

Site Name: HECA
Address: Dairy Road/Adohr Road
City, State, Zip: Buttonwillow, CA 93206
Cross Street:
P.O. # 28067571.800041
Project: HECA
Certification # B907-481B-B008

Library of Congress

University Publications of America

EDR Private Collection

The Sanborn Library LLC Since 1866™

The Sanborn Library includes more than 1.2 million
Sanborn fire insurance maps, which track historical
property usage in approximately 12,000 American
cities and towns. Collections searched:

Sanborn® Library search results
Certification # B907-481B-B008

UNMAPPED PROPERTY
This report certifies that the complete holdings of the Sanborn
Library, LLC collection have been searched based on client
supplied target property information, and fire insurance maps
covering the target property were not found.

Limited Permission To Make Copies
URS Corporation (the client) is permitted to make up to THREE photocopies of this Sanborn Map transmittal and each fire insurance map
accompanying this report solely for the limited use of its customer. No one other than the client is authorized to make copies. Upon request made
directly to an EDR Account Executive, the client may be permitted to make a limited number of additional photocopies. This permission is
conditioned upon compliance by the client, its customer and their agents with EDR's copyright policy; a copy of which is available upon request.

Disclaimer - Copyright and Trademark notice
This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc. It cannot be
concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO WARRANTY EXPRESSED OR
IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA RESOURCES, INC. SPECIFICALLY DISCLAIMS THE
MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL
RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF
ERRORS OR OMISSIONS, NEGLIGENCE, ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL,
INCIDENTAL CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report "AS IS". Any analyses, estimates, ratings, environmental risk
levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they be interpreted as providing
any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site Assessment performed by an
environmental professional can provide information regarding the environmental risk for any property. Additionally, the information provided in this Report is not to be
construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map of
Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks used herein are
the property of their respective owners.
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Certified Sanborn® Map Report

HECA

Dairy Road/Adohr Road

Buttonwillow, CA 93206

Inquiry Number: 2755371.3

April 26, 2010



Certified Sanborn® Map Report 4/26/10

Site Name:
HECA
Dairy Road/Adohr Road
Buttonwillow, CA 93206

Client Name:
URS Corporation
One Montgomery Street
San Francisco, CA 94104-0000

EDR Inquiry # 2755371.3 Contact: Kali Futnani

The complete Sanborn Library collection has been searched by EDR, and fire insurance maps covering the target
property location provided by URS Corporation were identified for the years listed below. The certified Sanborn Library
search results in this report can be authenticated by visiting www.edrnet.com/sanborn and entering the certification
number. Only Environmental Data Resources Inc. (EDR) is authorized to grant rights for commercial reproduction of
maps by Sanborn Library LLC, the copyright holder for the collection.

Certified Sanborn Results:

Site Name: HECA
Address: Dairy Road/Adohr Road
City, State, Zip: Buttonwillow, CA 93206
Cross Street:
P.O. # 28067571.800041
Project: HECA
Certification # D847-42C0-A70C

Library of Congress

University Publications of America

EDR Private Collection

The Sanborn Library LLC Since 1866™

The Sanborn Library includes more than 1.2 million
Sanborn fire insurance maps, which track historical
property usage in approximately 12,000 American
cities and towns. Collections searched:

Sanborn® Library search results
Certification # D847-42C0-A70C

UNMAPPED PROPERTY
This report certifies that the complete holdings of the Sanborn
Library, LLC collection have been searched based on client
supplied target property information, and fire insurance maps
covering the target property were not found.

Limited Permission To Make Copies
URS Corporation (the client) is permitted to make up to THREE photocopies of this Sanborn Map transmittal and each fire insurance map
accompanying this report solely for the limited use of its customer. No one other than the client is authorized to make copies. Upon request made
directly to an EDR Account Executive, the client may be permitted to make a limited number of additional photocopies. This permission is
conditioned upon compliance by the client, its customer and their agents with EDR's copyright policy; a copy of which is available upon request.

Disclaimer - Copyright and Trademark notice
This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc. It cannot be
concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO WARRANTY EXPRESSED OR
IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA RESOURCES, INC. SPECIFICALLY DISCLAIMS THE
MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL
RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF
ERRORS OR OMISSIONS, NEGLIGENCE, ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL,
INCIDENTAL CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report "AS IS". Any analyses, estimates, ratings, environmental risk
levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they be interpreted as providing
any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site Assessment performed by an
environmental professional can provide information regarding the environmental risk for any property. Additionally, the information provided in this Report is not to be
construed as legal advice.

Copyright 2010 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map of
Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks used herein are
the property of their respective owners.
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Hydrogen Energy California (08-AFC-8) Response to Workshop Request 39 
Responses to CEC Requests from April 12, 2010 Workshop Visual Resources 

 39-1 R:\10 HECA\DRs\WRs\CEC WR.doc 

Technical Area:  Visual Resources 
Technical Lead:  Jeanine Hinde 

WORKSHOP REQUEST 

39. Subsequent to the Workshop, CEC staff requested a narrative description and 
updated figures reflecting the modified Transmission Alternatives 1A and 1B. 

RESPONSE 

Modified transmission line alternative routes 1A and 1B exit from the southwest portion of the 
Project Site and travel along the West Side Canal before heading north along Dunford Road to 
Stockdale Highway.  At Stockdale Highway, the transmission routes extend northwest through 
predominantly agricultural lands and split before entering the Pacific Gas and Electric Company 
(PG&E) Midway Substation.  Modified transmission line alternative route 1A enters on the north 
side of the PG&E Midway Substation, and modified transmission line alternative route 1B enters 
on the south side of the PG&E Midway Substation. 

The modified transmission line alternative routes are approximately 8 miles in length. 

Revised Figures 5.11-1 and 5.11-2 are provided, along with revised visual simulations (Revised 
Figures 5.11-15 through 5.11-22), and reflect modified transmission line alternative routes 1A 
and 1B.  Specifically these revisions include: 

• Transmission line alternative routes 1A and 1B as described in the Revised AFC 
have been modified (shown as modified transmission line alternative routes 1A 
and 1B on Revised Figure 5.11-1) on all figures. 

• Key observation point (KOP) 5 and KOP 6 have been removed from all figures at 
the request of CEC staff, because the modified transmission routes are no longer 
applicable to these views. 

• All landscape character points have been removed from Revised Figure 5.11-2, 
as requested by CEC staff. 
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Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

12:14 PM
March 5, 2009
.71 miles
Partly Cloudy
West
35°19’58.83”N
119°22’20.44”W

KOP 1: VIEW FROM STATION ROAD
EXISTING CONDITIONS

REVISED FIGURE 5.11-15
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Hydrogen Energy California  (HECA)
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Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

12:14 PM
March 5, 2009
.71 miles
Partly Cloudy
West
35°19’58.83”N
119°22’20.44”W

KOP 1: VIEW FROM STATION ROAD
SIMULATED CONDITIONS

REVISED FIGURE 5.11-16
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Hydrogen Energy California  (HECA)
Kern County, California
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Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

1:14 PM
March 5, 2009
1.98 miles
Partly Cloudy
Southeast
35°21’16.82”N
119°24’18.91”W

KOP 2: VIEW FROM STOCKDALE HIGHWAY
EXISTING CONDITIONS

REVISED FIGURE 5.11-17
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Hydrogen Energy California  (HECA)
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Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

1:14 PM
March 5, 2009
1.98 miles
Partly Cloudy
Southeast
35°21’16.82”N
119°24’18.91”W

KOP 2: VIEW FROM STOCKDALE HIGHWAY
SIMULATED CONDITIONS

REVISED FIGURE 5.11-18
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Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

12:52 PM
March 5, 2009
2.79 miles
Partly Cloudy
Northwest
35°17’56.21”N
119°21’19.91”W

KOP 3: VIEW FROM ELK HILLS  
ELEMENTARY SCHOOL
EXISTING CONDITIONS

REVISED FIGURE 5.11-19
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Hydrogen Energy California  (HECA)
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Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

12:52 PM
March 5, 2009
2.79 miles
Partly Cloudy
Northwest
35°17’56.21”N
119°21’19.91”W

KOP 3: VIEW FROM ELK HILLS  
ELEMENTARY SCHOOL

SIMULATED CONDITIONS

REVISED FIGURE 5.11-20
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Hydrogen Energy California  (HECA)
Kern County, California

P
:\E

N
V

P
LA

N
N

IN
G

/H
yd

ro
ge

n 
E

ne
rg

y 
In

te
rn

at
io

na
l L

LC
\H

E
C

A
\S

im
s\

la
yo

ut
s\

he
ca

 la
yo

ut
s.

in
dd

Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

3:09 PM
March 5, 2009
3.03 miles
Partly Cloudy
Southwest
35°21’17.81”N
119°20’20.91”W

KOP 4: VIEW FROM STOCKDALE HIGHWAY
AND I-5

EXISTING CONDITIONS

REVISED FIGURE 5.11-21
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Photograph is intended to be viewed 10 inches from viewer’s eyes when printed on 11x17 paper. The photograph below has been cropped top and bottom to show a wide angle of view with the above photograph’s area shown in yellow.

Time of photograph:
Date of photograph:
Distance to project:
Weather condition:
Viewing direction:
Latitude:
Longitude:

Photograph Information

June 2010
28067571

3:09 PM
March 5, 2009
3.03 miles
Partly Cloudy
Southwest
35°21’17.81”N
119°20’20.91”W

KOP 4: VIEW FROM STOCKDALE HIGHWAY
AND I-5

SIMULATED CONDITIONS

REVISED FIGURE 5.11-22
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