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Proposed Revisions to Conditions of 
Certification - Eastshore Energy Center 
06-AFC-6 
Staff-Recommended Conditions of Certification 

Air Quality 
AQ-SCI Air Quality Construction Mitigation Manager (AQCMM): The project 

owner shall designate and retain an on-site AQCMM who shall be 
responsible for directing and documenting compliance.with conditions A Q  
SC3, AQ-SC4 and AQ-SC5 for the entire project site and liiear facility 
construction. The on-site AQCMM may delegate responsibilities to one or 
more AQCMM delegates. The AQCMM and AQCMM delegates shall have 
fdl access to all areas of construction on the project site and linear facilities, 
and shall have the authority to stop any or all construction activities as 
warranted by applicable c&nstruction mitigation conditions. The AQCMM 
and AQCMM delegates may have other responsibilities in addition to those 
described in this condition. The AQCMM shall not be terminated without 
written consent of the construction project manager (CPM). 

Verification: At least 45 days prior to the start of ground dishubance, the project owner 
shall submit to the CPM for approval the name, resume, qualifications, and contact 
information for the on-site AQCMM and all AQCMM delegates. The AQCMM and all 
delegates must be approved by the CPM before the start of g~ound disturbance. 

AQ-SC2 Air Quality Construction Mitigation Plan (AQCMP): The project owner 
shall provide, for approval, an AQCMP that details the steps to be taken and 
the reporting requirements necessary to ensure compliance with conditions 
of certification AQSC3, AQSC4 and AQSC5. 

Verification: At least 45 days prior to the start of any ground disturbance, the project 
owner shall submit the AQCMP to the CPM for approval. The CPM will notify the project 
owner of any necessary modifications to the plan within 30 days from the date of receipt. 
The AQCMP must be approved by the CPM before the start of ground disturbance. 

AQ-SC3 Construction Fugitive Dust Control: The AQCMM shall submit 
documentation to the CPM in each monthly compliance report (MCR) that 
demonstrates compliance with the following mitigation measures for 
purposes of preventing all fugitive dust plumes from leaving the project site 
and linear faality routes. Any deviation from the following mitigation 
measures shall require prior CPM notification and approval. 

a. All unpaved roads and disturbed areas in the project and linear 
construction sites shall be watered as frequently as necessary to comply 
with the dust mitigation objectives of AQSC4. The frequency of watering 
may be either reduced or eliminated during periods of precipitation. 



b. No vehicle shall exceed 10 miles per hour within the construction site. 

c. The construction site entrances shall be posted with visible speed limit 
signs. 

d. All construction equipment vehicle tires shall be inspected and washed as 
necessary to be free of dirt prior to entering paved roadways. 

e. Gravel ramps of at least 20 feet in length must be provided at the tire 
washing/cleaning station. 

f .  All unpaved exits from the construction site shall be graveled or treated 
to prevent track-out to public roadways. 

g. All construction vehicles shall enter the construction site through the 
treated entrance roadways unless an alternative route has been submitted 
to and approved by the CPM. 

h. Construction areas adjacent to any paved roadway shall be provided with 
sandbags or other measures as specified in the Storm ~aterpollution 
Prevention Plan (SWPPP) to prevent run-off to roadways. 

i. All paved roads within the construction site shall be swept at least twice 
daily (or less during periods of precipitation) on days when construction 
activity occurs to prevent the accumulation of dirt and debris. 

j. At least the first 500 feet of any public roadway exiting from the 
construction site shall be swept at least twice daily (or less during periods 
of precipitation) on days when construction activity occurs or on any 
other day when dirt or run-off from the construction site is visible on the 
public roadways. 

k. All soil storage piles and disturbed areas that remain inactive for longer 
than 10 days shall be covered or treated with appropriate dust 
suppressant compounds. 

1. All vehicles that are used to transport solid bulk material on public 
roadways and that have the potential to cause visible emissions shall be 
provided with a cover, or. the materials shall be sufficiently wetted and 
loaded onto the trucks to provide at least two feet of freeboard. 

m. Wind erosion control teduuques (such as windbreaks, water, chemical 
dust suppressants, and/or vegetation) shall be used on all construction 
areas that may be disturbed. Any windbreaks installed to comply with 
this condition shall remain in place until the soil is stabilized or 
permanently covered with vegetation. 

Verification: The project owner shall include in the MCR: (1) a summary of all actions 
taken to maintain compliance with this condition; (2) copies of any complaints filed with the 
air district in relation to project construction; and (3) any other documentation deemed 
necessary by the CPM and AQCMM to verify compliance with this condition. Such 
information may be provided via electronic format or disk at the project owner's discretion. 














































































































































































